OSHA Danger / SIGNS

CONFINED SPACE
ENTRY CAN BE FATAL
ENTER BY PERMIT ONLY

CONFINED SPACE
ENTRY PERMIT
NOT REQUIRED

CONFINED SPACE
ENTRY PERMIT
REQUIRED

NO.

.
|
:

CONFINED SPACE
HAZARDOUS AREA

UNAUTHORIZED
PERSONNEL KEEP OUT

CONFINED SPACE
HAZARDOUS ATMOSPHERE
AIR-SUPPLIED RESPIRATOR

REQUIRED FOR ENTRY

CONFINED SPACE
HAZARDOUS ATMOSPHERE
CHECK OXYGEN LEVEL
BEFORE AND DURING ENTRY

PS 7 x10 D371P
PS 10 x 14 D371PB
AL 7 x 10 D371A

PS 7x10
PS 10 x 14
RP 10 x 14
AL 7 x10

D373P
D373PB
D373RB
D373A

PS 10 x 14 D488PB
RP 10 x 14 D488RB
AL 10 x 14 D488AB

PS 7 x10
PS 10 x 14
RP 7 x 10
RP 10 x 14
AL 7 x 10
AL 10 x 14

D374P
D374PB
D374R
D374RB
D374A
D374AB

PS 10 x 14 DA489PB
RP 10 x 14 DA489RB
AL 10 x 14 D489AB

Q,

PS 7 x10
PS 10 x 14
RP 7 x10
RP 10 x 14

D246P
D246PB
D246R
D246RB

CONFINED
HAZARDOUS
ATMOSPHERE CONEINED SPACE CONSTRUCTION CONSTRUCTION
ENTER BY AREA
PERMIT ONLY KEEP OUT AREA DO NOT ENTER
PS 10 x7 D163P PS 7 x10 D372P PS5 7 %10 DIZZP PS 10 x 14 D490PB
RP 10 x7 D163R PS 10 x 14 D372PB PS 10 x 14 D132PB RP 10 x 14 DA490RB
RP 14 x 10 D163RB RP 7 x 10 D372R RP 7 x 10 D132R AL 10 x 14 D490AB
RP 10 x 14 D372RB RP 10 x 14 D132RB
AL 7 x 10 D372A AL 7 x 10 D132A
AL 10 x 14 D372AB AL 10 x 14 D132AB
FG 10 x 14 D132EB

Q,

Q,

:
.

E

CONSXSE,ETION CONSTRUCTION SITE CONSTRUCTION SITE CONSTRUN%I'ION SITE
AUTHORIZED

KEEP OUT PERSONNEL ONLY KEERQUT TRESPASSING

PS 7 x10 D404P PS 7 x10 D247P _PS 10 x 14 D491PB PS 7x10 D248P
PS 10 x 14 D404PB PS 10 x 14 D247PB RP 10 x 14 D491RB PS 10 x 14 D248PB
RP 7 x 10 D404R SE s }2 ng}gB AL 10 x 14 D491AB RP 7 x10 D248R
RP 10 x 14 DA404RB A SRt Do RP 10 x 14 D248RB
AL 7 x 10 DA404A AL 10 x 14 D247AB AL 10 x 14 D248AB
AL 10 x 14 DA404AB FG 10 x 14 D247EB FG 10 x 14 D248EB

1

1

1

CONSTRUCTION SITE CONSTRUCTION ZONE CONTAINS ASBESTOS FIBERS CONTROLLED CONTROLLED
UNAUTHORIZED UNAUTHORIZED PERSONNEL sl ACCESS ZONE o CORROSIVE
PERSONS KEEP OUT KEEP OUT DISEASE HAZARD PERSONNEL ONLY
PS 10 x 14 D492PB PS 10 x 14 D493PB PS 7 x10 D182P PS 10 x 14 D661PB PS 10 x 14 D662PB PS 7x10 D251P
RP 10 x 14 D492RB RP 10 x 14 D493RB PS 10 x 14 D182PB RP 10 x 14 D661RB RP 10 x 14 D662RB PS 10 x 14 D251PB
AL 10 x 14 D492AB AL 10 x 14 D493AB RP 7 x 10 D182R AL 10 x 14 D661AB AL 10 x 14 D662AB RP 7 x10 D251R
RP 10 x 14 D182RB RP 10 x 14 D251RB
AL 10 x 14 D182AB AL 7 x10 D251A
@ AL 10 x 14 D251AB
Q,
CORROSIVE LIQUIDS CORROSIVE LIQUIDS CORROSIVE CRANE CRANE CRANE
WEAR ACID GLOVES WEAR PROTECTIVE MATERIAL WORKING
AND GOGGLES EQUIPMENT OVERHEAD SWING OVERHEAD
PS 10 x 14 D494PB PS 7 x10 D424P PS 10 x 14 D671PB PS 7 x10 D425P PS 7 x10 DA405P PS 10 x 14 D253PB
RP 10 x 14 D494RB PS 10 x 14 D424PB RP 10 x 14 D671RB PS 10 x 14 D425PB PS 10 x 14 DA405PB RP 7 x 10 D253R
AL 10 x 14 D494AB RP 7 x 10 D424R AL 10 x 14 D671AB RP 7 x 10 DA425R RP 7 x 10 DA405R RP 10 x 14 D253RB
RP 10 x 14 D424RB RP 10 x 14 DA425RB RP 10 x 14 D405RB
AL 10 x 14 D424AB AL 7 x 10 D425A FG 10 x 14 D405EB
FG 10 x 14 DA424EB AL 10 x 14 D425AB
FG 10 x 14 DA425EB

Q

.
.

CROSSING OR STANDING CYLINDERS CYLINDERS DEEP DEMOLITION
ON CONVEYORIS CYANIDE MUST BE CHAINED MUST BE EXCAVATION WORK IN
AT ALL TIMES SECURED BEWARE PROGRESS

PS 7 x10 DA406P PS 10 x 14 D426PB PS 7 x10 D254P PS 10 x 14 D635PB RP 7 x 10 ‘D256R PS 7x10 D257P

PS 10 x 14 D406PB RP 10 x 14 D426RB PS 10 x 14 D254PB RP 10 x 14 D635RB RP 10 x 14 D256RB PS 10 x 14 D257PB

RP 7 x 10 D406R AL 10 x 14 D426AB RP 7 x 10 D254R AL 10 x 14 D635AB RP 7 x 10 D257R

RP 10 x 14 D406RB RP 10 x 14 D254RB RP 10 x 14 D257RB
AL 10 x 14 D257AB

Exceeding customer expectations!




Card Stock

Heavy paper stock, used for temporary applications.
Available in stock colors red, orange, yellow, green,
blue, white and manila. Other colors available upon
request.

Corrugated Polyethylene

Made of lightweight 4 mm corrugated polyethylene.

Our floor signs can be printed on either two sides or

four sides. These floor signs are water-proof and fold
easily for convenient storage.

Engraved Signage

Surface material has a low glare matte finish and is
ideal for name plates and interior signage. Subsurface
material has a low glare matte finish, UV stability,

and can have up to .010” cap thickness. Our Braille
material has a low glare matte finish and is compliant
with all ADA raised letter regulations.

Fiberglass .095

.095 material is rigid, shatter-proof and dent resistant.
This material will stand up to severe outdoor weather
conditions as well as weak alkalis and acids. Signs
are supplied with radius corners and pre-drilled
mounting holes.:

Glow Polyester (7520)

.010 polyester film is coated with an acrylic adhesive.
This material is non-toxic, non-radioactive and
glows for more than 6+ hours in total darkness.

The film meets or exceeds the following standards:
ASTM, IMQ, ISO/CD, NFPA and OSHA.

Glow Polyester (7550)

.010 Polyester film is coated with an acrylic adhesive.
This material is non-toxic, non-radioactive and
glows for more than 24+ hours in total darkness.
This material glows 2 1/2 times brighter than our.
7520 Glow Polyester. The film meets or exceeds the
following standards: ASTM, IMO, 1ISO/CD, NFPA

and OSHA.

Refer to these sections
for the corresponding
material.
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