
TUFF'n Litem Composite Sign Post U-Channel Sign Posts 
Best suited for mounting 
any 18"x12" traffic sign 
Lightweight posts-75% 
lighter than steel posts! kw 
Rust-proof and Fi - 
paint-chip resistant 
318" holes, 1" on 
center 
Available in  6' & 8' 
lengths 
Mounting hardware 
sold separately 

))Great for mounting 
traffic signs in ground, 1 
concrete or portable 
base settings. 
Engineered from high carbon 

? grade SP-80 billet steel 
I 

for years of maintenance- '!\! 

free performance 
Ribbed back and flanged for 
easy installation 
Available in 4', 6', and 8' 
(21bs per linear ft.) 
318" holes, I "  on center 
Meets the Federal Highway 
Administration's NCHRP-350 
Criteria 
Mounting hardware sold 
separately 

Sign Base Adapter 
))This 18" dia. portable sign 
base comes complete w i th  
post adapter and attachments. 
Engineered from high density 
polyethylene 
Designed to fi l l  with sand, or 
aggregate concrete to weigh 
up to 621bs 
Recommended for 4' and 6' poles 

/- 7 

, Part No. 

' EPB 

Post Drive Cap 
))Add t o  top of U-Channel 
t o  drive post into ground 

1 P without  damaging the 
PDC 

U-Channel. 

Aluminum Pedestal Base 
))Designed t o  accommodate a 
U-Channel post or tubular 
pipe post. 
Weight: 6 314 Ibs & 15" dia. 
For permanent mounting, 
simply drive stakes through 
3 mounting holes located in 
base. 

P4GR 4' $14.69 $13.96 

P6GR 6' $24.51 $19.75 

P8GR 8' $32.55 $26.25 

PDC $61.35 - I 

Mounting Hardware 
))Secure traffic signs to  any 
U-Channel post or mounting 
bracket. 

Standard Bolt and Nut  Pack 
Measurements: 2 112 " x 5/16 " 
Sold 2 bolts and 2 nuts per pack 

Tamper Resistant Bolt and Nut Pack 
))Prevent tampering or removal of 
traffic signs. 
Use tamper resistant one-way bolt 
and breakaway nut 
Measurements: 2 112" x 5/16" 
Sold 2 bolts and 2 nuts per pack 

I 

Part No. Description Price 

NBS Standard $2.80 

NBTR Tamper Resistant $7.45 



- -- - - - --_-- _ _ -- - - _ _-_- 

Refer to these sections 
for the corresponding 
material. 

Card Stock 
Heavy paper stock, used for temporary applications. 
Available in stock colors red, orange, yellow, green, 
blue, white and manila. Other colors available upon 
request. 

Corrugated Polyethylene 
Made of  lightweight 4 m m  corrugated polyethylene. 
Our floor signs can be printed on either two  sides or 
four sides. These floor signs are water-proof and fold 
easily for  convenient storage. 

Engraved Signage 
Surface material has a low glare matte finish and is 
ideal for name plates and interior signage. Subsurface 
material has a low glare matte finish, UV stability, 
and can have up to  .010" cap thickness. Our Braille 
material has a low glare matte finish and is compliant 
with all ADA raised letter regulations. 

Tags and Labels 

Facility 

Fiberglass .095 Signs 
Facility 

.095 material is rigid, shatter-proof and dent resistant. Fire 

This material wil l  stand up to  severe outdoor weather Construction 
Hazmat 

conditions as well as weak alkalis and acids. Signs Highway and Parking 

are supplied with radius corners and pre-drilled o p  Haz 
Bilingual 

mounting holes. 

Glow Polyester (7520) 
.010 polyester f i lm is coated with an acrylic adhesive. 
This material is non-toxic, non-radioactive and 
glows for more than 6+ hours in total darkness. 
The f i lm meets or  exceeds the following standards: 
ASTM, IMO, ISO/CD, NFPA and OSHA. 

Glow Polyester (7550) 
.010 Polyester f i lm is coated with an acrylic adhesive. 
This material is non-toxic, non-radioactive and 
glows for more than 24+ hours in total darkness. 
This material glows 2 112 times brighter than our 
7520 Glow Polyester. The f i lm meets or exceeds the 
following standards: ASTM, IMO, ISO/CD, NFPA 
and OSHA. 

Glow 


