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Vapor Tension Panel Thermometers

6142-20
Front Flange
Back Connect Panel 
Thermometer 

6742-19
U Bracket Back 
Connect Panel 
Thermometer

6812-02
Back Flange Back 
Connect Panel 
Thermometer

6642-12
Remote Vapor Tension 
Panel Thermometer

7112-05
Front Flange Back 
Connect Panel 
Thermometer

Used in many HVAC/R applications, these units are the perfect choice for use in walk-in refrigerators, tanks, refrigerated display 
cases, holding and specialty cabinets, dairy cases, freezers, floral displays and much more. They are able to obtain interior 
temperature readings remotely from outside of the cabinet and can be retro-fitted.

6142-06 6142-13 6142-20 6142-58

Temperature 
Range:

40° to 240°F
(10° to 115°C)

-40° to 120°F
(-40 to 50°C)

-40° to 60°F
(-40° to 15°C)

-40° to 60°F
(-40° to 15°C)

Accuracy:
±2°F (±1°C) from 

140° to 210°F
(60 to 99°C)

±2°F (±1°) at 10° and 
40°F (-12° and 4.5°C)
±5°F (±2.5°C) at 110°F 

(43°C)

±2°F (±1°C) at 10° to 
40°F (-12° to 4.5°C)

±2°F (±1°C) at 10° to 
40°F (-12° to 4.5°C)

Dial Dimension: 2” (51 mm) 2” (51 mm) 2” (51 mm) 2” (51 mm)

Capillary Length: 48” (1.2 m) 48” (1.2 m) 48” (1.2 m) 20’ (6.1 m)

Flange: Front Front Front Front

Connection: Back Back Back Back

Mounting: Flush Flush Flush Flush

Weight: 5 oz  (142 g) 5 oz  (142 g) 5 oz  (142 g) 7 oz (198 g)

Regulatory 
Listings:

Warranty: 1 year 1 year 1 year 1 year

6642-06 6642-12 6742-19 6812-01 6812-02

Temperature 
Range:

-40° to 60°F
(-40° to 15°C)

40° to 240°F
(10 to 115°C)

-40° to 60°F
(-40° to 15°C)

-40° to 60°F
(-40° to 15°C)

-40° to 120°F
(-40° to 50°C)

Accuracy: ±2°F (±1°C) at 10° to 
40°F (-12° and 4.5°C)

±2°F (±1°C) from 
140° to 210°F 
(60° to 99°C)

±2°F (±1°C) at 10° to 
40°F (-12° and 4.5°C)

±2°F (±1°C) at 10° to 
40°F (-12° to 4.5°C)

±2°F (±1°C) at 10° to 
40°F (-12° and 4.5°C)

±5°F (±2.5°C) at 
110°F (43°C)

Dial Dimension: 2” (51 mm) 2” (51 mm) 2” (51 mm) 2” (51 mm) 2” (51 mm)

Capillary Length: 48” (1.2 m) 48” (1.2 m) 48” (1.2 m) 48” (1.2 m) 48” (1.2 m)

Flange: Strap Hanger
no fl ange

Strap Hanger
no  fl ange

U-Bracket 
no fl ange Back Back

Connection: Bottom Bottom Back Back Back

Mounting: - - - Surface Surface

Weight: 5 oz (142 g) 5 oz (142 g) 5.6 oz (158.9 g) 5 oz (142 g) 5 oz (142 g)

Regulatory 
Listings:

Warranty: 1 year 1 year 1 year 1 year 1 year

7112-01 7112-02 7112-05 7612-06

Temperature 
Range:

-40° to 60°F
(-40° to 15°C)

-40° to 120°F
(-40 to 50°C)

40° to 240°F
(10° to 115°C)

-40° to 60°F
(-40° to 15°C)

Accuracy: ±2°F (±1°C) at 10° to 40°F 
 (-12° to 4.5°C)

±2°F (±1°C) at 10° and 40°F 
(-12° and 4.5°C)

±5°F (2.5°C) at 110° (-43°C)

±2°F (±1°C) from 
140° to 210°F
(60° to 99°C)

±2°F (±1°C) at 10° to 
40°F (-12° and 4.5°C)

Dial Dimension: 2.5” (64 mm) 2.5” (64 mm) 2.5” (64 mm) 2.5” (64 mm)

Capillary Length 48” (1.2 m) 48” (1.2 m) 48” (1.2 m) 48” (1.2 m)

Flange: Front Front Front Strap Hanger

Connection: Back Back Back Bottom

Mounting: Flush Flush Flush -

Weight: 7 oz (198 g) 7 oz (198 g) 7 oz (198 g) 5.6 oz (159 g)

Regulatory 
Listings:

Warranty: 1 year 1 year 1 year 1 year

  • Nickel / tin-plated bulb and capillary
  • Polycarbonate lens / bezel
  • Stainless steel cases


