Chin-Type Gas Masks
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The Safety Company

Our lightweight Chin-Type Gas Masks use a
replaceable canister to offer protection against
particulate matter, vapors, and gases. The small
canister and comfortable facepiece allow

for downward head movement and high
ease-of-use. Note: Not meant for fire fighting.

Advantage 3100
Single-Port Facepiece

e Lightweight, comfortable gas masks offer
protection against particulate matter, vapors,
and gases

e Small round canister and comfortable
facepiece provide easy downward head
movement

Advantage 4100
Single-Port Facepiece

e Canisters offer protection from:
Phosphine/Ammonia/Chlorine-P100,
Organic Vapor-P100, Hydrogen Fluoride/
Chlorine/P100, Formaldehyde/

Acid Gas/Chlorine Dioxide/
Hydrogen Sulfide/P100
Ultravue Ultra Elite
Facepiece Facepiece

ADVANTAGE 3100 10028999 10028998 10029000 Advantage 3100 Facepiece, black silicone, with rubber head harness
SLYERSHOl7Ad 213d 2 10031343 10031342 10031344 Advantage 3100 Facepiece, black hycar, with Advantage head harness
ADVANTAGE 4100 10083796 10083792 10083800 Advantage 4100 Facepiece, black silicone, with polyester net head harness
SRRVl d 25 29 25 10083797 10083793 10083801 Advantage 4100 Facepiece, black hycar, with polyester net head haress
ULTRAVUE 480251 480247 480255 Ultravue Facepiece, black silicone
HACEECE 471218 457126 471230 Ultravue Facepiece, black hycar
ULTRA ELITE 493072 493028 493116 Ultra Elite Facepiece, black silicone
RARIECE 493064 493020 493108 Ultra Elite Facepiece, black hycar

Replacement Canisters and Accessories

HJWXCSVII\I Single Canister
CANISTERS

Box/12 Canisters

10059903* 10094314
10067469* 10094315
10067491* 10091352
10067470* 10094316

Color
Coding

Phosphine/Ammonia/Chlorine/P100 Canister (PH/AM/CL) Maximum Escape Conditions: ammonia
and chlorine: 0.05 % volume, 5000 ppm phosphine: 0.15% volume, 1500 ppm Approval: TC-14G-0274

Organic Vapor/P100 Canister (OV) also effective against organic iodides and iodide vapors
Maximum Escape Conditions: 0.05 % volume, 5000 ppm Approval: TC-14G-0279

Hydrogen Fluoride/Chlorine/P100 Canister (HF/CL) Maximum Escape Conditions: hydrogen fluorine:
0.05 % volume, 5000 ppm chlorine: 0.10% volume, 5000 ppm Approval: TC-14G-0280

Formaldehyde/Acid Gas/Chlorine Dioxide/Hydrogen Sulfide/P100Canister (FM/AG/CD/HS)
Maximum Escape Conditions: formaldehyde: 0.05 % volume, 500 ppm acid gases and hydrogen
sulfide: 0.50% volume, 5000 ppm chorine dioxide: 0.10% volume, 1000 ppm

Approval: TC-14G-0280

* Canister contains a P100-particulate filter (99.97% filter efficiency level) against all particulate amounts.

STORAGE CASES
AND STORAGE
ACCESSORIES

10075204
10075207
10075205
10075206

10071231 | Wall bracket

For Phosphine/Ammonia/Chlorine/P100 Gas Mask
For Organic Vapor/P100 Gas Mask
For Hydrogen Fluoride/P100 Gas Mask

For Formaldehyde/Acid Gas/Chlorine Dioxide/
Escape from Hydrogen Sulfide/P100 Gas Mask

ADDITIONAL
PARTS FOR
BELT-
MOUNTING

10068195 | Beltclip

10068129 | Breathing tube

473902 PVC belt

9961 Web support belt, uncoated

492827 Polyurethane-coated nylon support belt
10068152 | Spark cover
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