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Complete Spray Gun Assembly

AA60 – 3/8
l l

GunJet
Number

Inlet
Conn.

Ordering Info

High Pressure Model Pressure
(psi)

Capacity
(gpm)

Temperature
°F (°C)

Inlet
Conn.

Outlet
Conn.

Length
(in.)

Width
(in.)

Height
(in.)

Net
Weight

(oz.)

Special
Features

30A 1500 5 200 (93) 1/4" NPT or
BSPT (F) 11/16"–16 THD 8 1-1/8 6-9/16 15

Trigger lock.
Nylon handle/
trigger guard.

60 2500 6 300 (150) 3/8" NPT or
BSPT (F) 11/16"–16 THD 8-3/4 1-7/16 6-1/2 16 Stainless steel body

available.

70 5000 10 300 (150) 3/8" NPT (F) or
BSPT (F)

1/4" NPT or
BSPT (F) 7.83 1.35 7.56 25

Easy trigger pull.
Stainless steel valve

seal and ball.

80 3000 10 300 (150) 3/8" NPT or
BSPT (F)

11/16"–16 THD
or

1/4", 3/8" NPT or
BSPT (F)

9 1-5/8 6-7/8 36 Nylon handle.
Trigger guard.

PW4000A 4000 10 300 (150) 1/4", 3/8" NPT or
BSPT (F)

1/4", 3/8" NPT or
BSPT (F) 8-3/4 1-1/4 7-3/4 24 Fatigue-reducing

trigger.

PW4000AS 4000 10 300 (150) 3/8" NPT or
BSPT (F) swivel

1/4", 3/8" NPT or
BSPT (F) 8-3/4 1-1/4 7-3/4 24 Bottom trigger pivot

and inlet swivel.
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