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8477H/YL

■ EQUIPMENT/ACCESSORY BAGS
 8477H/YL   Heavy-duty equipment bag w/zipper closure & wrap-around carrying straps 18-in.L x 9-in.W x 10-in.H (457 mm x 229 mm x 254 mm)

 8477HG1/BL   Durable welder’s equipment bag w/heavy-duty zipper closure & strong wrap-around carrying straps 18-in.L x 9-in.W x 10-in.H (457 mm x 229 mm x 254 mm)

 8477HL1/BK   Heavy-duty equipment bag w/zipper closure & wrap-around carrying straps 18-in.L x 9-in.W x 10-in.H (457 mm x 229 mm x 254 mm)

 077H/YL   Nut & bolt bag w/snap closure & web belt loops 8-in.L x 2.5-in.W x 8.5-in.H (203 mm x 63.5 mm x 216 mm)

Equipment/Accessory Bags 

 SKU    Description

8477HG1/BL 8477HL1/BK 077H/YL

Note: Additional bags available upon request.

Miller Body Belts

2NA 124N123N3NA

 Body Belt Sizing
 When ordering, indicate size by using the following suffi xes:

 Small  31-in.- 39-in. (787 - 991 mm)  add “/SBK” (Ex.: 2NA/SBK)
 Medium  35-in.- 43-in. (889 - 1092 mm)  add “/MBK”
 Large  39-in.- 47-in. (991 - 1194 mm) add “/LBK”
 X-Large  42-in.- 50-in. (1067 - 1270 mm) add “/XLBK”
 XX-Large  46-in.- 54-in. (1168 - 1372 mm) add “/XXLBK”
 XX-Small and X-Small sizes available upon request.

■ MILLER BODY BELTS
 2NA   Body belt with tongue buckle, includes side D-rings 
  & 3-in. (76 mm) back pad
 3NA  Body belt with tongue buckle, includes single D-ring 
  & 3-in. (76 mm) back pad
 123N  Lined body belt with tongue buckle, includes single D-ring
 124N  Lined body belt with tongue buckle, includes side D-rings

■ MILLER TOOL LANYARDS
 9076/BK   WristBandit Tool Holder attaches to the user’s wrist
 9077/1   Bandit Tool Lanyard attaches to the user’s belt
 9077X/12   Consists of a box of 12 Bandit Tool Lanyards

9077 Bandit Tool Lanyard 9076/BK WristBandit Tool Holder

Prevent tools from dropping that can cause serious injuries on 
the job site.

■ Bandit™ Tool Lanyard
Lanyard conveniently attaches to the user’s belt. Tools are 
attached with the carabiner or by cinching the cord around tool. 
5-lb. (2.3 kg) capacity.
■ WristBandit Tool Lanyard
Conveniently attaches to the user’s wrist with Velcro®. Tools are 
attached by cinching the lanyard cord around tool.
Velcro is a registered trademark of VELCRO USA Inc.

Miller Tool Lanyards 

 SKU Description

 SKU Description

FULL-FEATURED 
BELTS FOR WORK 

POSITIONING 
ONLY

 SKU  Description

■ MILLER HIGH-VISIBILITY VEST
 HIVIZVEST  To specify size add /M;  /L;  /XL;  or /XXL after SKU number (Ex: HIVIZVEST/M)

The Miller High Viz Vest is designed for use with, or without, a Miller 
full-body harness. Available in lime-yellow, the vest meets the Department 
of Transportation (DOT) requirements and the ANSI Class 3 High-Visibility 
Standard. Vest and harness sold separately reducing costs when either 
component is damaged or needs replacement.

Miller High-Visibility Vest USE WITH 
OR WITHOUT 
A HARNESS

800.873.5242
www.millerfallprotection.com
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All Miller brand fall protection products meet applicable OSHA, ANSI and CSA requirements.

HARNESS
SIZING 
CHART

Pg. 5


