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	Part#	Description	Division	ARRA Compliant	BAA Compliant	TAA Compliant	Mktg Short Desc	Mktg Long Desc
	S01-038S	S01-038 W/ TAILPIECES	Plbg Fixt	N	N	Y	Manual Mixing Valve With Tailpieces	Manual Mixing Valve S01-038 With Tailpieces
	S01-524	VERNATHERM VALVE-4 GPM	Plbg Fixt	N	N	Y	Vernatherm Valve-4 GPM	Vernatherm Valve-4 GPM
	S01-525S	S01-525 W/TAILPIECES	Plbg Fixt	N	N	Y	8 GPM Vernatherm Valve W Tailpieces	Vernatherm Valve-8 GPM With Tailpieces
	S02-045	ANGLE VOLUME CONTROL VALVE	Plbg Fixt	N	N	Y	Angle Volume Control Valve	Angle Volume Control Valve
	S05-054	SPRAYHEAD ASSY-CIRCLE	Plbg Fixt	Y	Y	Y	Sprayhead Assy-Circle	Sprayhead Assembly-Circle
	S05-054B	SPRAYHEAD ASSY-SEMI FOOT OR IR	Plbg Fixt	Y	Y	Y	Sprayhead Assy-Semi Foot Or Ir	Sprayhead Assy-Semi Foot Control Or Ir
	S05-135	EYE/FACE WASH HEAD ASSY	Plbg Fixt	Y	Y	Y	Eye/Face Wash Sprayhead	Replacement Black Eye/Face Wash Sprayhead.  Integral 2.4 GPM Flow Control in Sprayhead. Sold individually.
	S05-142	ASM. AERATOR- MG-2/MG-3	Plbg Fixt	Y	Y	Y	Aerator Assembly Express MG Units	Aerator Assembly For Use With Bradley Express MG-2 And MG-3 Lavatory Systems
	S05-180	AERATOR ASM. EXPRESS SSN	Plbg Fixt	Y	Y	Y	Aerator Assembly Express Ssn Units	Aerator Assembly For Use With Bradley Express SS-2N And SS-3N Lavatory Systems
	S07-066	FOOT VALVE ASSEMBLY	Plbg Fixt	N	N	Y	Foot Valve Assembly	Foot Valve Assembly
	S07-067AS	SERVICEVALVE THRU BODY IR TT	Plbg Fixt	Y	Y	Y	Solenoid Service Valve Thru Body	Solenoid Service Valve With Thru Body For Infrared And Touch Time Applications.  No Flow Control.
	S07-067S	SERVICEVALVE CLOSED BODY IR	Plbg Fixt	Y	Y	Y	Solenoid Service Valve Closed Body	Solenoid Service Valve With Closed Body For Infrared And Touch Time Applications.  No Flow Control.
	S07-068AS	SERVICEVALVE THRU BODY IR TT	Plbg Fixt	Y	Y	Y	Solenoid Service Valve Thru Body	Solenoid Service Valve With Thru Body For Infrared And Touch Time Applications.  Includes Flow Control.
	S07-068S	SERVICEVALVE CLOSED BODY IR	Plbg Fixt	Y	Y	Y	Solenoid Service Valve Closed Body	Solenoid Service Valve With Closed Body For Infrared And Touch Time Applications.  Includes Flow Control.
	S07-088AS	SERVICEVALVE THRU BODY NDT	Plbg Fixt	Y	Y	Y	Solenoid Service Valve Thru Body	Solenoid Service Valve With Thru Body For Ndite Units.
	S08-336	HANDLE/LABEL ASSY	Plbg Fixt	Y	Y	Y	SS Eyewash Handle Vertical Units	Stainless Steel Replacement Handle For Vertical Ball Valve Applications Only.
	S09-007S	LIQUID SOAP VALVE	Plbg Fixt	Y	Y	Y	Liquid Soap Valve	Liquid Soap Valve
	S09-010A	POWDERED SOAP VALVE	Plbg Fixt	Y	Y	Y	Powdered Soap Valve	Powdered Soap Valve
	S10-004	SOAP FILLER HOLE CAP CLWF	Plbg Fixt	Y	Y	Y	Soap Filler Cap Assembly	Soap Filler Cap Assembly
	S14-007	OPERATING ROD	Plbg Fixt	Y	Y	Y	Operating Rod	Operating Rod
	S19-110	FREE-STANDING DRENCH SHOWER-	Plbg Fixt	Y	Y	Y	Safety Shower, Floor Mount	Spintec Drench Shower, Freestanding, Plastic Shower Head, Galvanized Steel Pipe w/Yellow  Polyurethane Paint, Exceeds 20 GPM Minimum Flow Requirement, Integral Flow Restrictor, 1-1/4in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-110BF	BARRIER FREE DRENCH SHOWER	Plbg Fixt	Y	Y	Y	Safety Shower, BF, Floor Mount	Spintec Drench Shower Freestanding, Barrier Free, Plastic Shower Head, Galvanized Steel Pipe  w/Yellow Polyurethane Paint, Exceeds 20 GPM Minimum Flow Requirement, Integral Flow Restrictor, 1-1/4in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-110SS	FREE STANDING DRENCH SHOWER-	Plbg Fixt	Y	Y	Y	Safety Shower, SS, Floor Mount	Spintec Drench Shower, Freestanding, All Stainless Steel, Exceeds 20 GPM Minimum Flow Requirement, Integral Flow Restrictor, 1-1/4in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-120	HORIZONTAL DRENCH SHOWER-	Plbg Fixt	Y	Y	Y	Safety Shower, Wall Mount	Spintec Drench Shower, Horizontal Supply, Plastic Shower Head, Galvanized Steel Pipe w/ Yellow Polyurethane Paint, Exceeds 20 GPM Minimum Flow Requirement, Integral Flow Restrictor, 1in. NPT Water Supply, SEI Certifed To ANSI Z358.1-2009
	S19-120A	HORIZONTAL DRENCH SHOWER-	Plbg Fixt	Y	Y	Y	Safety Shower, Wall Mount	Spintec Drench Shower, Horizontal Supply, Stainless Steel Shower Head, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1in. NPT Water Supply, SEI Certifed To ANSI Z358.1-2009
	S19-120ABF	HORIZONTAL DRENCH SHOWER-	Plbg Fixt	Y	Y	Y	Safety Shower, Wall Mount	Spintec Drench Shower, Barrier Free, Horizontal Supply, Stainless Steel Shower Head, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-120BF	HORIZONTAL DRENCH SHOWER-	Plbg Fixt	Y	Y	Y	Safety Shower, Wall Mount	Spintec Drench Shower, Barrier Free,  Horizontal Supply, Plastic Shower Head, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Exceeds 20 GPM Minimum Flow Requirement, Integral Flow Restrictor, 1in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-120FM	FLUSH MOUNT DRENCH HORIZONTAL	Plbg Fixt	Y	Y	Y	Safety Shower, BF, Wall Mount	Spintec Drench Shower, Flush Mount To Ceiling, Horizontal Supply, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Exceeds 20 GPM Minimum Flow Requirement, Integral Flow Restrictor, 1in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-130	VERTICAL DRENCH SHOWER-	Plbg Fixt	Y	Y	Y	Safety Shower, Ceiling Mount	Spintec Drench Shower, Vertical Supply, Plastic Shower Head, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-130A	VERTICAL DRENCH SHOWER-	Plbg Fixt	Y	Y	Y	Safety Shower, Ceiling Mount	Spintec Drench Shower, Vertical Supply, Plastic Shower Head, Stainless Steel Shroud, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-130BF	VERTICAL DRENCH SHOWER-	Plbg Fixt	Y	Y	Y	Safety Shower, Ceiling Mount	Spintec Drench Shower, Barrier Free, Vertical Supply, Plastic Shower Head, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-130SS	VERTICAL DRENCH SHOWER-	Plbg Fixt	Y	Y	Y	Safety Shower, SS, Ceiling Mount	Spintec Drench Shower, Vertical Supply, Plastic Shower Head, Stainless Steel Pipe, 1in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-200B	FAUCET MOUNT EYE WASH-	Plbg Fixt	N	N	Y	Safety Eyewash, Faucet Mount	Eyewash, Faucet Mount, Chrome Plated Brass, adapters include: 55/64in.  x 27 Thread (Male), 15/16in. and 13/16in. x 27 Thread (Female), SEI Certified To ANSI Z358.1-2009
	S19-2000	EFX THERMOSTATIC MIXING VALVE-	Plbg Fixt	Y	Y	Y	Thermostatic Valve Safety 8 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Valve designed specifically to provide tepid water required for eyewash applications. Includes fixed cold water bypass and anti-scald positive shut-off to protect users. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 65-85 degrees F. Provides tepid water as required by ANSI Z358.1. 8GPM @ 30 PSI. Complements Bradleys full line of eyewash products.  Rough Bronze finish. Incoming 1/2in. NPT connections, outlet is 1/2in. NPT. Dial thermometer. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 180 degrees F. Universal Mounting Capability. Manufactures limited warranty.
	S19-210	PEDESTAL EYE WASH-	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Floor Mount	Eyewash, Pedestal Mount, Plastic Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, Certified To ANSI Z358.1-2009
	S19-210B	PEDESTAL EYE WASH-	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Floor Mount	Eyewash, Pedestal Mount, Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, Certified To ANSI Z358.1-2009
	S19-210BF	PEDESTAL EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Floor Mount	Eyewash And Sprayring, Barrier Free, Pedestal Mount, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, Certified To ANSI Z358.1-2009
	S19-210DC	PEDESTAL EYE WASH-STAINLESS	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Floor Mount	Eyewash w/Hinged Stainless Steel Dust Cover, Pedestal Mount, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, Certified To ANSI Z358.1-2009
	S19-210FW	PEDESTAL EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Floor Mount	Pedestal Mount Eye/Face Wash, Plastic Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, Certified To ANSI Z358.1-2009
	S19-210X	PEDESTAL EYE/FACE WASH W/RING-	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Floor Mount	Eyewash And Sprayring, Pedestal Mount, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Hand Or Foot Operated, 1/2in. NPT  Water Supply, 1-1/4in. Waste, Certified To ANSI Z358.1-2009
	S19-210Y	PEDESTAL EYE/FACE WASH SS BOWL	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Floor Mount	Eye/Face Wash, Pedestal Mount, Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, Certified To ANSI Z358.1-2009
	S19-2100	EMERGENCY TMV EFX25 36 GPM	Plbg Fixt	Y	Y	Y	Thermostatic Valve Safety 36 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Valve designed specifically to provide tepid water required for drench shower and eyewash applications. Includes fixed cold water bypass and anti-scald positive shut-off to protect users. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 65-85 degrees F. Provides tepid water as required by ANSI Z358.1. Rough bronze finish. 36 GPM @ 30 PSI. Complements Bradleys full line of drench shower and eyewash products. Incoming 3/4in. NPT connections, outlet is 1in. NPT. Dial thermometer.
	S19-220	WALL-MOUNT EYE WASH-	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Wall Mount	Eyewash, Wall Mount, Plastic Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, Certified To ANSI Z358.1-2009
	S19-220B	WALL-MOUNT EYE WASH-	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Wall Mount	Eyewash, Wall Mount, Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste., SEI Certified To ANSI Z358.1-2009
	S19-220BF	WALL-MOUNT EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, BF Wall Mount	Eye/Face Wash And Sprayring, Barrier Free Wall Mount, Stainless Steel Wrap Around Skirt, 1/2in. NPT Water Supply, 1-1/4in. Waste, SEI Certified To ANSI Z358.1-2009
	S19-220DC	WALL-MOUNT EYE WASH-	Plbg Fixt	Y	Y	Y	Safety Eyewash, Wall Mount	Eyewash w/Hinged Stainless Steel Dust Cover, Wall Mount, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, SEI Certified To ANSI Z358.1-2009
	S19-220DCFW	WALL-MOUNT EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Wall Mount	Eye/Face Wash w/Hinged Stainless Steel Dust Cover, Wall Mount, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, SEI Certified To ANSI Z358.1-2009
	S19-220FW	WALL-MOUNT EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Wall Mount	Eye/Face Wash, Wall Mount, Plastic Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, SEI Certified To ANSI Z358.1-2009
	S19-220T	WALL-MOUNT EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Wall Mount	Eye/Face Wash, Wall Mount, Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, SEI Certified To ANSI Z358.1-2009
	S19-220Y	WALL-MOUNT EYE/FACE WASH	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Wall Mount	Eye/Face Wash And Sprayring, Wall Mount, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Hand Or Foot Operation, 1/2in. NPT Water Supply, 1-1/4in. Waste, SEI Certified To ANSI Z358.1-2009
	S19-2200	EMERGENCY TMV EFX60 67 GPM	Plbg Fixt	Y	Y	Y	Thermostatic Valve Safety 67 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Valve designed specifically to provide tepid water required for drench shower and eyewash applications. Includes fixed cold water bypass and anti-scald positive shut-off to protect users. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 65-85 degrees F. Provides tepid water as required by ANSI Z358.1. Rough Bronze Finish. 67 GPM @ 30 PSI. Complements Bradleys full line of drench shower and eyewash products. Incoming 1in. NPT connections, outlet is 1 1/4in. NPT. Dial thermometer. Maximum inlet temperature of 180 degrees F. Minimum temperature differential of 15 degrees F between incoming hot water temperature and valve set point. Universal Mounting Capability. Manufactures limited warranty.
	S19-230T	EYE/FACE WASH- NO MOUNTING	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, No Bracket	Eye/Face Wash, No Mounting Plate, Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, SEI Certified To ANSI Z358.1-2009
	S19-2300	EMERGENCY TMV EFX125 125 GPM	Plbg Fixt	Y	Y	Y	Thermostatic Valve Safety 103 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Valve designed specifically to provide tepid water required for drench shower and eyewash applications. Includes fixed cold water bypass and anti-scald positive shut-off to protect users. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 65-85 degrees F. Provides tepid water as required by ANSI Z358.1. Rough bronze finish 103 GPM @ 30 PSI. Complements Bradleys full line of drench shower and eyewash products. Incoming 1 1/4in. NPT connections, outlet is 1 1/2in. NPT. Dial thermometer. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 180 degrees F. Minimum temperature differential of 15 degrees F between incoming hot water temperature and valve set point.  Manufactures limited warranty.
	S19-270B	DECK-MOUNT EYE WASH-	Plbg Fixt	Y	Y	Y	Safety Eyewash, Deck Mount	Eyewash w/Push Handle, Counter Mount, Chrome Plated Brass Pipe, Right Hand Activation, 1/2in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-270BL	DECK-MOUNT EYE WASH-	Plbg Fixt	Y	Y	Y	Safety Eyewash, Deck Mount	Eyewash w/Push Handle, Counter Mount, Chrome Plated Brass Pipe, Left Hand Activation, 1/2in. NPT Water Supply, SEI Certified To ANSI 358.1-2009
	S19-270C	SWING-ACTIVATED EYE WASH-	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Cabinet Mount	Eyewash, Swing-Activated, Chrome Plated Brass Pipe, Universal Counter Mount, 1/2in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-270E	SWING-ACTIVATED EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Cabinet Mount	Eye/Face Wash, Swing-Activated, Chrome Plated Brass Pipe, Universal Counter Mount, 1/2in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-270HC	CABINET MTD SWG DWN EYWS	Plbg Fixt	Y	Y	Y	Safety Eyewash, Cabinet Mount	Eyewash, Swing Down Activated, Stainless Steel Cabinet, 1/2in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-270HD	SWING-DOWN EYE WASH	Plbg Fixt	Y	Y	Y	Safety Eyewash, Deck Mount	Eyewash, Swing Down Activated, Chrome Plated Brass Pipe, Counter Mount, 1/2in. NPT Water Supply, ANSI SEI Certified To ANSI Z358.1-2009
	S19-270JC	CAB-MTD SWG DWN E/F WASH	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Deck Mount	Eye/Face Wash, Swing Down Activated, Stainless Steel Cabinet, 1/2in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-270JD	SWING-DOWN EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Deck Mount	Eye/Face Wash, Swing Down Activated, Chrome Plated Brass Pipe, Counter Mount, 1/2in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-281	CABINET MTD SWG DWN	Plbg Fixt	Y	Y	Y	Safety Eyewash, Cabinet Mount	Eyewash, Swing Down Activated, Barrier Free, Stainless Steel Cabinet, 1/2in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-310	COMBI SHOWER & EYE WASH-	Plbg Fixt	Y	Y	Y	Safety Shower and Eyewash	Combination Drench Shower w/Eyewash, Plastic Shower Head And Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Exceeds Minimum 20 GPM Flow, Integral Flow Control included, SEI Certified To ANSI Z358.1-2009
	S19-310AC	COMBI SHOWER & EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Shower and Eye/Face Wash	Combination Drench Shower w/Facewash, Plastic Shower Head And Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Hand Or Foot Operated, 1 1/4in. NPT Water Supply, Exceeds Minimum 20 GPM Flow, Integral Flow Control included, SEI Certified To ANSI Z358.1-2009
	S19-310BF	COMBI SHOWER & EYE/FACE W/RING	Plbg Fixt	Y	Y	Y	Safety Shower and Eye/Face Wash, BF	Combination Drench Shower w/Eyewash And Sprayring, Barrier Free, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1 1/4in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-310BFSS	COMBI SHOWER & EYE/FACE W/RING	Plbg Fixt	Y	Y	Y	Safety Shower and Eye/Face Wash, SS	Combination Drench Shower w/Eyewash And Sprayring, Barrier Free, All Stainless Steel, 1-1/4in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-310DC	COMBI SHOWER & EYE WASH	Plbg Fixt	Y	Y	Y	Safety Shower,  Eyewash, and DC	Combination Drench Shower w/Eyewash And Stainless Steel Hinged Dust Cover, Plastic Shower Head, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Exceeds 20 GPM Flow, Integral Flow Control included, SEI Certified To ANSI Z358.1-2009
	S19-310DCBF	COMBI SHOWER & EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Shower, Eye/Face Wash, DC	Barrier Free Combination Drench Shower w/Eyewash And Stainless Steel Hinged Du st Cover, Plastic Shower Head, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1 1/4in. NPT Water Supply, SEI Certified To ANSI Z358-2009
	S19-310DCFW	COMBI SHOWER & EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Shower, Eye/Face Wash, DC	Combination Drench Shower w/Facewash And Stainless Steel Hinged Dust Cover, Plastic Shower Head, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-310DCR	COMBI SHOWER & EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Shower, Eye/Face Wash, DC	Combination Drench Shower w/Eyewash, Sprayring And Stainless Steel Hinged Dust Cover, Plastic Shower Head, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Exceeds 20 GPM Integral Flow, includes Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-310F	COMBI SHOWER & EYE WASH-	Plbg Fixt	Y	Y	Y	Safety Shower, Eye/Face Wash	Combination Drench Shower w/Eyewash, Stainless Steel Shower Head And Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-310FW	COMBI SHOWER & EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Shower, Eye/Face Wash	Combination Drench Shower w/Facewash, Plastic Shower Head And Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1 1/4in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-310GG	COMBI SHOWER & EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Shower, Eye/Face Wash	Combination Drench Shower w/Facewash, Plastic Shower Head And No Eyewash Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-310HFP18	S1931-HFP-18"	Plbg Fixt	Y	Y	Y	Safety Shower, Eyewash, FP	Frost Proof Combination Drench Shower w/Facewash, Plastic Shower Head, No Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Water Valve Bury Depth 18in., 1-1/4in. NPT Water Supply, Exceeds 20 GPM Flow, includes Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-310HFP3	S1931-HFP-3'	Plbg Fixt	Y	Y	Y	Safety Shower, Eyewash, FP	Frost Proof Combination Drench Shower w/Facewash, Plastic Shower Head, No Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Water Valve Bury Depth 3ft., 1-1/4in. NPT Water Supply, Exceeds 20 GPM Flow, Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-310HFP4	S1931-HFP-4'	Plbg Fixt	Y	Y	Y	Safety Shower, Eyewash, FP	Frost Proof Combination Drench Shower w/Facewash, Plastic Shower Head, No Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Water Valve Bury Depth 4ft., 1-1/4in. NPT Water Supply, Exceeds 20 GPM Flow, Integral Flow Control,SEI Certified To ANSI Z358.1-2009
	S19-310HFP5	S1931-HFP-5'	Plbg Fixt	Y	Y	Y	Safety Shower, Eyewash, FP	Frost Proof Combination Drench Shower w/ Eye/Face Wash, Plastic Shower Head, No Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Water Valve Bury Depth 5ft., 1-1/4in. NPT Water Supply, Exceeds 20 GPM Flow, Integral Flow Control, sEI Certified To ANSI Z358.1-2009
	S19-310HFP6	S1931-HFP-6'	Plbg Fixt	Y	Y	Y	Safety Shower, Eyewash, FP	Frost Proof Combination Drench Shower w/ Eye/Face Wash, Plastic Shower Head, No Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Water Valve Bury Depth 6ft., 1-1/4in. NPT Water Supply, Exceeds 20 GPM Flow Control, Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-310JJ	COMBI SHOWER & EYE WASH-	Plbg Fixt	Y	Y	Y	Safety Shower, Eyewash, Chrome	Combination Drench Shower w/Eyewash, Chrome Plated Red Brass Pipe And Fittings Polished To A Bright Mirror Finish, 1-1/4in. NPT Water Supply, Exceeds 20 GPM Flow Control, Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-310LL	COMBI SHOWER & EYEWASH HAND/	Plbg Fixt	Y	Y	Y	Safety Shower, Eyewash	Combination Drench Shower w/Eyewash, Plastic Shower Head, Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Hand Or Foot Operated, 1-1/4in. NPT Water Supply, Exceeds 20 GPM Flow Control, Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-310NN18	S1931-IOP-18"-SB-SSH	Plbg Fixt	Y	Y	Y	Safety Shower, Eyewash, FP	Frost Proof Combination Drench Shower w/Eyewash, Stainless Steel Shower Head And Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Water Valve Bury Depth 18in., 1-1/4in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-310NN3	S1931-IOP-3'SB-SSH	Plbg Fixt	Y	Y	Y	Safety Shower, Frost Proof	Frost Proof Combination Drench Shower w/Eyewash, Stainless Steel Shower Head And Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Water Valve Bury Depth 3ft., 1-1/4in. NPT Water Supply, Exceeds 20 GPM Flow Control, Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-310NN4	S1931-IOP-4'-SB-SSH	Plbg Fixt	Y	Y	Y	Safety Shower, Frost Proof	Frost Proof Combination Drench Shower w/Eyewash, Stainless Steel Shower Head And Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Water Valve Bury Depth 4ft., 1-1/4in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-310NN5	S1931-IOP-5'-SB-SSH	Plbg Fixt	Y	Y	Y	Safety Shower, Frost Proof	Frost Proof Combination Drench Shower w/Eyewash, Stainless Steel Shower Head And Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Water Valve Bury Depth 5ft., 1-1/4in. NPT Water Supply, SEI Certified To ANSI Z358.1-2009
	S19-310NN6	S1931-IOP-6'-SB-SSH	Plbg Fixt	Y	Y	Y	Safety Shower, Frost Proof	Frost Proof Combination Drench Shower w/Eyewash, Stainless Steel Shower Head And Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Water Valve Bury Depth 6ft., 1-1/4in. NPT Water Supply, Exceeds 2 GPM Flow Control, Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-310P	COMBI SHOWER & EYE WASH-	Plbg Fixt	Y	Y	Y	Safety Shower, Frost Proof	Combination Drench Shower w/Eyewash And Drench Hose, Plastic Shower Head And Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Exceeds 20 GPM Minimum, Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-310PVC	COMBI SHOWER & EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Shower, EFW, Frost Proof	Combination Drench Shower w/Facewash, Plastic Shower Head And Bowl, All Pvc Pipe And Stainless Steel Fittings,  2in. NPT Water Supply, Exceeds 20 GPM Minimum, Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-310SC	COMBI SHOWER & EYE WASH-	Plbg Fixt	Y	Y	Y	Safety Shower, Eyewash, SS	Combination Drench Shower w/Eyewash And Stainless Steel Hinged Dust Cover, All Stainless Steel, 1-1/4in. NPT Water Supply, Exceeds 20 GPM Minimum Flow Control, Integral Flow Control,  SEI Certified To ANSI Z358.1-2009
	S19-310SPR	COMBI SHOWER & EYE WASH	Plbg Fixt	Y	Y	Y	Safety Shower, Frost Proof	Combination Drench Shower w/Eyewash And Sprayring, Stainless Shower Head And Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Hand Or Foot Operated, 1-1 /4in. NPT Water Supply, Exceeds 20 GPM Minimum Flow Control, Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-310SS	COMBI SHOWER & EYE/FACE W/RING	Plbg Fixt	Y	Y	Y	Safety Shower,  Eye/Face Wash, SS	Combination Drench Shower w/Eyewash And Spray Ring, All Stainless Steel, Hand Or Foot Operated, 1-1/4in. NPT Water Supply, Exceeds 20 GPM Minimum Flow Control, Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-310TT	COMBI SHOWER & EYE/FACE WASH-	Plbg Fixt	Y	Y	Y	Safety Shower, Eye/Face Wash	Combination Drench Shower w/ Eye/Face Wash, Stainless Steel Shower Head And Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Exceeds 20 GPM Minimum Flow Control, Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-310UU	COMBI SHOWER & EYE WASH-	Plbg Fixt	Y	Y	Y	Safety Shower, Frost Proof	Combination Drench Shower w/Eyewash, Stainless Steel Shower Head And Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, Hand Or Foot Operated, 1-1/4in. NPT Water Supply, Exceeds 20 GPM Minimum Flow Control, Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-315BF	IN-WALL DRENCH SHOWER/	Plbg Fixt	Y	Y	Y	Safety Shower, Eyewash, Cabinet	Combination Drench Shower w/Eyewash, Barrier Free, Recess Mount, Designed For 4in. Wall, 1in. NPT Water Supply For Drench Shower, 1/2in. NPT Water Supply, 1-1/4in. NPT Waste For Eyewash, Exceeds 20 GPM Minimum Flow Control, Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-320	FLOWSWITCH ALARM SYSTEM-	Plbg Fixt	Y	Y	Y	Safety Alarm for Safety Shower	Double Pole Double Throw (Dpdt), Flow Switch Alarm System For Drench Showers And Combination Units, Automatic, Audible And Visual Alarm, Min. 2 GPM Flow Required, 1-1/4in. NPT, 6ft. Cord, SEI Certified To ANSI Z358.1-2009
	S19-320C	FLOWSWITCH ALARM SYSTEM-	Plbg Fixt	Y	Y	Y	Safety Alarm for Safety Shower	Double Pole Double Throw (Dpdt) Flow Switch Alarm System For Drench Showers And Combination Units, Automatic, Audible And Visual Alarm,  Min. 2 GPM Flow Required, 1-1/4in. NPT, 12ft. Cord, SEI Certified To ANSI Z358.1-2009
	S19-325BF	IN WALL DRENCH SHOWER/	Plbg Fixt	Y	Y	Y	Safety Shower Eye/Face Wash Cabinet	Combination Drench Shower w/ Eye/Face Wash, Barrier Free, Recess Mount, Designed For 6in. Wall, 1in. NPT Water Supply For Drench Shower, 1/2in. NPT Water Supply, 1-1/4in. NPT Waste For Eyewash, Exceeds 20 GPM Minimum Flow Control, Integral Flow Control, SEI Certified To ANSI Z358.1-2009
	S19-330	PRIVACY CURTAIN USED FOR	Plbg Fixt	Y	Y	Y	Safety Shower Privacy Curtain	Privacy Curtain For Free Standing Drench Showers Or Combination Drench Showers w/Eyewash, Rail Dimensions: 1-1/2in. x 42in. Dia., SEI Certified To ANSI Z358.1-2009
	S19-330ST	DRENCH SHOWER TESTER	Plbg Fixt	Y	Y	Y	Safety Shower Flow Test Kit	Drench Shower Test, 84in. Chemical Resistant Water Tight Tyvek Funnel w/ Weighted Bottom, Telescoping Aluminum Handle Extends To 6ft., Certified To ANSI Z358.1-2009
	S19-399	ON SITE WASTE CART ASSM	Plbg Fixt	Y	Y	Y	Safety Waste Water Cart for S19-921	Waste Cart For S19-921 Portable Eyewash, Molded HDPE Yellow Tank, 56 Gallon Capacity, Tapered Sump To Drain Unit, SEI Certified To ANSI Z358.1-2009
	S19-430A	HAND-HELD DRENCH HOSE- 8' LONG	Plbg Fixt	Y	Y	Y	Wall-Mount Drench Hose	Drench Hose, Hand-Held, Single Sprayhead, Squeeze Stay Open Valve, 8ft. Plastic Yellow Hose, Wall Mount, 3/8in. Ips Male, Supplemental, UL Certified To meet ANSI 358.1-2009
	S19-430SH	SPRAY KIT FOR SHOWER UNIT	Plbg Fixt	Y	Y	Y	Hose Spray Kit For Drench Shower	Drench Hose Spray Kit includes All Necessary Fittings And Hanger To install A Drench Hose On A Bradley Safety Shower.
	S19-460	HAND-HELD DRENCH HOSE- 8' LONG	Plbg Fixt	Y	Y	Y	Deck-Mount Drench Hose Single Head	Drench Hose, Hand-Held, Single Sprayhead, Squeeze Stay Open Valve, 8ft. Plastic Yellow Hose, Counter Mount, 3/8 Ips Male, UL Certified To meet ANSI 358.1-2009
	S19-460EFW	HAND-HELD DRENCH HOSE- 8' LONG	Plbg Fixt	Y	Y	Y	Deck-Mount Drench Hose Dual head	Eyewash Drench Hose, Hand-Held, Dual Sprayheads, Squeeze Stay Open Valve, 8ft. Plastic Yellow Hose, Counter Mount, 3/8in Ips Male, UL Certified to meet ASNS  I 358.1-2009
	S19-465EFW	HAND-HELD DRENCH HOSE- 8' LONG	Plbg Fixt	Y	Y	Y	Deck-Mount Drench Hose Dual Head	Eyewash Drench Hose, Hand-Held, Dual Angled Sprayheads, Squeeze Stay Open Valve, 8ft. Plastic Yellow Hose, Counter Mount, 3/8in. Ips Male, UL Certified To meet ANSI 358.1-2009
	S19-670	PORTABLE 5 GAL PRESSURIZED	Plbg Fixt	Y	Y	Y	Safety Portable Drench Hose 5 gal	Portable 5 Gallon Pressurized Tank w/ 8ft. Plastic Yellow Drench Hose Only, Supplemental Only, SEI Certified To ANSI Z358.1-2009
	S19-672	PORTABLE EYE WASH- 5 GAL	Plbg Fixt	Y	Y	Y	Safety Portable Drench Hose 5 gal	Portable 5 Gallon Pressurized Tank w/ Eyewash And 8ft. Plastic Yellow Drench Hose, Supplemental Only,
	S19-690	PORTABLE EYE WASH- 10 GALLON	Plbg Fixt	Y	Y	Y	Safety Portable Eyewash 10 gal Htd	Portable 10 Gallon Pressurized Tank w/Eyewash And 8ft. Plastic Yellow Drench Hose, SEI Certified To ANSI Z358.1-2009
	S19-690H	HEATED 10 GL PORTABLE	Plbg Fixt	Y	Y	Y	Safety Portable Eyewash 10 gal Htd	Portable 10 Gallon Pressurized Tank w/Eyewash And 510 Watt Heater Jacket, SEI Certified To ANSI Z358.1-2009
	S19-788	PORTABLE EYE WASH- 15 GALLON	Plbg Fixt	Y	Y	Y	Safety Portable Eyewash 15 gal Htd	Portable 15 Gallon Pressurized Tank w/Eyewash And 8ft. Plastic Yellow Drench Hose, SEI Certified To ANSI Z358.1-2009
	S19-788H	HEATED 15GL PORTABLE PRE	Plbg Fixt	Y	Y	Y	Safety Portable Eyewash 15 gal Htd	Portable 15 Gallon Pressurized Tank w/Eyewash And 510 Watt Heater Jacket, SEI Certified To ANSI Z358.1-2009
	S19-921	ON-SITE GRAVITY FED EYE WASH	Plbg Fixt	Y	Y	Y	Safety Portable Eyewash Htd	On-Site Gravity Fed Portable Eyewash, Holds 7 Gallons Of Potable Water, Lower Tank Houses Push Down Eyewash Tray, SEI Certified To ANSI Z358.1-2009
	S19-921H	HEATED ON-SITE PORTABLE	Plbg Fixt	Y	Y	Y	Safety Portable Eyewash Htd	On-Site Gravity Fed Portable Eyewash W 121 Watt Heater Jacket, Holds 7 Gallons Of Potable Water, Lower Tank Houses Push Down Eyewash Tray, SEI Certified To ANSI Z358.1-2009
	S19214B	HALO EYEWASH SS BOWL	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Floor Mount	Halo Eyewash, Pedestal Mount, 304 Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, UL Recognized to ANSI Z358.1-2009, Barrier Free
	S19214DCFW	HALO EYE/FACE WASH SS BOWL &	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Floor Mount	Halo Eye/Face Wash, Pedestal Mount, 304 Stainless Steel Bowl with Cover, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, UL Recognized to ANSI Z358.1-2009, Barrier Free
	S19214EW	HALO EYEWASH PLASTIC BOWL	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Floor Mount	Halo Eyewash, Pedestal Mount, Plastic Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, UL Recognized to ANSI Z358.1-2009, Barrier Free
	S19214FW	HALO EYE/FACE WASH PLASTIC	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Floor Mount	Halo Eye / Facewash, Pedestal Mount, Plastic Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, UL Recognized to ANSI Z358.1-2009, Barrier Free
	S19214PDC	HALO EYEWASH PLASTIC BOWL AND	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Floor Mount	Halo Eyewash, Pedestal Mount, Plastic Bowl with Cover, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, UL Recognized to ANSI Z358.1-2009, Barrier Free
	S19214PDCFW	HALO EYE/FACE WASH PLASTIC	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Floor Mount	Halo Eye / Facewash, Pedestal Mount, Plastic Bowl with Cover, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, UL Recognized to ANSI Z358.1-2009, Barrier Free
	S19214Y	HALO EYE/FACE WASH SS BOWL	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Floor Mount	Halo Eye / Facewash, Pedestal Mount, 304 Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, UL Recognized to ANSI Z358.1-2009, Barrier Free
	S19224B	HALO EYEWASH SS BOWL	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Wall Mount	Halo Eyewash, Wall Mount, 304 Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste w/ Tailpiece, UL Recognized To ANSI Z358.1-2009, Barrier Free
	S19224DC	HALO EYEWASH SS BOWL & COVER	Plbg Fixt	Y	Y	Y	Safety Eyewash, Wall Mount	Halo Eyewash, Wall Mount, 304 Stainless Steel Bowl with Cover, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste w/ Tailpiece, UL Recognized To ANSI Z358.1-2009, Barrier Free
	S19224DCFW	HALO EYE/FACE WASH SS BOWL &	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Wall Mount	Halo Eye/Face Wash, Wall Mount, 304 Stainless Steel Bowl with Cover, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste w/ Tailpiece, UL Recognized To ANSI Z358.1-2009, Barrier Free
	S19224EW	HALO EYEWASH PLASTIC BOWL	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Wall Mount	Halo Eyewash, Wall Mount, Plastic Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste w/ Tailpiece, UL Recognized To ANSI Z358.1-2009, Barrier Free
	S19224FW	HALO EYE/FACE WASH PLASTIC	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Wall Mount	Eye/Face Wash, Wall Mount, Plastic Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste, SEI Certified To ANSI Z358.1-2009
	S19224PDC	HALO EYEWASH PLASTIC BOWL AND	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Wall Mount	Halo Eyewash, Wall Mount, Plastic Bowl with Cover, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste w/ Tailpiece, UL Recognized To ANSI Z358.1-2009, Barrier Free
	S19224PDCFW	HALO EYE/FACE WASH PLASTIC	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Wall Mount	Halo Eye/Face Wash, Wall Mount, Plastic Bowl with Cover, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste w/ Tailpiece, UL Recognized To ANSI Z358.1-2009, Barrier Free
	S19224T	HALO EYE/FACE WASH SS BOWL	Plbg Fixt	Y	Y	Y	Safety Eye/Face Wash, Wall Mount	Halo Eye/Face Wash, Wall Mount, 304 Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1/2in. NPT Water Supply, 1-1/4in. Waste w/ Tailpiece, UL Recognized To ANSI Z358.1-2009, Barrier Free
	S1930021BAALHNF	HEAT TRACE/BOT/IN LGT/LS	Plbg Fixt	Y	Y	Y	Safety Shower and Eyewash	Combination Drench Shower w/Eyewash, Plastic Shower Head No Bowl, Galvanized S teel Pipe, 1-1/4in. NPT Water Supply, Exceeds Minimum 20 GPM Flow, Heat Traced,Integral Flow Control included, SEI Certified To ANSI Z358.1-2009, Bottom Supply, Flow Switch Alarm System
	S1930021TAALHNF	HEAT TRACE/TOP/IN LGT/LS	Plbg Fixt	Y	Y	Y	Safety Shower and Eyewash	Combination Drench Shower w/Eyewash, Plastic Shower Head No Bowl, Galvanized Steel Pipe, 1-1/4in. NPT Water Supply, Exceeds Minimum 20 GPM Flow, Heat Traced, Integral Flow Control included, SEI Certified To ANSI Z358.1-2009, Top Supply, Flow Switch Alarm System
	S19314AC	HALO EYE/FACE WASH SS BOWL-	Plbg Fixt	Y	Y	Y	Safety Shower and Eye/Face Wash	Combination Drench Shower w/ Halo Eye / Facewash, Plastic Shower Head And 304 Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Shower Exceeds Minimum 20 GPM Flow, Integral Flow Control included, UL Recognized To ANSI Z358.1-2009, Hand and Foot Operation
	S19314BF	HALO EYE/FACE WASH SS BOWL-	Plbg Fixt	Y	Y	Y	Safety Shower and Eye/Face Wash, BF	Combination Drench Shower w/ Halo Eye/Facewash, Plastic Shower Head And 304 Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Shower Exceeds Minimum 20 GPM Flow, Integral Flow Control included, UL Recognized To ANSI Z358.1-2009, Barrier Free
	S19314DC	HALO EYEWASH SS BOWL & COVER-	Plbg Fixt	Y	Y	Y	Safety Shower,  Eyewash, and DC	Combination Drench Shower w/ Halo Eyewash, Plastic Shower Head And 304 Stainless Steel Bowl with Cover, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Shower Exceeds Minimum 20 GPM Flow, Integral Flow Control included, UL Recognized To ANSI Z358.1-2009,
	S19314DCFW	HALO EYE/FACE WASH SS BOWL &	Plbg Fixt	Y	Y	Y	Safety Shower, Eye/Face Wash, DC	Combination Drench Shower w/ Halo Eye/Facewash, Plastic Shower Head And 304 Stainless Steel Bowl with Cover, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Shower Exceeds Minimum 20 GPM Flow, Integral Flow Control included, UL Recognized To ANSI Z358.1-2009,
	S19314EW	HALO EYEWASH PLASTIC BOWL AND	Plbg Fixt	Y	Y	Y	Safety Shower and Eyewash	Combination Drench Shower w/ Halo Eyewash, Plastic Shower Head And Plastic Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Shower Exceeds Minimum 20 GPM Flow, Integral Flow Control included, UL Recognized To ANSI Z358.1-2009,
	S19314F	HALO EYEWASH SS BOWL- PLASTIC	Plbg Fixt	Y	Y	Y	Safety Shower, Eye/Face Wash	Combination Drench Shower w/ Halo Eyewash, Plastic Shower Head W/ SS Shroud And 304 Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Shower Exceeds Minimum 20 GPM Flow, Integral Flow Control included, UL Recognized To ANSI Z358.1-2009,
	S19314FW	HALO EYE/FACE WASH- PLASTIC	Plbg Fixt	Y	Y	Y	Safety Shower, Eye/Face Wash	Combination Drench Shower w/ Halo Eye / Facewash, Plastic Shower Head And Plastic Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Shower Exceeds Minimum 20 GPM Flow, Integral Flow Control included, UL Recognized To ANSI Z358.1-2009,
	S19314P	HALO EYEWASH PLASTIC BOWL AND	Plbg Fixt	Y	Y	Y	Safety Shower, Frost Proof	Combination Drench Shower w/ Halo Eyewash, Plastic Shower Head And Plastic Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Shower Exceeds Minimum 20 GPM Flow, Integral Flow Control included, UL Recognized To ANSI Z358.1-2009, Drench Hose
	S19314PDC	HALO EYEWASH PLASTIC BOWL &	Plbg Fixt	Y	Y	Y	Safety Shower and Eyewash	Combination Drench Shower w/ Halo Eyewash, Plastic Shower Head And Plastic Bowl with Plastic Cover, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Shower Exceeds Minimum 20 GPM Flow, Integral Flow Control included, UL Recognized To ANSI Z358.1-2009,
	S19314PDCFW	HALO EYE/FACE WASH PLASTIC	Plbg Fixt	Y	Y	Y	Safety Shower and Eyewash	Combination Drench Shower w/ Halo Eye/Face Wash, Plastic Shower Head And Plastic Bowl with Cover, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Shower Exceeds Minimum 20 GPM Flow, Integral Flow Control included, UL Recognized To ANSI Z358.1-2009,
	S19314SB	HALO EYEWASH SS BOWL- PLASTIC	Plbg Fixt	Y	Y	Y	Safety Shower and Eyewash	Combination Drench Shower w/ Halo Eyewash, Plastic Shower Head And 304 Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Shower Exceeds Minimum 20 GPM Flow, Integral Flow Control included, UL Recognized To ANSI Z358.1-2009,
	S19314SBFW	HALO EYE/FACE WASH SS BOWL-	Plbg Fixt	Y	Y	Y	Safety Shower and Eyewash	Combination Drench Shower w/ Halo Eye / Facewash, Plastic Shower Head And 304 Stainless Steel Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Shower Exceeds Minimum 20 GPM Flow, Integral Flow Control included, UL Recognized To ANSI Z358.1-2009,
	S19314UU	HALO EYEWASH SS BOWL PLASTIC	Plbg Fixt	Y	Y	Y	Safety Shower and Eyewash	Combination Drench Shower w/ Halo Eyewash, Plastic Shower Head W/ SS Shroud And Plastic Bowl, Galvanized Steel Pipe w/Yellow Polyurethane Paint, 1-1/4in. NPT Water Supply, Shower Exceeds Minimum 20 GPM Flow, Integral Flow Control included, UL Recognized To ANSI Z358.1-2009, Hand and Foot Operation
	S1944011BBC	HAND-HELD RECOILED DRENCH HOSE	Plbg Fixt	Y	Y	Y	Wall-Mount Drench Hose Dual Heads	Drench Hose, Hand-Held, Angled Dual Sprayhead, Squeeze stay open valve 12 ft. plastic yellow hose, Wall-Mount, 1/2 in. Ips Female, Supplemental, UL Certified to meet ANSI 358.1-2009
	S1944022ABC	HAND-HELD RECOILED DRENCH HOSE	Plbg Fixt	Y	Y	Y	Wall-Mount Drench Hose Dual Heads	Drench Hose, Hand-Held, Dual Sprayhead, paddle activation handle, 12 ft plastic Yellow Hose, Wall-Mount, 1/2 in. Ips Female, Supplemental, UL Certified to Meet ANSI 358.1-2009
	S23-1060	1X SHOWER	Plbg Fixt	Y	Y	Y	Shower, Pivoting Surface Mount	Pre-fabricated surface mounted pivoting wall shower with hinge mounting system. Shower constructed from 18 gauge type 304 stainless steel. 1/2in. flexible stainless steel braided hose supply connections. Accomodates 1 users at a time. Durable, single handle, hot and cold, ceramic disc pressure balancing valve. ASSE, cUPC certified. Chrome plated brass showerhead with T-handle adjustable spray pattern. 2.5 gpm max flow rate.
	S23-1061	1X-HN SHOWER	Plbg Fixt	Y	Y	Y	Shower, ADA Pivoting Surface Mount	Pre-fabricated surface mounted pivoting wall shower with hinge mounting system. Shower constructed from 18 gauge type 304 stainless steel. 1/2in. flexible stainless steel braided hose supply connections. Accomodates 1 users at a time. Durable, single handle, hot and cold, ceramic disc pressure balancing valve. ASSE, cUPC certified. Chrome plated brass showerhead with T-handle adjustable spray pattern. Hand shower with 60in. hose, in-line vacuum breaker, quick disconnect and wall hooks. 2.5 gpm max flow rate . Diverter valve to transfer water from fixed showerhead to hand shower. Fixture complies with ADA standards for reach and accessibility.
	S24-196	SS SHROUD SPINTEC RETROFIT KIT	Plbg Fixt	Y	Y	Y	SS Shroud Spintec Retrofit Kit	Spintec Retrofit Kit includes Spintec Showerhead And Stainless Steel Shroud.  included Elbow Allows New Spintec Showerhead To Be Retrofitted Onto Existing Bradley Drench Showers.
	S24-200	SS SPINTEC RETRO KIT	Plbg Fixt	Y	Y	Y	Spintec Retrofit Kit, SS Showerhead	Spintec Retrofit Kit includes Stainless Steel Spintec Showerhead And Fittings Required To install New Spintec Showerhead On Existing Bradley Safety Showers.
	S27-265	VALVE- HOSE SPRAY	Plbg Fixt	Y	Y	Y	Replacement Valve For Drench Hose	Replacement Valve For Bradley Drench Hose Units.  Sprayhead Is Sold Separately.
	S30-070	1/2" BALL VALVE/HANDLE PREPACK	Plbg Fixt	N	N	N	1/2 in Ball Valve/SS Handle Kit	Replacement 1/2in. Ball Valve And Handle includes Stainless Steel Handle With Hardware And 1/2in. NPT Stay Open Ball Valve For Use With Bradley Safety Showers And Eyewash Units.
	S30-071	HANDLE PREPACK-1/2"	Plbg Fixt	Y	Y	Y	Eyewash Handle Stainless Steel	Replacement Stainless Steel Eyewash Handle With Hardware For Use With Bradley Eyewashes And Combination Drench Shower And Eyewash Units.
	S30-072	1/2"BALL VLV/DC HANDLE PRK	Plbg Fixt	N	N	N	1/2in.Ball Valve/Dust Cover Handle	Replacement 1/2in. Ball Valve And Handle includes Stainless Steel Handle With Hardware And 1/2in. NPT Stay Open Ball Valve For Use With Bradley Eyewashes And Combination Safety Shower And Eyewash Units That Have A Stainless Steel Dust Cover installed Over The Eyewash Or Eye/Face Wash.
	S30-087	DUST COVER HANDLE PREPACK	Plbg Fixt	Y	Y	Y	Dust Cover Handle Eyewash	Replacement Stainless Steel Eyewash Handle With Hardware For Use With Bradley Eyewashes And Combination Drench Shower And Eyewash Units That Have A Stainless Steel Dust Cover installed.
	S39-394	EYEWASH HEAD ASSEMBLY W/SUPPLY	Plbg Fixt	N	N	Y	Eyewash Head Assembly	Eyewash Head Assembly includes Supply Stem
	S39-396	EYEWASH ASSEMBLY	Plbg Fixt	N	N	Y	Eye/Face Wash Head Assembly	Eye/Face Wash Head Assembly includes Supply Stem
	S45-049	REPAIR KIT FOR S01-116	Plbg Fixt	Y	Y	Y	Repair Kit For S01-116	Repair Kit For S01-116 Bradley Vernatherm Valve
	S45-050	REPAIR KIT FOR S60-003	Plbg Fixt	Y	Y	Y	Repair Kit For S60-003	Repair Kit For S60-003 Bradley Stop Strainer And Check Valve
	S45-051	REPAIR KIT WFTN. SPRAYHEAD	Plbg Fixt	Y	Y	Y	Repair Kit Wftn. Sprayhead	Repair Kit Washfountain Sprayhead
	S45-122	VALVE/HANDLE PREPACK	Plbg Fixt	N	N	N	1/2 in Ball Valve/Plastic Handle	Replacement 1/2in. Ball Valve And Handle includes Plastic Handle With Hardware And 1/2in. NPT Stay Open Ball Valve For Use With Bradley Safety Showers And Eyewash Units.
	S45-123	HANDLE/HARDWARE PREPACK	Plbg Fixt	Y	Y	Y	Eyewash Handle Plastic	Replacement Plastic Eyewash Handle With Hardware For Use With Bradley Eyewashes And Combination Drench Shower And Eyewash Units.
	S45-1732	PREPACK-16" MTG BRKT LD3010	Plbg Fixt	Y	Y	Y	16in. Mounting Bracket For LD3010	16in. Mounting Bracket For LD3010
	S45-1964	PLASTIC DUST COVER	Plbg Fixt	Y	Y	Y	Safety Retrofit Dust Cover Plastic	Retrofit Plastic Dust Cover For Bradley Eyewashes
	S45-197	REPAIR KIT FOR S01-038	Plbg Fixt	N	N	Y	Repair Kit For S01-038	Repair Kit For S01-038 Bradley Manual Mixing Valve
	S45-198	REPAIR KIT FOR S02-045	Plbg Fixt	N	N	Y	Repair Kit For S02-045	Repair Kit For S02-045 Bradley Angle Volume Control Valve
	S45-1986	FREEZE KIT FOR EYEWASHES	Plbg Fixt	Y	Y	Y	Freeze Kit For Eyewashes	Freeze Protection Kit For Use With Bradley Eyewash Units.  Completely Open At 35░ Fahrenheit And Closes At 45░ Fahrenheit.  Fittings Supplied.
	S45-1987	FREEZE KIT FOR DRENCH SHOWERS	Plbg Fixt	Y	Y	Y	Freeze Kit For Safety Showers	Freeze Protection Kit For Use With Bradley Safety Shower Units. Completely Open At 35░ Fahrenheit And Closes At 45░ Fahrenheit.  Fittings Supplied.
	S45-1989	SCALD KIT FOR EYEWASHES	Plbg Fixt	Y	Y	Y	Scald Kit For Eyewashes	Scald Protection Kit For Use With Bradley Eyewash Units.  Completely Open At 3105░ Fahrenheit And Closes At 85░ Fahrenheit. Fittings Supplied.
	S45-1990	SCALD KIT FOR DRENCH SHOWERS	Plbg Fixt	Y	Y	Y	Scald Kit For Safety Showers	Scald Protection Kit For Use With Bradley Eyewash Units. Completely Open At 3105░ Fahrenheit And Closes At 85░ Fahrenheit. Fittings Supplied.
	S45-2396	SS DUST COVER KIT	Plbg Fixt	Y	Y	Y	Safety Retrofit Dust Cover SS	Retrofit Stainless Steel Dust Cover For Bradley Eyewashes  SEI
	S45-2463	FL2H/S53-315/TMA/NSD/TC-COAL/	Plbg Fixt	N	N	Y	Frequency Lav, 2 Station Hi/Lo.	Frequency Lav, Double Station (High On Left). 1200 Series Cs Faucet, Centershank. Accommodates Up To 2 Users At A Time. Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes. Trap Cover Coal. Riverstone-Designer Color. Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns And Impact. Surface Damage Can Easily Be Repaired. Complies With ADA Guidelines. Complies With TAS. Certified By IAPMO To UPC & cUPC Regulations. Certified By NAHB To Comply With ANSI Z124.3, Z124.6 & ICPA. Greenguard Certified. Manufacturers Limited Warranty.
	S45-2464	FL2L/S53-315/TMA/NSD/TC-COAL/	Plbg Fixt	N	N	Y	Frequency Lav, 2 Station Lo/Hi.	Frequency Lav, Double Station (Low On Left). 1200 Series Cs Faucet, Centershank. Accommodates Up To 2 Users At A Time. Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes. Trap Cover Coal. Riverstone-Designer Color. Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns And Impact. Surface Damage Can Easily Be Repaired. Complies With ADA Guidelines. Complies With TAS. Certified By IAPMO To UPC & cUPC Regulations. Certified By NAHB To Comply With ANSI Z124.3, Z124.6 & ICPA. Greenguard Certified. Manufacturers Limited Warranty.
	S45-2465	FL3H/S53-315/TMA/NSD/TC-COAL/	Plbg Fixt	Y	Y	Y	Frequency Lav, 3 Station Hi/Lo/Hi.	Frequency Lav, Triple Station (High On Left And Right). 1200 Series Cs Faucet, Centershank. Accommodates Up To 3 Users At A Time. Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes. Trap Cover Coal. Riverstone-Designer Color. Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns And Impact. Surface Damage Can Easily Be Repaired. Complies With ADA Guidelines. Complies With TAS. Certified By IAPMO To UPC & cUPC Regulations. Certified By NAHB To Comply With ANSI Z124.3, Z124.6 & ICPA. Greenguard Certified. Manufacturers Limited Warranty.
	S45-2466	FL3L/S53-315/TMA/NSD/TC-COAL/	Plbg Fixt	N	N	Y	Frequency Lav, 3 Station Lo/Hi/Lo.	Frequency Lav, Triple Station (Low On Left And Right). 1200 Series Cs Faucet, Centershank. Accommodates Up To 3 Users At A Time. Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes. Trap Cover Coal. Riverstone-Designer Color. Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns And Impact. Surface Damage Can Easily Be Repaired. Complies With ADA Guidelines. Complies With TAS. Certified By IAPMO To UPC & cUPC Regulations. Certified By NAHB To Comply With ANSI Z124.3, Z124.6 & ICPA. Greenguard Certified. Manufacturers Limited Warranty.
	S45-572	FOOT PEDAL PREPACK	Plbg Fixt	Y	Y	Y	Foot Treadle Kit	Foot Treadle Kit includes All Necessary Fittings For Attaching To Bradley Pedestal Mounted Eyewashes And Combination Safety Showers For Hand Or Foot Activation Of The Eyewash Or Eye/Face Wash.
	S53-063	DUST COVER "SRVC ONLY" EFX	Plbg Fixt	Y	Y	Y	Eye/Face Wash Dust Cover	Replacement Dust Cover For Bradely Eye/Face Wash.  Black Sprayheads Sold individually.
	S53-315	AERADA 1200 SERIES FAUCET	Plbg Fixt	N	N	Y	Faucet Infrared Centershank	Solid Cast Brass Body. No Solenoid Valve. 4in. Centerset . Capacitive Sensing With Omni-Directional Detection Zone. (4) D Cell Alkaline Batteries included. 4in. Chrome Trimplate. Certified To cUPC Standards. ADA Compliant. Manufacturers Limited Warranty.
	S53-325	AERADA 1200 SERIES- 5.5"	Plbg Fixt	N	N	Y	Faucet Capacitive Sensing Gooseneck	Bradley 1200 Series AerADA Gooseneck Faucet w/ 1.5 GPM Flow Rate. Solid Cast Brass Body. No Solenoid Valve. 4in. Centerset . Capacitive Sensing With Omni-Directional Detection Zone. (4) D Cell Alkaline Batteries included. 4in. Chrome Trimplate. Certified To cUPC Standards. ADA Compliant. Manufacturers Limited Warranty.
	S53-326	SERIES 1000 AERADA GOOSENCK-AC	Plbg Fixt	Y	Y	Y	Faucet Capacitive Sensing, Low Arc	Solid Cast Brass Body. Centershank. Infrared Sensing Provides Hands Free Activation. AC Power (4) D Cell Alkaline Batteries included. Certified To CSA Standards. ADA Compliant. Manufacturers Limited Warranty.
	S53-327	SERIES 1000 AERADA GOOSENCK-DC	Plbg Fixt	Y	Y	Y	Faucet Infrared Gooseneck DC	Solid Cast Brass Body. Centershank. Infrared Sensing Provides Hands Free Activation. Dc Power. (4) D Cell Alkaline Batteries included. Certified To CSA Standards. ADA Compliant. Manufacturers Limited Warranty.
	S53-328	SERIES 1100 HIGH ARC FAUCET-AC	Plbg Fixt	Y	Y	Y	Faucet Infrared High Arc AC	Bradley 1100 Series High Arc Faucet w/ .5 GPM Flow Rate. Solid Cast Brass Body. Centershank. Infrared Sensing Provides Hands Free Activation. 6V Lithium Battery included. Certified To CSA Standards. ADA Compliant. Manufacturers Limited Warranty.
	S53-329	SERIES 1100 HIGH ARC FAUCET-DC	Plbg Fixt	Y	Y	Y	Faucet Infrared High Arc DC	Bradley 1100 Series High Arc Faucet w/ .5 GPM Flow Rate. Solid Cast Brass Body. Centershank. Infrared Sensing Provides Hands Free Activation. DC Power. 6V Lithium Battery included. Certified To CSA Standards. ADA Compliant. Manufacturers Limited Warranty.
	S59-1001	1C SHOWER C5 (W/STOPS)	Plbg Fixt	N	N	Y	Pressure Balancing Valve for Shower	Bradley Equa-Flo Pressure Balancing Valve, designed for use in commercial shower applications. Certified to ASSE 1016. Certified to cUPC standards. Rough bronze finish Incoming 1/2in. NPT connections, outlet is 1/2in. NPT. Maximum operating pressure of 125 PSI. Manufactures limited warranty.
	S59-2005	1C SHWR W/TMV (W/STOPS)	Plbg Fixt	N	N	Y	Thermostatic Valve for Shower	Bradley Thermostatic Mixing Valve designed for commercial shower applications. Paraffin wax filled thermostat insures constant outlet temperature. Temperature range 90-120 degrees F. 4 GPM. Certified to ASSE 1016. Certified to cUPC standards. Incoming 1/2in. NPT connections, outlet is 1/2in. NPT. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Minimum temperature differential of 10 degrees F between incoming hot water temperature and valve set point. Manufactures limited warranty.
	S59-2006	TMV ASSY-SHOWER	Plbg Fixt	Y	Y	Y	Thermostatic Valve for Shower	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Paraffin wax filled thermostat insures constant outlet temperature. Temperature range 90-120 degrees F. Rough bronze finish Incoming 1/2in. NPT connections, outlet is 1/2in. NPT. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Universal Mounting Capability. Manufactures limited warranty.
	S59-2007	VALVE ASSEMBLY-SINK/FAUCET	Plbg Fixt	Y	Y	Y	Thermostatic Valve for Faucet 8 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Paraffin wax filled thermostat insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to CSA standards. Rough bronze finish.  8 GPM @ 45 psi. Incoming 1/2in. NPT connections, outlet is 1/2in. NPT. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Universal Mounting Capability. Manufactures limited warranty.
	S59-2025	STANDARD TMV LEAD FREE TMV25	Plbg Fixt	Y	Y	Y	Thermostatic Valve Standard 25 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Lead free design, third party certified, contains less than 0.25% lead on wetted surfaces. Valve designed for master hot water distribution. Standard valve is designed to control water temperature in a system with relatively constant demand. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to cUPC standards. Certified to CSA standards. Certified by IAPMO to meet lead free plumbing laws. Rough bronze finish.  25 GPM @ 45 PSI. Incoming 3/4in. NPT connections, outlet is 3/4in. NPT. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Universal Mounting Capability. Manufactures limited warranty.
	S59-2045	STANDARD TMV LEAD FREE TMV45	Plbg Fixt	Y	Y	Y	Thermostatic Valve Standard 45 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Lead free design, third party certified, contains less than 0.25% lead on wetted surfaces. Valve designed for master hot water distribution. Standard valve is designed to control water temperature in a system with relatively constant demand. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to ASSE 1017. Certified to cUPC standards. Certified to CSA standards. Certified by IAPMO to meet lead free plumbing laws. Rough bronze finish. 47 GPM @ 45 PSI. Incoming 3/4in. NPT connections, outlet is 1in. NPT. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Universal Mounting Capability. Manufactures limited warranty.
	S59-2080	STANDARD TMV LEAD FREE TMV80	Plbg Fixt	Y	Y	Y	Thermostatic Valve Standard 80 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Lead free design, third party certified, contains less than 0.25% lead on wetted surfaces. Valve designed for master hot water distribution. Standard valve is designed to control water temperature in a system with relatively constant demand. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to ASSE 1017. Certified to cUPC standards. Certified to CSA standards. Certified by IAPMO to meet lead free plumbing laws. Rough bronze finish 77 GPM @ 45 PSI. Incoming 1in. NPT connections, outlet is 1 1/4in. NPT. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Universal Mounting Capability. Manufactures limited warranty.
	S59-2130	STANDARD TMV LEAD FREE TMV130	Plbg Fixt	Y	Y	Y	Thermostatic Valve Standard 130 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Lead free design, third party certified, contains less than 0.25% lead on wetted surfaces. Valve designed for master hot water distribution. Standard valve is designed to control water temperature in a system with relatively constant demand. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to ASSE 1017. Certified to cUPC standards. Certified to CSA standards. Certified by IAPMO to meet lead free plumbing laws. Rough bronze finish.  126 GPM @ 45 PSI. Incoming 1 1/4in. NPT connections, outlet is 1 1/2in. NPT. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Universal Mounting Capability. Manufactures limited warranty.
	S59-2200	STANDARD TMV LEAD FREE TMV200	Plbg Fixt	Y	Y	Y	Thermostatic Valve Standard 200 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Lead free design, third party certified, contains less than 0.25% lead on wetted surfaces. Valve designed for master hot water distribution. Standard valve is designed to control water temperature in a system with relatively constant demand. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to ASSE 1017. Certified to cUPC standards. Certified to CSA standards. Certified by IAPMO to meet lead free plumbing laws. Rough bronze finish. 192 GPM @ 45 PSI. Incoming 2in. NPT connections, outlet is 2in. NPT. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Universal Mounting Capability. Manufactures limited warranty.
	S59-3045	HIGH-LOW TMV LEAD FREE H/L45	Plbg Fixt	Y	Y	Y	Thermostatic Valve High/Low 45 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Lead free design, third party certified, contains less than 0.25% lead on wetted surfaces. Valve designed for master hot water distribution. High/Low type valve is designed to control water temperature during periods of both high and low demand. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to ASSE 1017. Certified to cUPC standards. Certified to CSA standards. Certified by IAPMO to meet lead free plumbing laws. Rough bronze finish. 47 GPM @ 45 PSI. Incoming 3/4in. NPT connections, outlet is 1in. NPT. Dial thermometer. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Minimum temperature differential of 15 degrees F between incoming hot water temperature and valve set point. Universal Mounting Capability. Manufactures limited warranty.
	S59-3045H	HIGH-LOW TMV LEAD FREE H/L45	Plbg Fixt	Y	Y	Y	Thermostatic Valve High/Low 45 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Lead free design, third party certified, contains less than 0.25% lead on wetted surfaces. Valve designed for master hot water distribution. High/Low type valve is designed to control water temperature during periods of both high and low demand. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to ASSE 1017. Certified to cUPC standards. Certified to CSA standards. Certified by IAPMO to meet lead free plumbing laws. Rough bronze finish. 47 GPM @ 45 PSI. Incoming 3/4in. NPT connections, outlet is 1in. NPT. Dial thermometer. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Minimum temperature differential of 15 degrees F between incoming hot water temperature and valve set point. Universal Mounting Capability. Manufactures limited warranty.
	S59-3080	HIGH-LOW TMV LEAD FREE H/L80	Plbg Fixt	Y	Y	Y	Thermostatic Valve High/Low 80 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Lead free design, third party certified, contains less than 0.25% lead on wetted surfaces. Valve designed for master hot water distribution. High/Low type valve is designed to control water temperature during periods of both high and low demand. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to ASSE 1017. Certified to cUPC standards. Certified to CSA standards. Certified by IAPMO to meet lead free plumbing laws. Rough bronze finish. 77 GPM @ 45 PSI. Incoming 1in. NPT connections, outlet is 1 1/4in. NPT connection.  Dial thermometer. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Minimum temperature differential of 15 degrees F between incoming hot water temperature and valve set point. Universal Mounting Capability. Manufactures limited warranty.
	S59-3130	HIGH-LOW TMV LEAD FREE H/L130	Plbg Fixt	Y	Y	Y	Thermostatic Valve High/Low 130 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Lead free design, third party certified, contains less than 0.25% lead on wetted surfaces. Valve designed for master hot water distribution. High/Low type valve is designed to control water temperature during periods of both high and low demand. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to ASSE 1017. Certified to cUPC standards. Certified to CSA standards. Certified by IAPMO to meet lead free plumbing laws. Rough bronze finish. 126 GPM @ 45 PSI. Incoming 1 1/4in. NPT connections, outlet is 1 1/2in. NPT. Dial thermometer. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Minimum temperature differential of 15 degrees F between incoming hot water temperature and valve set point. Universal Mounting Capability. Manufactures limited warranty.
	S59-3200	HIGH-LOW TMV LEAD FREE H/L200	Plbg Fixt	Y	Y	Y	Thermostatic Valve High/Low 200 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Lead free design, third party certified, contains less than 0.25% lead on wetted surfaces. Valve designed for master hot water distribution. High/Low type valve is designed to control water temperature during periods of both high and low demand. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to ASSE 1017. Certified to cUPC standards. Certified to CSA standards. Certified by IAPMO to meet lead free plumbing laws. Rough bronze finish.  192 GPM @ 45 PSI. Incoming 2in. NPT connections, outlet is 2in. NPT. Dial thermometer. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Minimum temperature differential of 15 degrees F between incoming hot water temperature and valve set point. Universal Mounting Capability. Manufactures limited warranty.
	S59-3260	HL2X1 HIGH CAPACITY	Plbg Fixt	Y	Y	Y	Thermostatic Valve High/Low 260 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Valve designed for master hot water distribution. High/Low type valve is designed to control water temperature during periods of both high and low demand.. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to ASSE 1017. Certified to cUPC standards. Certified to CSA standards. Rough brass finish. 252 GPM @ 45 PSI.  Incoming 2in. NPT connections, outlet is 2in. NPT. Dial thermometer. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Minimum temperature differential of 15 degrees F between incoming hot water temperature and valve set point. Manufactures limited warranty.
	S59-3400	HL2X2 HIGH CAPACITY	Plbg Fixt	Y	Y	Y	Thermostatic Valve High/Low 400 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Valve designed for master hot water distribution. High/Low type valve is designed to control water temperature during periods of both high and low demand.. Powerful liquid filled thermostat with 10 year warranty insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to ASSE 1017. Certified to cUPC standards. Certified to CSA standards. Rough brass finish. 384 GPM @ PSI.  Incoming 3in. NPT connections, outlet is 3in. NPT, Dial thermometer. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Minimum temperature differential of 15 degrees F between incoming hot water temperature and valve set point. Manufactures limited warranty.
	S59-4000	1/2" VALVE - LEAD FREE	Plbg Fixt	N	N	Y	Thermostatic Valve for Faucet 5 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Lead free design, third party certified, contains less than 0.25% lead on wetted surfaces.  Valve designed to control water temperature at the point of use. Paraffin wax filled thermostat insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to ASSE 1070. Certified to cUPC standards. Certified by IAPMO to meet lead free plumbing laws. 5.5 GPM @ 45 PSI.  Incoming 1/2in. NPT connections, outlet is 1/2in. NPT. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Minimum temperature differential of 10 degrees F between incoming hot water temperature and valve set point. Universal Mounting Capability. Manufactures limited warranty.
	S59-4000A	3/8" VALVE - LEAD FREE	Plbg Fixt	N	N	Y	Thermostatic Valve for Faucet 5 GPM	Bradley Navigator Thermostatic Mixing Valve, designed for use in commercial applications. Lead free design, third party certified, contains less than 0.25% lead on wetted surfaces.  Valve designed to control water temperature at the point of use.  Paraffin wax filled thermostat insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to ASSE 1070. Certified to cUPC standards. Certified by IAPMO to meet lead free plumbing laws. 5.5 GPM @ 45 PSI.  Incoming 3/8in. compression connections, outlet is 3/8in. compression. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 200 degrees F. Minimum temperature differential of 10 degrees F between incoming hot water temperature and valve set point. Universal Mounting Capability. Manufactures limited warranty.
	S59-4004	VERNATHERM ASSEMBLY  4 GPM	Plbg Fixt	N	N	Y	Thermostatic Valve for Faucet 4 GPM	Bradley Vernatherm Thermostatic Mixing Valve, designed for point-of-use commercial applications.  Valve designed to control water temperature at the point of use. Paraffin wax filled thermostat insures constant outlet temperature. Temperature range 90-120 degrees F. Certified to ASSE 1070. Certified to cUPC standards. Rough brass finish. 4.5 GPM @ 45 PSI.  Incoming 1/2in. NPSM connections, outlet is 1/2in. NPSM. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 180 degrees F. Minimum temperature differential of 10 degrees F between incoming hot water temperature and valve set point. Universal Mounting Capability. Manufactures limited warranty.
	S59-4004XS	VERNATHERM ASM WITH	Plbg Fixt	N	N	Y	Thermostatic Valve for Faucet 4 GPM	Bradley Vernatherm Thermostatic Mixing Valve, designed for point-of-use commercial applications. Certified to ASSE 1070. Certified to cUPC standards. Rough brass finish. 4.5 GPM @ 45 PSI.  Incoming 1/2in. NPT connections, outlet is 1/2in. NPT.  Maximum operating pressure of 125 PSI. Maximum inlet temperature of 180 degrees F. Minimum temperature differential of 10 degrees F between incoming hot water temperature and valve set point. Universal Mounting Capability. Includes check stops and supply hose. Manufactures limited warranty.
	S59-4008	VERNATHERM ASSEMBLY- 8 GPM	Plbg Fixt	N	N	Y	Thermostatic Valve for Faucet 8 GPM	Bradley Vernatherm Thermostatic Mixing Valve, designed for point-of-use commercial applications. 8 GPM @ 45 PSI. Certified to ASSE 1070. Certified to cUPC standards. Rough brass finish. Incoming 1/2in. NPT/Sweat connections, outlet is 1/2in. NPT. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 180 degrees F. Minimum temperature differential of 10 degrees F between incoming hot water temperature and valve set point. Universal Mounting Capability.  Manufactures limited warranty.
	S59-4015	VERNATHERM VALVE- 15 GPM	Plbg Fixt	Y	Y	Y	Thermostatic Valve Faucet 15 GPM	Bradley Vernatherm Thermostatic Mixing Valve, designed for point-of-use commercial applications. 12.5 GPM @45 PSI. Certified to ASSE 1017. Certified to cUPC standards. Rough brass finish.  Maximum operating pressure of 125 PSI. Maximum inlet temperature of 180 degrees F. Minimum temperature differential of 10 degrees F between incoming hot water temperature and valve set point. Universal Mounting Capability.  Manufactures limited warranty.
	S59-4015D	15 GPM VERNATHERM VALVE	Plbg Fixt	Y	Y	Y	Thermostatic Valve Faucet 15 GPM	Bradley Vernatherm Thermostatic Mixing Valve, designed for point-of-use commercial applications. 12.5 GPM @ PSI. Certified to ASSE 1017. Certified to cUPC standards. Rough brass finish. Incoming 1/2in. NPT/Sweat connections, outlet is 1/2in. NPT/Sweat. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 180 degrees F. Minimum temperature differential of 10 degrees F between incoming hot water temperature and valve set point. Universal Mounting Capability. Manufactures limited warranty.
	S59-4015N	15 GPM VERNATHERM VALVE	Plbg Fixt	Y	Y	Y	Thermostatic Valve Faucet 15 GPM	Bradley Vernatherm Thermostatic Mixing Valve, designed for point-of-use commercial applications. 12.5 GPM @45 PSI. Certified to ASSE 1017. Certified to cUPC standards. Rough brass finish. Incoming 3/4in. NPT connections, outlet is 3/4in. NPT. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 180 degrees F. Minimum temperature differential of 10 degrees F between incoming hot water temperature and valve set point. Universal Mounting Capability. Manufactures limited warranty.
	S59-4015S	15 GPM VERNATHERM VALVE	Plbg Fixt	Y	Y	Y	Thermostatic Valve Faucet 15 GPM	Bradley Vernatherm Thermostatic Mixing Valve, designed for point-of-use commercial applications. 12.5 GPM @ 45 PSI. Certified to ASSE 1017. Certified to cUPC standards. Rough brass finish. Incoming 3/4in. Sweat connections, outlet is 3/4in. Sweat. Maximum operating pressure of 125 PSI. Maximum inlet temperature of 180 degrees F. Minimum temperature differential of 10 degrees F between incoming hot water temperature and valve set point. Universal Mounting Capability.  Manufactures limited warranty.
	S60-003	STOP-STRAINER & CHECK VALVE	Plbg Fixt	N	N	Y	Stop-Strainer & Check Valve	Stop-Strainer & Check Valve
	S65-001A	REPAIR KIT- FOOT VALVE	Plbg Fixt	Y	Y	Y	Repair Kit- Foot Valve	Repair Kit- Foot Valve
	S65-074	90-75 STD. REP'R KIT	Plbg Fixt	Y	Y	Y	90-75 Faucet Repair Kit	90-75 Standard Faucet Repair Kit
	S65-084	REPAIR KIT-MULTIFOUNTS	Plbg Fixt	Y	Y	Y	Repair Kit-Multifounts	Repair Kit-Multifount Standard 90-75 Cartridge
	S65-230	REPAIR KIT- FOOT VALVE	Plbg Fixt	Y	Y	Y	Repair Kit- Foot Valve	Repair Kit- Foot Valve
	S73-054A	REPAIR KIT- AIR VALVE- HAND	Plbg Fixt	Y	Y	Y	Repair Kit- Air Valve	Repair Kit- Air Valve- Hand And Foot Activation
	S83-152	TRANSFORMER ASM. 120/24V 60HZ	Plbg Fixt	N	N	Y	Transformer Asm.	Transformer Asembly
	S89-002	YELLOW TUBE 3/8ID X8'	Plbg Fixt	N	N	Y	Yellow Hose For Drench Hoses	Replacement Yellow Hose 3/8in.(id) x 8ft. For Use With Bradley Drench Hoses.
	S89-003	S.S HOSE ASSY	Plbg Fixt	Y	Y	Y	SS Hose For Drench Hoses	Replacement Stainless Steel Hose For Use With Bradley Drench Hoses.
	S91-061L	HSC79 FLUSH VALVE BOX ANTI-LIG	Plbg Fixt	Y	Y	Y	Ligature Resistant Flush Valve	Ligature Resistant Flush Valve Cover, Rough Brass Finish Valve, Cover Heavy Gauge Type 304 stainless Steel, Tailpiece, Box Cover, Hemispherical Push Button   Assembly, Tamper-resistant Screws, Sloped Top, Safecare
	S91-061R	HSC79 FLUSH VALVE BOX ANTI-LIG	Plbg Fixt	Y	Y	Y	Ligature Resistant Flush Valve	Ligature Resistant Flush Valve Cover, Rough Brass Finish Valve, Cover Heavy Gauge Type 304 stainless Steel, Tailpiece, Box Cover, Hemispherical Push Button   Assembly, Tamper-resistant Screws, Sloped Top, Safecare
	S93-528	WF2703F-A-LSD	Plbg Fixt	Y	Y	Y	Washfountain Classic SS 36in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 3 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 36in. Diameter, 1.25 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations, Manufacturers Limited Warranty.
	S93-529	WF2703F-B-LSD	Plbg Fixt	Y	Y	Y	Washfountain Classic SS 36in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 3 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 36in. Diameter, 1.25GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations, Manufacturers Limited Warranty.
	S93-530	WF2704F-A-LSD	Plbg Fixt	Y	Y	Y	Washfountain Classic SS 54in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 4 Users, Stndard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, 3.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations, Manufacturers Limited Warranty.
	S93-531	WF2704F-B-LSD	Plbg Fixt	Y	Y	Y	Washfountain Classic SS 54in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 4 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, 3.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations, Manufacturers Limited Warranty.
	S93-532	WF2705F-A-LSD	Plbg Fixt	Y	Y	Y	Washfountain Classic SS 36in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 5 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 36in. Diameter, 2.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations, Manufacturers Limited Warranty.
	S93-533	WF2705F-B-LSD	Plbg Fixt	Y	Y	Y	Washfountain Classic SS 36in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 5 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 36in. Diameter, 2.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations, Manufacturers Limited Warranty.
	S93-534	WF2708F-A-LSD	Plbg Fixt	Y	Y	Y	Washfountain Classic SS 54in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 8 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, 5.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulation  s, Manufacturers Limited Warranty.
	S93-535	WF2708F-B-LSD	Plbg Fixt	Y	Y	Y	Washfountain Classic SS 54in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 8 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, 5.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations, Manufacturers Limited Warranty.
	S93-564	WF2808F-A-LSD (SBOX)	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 54in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 8 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Circular Bowl Design, Bradstone Sandbox, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains , 54in. Diameter, 5.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control,Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations, Manufacturers Limited Warranty.
	S93-565	WF2808F-B-LSD (SBOX)	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 54in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 8 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Circular Bowl Design, Bradstone Sandbox, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains , 54in. Diameter, 5.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations, Manufacturers Limited Warranty.
	S93-566	WF2804F-A-LSD (SBOX)	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 54in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 4 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Semi-Circular Bowl Design, Bradstone Sandbox, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains, 54in. Diameter, 3.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations, Manufacturers Limited Warranty.
	S93-567	WF2804F-B-LSD-SBOX	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 54in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 4 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Semi-Circular Bowl Design, Bradstone Sandbox, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains , 54 in. Diameter, 3.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations, Manuufacturers Limited Warranty.
	S93-568	WF2805F-A-LSD (SBOX)	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 36in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 5 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Circular Bowl Design, Bradstone Sandbox, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains , 36in. Diameter, 2.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-569	WF2805F-B-LSD (SBOX)	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 36in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 5 Users, Standard Height,  Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Circular Bowl Design, Bradstone Sandbox, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains , 36in. Diameter, 2.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations, Manufacturers Limited Warranty.
	S93-570	WF2803F-A-LSD (SBOX)	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 36in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 3 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Semi-Circular Bowl Design, Bradstone Sandbox, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains , 36in. Diameter, 1.25 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-571	WF2803F-B-LSD (SBOX)	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 36in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 3 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Semi-Circular Bowl Design, Bradstone Sandbox, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains , 36in. Diameter, 1.25 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-577	TDB3103IRLSDSTDEGRAY-A	Plbg Fixt	Y	Y	Y	Washfountain Deep Bowl Terreon 36in	Terreon Deep Bowl, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 3 Users, Standard Height 34in. Rim, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Semi-Circular Bowl Design, Empire Gray-Standard Color,Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns, And Impact. Surface Damage Can Easily Be Repaired, 36in. Diameter, 1.25 GPM Total Flow,  Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations, Certified By NAHB To Comply With ANSIz12 4.3, Z124.6 And ICPA, Greenguard Certified. Manufacturers Limited Warranty.
	S93-579	TDB3104IRLSDSTDEGRAY-A	Plbg Fixt	Y	Y	Y	Washfountain Deep Bowl Terreon 54in	Terreon Deep Bowl, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 4 Users, Standard Height 34in. Rim, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Semi-Circular Bowl Design, Empire Gray-Standard Color, Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns, And Impact. Surface Damage Can Easily Be Repaired, Liquid Soap Dispenser, 2.5 GPM Average Flow Rate, Thermostatic Mixing Valve With Adjustable Set Point.  Valve Compensates For Pressure And Temperature Changes, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations, Certified By NAHB To Comply With ANSIz124.3, Z124.6 And ICPA, Greenguard Certified. Manufacturers Limited Warranty.
	S93-580	TDB3104IRLSDSTDEGRAY-B	Plbg Fixt	Y	Y	Y	Washfountain Deep Bowl Terreon 54in	Terreon Deep Bowl, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 4 Users, Standard Height 34in. Rim, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Semi-Circular Bowl Design, Empire Gray-Standard Color, Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns, And Impact. Surface Damage Can Easily Be Repaired, Liquid Soap Dispenser, 2.5 GPM Average Flow Rate, Thermostatic Mixing Valve With Adjustable Set Point.  Valve Compensates For Pressure And Temperature Changes, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations, Certified By NAHB To Comply With ANSIz124.3, Z124.6 And ICPA, Greenguard Certified. Manufacturers Limited Warranty.
	S93-587	TDB3108IRLSDSTDEGRAY-A	Plbg Fixt	Y	Y	Y	Washfountain Deep Bowl Terreon 54in	Terreon Deep Bowl, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 8 Users, Standard Height 34in. Rim, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Circular Bowl Design, Empire Gray-Standard Color, Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns, And Impact. Surface Damage Can Easily Be Repaired, 4.5 GPM Average Flow Rate, Thermostatic Mixing Valve With Adjustable Set Point.  Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, Complies With ADA  (Adult) Guidelines, Complies With TAS  (Adult), Certified By IAPMO To UPC And cUPC Regulations, Certified By NAHB To Comply With ANSIz124.3, Z124.6 And ICPA, Greenguard Certified. Manufacturers Limited Warranty.
	S93-588	TDB3108IRLSDSTDEGRAY-B	Plbg Fixt	Y	Y	Y	Washfountain Deep Bowl Terreon 54in	Terreon Deep Bowl, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 8 Users, Standard Height 34in. Rim, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Circular Bowl Design, Empire Gray-Standard Color, Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns, And Impact. Surface Damage Can Easily Be Repaired, 4.5 GPM Average Flow Rate, Thermostatic Mixing Valve With Adjustable Set Point.  Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations, Certified By NAHB To Comply With ANSIz124.3 And Z124.6 And ICPA, Greenguard Certified. Manufacturers Limited Warranty.
	S93-591	KIT/SS-2N BOWL/PED/WH/IR/TMA/	Plbg Fixt	N	N	Y	Express Lav, SS-Series 2 Station	Express Lavatory. Infrared Sensors Provide Touch-Free Activation For Each individual User For Optimal Water Conservation. Accommodates Up To 2 Users At A Time. Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes. Wall Hung Frame. No Soap Dispenser. Gray Access Panel, Composed Of Vacuum-Formed Acrylic Laminate. Empire Gray-Standard Color. Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns, And Impact.Standard Polypropylene P-Trap. Complies With ADA Guidelines. Complies With TAS. Certified By IAPMO To UPC & cUPC Regulations. Certified By NAHB To Comply With ANSI Z124.3, Z124.6 & ICPA. Greenguard Certified. Manufacturers Limited Warranty.
	S93-592	KIT/SS-3N BOWL/PED/WH/IR/TMA/	Plbg Fixt	N	N	Y	Express Lav, SS-Series 3 Station	Express Lavatory. Infrared Sensors Provide Touch-Free Activation For Each individual User For Optimal Water Conservation. Accommodates Up To 3 Users At A Time. Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes. Wall Hung Frame. No Soap Dispenser. Gray Access Panel, Composed Of Vacuum-Formed Acrylic Laminate. Empire Gray-Standard Color. Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns, And Impact. Standard Polypropylene P-Trap. Complies With ADA Guidelines. Complies With TAS. Certified By IAPMO To UPC & cUPC Regulations. Certified By NAHB To Comply With ANSI Z124.3, Z124.6 & ICPA. Greenguard Certified. Manufacturers Limited Warranty.
	S93-593	MF2933/IR/STD/NSD/TMA- E-GRAY	Plbg Fixt	N	N	Y	Washfountain Tri Fount	Terreon Multi-Fount, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 3 Users, Standard Height, Rectangular Bowl Design, Empire Gray-Standard Color, Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns, And Impact. Surface Damage Can Easily Be Repaired, Highly Vandal Resistant, 36in.W, LowFlow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations, Certified By NAHB To Comply With ANSIz124.3 And Z124.6 And ICPA, Greenguard Certified. Manufacturers Limited Warranty.
	S93-594	MF2944/IR/STD/NSD/TMA- E-GRAY	Plbg Fixt	N	N	Y	Washfountain Quadra Fount	Terreon Multi-Fount, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 4 Users, Standard Height, Rectangular Bowl Design, Empire Gray-Standard Color, Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns, And Impact. Surface Damage Can Easily Be Repaired, Highly Vandal Resistant, 48in.W, LowFlow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations, Certified By NAHB To Comply With ANSIz124.3 And Z124.6 And ICPA, Greenguard Certified. Manufacturers Limited Warranty.
	S93-595	WF2803F-A-LSD (CBON)	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 36in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 3 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Semi-Circular Bowl Design, Bradstone Carbon, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains, 36in. Diameter, 1.25 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-596	WF2803F-B-LSD (CBON)	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 36in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 3 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Semi-Circular Bowl Design, Bradstone Carbon, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains, 36in. Diameter, 1.25 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations, Manufacturers Limited Warranty.
	S93-597	WF2804F-A-LSD (CBON)	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 54in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 4 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Semi-Circular Bowl Design, Bradstone Carbon, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains, 54in. Diameter, 3.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control,  Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-598	WF2804F-B-LSD (CBON)	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 54in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 4 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Semi-Circular Bowl Design, Bradstone Carbon, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains, 54in. Diameter, 3.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser. Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-599	WF2805F-A-LSD (CBON)	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 36in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 5 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Circular Bowl Design, Bradstone Carbon, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains, 36in. Diameter, 2.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control. Liquid Soap Dispenser. Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-600	WF2805F-B-LSD (CBON)	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 36in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 5 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Circular Bowl Design, Bradstone Carbon, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains, 36in. Diameter, 2.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations, Manufacturers Limited Warranty.
	S93-601	WF2808F-A-LSD (CBON)	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 54in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 8 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Circular Bowl Design, Bradstone Carbon, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains, 54in. Diameter, 5.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-602	WF2808F-B-LSD (CBON)	Plbg Fixt	Y	Y	Y	Washfountain Classic Bradstone 54in	Classic Washfountain, Foot Rail Mechanically Activates A Hold-Open Valve Providing Tempered Water To A Full Spray Ring For Multiple Users, Accommodates Up To 8 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Circular Bowl Design, Bradstone Carbon, Bradstone Is An Extremely Durable Plastic Material Made Of Reinforced Thermosetting Polyester Resins And Is Resistant To Most Chemicals And Stains, 54in. Diameter, 5.0 GPM Total Flow, Manual Mixing Valve Provides Adjustable Temperature Control, Liquid Soap Dispenser. Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-605	MG-2/NDT/NSD/TMA/MYSTIC-M	Plbg Fixt	Y	Y	Y	Express Lav, MG-Series 2 Station	Express Lavatory. Ndite« Technology Converts Light To Energy Using Photovoltaic Cells. Power Is Distributed To Sensors And Solenoids To Activate The Flow Of Water. Does Not Require AC Power Connection Or Batteries. Accommodates Up To 2 Users At A Time. Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes. Wall Hung Frame. No Soap Dispenser. Mystic Moss-Designer Color. Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns And Impact. Surface Damage Can Easily Be Repaired. Standard Polypropylene P-Trap. Complies With ADA Guidelines. Complies With TAS. Certified By IAPMO To UPC & cUPC Regulations. Certified By NAHB To Comply With ANSI Z124.3, Z124.6 & ICPA. Greenguard Certified. Manufacturers Limited Warranty.
	S93-606	MG-3/NDT/NSD/TMA/MYSTIC-M	Plbg Fixt	Y	Y	Y	Express Lav, MG-Series 3 Station	Express Lavatory. Ndite« Technology Converts Light To Energy Using Photovoltaic Cells. Power Is Distributed To Sensors And Solenoids To Activate The Flow Of Water. Does Not Require AC Power Connection Or Batteries. Accommodates Up To 3 Users At A Time. Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes. Wall Hung Frame. No Soap Dispenser. Mystic Moss-Designer Color. Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns And Impact. Surface Damage Can Easily Be Repaired. Standard Polypropylene P-Trap. Complies With ADA Guidelines. Complies With TAS. Certified By IAPMO To UPC & cUPC Regulations. Certified By NAHB To Comply With ANSI Z124.3, Z124.6 & ICPA. Greenguard Certified. Manufacturers Limited Warranty.
	S93-607	MG-2/IR/NSD/TMA/MOUNTAIN TOP	Plbg Fixt	Y	Y	Y	Express Lav, MG-Series 2 Station	Express Lavatory. Infrared Sensors Provide Touch-Free Activation For Each individual User For Optimal Water Conservation. Accommodates Up To 2 Users At A Time. Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes. Wall Hung Frame. No Soap Dispenser. Mountain Top-Designer Color. Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns And Impact. Surface Damage Can Easily Be Repaired. Standard Polypropylene P-Trap. Complies With ADA Guidelines. Complies With TAS. Certified By IAPMO To UPC & cUPC Regulations. Certified By NAHB To Comply With ANSI Z124.3, Z124.6 & ICPA. Greenguard Certified. Manufacturers Limited Warranty.
	S93-608	MG-3/IR/NSD/TMA/MOUNTAIN TOP	Plbg Fixt	Y	Y	Y	Express Lav, MG-Series 3 Station	Express Lavatory. Infrared Sensors Provide Touch-Free Activation For Each individual User For Optimal Water Conservation. Accommodates Up To 3 Users At A Time. Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes. Wall Hung Frame. No Soap Dispenser. Mountain Top-Designer Color. Terreon Solid Surface Material Resistant To Chemicals, Stains, Burns And Impact. Surface Damage Can Easily Be Repaired. Standard Polypropylene P-Trap. Complies With ADA Guidelines. Complies With TAS. Certified By IAPMO To UPC & cUPC Regulations. Certified By NAHB To Comply With ANSI Z124.3, Z124.6 & ICPA. Greenguard Certified. Manufacturers Limited Warranty.
	S93-627	SN2003/A/AST4F/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 36in	Sentry Washfountain, individual Foot Control Pneumatically Activates A Hold-Open Air Valve. For Optimal Water Conservation , Accommodates Up To 3 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 36in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, No Backsplash, Certified By IAPMO To UPC And cUPC Regulations, Manufacturers Limited Warranty.
	S93-628	SN2003/B/AST4F/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 36in	Sentry Washfountain, individual Foot Control Pneumatically Activates A Hold-Open Air Valve. For Optimal Water Conservation, Accommodates Up To 3 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 36in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point.  Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, No Backsplash, Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-629	SN2023/A/IR/STD/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 36in	Sentry Washfountain, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 3 Users, Standard Height, Wall Mount, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 36in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point.  Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, No Backsplash,Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-630	SN2023/B/IR/STD/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 36in	Sentry Washfountain, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 3 Users, Standard Height, Wall Mount, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 36in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, No Backsplash, Complies With ADA Guidelines, Complies With TAS, Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-631	SN2004/A/ASTF/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, individual Foot Control Pneumatically Activates A Hold-Open Air Valve. For Optimal Water Conservation, Accommodates Up To 4 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, No Backsplash. Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-632	SN2004/B/ASTF/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, individual Foot Control Pneumatically Activates A Hold-Open Air Valve. For Optimal Water Conservation, Accommodates Up To 4 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point.  Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, No Backsplash, Certified By IAPMO To UPC And cUPC Regulations, Manufacturers Limited Warranty.
	S93-633	SN2024/A/IR/STD/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, Infrared Sensors Provide Touch-Free Tempered Water Activiation For Each individual User For Optimal Water Conservation, Accommodates Up To 4 Users, Standard Height, Wall Mount, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, No Backsplash, Complies With ADA Guidelines, Complies With TAS, Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-634	SN2024/B/IR/STD/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 4 Users, Standard Height, Wall Mount, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, No Backsplash, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-635	SN2005/A/AST4F/STD/TMA/LSD	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 36in	Sentry Washfountain, individual Foot Control Pneumatically Activates A Hold-Open Air Valve. For Optimal Water Conservation, Accommodates Up To 5 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 36in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point.  Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, No Backsplash. Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-636	SN2005/B/AST4F/STD/TMA/LSD	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 36in	Sentry Washfountain, individual Foot Control Pneumatically Activates A Hold-Open Air Valve. For Optimal Water Conservation, Accommodates Up To 5 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 36in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, No Backsplash, Cerified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-637	SN2005/A/IR/STD/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 36in	Sentry Washfountain, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 5 Users, Standard Height, Floor Mount, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 36in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser. Complies With ADA (Adult) Guidelines, Complies With TAS (Adult). Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-638	SN2005/B/IR/STD/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 36in	Sentry Washfountain, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 5 Users, Standard Height, Floor Mount, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 36 inch Diater, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-639	SN2008/A/AST4F/STD/TMA/LSD	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, individual Foot Control Pneumatically Activates A Hold-Open Air Valve. For Optimal Water Conservation, Accommodates Up To 8 Users, Standard Height, Floor Mount, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-640	SN2008/B/AST4F/STD/TMA/LSD	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, individual Foot Control Pneumatically Activates A Hold-Open Air Valve. For Optimal Water Conservation, Accommodates Up To 8 Users, Standard Height, Floor Mount, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, CertifiedBy IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-641	SN2008/A/IR/STD/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 8 Users, Standard Height, Floor Mount, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve WithAdjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-642	SN2008/B/IR/STD/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 8 Users, Standard Height, Floor Mount, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-643	SN2013/A/AST4F/STD/TMA/LSD	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, individual Foot Control Pneumatically Activates A Hold-Open Air Valve. For Optimal Water Conservation , Accommodates Up To 3 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Corner Mounted Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-644	SN2013/B/AST4F/STD/TMA/LSD	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, individual Foot Control Pneumatically Activates A Hold-Open Air Valve. For Optimal Water Conservation, Accommodates Up To 3 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Corner Mounted Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point.  Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-645	SN2013/A/IR/STD/TMA/LSD	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 3 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Corner Mounted Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-646	SN2013/B/IR/STD/TMA/LSD	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, Infrared Sensors Provide Touch-Free Tempered Water Activation For Each individual User For Optimal Water Conservation, Accommodates Up To 3 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Corner Mounted Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-647	SN2023/A/AST4/STD/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 36in	Sentry Washfountain, individual Push Button Pneumatically Activates An Air Metering Valve, Field Adjustable Timing For Optimal Water Conservation, Accommodates Up To 3 Users, Standard Height, Wall Mount, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 36in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-648	SN2023/B/AST4/STD/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 36in	Sentry Washfountain, individual Push Button Pneumatically Activates An Air Metering Valve, Field Adjustable Timing For Optimal Water Conservation, Accommodates Up To 3 Users, Standard Height, Wall Mount, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 36in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult). Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-649	SN2024/A/AST4/STD/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, individual Push Button Pneumatically Activates An Air Metering Valve, Field Adjustable Timing For Optimal Water Conservation, Accommodates Up To 4 Users, Standard Height, Wall Mount, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, No Backsplash, Complies With ADA (Adult) Guidelines. Complies With TAS (Adult). Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-650	SN2024/B/AST4/STD/TMA/LSD/NBS	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, individual Push Button Pneumatically Activates An Air Metering Valve, Field Adjustable Timing For Optimal Water Conservation, Accommodates Up To 4 Users, Standard Height, Wall Mount, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Semi-Circular Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, No Backsplash, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-651	SN2013/A/AST4/STD/TMA/LSD	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, individual Push Button Pneumatically Activates An Air Metering Valve, Field Adjustable Timing For Optimal Water Conservation, Accommodates Up To 3 Users, Standard Height, Drain Type A Provides The Most Common installation - Supplies From Below With An Off-Line Vent, Corner Mounted Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in. Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult). Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	S93-652	SN2013/B/AST4/STD/TMA/LSD	Plbg Fixt	Y	Y	Y	Washfountain Sentry SS 54in	Sentry Washfountain, individual Push Button Pneumatically Activates An Air Metering Valve, Field Adjustable Timing For Optimal Water Conservation, Accommodates Up To 3 Users, Standard Height, Supplies From Above. Special Vented Trap Provided For Vent Pipe At The Fixture, Corner Mounted Bowl Design, 14 Gauge Stainless Steel Bowl Provides Durability, Strength, And Vandal Resistance, 54in.  Diameter, Low Flow, 0.5 GPM Per User, Thermostatic Mixing Valve With Adjustable Set Point. Valve Compensates For Pressure And Temperature Changes, Liquid Soap Dispenser, Complies With ADA (Adult) Guidelines, Complies With TAS (Adult), Certified By IAPMO To UPC And cUPC Regulations. Manufacturers Limited Warranty.
	107-371	TETHERED DUST COVER	Plbg Fixt	Y	Y	Y	Tethered Dust Cover, Eyewash	Replacement Tethered Dust Cover For Bradley Eyewash Products.
	110-005	NUT 1-1/16-14 HEX	Plbg Fixt	Y	Y	Y	Nut 1-1/16-14 Hex	Replacement Nut 1-1/16in. 14 Hex
	114-050	SAFETY SIGN SHOWER	Plbg Fixt	Y	Y	Y	Safety Sign Shower	Safety Sign For Bradley Safety Showers
	114-051	SAFETY SIGN EYE-WASH	Plbg Fixt	Y	Y	Y	Safety Sign, Eyewash	Safety Sign For Bradley Eyewash Units.
	114-052	SAFETY SIGN	Plbg Fixt	Y	Y	Y	Safety Sign, Eyewash And Shower	Safety Sign For Eyewash And Shower Units
	124-001AF	WASHER .688X.969X.063 FLAT	Plbg Fixt	Y	Y	Y	Washer .688X.969X.063 Flat	Replacement Washer .688 x.969 x.063 Flat
	124-020C	SPRAYHEAD GROMMET CIRCLE	Plbg Fixt	Y	Y	Y	Sprayhead Grommet Circle	Replacement Sprayhead Grommet For Circular Washfountain Sprayhead
	124-020D	SPRAYHEAD GROMMET SEMI	Plbg Fixt	Y	Y	Y	Sprayhead Grommet Semi	Replacement Sprayhead Grommet For Semi-Circular Washfountain Sprayhead
	125-008	GASKET METAL SUPPORT TUBE	Plbg Fixt	Y	Y	Y	Gasket For Support Tube	Replacement Support Tube Gasket For Washfountain Units With Metal Bowl
	125-011	GASKET PRECAST SUPPORT TUBE	Plbg Fixt	Y	Y	Y	Gasket For Support Tube	Replacement Support Tube Gasket For Washfountain Units With Non-Metal Bowls
	128-135	EYEWASH HANDLE	Plbg Fixt	Y	Y	Y	Eyewash Yellow Plastic Handle	Replacement Yellow Plastic Eyewash Handle
	128-156A	PULL ROD-25-1/2" LG	Plbg Fixt	Y	Y	Y	Safety Shower Pull Rod, 24 in	Drench Shower Pull Rod, 24in. Length
	129-007	TAILPIECE UNPLATED WF	Plbg Fixt	Y	Y	Y	Unplated Tailpiece	Unplated Brass Tailpiece
	129-009	TAILPIECE-3/8 NPT (THREADED)	Plbg Fixt	Y	Y	Y	Tailpiece-3/8 Npt (Threaded)	Tailpiece-3/8in. NPT (Threaded) For Use With Bradley Foot Valve
	130-141	WRENCH- SPANNER	Plbg Fixt	Y	Y	Y	Vandal Proof Wrench- Spanner	Wrench- Spanner
	133-140	TANK ON-SITE	Plbg Fixt	Y	Y	Y	Portable Eyewash Tank	Replacement Clear Yellow Polycarbonate Tank For Bradley On-Site Portable Eyewash
	135-001W	SPRING-FOOT LEVER	Plbg Fixt	Y	Y	Y	Spring-Foot Lever	Compression Spring-Foot Lever
	143-025	FOOT LEVER 54"-ALL	Plbg Fixt	Y	Y	Y	Foot Lever For 54 in Units	Foot Lever Used On Bradley 54 inch Washfountains
	143-027	FOOT LEVER 36"-ALL	Plbg Fixt	Y	Y	Y	Foot Lever For 36 in Units	Foot Lever Used On Bradley 36 inch Washfountains
	152-026	FOOT LEVER PIVOT PIN	Plbg Fixt	Y	Y	Y	Foot Lever Pivot Pin	Foot Lever Pivot Pin
	154-058	PLASTIC EYEWASH RECEPTOR	Plbg Fixt	Y	Y	Y	Plastic Eyewash Receptor	Yellow Plastic Replacement Eyewash Bowl
	159-019	OPERATING CROSS WF	Plbg Fixt	Y	Y	Y	Operating Cross Washfountain	Stainless Steel Operating Cross For Bradley Washfountain
	173-009	CUP STRAINER SS	Plbg Fixt	Y	Y	Y	SS Strainer For Eyewash Bowl	Stainless Steel Cup Strainer Used With Stainless Steel Eyewash Bowl
	173-025	CUP STRAINER-ABS EFX	Plbg Fixt	Y	Y	Y	Plastic Strainer For Eyewash Bowl	Plastic Cup Strainer Used With Plastic Eyewash Bowl
	187-053	EYEWASH RECEPTOR- WITH HOLE	Plbg Fixt	Y	Y	Y	Eyewash Bowl, SS	Stainless Steel Replacement Eyewash Bowl
	193-002	WFTN. LEG PLATED STD. HT.	Plbg Fixt	Y	Y	Y	Plated Washfountain Leg	Plated Washfountain Leg Standard Height
	204-421	EMERGENCY INSPECTION TAG	Plbg Fixt	Y	Y	Y	Emergency inspection Tag	Emergency Eyewash Or Safety Shower inspection Tag. Records Required Weekly inspection Of The Unit.
	251-019A	SENSOR EYES 36"	Plbg Fixt	Y	Y	Y	Sensor Eyes 36 in	Sensor Eyes 36in. For Use With Battery Infrared And Ndite Units
	269-1190	WINDOW-IR SENSOR MULTI-FOUNT	Plbg Fixt	Y	Y	Y	Window - Infrared Sensor	Window For Infrared Sensor
	269-1241	WINDOW EXPRESS ASSY	Plbg Fixt	Y	Y	Y	Sensor Window	Sensor Window For Bradley Express Units
	269-1608	SENSOR-ADAPTIVE SHORT 6.5"LEAD	Plbg Fixt	N	N	Y	Sensor-ADAptive Short Lead	Adaptive Sensor With Short Range Lead
	269-1608HP	SENSOR/ADAPTIVE SHORT 6.5"	Plbg Fixt	N	N	Y	Sensor-ADAptive Short Lead	Adaptive Sensor With Short Range Lead
	SA01-100001	SECURITY MIRROR- 12 X 16-	Wash.Acces.	Y	Y	Y	Security Mirror, 12x16	Top quality Bradley mirror designed for security applications.  Frame made of heavy-duty 14 gauge stainless steel.  Stainless steel reflective surface polished to a number 8 architectural finish.  Reflective surface is made of 300 series stainless steel.  Mirror is 12 inches wide by 16 inches high.  Chase mounted design meant for 1 inch wall thickness.
	SA01-100002	SECURITY MIRROR- 12 X 16-	Wash.Acces.	Y	Y	Y	Security Mirror, 12x16	Top quality Bradley mirror designed for security applications.  Frame made of heavy-duty 14 gauge stainless steel.  Reflective surface is made of 400 series stainless steel.  Mirror is 12 inches wide by 16 inches high.  Chase mounted design meant for 1 inch wall thickness.
	SA01-400001	SECURITY MIRROR- 12 X 16-	Wash.Acces.	Y	Y	Y	Security Mirror, 12x16	Top quality Bradley mirror designed for security applications.  Frame made of heavy-duty 14 gauge stainless steel.  Stainless steel reflective surface polished to a number 8 architectural finish.  Reflective surface is made of 300 series stainless steel.  Mirror is 12 inches wide by 16 inches high.  Chase mounted design meant for 4 inch wall thickness.
	SA03-000001	SECURITY MIRROR- 12 X 16	Wash.Acces.	Y	Y	Y	Security Mirror, 12x16	Top quality Bradley mirror designed for security applications.  Frame made of heavy-duty 14 gauge stainless steel.  Stainless steel reflective surface polished to a number 8 architectural finish.  Reflective surface is made of 300 series stainless steel.  Mirror is 12 inches wide by 16 inches high.  Front mounted.
	SA03-000002	SECURITY MIRROR- 12 X 16	Wash.Acces.	Y	Y	Y	Security Mirror, 12x16	Top quality Bradley mirror designed for security applications.  Frame made of heavy-duty 14 gauge stainless steel.  Reflective surface is made of 400 series stainless steel.  Mirror is 12 inches wide by 16 inches high.  Front mounted.
	SA03-000005	SECURITY MIRROR- 12 X 16-	Wash.Acces.	Y	Y	Y	Security Mirror, 12x16	Top quality Bradley mirror designed for security applications.  Frame made of heavy-duty 14 gauge stainless steel.  Reflective surface is made of plexiglass.  Mirror is 12 inches wide by 16 inches high.  Front mounted.
	SA05-000000	SECURITY MIR11-1/4X17-1/4	Wash.Acces.	Y	Y	Y	Security Mirror, 11x17	Top quality Bradley mirror designed for security applications.  Mirror has integrated frame made of one solid piece of 20 gauge stainless steel.  Mirror is made of 300 series stainless steel.  Mirror is 11-1/4 inches wide by 17-1/4 inches high.  Front mounted.
	SA09-600000	SECURITY TOILET TISSUE HOLDER-	Wash.Acces.	Y	Y	Y	Security Toilet Tissue Holder	Toilet tissue holder designed for security applications.  Flange is made of 11 gauge stainless steel.  Hook is made of 18 gauge stainless steel.  Chase mounted design meant for 6 inch wall thickness.  Holds on roll of standard toilet tissue.
	SA10-000000	SECURITY TOILET TISSUE HOLDER-	Wash.Acces.	Y	Y	Y	Security Toilet Tissue Holder	Toilet tissue holder designed for security applications.  Flange is made of 11 gauge stainless steel.  Hook is made of 18 gauge stainless steel.  Front mounted.  Holds one roll of standard toilet tissue.
	SA11-600000	SECURITY TT HOLDER	Wash.Acces.	Y	Y	Y	Security Toilet Tissue Holder	Toilet tissue holder designed for security applications.  Unit is recessed.  Tissue holder is made of 16 gauge stainless steel.  Chase mounted design for 6 inch wall thickness.  Holds one roll of standard toilet tissue.
	SA12-000000	BX-SECURITY TOILET TISSUE	Wash.Acces.	Y	Y	Y	Security Toilet Tissue Holder	Toilet tissue holder designed for security applications.  Unit is recessed.  Tissue holder is made of 16 gauge stainless steel.  Flange is made of 14 gauge stainless steel.  Front mounted.  Holds one roll of standard toilet tissue.
	SA13-600000	SECURITY TOILET TISSUE HOLDER	Wash.Acces.	Y	Y	Y	Security Toilet Tissue Holder	Toilet tissue holder designed for security applications.  Unit is surface mounted and protrudes 2-3/4 inches from finished wall.  Tissue holder is made of 14 gauge stainless steel.  Unit is designed to hold folded toilet tissue.  Chase mounted design for 6 inch wall thickness.
	SA14-000000	SECURITY TOILET TISSUE HOLDER	Wash.Acces.	Y	Y	Y	Security Toilet Tissue Holder	Toilet tissue holder designed for security applications.  Unit is surface mounted and protrudes 2-3/4 inches from finished wall.  Tissue holder is made of 14 gauge stainless steel.  Unit is designed to hold folded toilet tissue.  Front mounted.
	SA15-000000	SECURITY TOILET TISSUE HOLDER	Wash.Acces.	Y	Y	Y	Security Toilet Tissue Holder	Toilet tissue holder designed for security applications.  Unit is surface mounted and protrudes 2-3/4 inches from finished wall.  Tissue holder is made of 14 gauge stainless steel.  Unit is designed to hold folded toilet tissue.  Partition mounted.
	SA21-600000	SECURITY SOAP DISH- 6" WALL-	Wash.Acces.	Y	Y	Y	Security Soap Dish	Soap dish designed for security applications.  Unit is surface mounted and protrudes 2-13/16 inches.  Made of 7 gauge stainless steel.  Unit has 3 drain holes to prevent standing water.  Chase mounted design for 6 inch wall thickness.
	SA22-000000	SECURITY SOAP DISH FRNT MT	Wash.Acces.	Y	Y	Y	Security Soap Dish	Soap dish designed for seciryt applications.  Unit is surface mounted and protrudes 2-13/16 inches.  Made of 7 gauge stainless steel.  Unit has 3 drain holes to prevent standing water.  Front mounted.
	SA25-600000	SECURITY TOOTHBRUSH HOLDER	Wash.Acces.	Y	Y	Y	Security Toothbrush Holder	Toothbrush holder designed for security applications.  Unit is surface mounted and protrudes 2-1/4 inches from finished wall.  Holds 4 toothbrushes.  Made of 7 gauge stainless steel.  Chase mounted design for 6 inch wall thickness.
	SA26-000000	SECURITY TOOTHBRUSH HOLDER	Wash.Acces.	Y	Y	Y	Security Toothbrush Holder	Toothbrush holder designed for security applications.  Unit is surface mounted and protrudes 2-1/4 inches from finished wall.  Holds 4 toothbrushes.  Made of 7 gauge stainless steel.  Front mounted.
	SA30-600000	SECURITY TOWEL HOOK- 6"  WALL	Wash.Acces.	Y	Y	Y	Security Towel Hook	Single towel hook designed for security applications.  Unit is surface mounted and protrudes 1-3/16 inches from finished wall.  Back plate made of 14 gauge stainless steel.  Hook releases item when excessive force is applied.  Chase mounted design meant for 6 inch wall thickness.
	SA31-000000	SECURITY TOWEL HOOK-	Wash.Acces.	Y	Y	Y	Security Towel Hook	Single towel hook designed for security applications.  Unit is surface mounted and protrudes 1-3/16 inches from finished wall.  Back plate is made of 14 gauge stainless steel.  Hook releases item when excessive force is applied.  Front mounted.
	SA32-600000	SECURITY TOWEL HOOK STRIP- 18"	Wash.Acces.	Y	Y	Y	Security Towel Hook Strip	Towel hook strip designed for security applications.  Unit has 4 individual hooks on the strip.  Unit is surface mounted and protrudes 1-5/16 inches from finished wall.  Back plate made of 14 gauge stainless steel.  Hooks release item when excessive force is applied.  Chase mounted design meant for 6 inch wall thickness.
	SA33-000000	SECURITY TOWEL HOOK STRIP-	Wash.Acces.	Y	Y	Y	Security Towel Hook Strip	Towel hook strip designed for security applications.  Unit has 4 individual hooks on the strip.  Unit is surface mounted and protrudes 1-5/16 inches from finished wall.  Back plate made of 14 gauge stainless steel.  Hooks release item when excessive force is applied.  Front mounted.
	SA35-600000	SECURITY TOWEL HOOK-	Wash.Acces.	Y	Y	Y	Security Towel Hook	Towel hook is designed for security applications.  Unit will release item when a force of 20 pounds or greater is applied.  Backplate is made of 14 gauge stainless steel.  Unit is surface mounted and protrudes 2-1/4 inches from finished wall.  Chase mounted design meant for 6 inch wall thickness.
	SA36-000000	BX-SECURITY TOWEL HOOK-	Wash.Acces.	Y	Y	Y	Security Towel Hook	Towel hook is designed for security applications.  Unit will release item when a force of 20 pounds or greater is applied.  Backplate is made of 14 gauge stainless steel.  Unit is surface mounted and protrudes 2-1/4 inches from finished wall.  Front mounted.
	SA37-000000	BX-SECURITY TOWEL HOOK-	Wash.Acces.	Y	Y	Y	Clothes Hook, Security, Wall Mount	Bradley Security Clothes Hook. 11 gauge stainless steel bracket with 7 gauge stainless steel hook. Hook is secured to bracket with torx-head screw and rubber friction washers. Unit manufactured to release when more than 20 lbs. of force is applied. Tension adjustment can be made by use of torx driver. Wall-Mounted.
	SA38-600000	SECURITY TOWEL HOOK STRIP-	Wash.Acces.	Y	Y	Y	Security Towel Hook Strip	Towel hook strip designed for security applications.  Unit has 4 individual hooks on the strip.  Unit is surface mounted and protrudes 3 inches from finished wall.  Hooks will release item when 20 pounds of force is applied.  Tension adjustment can be made with torx driver.  Backplate made of 14 gauge stainless steel.  Chase mounted design meant for 6 inch wall thickness.
	SA39-000000	SECURITY TOWEL HOOK STRIP-	Wash.Acces.	Y	Y	Y	Security Towel Hook Strip	Towel hook strip designed for security applications.  Unit has 4 individual hooks on the strip.  Unit is surface mounted and protrudes 3 inches from finished wall.  Hooks will release item when 20 pounds of force is applied.  Tension adjustment can be made with torx driver.  Backplate made of 14 gauge stainless steel.  Front mounted.
	SA41-000000	SECURITY TOWEL HOOK ASSEMBLY	Wash.Acces.	Y	Y	Y	Security Towel Hook Strip	Towel hook strip designed for security applications.  Unit has 4 individual hooks on the strip.  Unit is surface mounted and protrudes 2-1/4 inches from finished wall.  Hooks will release item when 20 pounds of force is applied.  Backplate is made of 14 gauge stainless steel.  Front mounted.
	SA47-600000	SECURITY SHELF- RECESSED	Wash.Acces.	Y	Y	Y	Security Shelf	Shelf designed for security applications.  Unit is recessed.  Shelf is made of 16 gauge stainless steel.  Chase mounted design meant for 6 inch wall thickness.
	SA49-600000	SECURITY SHELF- SURFACE-	Wash.Acces.	Y	Y	Y	Security Shelf	Shelf designed for security applications.  Unit is surface mounted.  Shelf is made of 14 gauge stainless steel.  Chase mounted design meant for 6 inch wall thickness.
	SA50-600000	SEC SHELF W/TOOTHBRUSH HOLDER-	Wash.Acces.	Y	Y	Y	Security Shelf	Shelf with 4 toothbrush holders designed for security applications.  Unit is surface mounted.  Shelf is made of 14 gauge stainless steel.  Chase mounted design meant for 6 inch wall thickness.
	SA51-600000	SEC BOOKSHELF W/CLOTHES HOOK-	Wash.Acces.	Y	Y	Y	Security Shelf with Hooks	Shelf with 4 hooks designed for security applications.  Unit is surface mounted.  Shelf and backplate are made of 14 gauge stainless steel.  Hooks are placed below shelf.  Hooks will release item when excessive force is applied.  Chase mounted design meant for 6 inch wall thickness.
	SA52-000000	SECURITY BOOKSHELF W/HOOKS-	Wash.Acces.	Y	Y	Y	Security Shelf with Hooks	Shelf with 4 hooks designed for security applications.  Unit is surface mounted.  Shelf and backplate are made of 14 gauge stainless steel.  Hooks are placed below shelf.  Hooks will release item when excessive force is applied.  Front mounted.
	SA53-600000	SEC BOOKSHELF W/CLOTHES HOOK-	Wash.Acces.	Y	Y	Y	Security Shelf with Hooks	Shelf with 4 hooks designed for security applications.  Unit is surface mounted.  Shelf and backplate are made of 14 gauge stainless steel.  Hooks are placed below shelf.  Hooks will release item when 20 pounds of force is applied.  Tension adjustment can be made with torx driver.  Chase mounted design meant for 6 inch wall thickness.
	SA54-000000	SEC BOOKSHELF W/CLOTHES HOOK-	Wash.Acces.	Y	Y	Y	Security Shelf with Hooks	Shelf with 4 hooks designed for security applications.  Unit is surface mounted.  Shelf and backplate are made of 14 gauge stainless steel.  Hooks are placed below shelf.  Hooks will release item when 20 pounds of force is applied.  Tension adjustment can be made with torx driver.  Front mounted.
	SA55-600000	SECURITY BOOKSHELF- 18 X 5-1/2	Wash.Acces.	Y	Y	Y	Security Shelf	Shelf designed for security applications.  Unit is surface mounted.  Shelf is made of 14 gauge stainless steel.  Chase mounted design meant for 6 inch wall thickness.
	SA56-000000	SECURITY BOOKSHELF- 18 X 5-1/2	Wash.Acces.	Y	Y	Y	Security Shelf	Shelf designed for security applications.  Unit is surface mounted.  Shelf is made of 14 gauge stainless steel.  Front mounted.
	SA65-000000	SECURITY SEAT- RECESSED	Wash.Acces.	Y	Y	Y	Security Shower Seat	Shower seat designed for security applications.  Unit is recessed when seat is in the upright position.  Seat protrudes 12-1/4 inches from finished wall when in the down position.  The housing and seat are made of 16 gauge stainless steel.  Seat can hold up to 750 pounds.
	SA70-001180	SEC GRAB BAR 1-1/2" OD 18"	Wash.Acces.	Y	Y	Y	Security Grab Bar	18 inch grab bar designed for security applications.  Unit has a closure plate welded to the bottom of the bar making it ligature resistant.  Bar is made of 18 gauge stainless stee.  This unit has 2 flanges and is designed for one wall.  The flange and closure plate are made of 11 gauge stainless steel. This grab bar can support loads up to 1000 pounds.  Front mounted with exposed mounting.
	SA70-001240	SEC GRAB BAR 1-1/2" OD- 24"	Wash.Acces.	Y	Y	Y	Grab Bar, Security, 1-1/2 OD x 24	Top quality Bradley grab bar designed for commercial restroom applications. Security grab bars are designed for anti-ligature applications. Ligature resistent design includes exposed front mounting with torx head screws with welded stainless steel closure plate. Architectural satin finish. 18 gauge 304 stainless steel tubing, seamless construction with exposed surfaces in architectural satin finish. All welds ground and polished to blend. 11 gauge stainless steel closure plate. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 24 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	SA70-001360	BX-SEC GRAB BAR 1-1/2" OD- 36"	Wash.Acces.	Y	Y	Y	Grab Bar, Security, 1-1/2 OD x 36	Top quality Bradley grab bar designed for commercial restroom applications. Security grab bars are designed for anti-ligature applications. Ligature resistent design includes exposed front mounting with torx head screws with welded stainless steel closure plate. Architectural satin finish. 18 gauge 304 stainless steel tubing, seamless construction with exposed surfaces in architectural satin finish. All welds ground and polished to blend. 11 gauge stainless steel closure plate. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 36 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	SA70-001420	BX-SEC GRAB BAR 1-1/2" OD- 42"	Wash.Acces.	Y	Y	Y	Grab Bar, Security, 1-1/2 OD x 42	Top quality Bradley grab bar designed for commercial restroom applications. Security grab bars are designed for anti-ligature applications. Ligature resistent design includes exposed front mounting with torx head screws with welded stainless steel closure plate. Architectural satin finish. 18 gauge 304 stainless steel tubing, seamless construction with exposed surfaces in architectural satin finish. All welds ground and polished to blend. 11 gauge stainless steel closure plate. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 42 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	SA70-002600	SEC GRAB BAR 1-1/2"OD- 60"	Wash.Acces.	Y	Y	Y	Security Grab Bar	60 inch grab bar designed for security applications.  Unit has a closure plate welded to the bottom of teh bar making it ligature resistant.  Bar is made of 18 gauge stainless steel.  This unit has 3 flanges and is designed for one wall.  The flange and closure plate are made of 11 gauge stainless steel.  This grab bar can support loads up to 1000 pounds.  Front mounted with exposed mounting.
	175-000000	BX-MEDICINE CABINET- RECESSED-	Wash.Acces.	Y	Y	Y	Medicine Cabinet, Recessed, SS	Bradley Medicine Cabinet. Recess Mounted. 22 gauge stainless steel flange in architectural satin finish. One-piece seamless construction, 1in. wide with 1/4in. return. 26 gauge stainless steel cabinet. Back of cabinet equipped with razor blade disposal slot. 22 gauge stainless steel with heavy-duty, full-length piano hinge. Equipped with magnetic catches and spring-buffered rodstop. 22 gauge stainless steel shelves, three adjustable, one fixed. Each shelf is 60 squareinches. Mirror of first quality 1/4in. float glass, triple-silvered, electro-copper plated with baked enamel backing. Guaranteed for 15 years against silver spoilage. Protected by shock-absorbing filler. Reversible mirror to swing either left or right. Compliant to ADA standards, consult codes for installation requirements.
	175-110000	MED CABINET- SURFACE MOUNT-	Wash.Acces.	Y	Y	Y	Medicine Cabinet, Recessed, SS	Bradley Medicine Cabinet. Surface Mounted . 22 gauge stainless steel flange in architectural satin finish. One-piece seamless construction, 1in. wide with 1/4in. return. 26 gauge stainless steel cabinet. Back of cabinet equipped with razor blade disposal slot. 22 gauge stainless steel with heavy-duty, full-length piano hinge. Equipped with magnetic catches and spring-buffered rodstop. 22 gauge stainless steel shelves, three adjustable, one fixed. Each shelf is 60 squareinches. Mirror of first quality 1/4in. float glass, triple-silvered, electro-copper plated with baked enamel backing. Guaranteed for 15 years against silver spoilage. Protected by shock-absorbing filler. Reversible mirror to swing either left or right. Compliant to ADA standards, consult codes for installation requirements.
	2A00-000000	TOWEL DISPENSER- FOLDED	Wash.Acces.	Y	Y	Y	Towel Disp, Folded, Recessed	Diplomat Series Towel Dispenser. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. One-piece seamless construction. 1 inch wide with 1/4 inch return. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Recess Mounted. Towel level indicator on side of unit. Compliant to ADA standards, consult codes for installation requirements. 20 gauge stainless steel door. Dispenses 800 Multi-Fold Paper Towels. Dispenses 600 C Fold Paper Towels.
	2A00-100000	TOWEL DISPENSER- FOLDED	Wash.Acces.	Y	Y	Y	Towel Disp, Folded, Semi-Recessed	Diplomat Series Towel Dispenser. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. One-piece seamless construction. 1 inch wide with 1/4 inch return. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Semi-Recess Mounted. Towel level indicator on side of unit. Compliant to ADA standards, consult codes for installation requirements. 20 gauge stainless steel door. Dispenses 800 Multi-Fold Paper Towels. Dispenses 600 C Fold Paper Towels.
	2A01-000000	TOWEL DISPENSER- MANUAL	Wash.Acces.	Y	Y	Y	Towel Disp, Roll, Recessed	Diplomat Series Manual Roll Towel Dispenser. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. One-piece seamless construction. 1 inch wide with 1/4 inch return. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Recess Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Towel level indicator on side of unit. Compliant to ADA standards, consult codes for installation requirements.  20 gauge stainless steel door.
	2A01-100000	TOWEL DISPENSER- MANUAL	Wash.Acces.	Y	Y	Y	Towel Disp, Roll, Semi-Recessed	Diplomat Series Manual Roll Towel Dispenser. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. One-piece seamless construction. 1 inch wide with 1/4 inch return. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Semi-Recess Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Towel level indicator on side of unit. Compliant to ADA standards, consult codes for installation requirements.  20 gauge stainless steel door.
	2A01-110000	TOWEL DISPENSER- MANUAL	Wash.Acces.	Y	Y	Y	Towel Disp, Roll, Surface Mounted	Diplomat Series Manual Roll Towel Dispenser. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. One-piece seamless construction. 1 inch wide with 1/4 inch return. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Surface Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Towel level indicator on side of unit. Compliant to ADA standards, consult codes for installation requirements.  20 gauge stainless steel door.
	2A02-000000	TOWEL DISPENSER- SENSORED	Wash.Acces.	Y	Y	Y	Towel Disp, Roll, Recessed	Diplomat Series Roll Towel Dispenser. Sensor Activated. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. One-piece seamless construction. 1 inch wide with 1/4 inch return. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Recess Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Compliant to ADA standards, consult codes for installation requirements.  20 gauge stainless steel door.
	2A02-100000	TOWEL DISPENSER- SENSORED	Wash.Acces.	Y	Y	Y	Towel Disp, Roll, Semi-Recessed	Diplomat Series Roll Towel Dispenser. Sensor Activated. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. One-piece seamless construction. 1 inch wide with 1/4 inch return. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Semi-Recess Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Compliant to ADA standards, consult codes for installation requirements.  20 gauge stainless steel door.
	2A02-110000	TOWEL DISPENSER- SENSORED	Wash.Acces.	Y	Y	Y	Towel Disp, Roll, Surface Mounted	Diplomat Series Roll Towel Dispenser. Sensor Activated. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. One-piece seamless construction. 1 inch wide with 1/4 inch return. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Surface Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Compliant to ADA standards, consult codes for installation requirements.  20 gauge stainless steel door.
	2A05-000000	BX-TOWEL/WASTE UNIT- FOLDED	Wash.Acces.	Y	Y	Y	Towel/Waste, 12 Gal, Recessed	Diplomat Series Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler locks. Recess Mounted. Dispenses 800 Multi-Fold Paper Towels. Dispenses 600 C Fold Paper Towels. 12 Gallon Waste Receptacle. Compliant to ADA standards, consult codes for installation requirements.
	2A05-100000	TOWEL/WASTE UNIT- FOLDED	Wash.Acces.	Y	Y	Y	Towel/Waste, 12 Gal, Semi-Recessed	Diplomat Series Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler locks. Semi-Recess Mounted. Dispenses 800 Multi-Fold Paper Towels. Dispenses 600 C Fold Paper Towels. 12 Gallon Waste Receptacle.  Compliant to ADA standards, consult codes for installation requirements.
	2A05-103600	TOWEL/WASTE UNIT- FOLDED	Wash.Acces.	Y	Y	Y	Towel/Waste, 18 Gal, Semi-Recessed	Diplomat Series Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler locks. Semi-Recess Mounted. Dispenses 800 Multi-Fold Paper Towels. Dispenses 600 C Fold Paper Towels. 18 Gallon Waste Receptacle. Compliant to ADA standards, consult codes for installation requirements.
	2A05-110000	TOWEL/WASTE UNIT- FOLDED	Wash.Acces.	Y	Y	Y	Towel/Waste,12 Gal, Surface Mounted	Diplomat Series Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler locks. Surface Mounted. Dispenses 800 Multi-Fold Paper Towels. Dispenses 600 C Fold Paper Towels. 12 Gallon Waste Receptacle. Compliant to ADA standards, consult codes for installation requirements.
	2A05-113600	TOWEL/WASTE UNIT- FOLDED	Wash.Acces.	Y	Y	Y	Towel/Waste,18 Gal, Surface Mounted	Diplomat Series Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler locks. Surface Mounted. Dispenses 800 Multi-Fold Paper Towels. Dispenses 600 C Fold Paper Towels. 18 Gallon Waste Receptacle. Compliant to ADA standards, consult codes for installation requirements.
	2A05-360000	TOWEL/WASTE UNIT- FOLDED	Wash.Acces.	Y	Y	Y	Towel/Waste, 18 Gal, Recessed	Diplomat Series Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler locks. Recess Mounted. Dispenses 800 Multi-Fold Paper Towels. Dispenses 600 C Fold Paper Towels. 18 Gallon Waste Receptacle. Compliant to ADA standards, consult codes for installation requirements.
	2A09-000000	TOWEL DISPENSER- LESS DSPR	Wash.Acces.	Y	Y	Y	Towel Disp, Roll, Recessed	Diplomat Series Roll Towel Dispenser - Owner Provided. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. One-piece seamless construction. 1 inch wide with 1/4 inch return. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Recess Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Compliant to ADA standards, consult codes for installation requirements.  20 gauge stainless steel door.
	2A09-100000	TOWEL DISPENSER- LESS DSPR	Wash.Acces.	Y	Y	Y	Towel Disp, Roll, Semi-Recess	Diplomat Series Roll Towel Dispenser - Owner Provided. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. One-piece seamless construction. 1 inch wide with 1/4 inch return. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Semi-Recess Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Compliant to ADA standards, consult codes for installation requirements.  20 gauge stainless steel door.
	2A09-110000	TOWEL DISPENSER- LESS DSPR	Wash.Acces.	Y	Y	Y	Towel Disp, Roll, Surface Mounted	Diplomat Series Roll Towel Dispenser - Owner Provided. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. One-piece seamless construction. 1 inch wide with 1/4 inch return. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Surface Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Compliant to ADA standards, consult codes for installation requirements.  20 gauge stainless steel door.
	2A10-110000	BX-TOWEL DISPENSER- FOLDED	Wash.Acces.	Y	Y	Y	Towel Disp, Folded, Surface Mounted	Diplomat Series Towel Dispenser. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Surface Mounted. Towel level indicator on side of unit.  20 gauge stainless steel door. Dispenses 800 Multi-Fold Paper Towels. Dispenses 600 C Fold Paper Towels.
	2A15-103600	TOWEL/WASTE UNIT- MANUAL	Wash.Acces.	Y	Y	Y	Towel/Waste, 21 Gal, Semi-Recessed	Diplomat Series Manual Roll Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler locks. Semi-Recess Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Compliant to ADA standards, consult codes for installation requirements. 21 Gallon Waste Receptacle.
	2A15-113600	TOWEL/WASTE UNIT- MANUAL	Wash.Acces.	Y	Y	Y	Towel/Waste,21 Gal, Surface Mounted	Diplomat Series Manual Roll Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler locks. Surface Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Compliant to ADA standards, consult codes for installation requirements. 21 Gallon Waste Receptacle.
	2A15-360000	TOWEL/WASTE UNIT- MANUAL	Wash.Acces.	Y	Y	Y	Towel/Waste, 21 Gal, Recessed	Diplomat Series Manual Roll Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler locks. Recess Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Compliant to ADA standards, consult codes for installation requirements. 21 Gallon Waste Receptacle.
	2A25-103600	TOWEL/WASTE UNIT- SENSORED	Wash.Acces.	Y	Y	Y	Towel/Waste, 21 Gal, Semi-Recessed	Diplomat Series Sensored Roll Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler locks. Semi-Recess Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Compliant to ADA standards, consult codes for installation requirements. 21 Gallon Waste Receptacle.
	2A25-113600	TOWEL/WASTE UNIT- SENSORED	Wash.Acces.	Y	Y	Y	Towel/Waste,21 Gal, Surface Mounted	Diplomat Series Sensored Roll Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler locks. Surface Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Compliant to ADA standards, consult codes for installation requirements. 21 Gallon Waste Receptacle.
	2A25-360000	TOWEL/WASTE UNIT- SENSORED	Wash.Acces.	Y	Y	Y	Towel/Waste, 21 Gal, Recessed	Diplomat Series Sensored Roll Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler locks. Recess Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Compliant to ADA standards, consult codes for installation requirements. 21 Gallon Waste Receptacle.
	2A95-103600	TOWEL/WASTE UNIT- LESS DISP	Wash.Acces.	Y	Y	Y	Towel/Waste, 21 Gal, Semi-Recessed	Diplomat Series Owner Provided Roll Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler locks. Semi-Recess Mounted. Dispenses up to 8 inch Wide x 8 diameter Roll Paper Towel. Compliant to ADA standards, consult codes for installation requirements. 21 Gallon Waste Receptacle.
	2A95-113600	TOWEL/WASTE UNIT- LESS DISP	Wash.Acces.	Y	Y	Y	Towel/Waste,21 Gal, Surface Mounted	Diplomat Series Owner Provided Roll Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler locks. Surface Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Compliant to ADA standards, consult codes for installation requirements. 21 Gallon Waste Receptacle.
	2A95-360000	TOWEL/WASTE UNIT- LESS DISP	Wash.Acces.	Y	Y	Y	Towel/Waste, 21 Gal, Recessed	Diplomat Series Owner Provided Roll Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler locks. Recess Mounted. Dispenses up to 8 inch Wide x 8 inch diameter Roll Paper Towel. Compliant to ADA standards, consult codes for installation requirements. 21 Gallon Waste Receptacle.
	2017-000000	BX-TOWEL/WASTE UNIT- RECESSED	Wash.Acces.	Y	Y	Y	Towel/Waste, 4.9 Gal, Recessed	Bradley Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has two tumbler locks. Recess Mounted. Dispenses 1100 Single Fold Paper Towels. Dispenses 800 Multi-Fold Paper Towels. Dispenses 600 in.Cin. Fold Paper Towels. 4.9 Gallon Waste Receptacle. Waste receptacle features spring-hinged, self-closing push flap. Waste receptacle features removable, leakproof, molded plastic insert.
	2017-100000	BX-TOWEL/WASTE UNIT- SEMI-	Wash.Acces.	Y	Y	Y	Towel/Waste, 4.9 Gal, Semi-Recessed	Bradley Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has two tumbler locks. Semi-Recess Mounted. Dispenses 1100 Single Fold Paper Towels. Dispenses 800 Multi-Fold Paper Towels. Dispenses 600 in.Cin. Fold Paper Towels. 4.9 Gallon Waste Receptacle. Waste receptacle features spring-hinged, self-closing push flap. Waste receptacle features removable, leakproof, molded plastic insert.
	2027-000000	BX-TOWEL/WASTE UNIT- RECESSED-	Wash.Acces.	Y	Y	Y	Towel/Waste, 3.3 Gal, Recessed	Bradley Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has two tumbler locks. Recess Mounted. Dispenses 800 Multi-Fold Paper Towels. Dispenses 600 in.Cin. Fold Paper Towels. 3.3 Gallon Waste Receptacle. Waste receptacle features removable, leakproof, molded plastic insert.
	2277-000000	BX-TOWEL/WASTE UNIT- RECESSED-	Wash.Acces.	Y	Y	Y	Towel/Waste, 10.5 Gal, Recessed	Bradley Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has two tumbler locks. Recess Mounted. Dispenses up to 9in. Wide x 9in. Roll Paper Towel. 10.5 Gallon Waste Receptacle. Waste receptacle features removable, leakproof, molded plastic insert.
	2277-100000	TOWEL/WASTE UNIT- SEMI-RECESS-	Wash.Acces.	Y	Y	Y	Towel/Waste,10.5 Gal, Semi-Recessed	Bradley Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has two tumbler locks. Semi-Recess Mounted. Dispenses up to 9in. Wide x 9in. Roll Paper Towel. 10.5 Gallon Waste Receptacle. Waste receptacle features removable, leakproof, molded plastic insert.
	2291-000000	BX-TOWEL/WASTE UNIT- RECESSED-	Wash.Acces.	Y	Y	Y	Towel/Waste, 2 Gal, Recessed	Bradley Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Recess Mounted. Dispenses 475 Multi-Fold Paper Towels. Dispenses 350 in.Cin. Fold Paper Towels. 2 Gallon Waste Receptacle. Waste receptacle features removable stainless steel insert.
	2291-110000	BX-TOWEL/WASTE UNIT- SURFACE-	Wash.Acces.	Y	Y	Y	Towel/Waste, 2 Gal, Surface-Mounted	Bradley Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Surface Mounted . Dispenses 475 Multi-Fold Paper Towels. Dispenses 350 in.Cin. Fold Paper Towels. 2 Gallon Waste Receptacle. Waste receptacle features removable stainless steel insert.
	2297-000000	BX-TOWEL/WASTE UNIT- RECESSED-	Wash.Acces.	Y	Y	Y	Towel/Waste, 1.7 Gal, Recessed	Bradley Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Recess Mounted. Dispenses 475 Multi-Fold Paper Towels. Dispenses 350 in.Cin. Fold Paper Towels. 1.7 Gallon Waste Receptacle. Waste receptacle features removable, leakproof, molded plastic insert.
	234-000000	BX-TOWEL/WASTE UNIT- RECESSED	Wash.Acces.	Y	Y	Y	Towel/Waste, 12 Gal, Recessed	Bradley Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has two tumbler locks. Recess Mounted. Dispenses 800 Multi-Fold Paper Towels. Dispenses 600 in.Cin. Fold Paper Towels. 12 Gallon Waste Receptacle.
	234-100000	BX-TOWEL/WASTE UNIT- SEMI-	Wash.Acces.	Y	Y	Y	Towel/Waste, 12 Gal, Semi-Recessed	Bradley Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has two tumbler locks. Semi-Recess Mounted. Dispenses 800 Multi-Fold Paper Towels. Dispenses 600 in.Cin. Fold Paper Towels. 12 Gallon Waste Receptacle.
	234-110000	BX-TOWEL/WASTE UNIT- SURFACE-	Wash.Acces.	Y	Y	Y	Towel/Waste,12 Gal, Surface Mounted	Bradley Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has two tumbler locks. Surface Mounted. Dispenses 800 Multi-Fold Paper Towels. Dispenses 600 in.Cin. Fold Paper Towels. 12 Gallon Waste Receptacle.
	235-000000	BX-TOWEL/WASTE UNIT- RECESSED	Wash.Acces.	Y	Y	Y	Towel/Waste,4.9 Gal, Recessed	Bradley Towel Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has two tumbler locks. Recess Mounted. Dispenses 800 Multi-Fold Paper Towels. Dispenses 500 in.Cin. Fold Paper Towels. 4.9 Gallon Waste Receptacle.
	2441-000000	BX-TOWEL DISPENSER- RECESSED	Wash.Acces.	Y	Y	Y	Towel Disp, Folded, Recessed	Bradley Towel Dispenser. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Recess Mounted. Dispenses 475 Multi-Fold Paper Towels. Dispenses 350 in.Cin. Fold Paper Towels.
	2442-000000	BX-TOWEL DISPENSER- RECESSED	Wash.Acces.	Y	Y	Y	Towel Disp, Folded, Recessed	Bradley Towel Dispenser. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Recess Mounted. Dispenses 400 Multi-Fold Paper Towels. Dispenses 300 in.Cin. Fold Paper Towels.
	2483-000000	BX-ROLL-TOWEL DISPENSER	Wash.Acces.	Y	Y	Y	Towel Disp, Roll, Surface Mounted	Bradley Towel Dispenser. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel with exposed surfaces in architectural satin finish. One-piece seamless construction. 1in. wide with 1/4in. return. 22 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Surface Mounted . Dispenses up to 9in. Wide x 9in. Roll Paper Towel.
	2494-000000	BX-ELECTRONIC ROLL TOWEL	Wash.Acces.	Y	Y	Y	Towel Disp, Roll, Surface Mounted	Bradley Towel Dispenser. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel with exposed surfaces in architectural satin finish. One-piece seamless construction. 1in. wide with 1/4in. return. 22 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. Surface Mounted. Dispenses up to 9in. Wide x 9in. Roll Paper Towel.
	250-150000	BX-TOWEL DISPENSER- SURFACE X	Wash.Acces.	Y	Y	Y	Towel Disp, Folded, Surface Mounted	Bradley Towel Dispenser. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel door. Door has one tumbler lock. Surface Mounted . Dispenses 525 Multi-Fold Paper Towels. Cabinet hinged at bottom of unit. Towel level indicator on face of unit.
	251-150000	BX-TOWEL DISPENSER- SURFACE	Wash.Acces.	Y	Y	Y	Towel Disp, Folded, Surface Mounted	Bradley Towel Dispenser. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel door. Door has one tumbler lock. Surface Mounted. Cabinet hinged at bottom of unit. Towel level indicator on face and side of unit.
	252-000000	BX-TOWEL DISPENSER- SURFACE	Wash.Acces.	Y	Y	Y	Towel Disp, Folded, Surface Mounted	Bradley Towel Dispenser. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel door. Door has one tumbler lock. Surface Mounted . Dispenses 300 Multi-Fold Paper Towels. Dispenses 200 in.Cin. Fold Paper Towels. Cabinet hinged at bottom of unit. Towel level indicator on face of unit.
	2902-280000	BX-HAND DRYER-SURF-WH-ADA-CST	Wash.Acces.	N	N	Y	Hand Dryer,Sensor,Cast Iron,Surface	Bradley Aerix Hand Dryer. 3/16in. thick one-piece cast iron cover. white porcelain enamel coating. Cover fixed to the base plate with two vandal-proof lock screws and lock with special key wrench. Universal-type with high-speed, universal brush, fully adjustable potentiometer, Class A, Alumninum centrifugal double asymmetrical inlet fan wheel, alumninum scroll fan and safety thermal cut-off. Waved wire NiCr heating element mounted on a mica frame that incorporates a self-resetting thermal cut-off at 302oF. Electronic infrared detection sensor operated with fully adjustable potentiometer. Includes polycarbonate viewing windows. Automatic shut-off after 60 seconds. 1/8in. thick aluminum base plate with four 5/16in. holes for wall mounting. Includes silent blocking to dampen mechanical vibrations. 100-120V, 208V, 220-240V. 10-15 second drying time. Surface-Mounted.
	2902-287300	BX-HAND DRYER-SURF-WHSTEEL-ADA	Wash.Acces.	N	N	Y	Hand Dryer, Sensor, Steel, Surface	Bradley Aerix Hand Dryer. 1/16in. thick one-piece steel cover, white epoxy finish. Cover fixed to the base plate with two vandal-proof lock screws and lock with special key wrench. Universal-type with high-speed, universal brush, fully adjustable potentiometer, Class A, Alumninum centrifugal double asymmetrical inlet fan wheel, alumninum scroll fan and safety thermal cut-off. Waved wire NiCr heating element mounted on a mica frame that incorporates a self-resetting thermal cut-off at 302oF. Electronic infrared detection sensor operated with fully adjustable potentiometer. Includes polycarbonate viewing windows. Automatic shut-off after 60 seconds. 1/8in. thick aluminum base plate with four 5/16in. holes for wall mounting. Includes silent blocking to dampen mechanical vibrations. 100-120V, 208V, 220-240V. 10-15 second drying time. Surface-Mounted.
	2902-287400	BX-HAND DRYER-SURF-ST.STL.-ADA	Wash.Acces.	N	N	Y	Hand Dryer, Sensor, SS, Surface	Bradley Aerix Hand Dryer. 1/16in. thick one-piece stainless steel cover, satin finish. Cover fixed to the base plate with two vandal-proof lock screws and lock with special key wrench. Universal-type with high-speed, universal brush, fully adjustable potentiometer, Class A, Alumninum centrifugal double asymmetrical inlet fan wheel, alumninum scroll fan and safety thermal cut-off. Waved wire NiCr heating element mounted on a mica frame that incorporates a self-resetting thermal cut-off at 302oF. Electronic infrared detection sensor operated with fully adjustable potentiometer. Includes polycarbonate viewing windows. Automatic shut-off after 60 seconds. 1/8in. thick aluminum base plate with four 5/16in. holes for wall mounting. Includes silent blocking to dampen mechanical vibrations. 100-120V, 208V, 220-240V. 10-15 second drying time. Surface-Mounted.
	2903-280000	BX-HAND DRYER-SURF-WHITE CAST	Wash.Acces.	N	N	Y	Hand Dryer,Sensor,Cast Iron,Surface	Bradley Aerix Hand Dryer. 1/4in. thick one-piece cast iron over, white porcelain enamel coating. Cover fixed to the base plate with two vandal-proof lock screws and lock with special key wrench. Nozzle is fixed, chrome-plated zamac. Universal-type protected by 4-amp fuse with sealed self-lubricated ball bearings. Aluminum centrifugal turbine with double symmetrical inlet. Fireproof plastic UL 94-VO scroll fan. Undulated NiCr heating element with a safety thermostat. Electronic infrared detection sensor operated. Adjustable. Switch-off delay is two seconds maximum. 1/8in. thick aluminum base plate with four 5/16in. holes for wall mounting. . 110-120V. 29 second drying time. Surface-Mounted.
	2904-280000	BX-HAND DRYER-SURFACE-WT-CAST	Wash.Acces.	N	N	Y	Hand Dryer, Push Button, Cast Iron	Bradley Aerix Hand Dryer. 1/4in. thick one-piece cast iron over, white porcelain enamel coating. Cover fixed to the base plate with two vandal-proof lock screws and lock with special key wrench. Nozzle is fixed, chrome-plated zamac. Universal-type protected by 4-amp fuse with sealed self-lubricated ball bearings. Aluminum centrifugal turbine with double symmetrical inlet. Fireproof plastic UL 94-VO scroll fan. Undulated NiCr heating element with a safety thermostat. Chrome-plated zamac push button operated with 34-second timer. 1/8in. thick aluminum base plate with four 5/16in. holes for wall mounting. . 110-120V. 29 second drying time. Surface-Mounted.
	2905-287300	BX-HAND DRYER-SURF-SENSOR-WH	Wash.Acces.	N	N	Y	Hand Dryer, Sensor, Steel, Surface	Bradley Aerix Hand Dryer. 5/64in. thick one-piece steel cover, white epoxy coating. Cover fixed to the base with four Allen-head screws. Durable, maintenance-free shaded pole motor with safety thermostat and self-resetting thermal cut-off at 226oF. PP UL94-VO with single inlet fan wheel. Waved wire NiCr 40 heating element that incorporates a self-resetting thermal cut-off at 158oF. Two distance electronic infrared detection sensor with zamac air outlet grill . Thermoplastic ABS UL94-VO base plaste and single-inlet centrifugal scroll fan with four 5/16in. holes for wall mounting. 110-120V. 38 second drying time. Surface-Mounted.
	3A05-000000	BX-WASTE RECEPTACLE- REC	Wash.Acces.	Y	Y	Y	Waste Receptacle 12 gallon	Diplomat Series Waste Receptacle. 22 gauge stainless steel flange in architectural satin finish. One-piece seamless construction, 1 inch wide with 1/4 inch return. Heavy gauge stainless steel cabinet, all welded construction. 22 gauge removable stainless steel receptacle in architectural satin finish. All welded construction. Secured to cabinet with tumbler lock keyed like other Bradley units. Recess Mounted. 12 gallon capacity.  Compliant to ADA standards, consult codes for installation requirements.
	3A05-100000	WASTE RECEPTACLE- SEMI-REC	Wash.Acces.	Y	Y	Y	Waste Receptacle 12 gallon	Diplomat Series Waste Receptacle. 22 gauge stainless steel flange in architectural satin finish. One-piece seamless construction, 1 inch wide with 1/4 inch return. Heavy gauge stainless steel cabinet, all welded construction. 22 gauge removable stainless steel receptacle in architectural satin finish. All welded construction. Secured to cabinet with tumbler lock keyed like other Bradley units. Semi-Recess Mounted. 12 gallon capacity.  Compliant to ADA standards, consult codes for installation requirements.
	3A05-103600	WASTE RECEPTACLE- SEMI-REC	Wash.Acces.	Y	Y	Y	Waste Receptacle 18 gallon	Diplomat Series Waste Receptacle. 22 gauge stainless steel flange in architectural satin finish. One-piece seamless construction, 1 inch wide with 1/4 inch return. Heavy gauge stainless steel cabinet, all welded construction. 22 gauge removable stainless steel receptacle in architectural satin finish. All welded construction. Secured to cabinet with tumbler lock keyed like other Bradley units. Semi-Recess Mounted. 18 gallon capacity.  Compliant to ADA standards, consult codes for installation requirements.
	3A05-110000	WASTE RECEPTACLE- SURF CLR	Wash.Acces.	Y	Y	Y	Waste Receptacle 12 gallon	Diplomat Series Waste Receptacle. 22 gauge stainless steel flange in architectural satin finish. One-piece seamless construction, 1 inch wide with 1/4 inch return. Heavy gauge stainless steel cabinet, all welded construction. 22 gauge removable stainless steel receptacle in architectural satin finish. All welded construction. Secured to cabinet with tumbler lock keyed like other Bradley units. Surface Mounted. 12 gallon capacity.  Compliant to ADA standards, consult codes for installation requirements.
	3A05-113600	WASTE RECEPTACLE- SURF CLR	Wash.Acces.	Y	Y	Y	Waste Receptacle 18 gallon	Diplomat Series Waste Receptacle. 22 gauge stainless steel flange in architectural satin finish. One-piece seamless construction, 1 inch wide with 1/4 inch return. Heavy gauge stainless steel cabinet, all welded construction. 22 gauge removable stainless steel receptacle in architectural satin finish. All welded construction. Secured to cabinet with tumbler lock keyed like other Bradley units. Surface Mounted. 18 gallon capacity.  Compliant to ADA standards, consult codes for installation requirements.
	3A05-360000	WASTE RECEPTACLE- REC	Wash.Acces.	Y	Y	Y	Waste Receptacle 18 gallon	Diplomat Series Waste Receptacle. 22 gauge stainless steel flange in architectural satin finish. One-piece seamless construction, 1 inch wide with 1/4 inch return. Heavy gauge stainless steel cabinet, all welded construction. 22 gauge removable stainless steel receptacle in architectural satin finish. All welded construction. Secured to cabinet with tumbler lock keyed like other Bradley units. Recess Mounted. 18 gallon capacity.  Compliant to ADA standards, consult codes for installation requirements.
	334-000000	BX-WASTE RECEPTACLE- RECESSED-	Wash.Acces.	Y	Y	Y	Waste Recepticle 18 gallon	Bradley Waste Receptacle. 22 gauge stainless steel flange in architectural satin finish. One-piece seamless construction, 1in. wide with 1/4in. return. Heavy gauge stainless steel cabinet, all welded construction. 22 gauge removable stainless steel receptacle in architectural satin finish. All welded construction. Secured to cabinet with tumbler lock keyed like other Bradley units.. Recess Mounted. 18 gallon capacity.
	344-000000	BX-WASTE RECEPTACLE- 4" RECESS	Wash.Acces.	Y	Y	Y	Waste Recepticle 12 gallon	Bradley Waste Receptacle. 22 gauge stainless steel flange in architectural satin finish. One-piece seamless construction, 1in. wide with 1/4in. return. Heavy gauge stainless steel cabinet, all welded construction. 22 gauge removable stainless steel receptacle in architectural satin finish. All welded construction. Secured to cabinet with tumbler lock keyed like other Bradley units.. Recess Mounted. 12 gallon capacity.
	356-000000	WASTE RECEPTACLE- SURFACE-	Wash.Acces.	Y	Y	Y	Waste Recepticle 16.5 gallon	Bradley Waste Receptacle. 22 gauge stainless steel receptacle in architectural satin finish. All welded construction with rounded front corners. Surface-Mounted. 16.5 gallon capacity.
	357-000000	BX-WASTE RECEPTACLE- SURFACE-	Wash.Acces.	Y	Y	Y	Waste Recepticle 6.5 gallon	Bradley Waste Receptacle. 22 gauge stainless steel receptacle in architectural satin finish. All welded construction with rounded front corners. Surface-Mounted. 6.5 gallon capacity.
	377-000000	WASTE RECEPTACLE- COVERED-	Wash.Acces.	Y	Y	Y	Waste Recepticle 13 gallon	Bradley Waste Receptacle. Heavy gauge stainless steel receptacle in architectural satin finish. Equipped with vinyl wall bumper strip and rubber feet. Heavy gauge removable stainless steel top. Swing door is counter-balanced for easy operation . Free-Standing . 13 gallon capacity.
	377-360000	WASTE RECEPTACLE- COVERED-	Wash.Acces.	Y	Y	Y	Waste Recepticle 21 gallon	Bradley Waste Receptacle. Heavy gauge stainless steel receptacle in architectural satin finish. Equipped with vinyl wall bumper strip and rubber feet. Heavy gauge removable stainless steel top. Swing door is counter-balanced for easy operation . Free-Standing . 21 gallon capacity.
	377-380000	WASTE RECEPTACLE- COVERED-	Wash.Acces.	Y	Y	Y	Waste Recepticle 36 gallon	Bradley Waste Receptacle. Heavy gauge stainless steel receptacle in architectural satin finish. Equipped with vinyl wall bumper strip and rubber feet. Heavy gauge removable stainless steel top. Swing door is counter-balanced for easy operation. Free-Standing. 36 gallon capacity.
	4A00-000000	BX-NAPKIN DISPOSAL- REC	Wash.Acces.	Y	Y	Y	Napkin Disposal, 1.5 Gal, Recessed	Diplomat Series Napkin Disposal. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. 22 gauge stainless steel flange with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. One-piece seamless construction. 5/8 inch wide with 1/4 inch return. Heavy gauge stainless steel self-closing push flap door in architectural satin finish. Heavy-duty stainless steel piano hinge. Waste Receptacle has one tumbler lock. Recess Mounted. Compliant to ADA standards, consult codes for installation requirements.
	4A00-100000	NAPKIN DISPOSAL SEMI-REC	Wash.Acces.	Y	Y	Y	Napkin Disposal, 1.5 Gal, Semi-Rec	Diplomat Series Napkin Disposal. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. 22 gauge stainless steel flange with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. One-piece seamless construction. 5/8 inch wide with 1/4 inch return. Heavy gauge stainless steel self-closing push flap door in architectural satin finish. Heavy-duty stainless steel piano hinge. Waste Receptacle has one tumbler lock. Semi-Recess Mounted. Compliant to ADA standards, consult codes for installation requirements.
	4A10-110000	NAPKIN DISPOSAL	Wash.Acces.	Y	Y	Y	Napkin Disposal, 1.5 Gal,Surf Mount	Diplomat Series Napkin Disposal. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. 22 gauge stainless steel hinged cover in architectural satin finish. Heavy-duty stainless steel piano hinge. Surface Mounted. Compliant to ADA standards, consult codes for installation requirements.
	4A11-000000	NAPKIN DISPOSAL  PARTITION MNT	Wash.Acces.	Y	Y	Y	Napkin Disposal, 1.5 Gal,Part Mount	Diplomat Series Napkin Disposal. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. 22 gauge stainless steel flange with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. One-piece seamless construction. 5/8 inch wide with 1/4 inch return. Heavy gauge stainless steel self-closing push flap door in architectural satin finish. Heavy-duty stainless steel piano hinge. Waste Receptacle has two tumbler locks. Partition Mounted. Compliant to ADA standards, consult codes for installation requirements.
	4A20-114000	NAP/TAM VENDOR- SURF CLR	Wash.Acces.	Y	Y	Y	Napkin/Tampon Vendor, Surface,Free	Diplomat Series Napkin/Tampon Vendor. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. 22 gauge stainless steel coin box secured by a separate lock keyed like other Bradley units. Free Operation. Coin mechanism may be field replaceable without removing cabinet from wall. Dispenses 18 Napkins. Dispenses 28 Tampons. Surface Mounted. Compliant to ADA standards, consult codes for installation requirements.
	4A20-114200	NAP/TAM VENDOR- SURF CLR	Wash.Acces.	Y	Y	Y	Napkin/Tampon Vendor, Surface,$.10	Diplomat Series Napkin/Tampon Vendor. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. 22 gauge stainless steel coin box secured by a separate lock keyed like other Bradley units. $.10 Operation. Coin mechanism may be field replaceable without removing cabinet from wall. Dispenses 18 Napkins. Dispenses 28 Tampons. Surface Mounted. Compliant to ADA standards, consult codes for installation requirements.
	4A20-114300	NAP/TAM VENDOR- SURF CLR	Wash.Acces.	Y	Y	Y	Napkin/Tampon Vendor, Surface,$.50	Diplomat Series Napkin/Tampon Vendor. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. 22 gauge stainless steel coin box secured by a separate lock keyed like other Bradley units. $.50 Operation. Coin mechanism may be field replaceable without removing cabinet from wall. Dispenses 18 Napkins. Dispenses 28 Tampons. Surface Mounted. Compliant to ADA standards, consult codes for installation requirements.
	4A20-114400	NAP/TAM VENDOR- SURF CLR	Wash.Acces.	Y	Y	Y	Napkin/Tampon Vendor, Surface,$1	Diplomat Series Napkin/Tampon Vendor. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. 22 gauge stainless steel coin box secured by a separate lock keyed like other Bradley units. $1.00 or Canadian Looney or Tooney Operation. Coin mechanism may be field replaceable without removing cabinet from wall. Dispenses 18 Napkins. Dispenses 28 Tampons. Surface Mounted. Compliant to ADA standards, consult codes for installation requirements.
	4A20-114500	NAP/TAM VENDOR- SURF CLR	Wash.Acces.	Y	Y	Y	Napkin/Tampon Vendor, Surface,$.25	Diplomat Series Napkin/Tampon Vendor. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. 22 gauge stainless steel coin box secured by a separate lock keyed like other Bradley units. $.25 Operation. Coin mechanism may be field replaceable without removing cabinet from wall. Dispenses 18 Napkins. Dispenses 28 Tampons. Surface Mounted. Compliant to ADA standards, consult codes for installation requirements.
	4A20-400000	NAP/TAM VENDOR- REC	Wash.Acces.	Y	Y	Y	Napkin/Tampon Vendor, Recessed,Free	Diplomat Series Napkin/Tampon Vendor. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. 22 gauge stainless steel coin box secured by a separate lock keyed like other Bradley units. Free Operation. Coin mechanism may be field replaceable without removing cabinet from wall. Dispenses 18 Napkins. Dispenses 28 Tampons. Recess Mounted. Compliant to ADA standards, consult codes for installation requirements.
	4A20-420000	NAP/TAM VENDOR- REC	Wash.Acces.	Y	Y	Y	Napkin/Tampon Vendor, Recessed,$.10	Diplomat Series Napkin/Tampon Vendor. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. 22 gauge stainless steel coin box secured by a separate lock keyed like other Bradley units. $.10 Operation. Coin mechanism may be field replaceable without removing cabinet from wall. Dispenses 18 Napkins. Dispenses 28 Tampons. Recess Mounted. Compliant to ADA standards, consult codes for installation requirements.
	4A20-430000	NAP/TAM VENDOR- REC	Wash.Acces.	Y	Y	Y	Napkin/Tampon Vendor, Recessed,$.50	Diplomat Series Napkin/Tampon Vendor. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. 22 gauge stainless steel coin box secured by a separate lock keyed like other Bradley units. $.50 Operation. Coin mechanism may be field replaceable without removing cabinet from wall. Dispenses 18 Napkins. Dispenses 28 Tampons. Recess Mounted. Compliant to ADA standards, consult codes for installation requirements.
	4A20-440000	NAP/TAM VENDOR- REC	Wash.Acces.	Y	Y	Y	Napkin/Tampon Vendor, Recessed,$1	Diplomat Series Napkin/Tampon Vendor. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. 22 gauge stainless steel coin box secured by a separate lock keyed like other Bradley units. $1.00 or Canadian Looney or Tooney Operation. Coin mechanism may be field replaceable without removing cabinet from wall. Dispenses 18 Napkins. Dispenses 28 Tampons. Recess Mounted. Compliant to ADA standards, consult codes for installation requirements.
	4A20-450000	NAP/TAM VENDOR- REC	Wash.Acces.	Y	Y	Y	Napkin/Tampon Vendor, Recessed,$.25	Diplomat Series Napkin/Tampon Vendor. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 20 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has one tumbler lock. 22 gauge stainless steel coin box secured by a separate lock keyed like other Bradley units. $.25 Operation. Coin mechanism may be field replaceable without removing cabinet from wall. Dispenses 18 Napkins. Dispenses 28 Tampons. Recess Mounted. Compliant to ADA standards, consult codes for installation requirements.
	401-450000	BX-NAPKIN/TAMPON VENDOR-	Wash.Acces.	Y	Y	Y	Napkin/Tampon Vendor, Recessed,$.25	Bradley Napkin/Tampon Vendor. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel flange with exposed surfaces in architectural satin finish. One-piece seamless construction. 1in. wide with 1/4in. return.. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has two tumbler locks. 22 gauge stainless steel coin box secured by a separate lock keyed like other Bradley units. $.25 Operation. Dispenses 30 Napkins. Dispenses 28 Tampons. Recess Mounted.
	4017-450000	NAPKIN\TAMPON VENDOR RECESS	Wash.Acces.	Y	Y	Y	Napkin/Tampon Vendor, Recessed,$.25	Bradley Napkin/Tampon Vendor. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has two tumbler locks. 22 gauge stainless steel coin box secured by a separate lock keyed like other Bradley units. $.25 Operation. Dispenses 30 Napkins. Dispenses 28 Tampons. Recess Mounted.
	407-114500	BX-$.25 NAPKIN/TAMPON VENDOR	Wash.Acces.	Y	Y	Y	Napkin/Tampon Vendor, Surface,$.25	Bradley Napkin/Tampon Vendor. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has two tumbler locks. 22 gauge stainless steel coin box secured by a separate lock keyed like other Bradley units. $.25 Operation. Dispenses 18 Napkins. Dispenses 28 Tampons. Surface Mounted .
	407-450000	BX-$.25 NAPKIN/TAMPON VENDOR	Wash.Acces.	Y	Y	Y	Napkin/Tampon Vendor, Recessed,$.25	Bradley Napkin/Tampon Vendor. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has two tumbler locks. 22 gauge stainless steel coin box secured by a separate lock keyed like other Bradley units. $.25 Operation. Dispenses 18 Napkins. Dispenses 28 Tampons. Recess Mounted.
	426-450000	BX-NAPKIN/TAMPON VENDOR	Wash.Acces.	Y	Y	Y	Napkin/Tampon Vendor, Surface, $.25	Bradley Napkin/Tampon Vendor. Heavy gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 18 gauge stainless steel door. Concealed, full-length stainless steel piano hinge. Door has two tumbler locks. 22 gauge stainless steel coin box secured by a separate lock keyed like other Bradley units. $.25 Operation. Dispenses 30 Napkins. Dispenses 28 Tampons. Surface Mounted .
	4721-150000	BX-NAPKIN DISPOSAL- PARTITION	Wash.Acces.	Y	Y	Y	Napkin Disposal, 1.5 Gal, Partition	Bradley Napkin Disposal. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel flange with exposed surfaces in architectural satin finish. One-piece seamless construction. 1in. wide with 1/4in. return.. 22 gauge stainless steel self-closing push flap door in architectural satin finish. . 22 gauge removable waste receptacle with 1.5 gallon capacity. Waste Receptacle has two tumbler locks . Partition Mounted.
	4722-150000	BX-NAPKIN DISPOSAL- SURFACE	Wash.Acces.	Y	Y	Y	Napkin Disposal, 1.5 Gal, Surface	Bradley Napkin Disposal. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel flange with exposed surfaces in architectural satin finish. One-piece seamless construction. 1in. wide with 1/4in. return.. 22 gauge stainless steel self-closing push flap door in architectural satin finish. . 22 gauge removable waste receptacle with 1.5 gallon capacity. Waste Receptacle has one tumbler lock. Surface Mounted .
	4731-150000	BX-NAPKIN DISPOSAL- RECESSED-	Wash.Acces.	Y	Y	Y	Napkin Disposal, 1.5 Gal, Recessed	Bradley Napkin Disposal. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel flange with exposed surfaces in architectural satin finish. One-piece seamless construction. 1in. wide with 1/4in. return.. 22 gauge stainless steel self-closing push flap door in architectural satin finish. . 22 gauge removable waste receptacle with 1.5 gallon capacity. Waste Receptacle has one tumbler lock. Recess Mounted.
	4781-150000	BX-NAPKIN DISPOSAL- SURFACE MT	Wash.Acces.	Y	Y	Y	Napkin Disposal, 1.25 Gal, Surface	Bradley Napkin Disposal. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with rounded front corners. 22 gauge stainless steel hinged cover in architectural satin finish. Bottom hinged for easy servicing. 22 gauge removable waste receptacle with 1.25 gallon capacity. Waste Receptacle has one tumbler lock. Surface Mounted .
	5A00-000000	TOILET TISSUE DISP	Wash.Acces.	Y	Y	Y	Toilet Tissue Disp, Recessed, Dual	Diplomat Series Toilet Tissue Dispenser 22 ga stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 22 ga stainless steel flange with exposed surfaces in architectural satin finish. 5/8 inch wide with 1/4 inch return. Heavy gauge stainless steel service door with exposed surfaces in architectural satin finish. Hinged at bottom of unit, permits access to storage compartment for servicing of unit. Tumbler lock keyed like other Bradley units. Molded Polyethylene spindle, non-removable by user. Dispenses (2) rolls of up to 5-1/4 inch core toilet tissue. When first roll is used up, fresh roll automatically drops down for use. Retaining mechanism prevents use of spare roll until first roll is completely used. Non-controlled delivery. Recess Mounted.  Compliant to ADA standards, consult codes for installation requirements
	5A10-110000	BX-TOILET TISSUE DISP- SURF	Wash.Acces.	Y	Y	Y	Toilet Tissue Disp, Surface, Dual	Diplomat Series Toilet Tissue Dispenser. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel service door with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Hinged at bottom of unit, permits access to storage compartment for servicing of unit. Tumbler lock keyed like other Bradley units. Molded Polyethylene spindle, non-removable by user. Dispenses (2) rolls of up to 5-1/4 inch core toilet tissue. When first roll is used up, fresh roll automatically drops down for use. Unique retaining mechanism prevents use of spare roll until first roll is completely used. Non-controlled delivery. Surface Mounted.
	5A20-000000	TOILET TISSUE DISP	Wash.Acces.	Y	Y	Y	Toilet Tissue Disp, Partition, Dual	Diplomat Series Toilet Tissue Dispenser serving (2) compartments. 22 ga. stainless steel cabinet with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with seamless corners and burr-free edges. 22 ga. stainless steel flange with exposed surfaces. 5/8 inch wide with 1/4 inch return. 22 ga. stainless steel service door with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Hinged at bottom of unit, permits access to storage compartment for servicing of unit. Tumbler lock keyed like other Bradley units. Molded Polyethylene spindle, non-removable by user. Dispenses (2) rolls of up to 5-1/4 inch core toilet tissue. When first roll is used up, fresh roll automatically drops down for use. Retaining mechanism prevents use of spare roll until first roll is completely used. Non-controlled delivery. Partition Mounted. Compliant to ADA standards, consult codes for installation requirements.
	5A40-110000	BX-SEAT COVER DISP- SURF	Wash.Acces.	Y	Y	Y	Seat Cover Disp, Surface	Diplomat Series Seat Cover Dispenser. 20 gauge stainless steel unit with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. Welded construction with burr-free edges. Tumbler lock keyed like other Bradley units. Dispenses 250 single-fold or half-fold toilet seat covers. Cabinet bottom hinged for easy filling. Unit has spring clip dispensing mechanism. Surface-Mounted.   Compliant to ADA standards, consult codes for installation requirements.
	505-000000	BX-TOILET TISSUE DISPENSER-	Wash.Acces.	N	N	Y	Toilet Tissue Disp, Surface, Single	Bradley Toilet Tissue Dispenser. Unit made from die cast zince. Copper and nickel polished chrome-plated finish. Push button unlocks support arms to permit servicing of unit. Dispenses single roll of up to 5in. core toilet tissue. Tension spring controls paper delivery. Surface Mounted .
	5054-000000	BX-TOILET TISSUE DISPENSER-	Wash.Acces.	N	N	Y	Toilet Tissue Disp, Surface, Single	Bradley Toilet Tissue Dispenser. Unit made from heavy-duty satin chrome-plated steel. Remove tissue roll core to access special locking mechanism for servicing. Dispenses single roll of up to 6in. core toilet tissue. Tension spring controls paper delivery. Surface Mounted .
	5084-0000US	TOILET TISSUE DISP- SINGLE	Wash.Acces.	Y	Y	Y	Toilet Tissue Disp, Surface, Single	Bradley Toilet Tissue Dispenser. 22 gauge stainless steel with exposed surfaces in architectural satin finish. Heavy gauge stainless steel with exposed surfaces in architectural satin finish. 18 gauge stainless steel mounting bracket. Concealed spring permits spindle to telescope for servicing. Chrome-plated plastic spindle. Dispenses single roll of up to 5in. core toilet tissue. Non-controlled delivery. Surface Mounted .
	5106-000000	BX-TOILET TISSUE DISP- SURFACE	Wash.Acces.	N	N	Y	Toilet Tissue Disp, Surface, Single	Bradley Toilet Tissue Dispenser. Housing and hood made from bright polished stainless steel. Hinged hood prevents unintentional unraveling while keeping top tissue surface clean. Hinged hood is not removable . Concealed spring permits spindle to telescope for servicing. Chrome-plated plastic spindle. Dispenses single roll of up to 5-1/2in. core toilet tissue. Non-controlled delivery. Surface Mounted .
	5126-000000	BX-TOILET TISSUE DISP- DUAL	Wash.Acces.	N	N	Y	Toilet Tissue Disp, Surface, Dual	Bradley Toilet Tissue Dispenser. Housing and hood made from bright polished stainless steel. Hinged hood prevents unintentional unraveling while keeping top tissue surface clean. Hinged hood is not removable . Concealed spring permits spindle to telescope for servicing. Chrome-plated plastic spindle. Dispenses dual roll of up to 5-1/2in. core toilet tissue. Non-controlled delivery. Surface Mounted .
	5127-000000	BX-DUAL TOILET TISSUE	Wash.Acces.	N	N	Y	Toilet Tissue Disp, Recessed, Dual	Bradley Toilet Tissue Dispenser. Housing and hood made from bright polished stainless steel. Hinged hood prevents unintentional unraveling while keeping top tissue surface clean. Hinged hood is not removable . Concealed spring permits spindle to telescope for servicing. Chrome-plated plastic spindle. Dispenses (2) rolls of up to 5-1/2in. core toilet tissue. Non-controlled delivery. Recess Mounted. Compliant to ADA standards, consult codes for installation requirements.
	522-000000	BX-TOILET TISSUE DISP- DUAL	Wash.Acces.	N	N	Y	Toilet Tissue Disp, Surface, Dual	Bradley Toilet Tissue Dispenser. Unit made from die cast zinc. Copper and nickel polished chrome-plated finish. Push button unlocks support arms to permit servicing of unit. Dispenses (1) roll of up to 5in. core toilet tissue. Tension spring controls paper delivery. Surface Mounted.
	5224-000000	BX-TOILET TISSUE DISP- DUAL	Wash.Acces.	N	N	Y	Toilet Tissue Disp, Surface, Dual	Bradley Toilet Tissue Dispenser. Unit made from heavy-duty satin chrome-plated steel. Remove tissue roll core to access special locking mechanism for servicing. Dispenses (2) rolls of 6in. core toilet tissue. Tension spring controls paper delivery. Surface Mounted .
	5234-000000	BX-TOILET TISSUE DISP- DUAL	Wash.Acces.	N	N	Y	Toilet Tissue Disp, Surface, Dual	Bradley Toilet Tissue Dispenser. 22 gauge stainless steel with exposed surfaces in architectural satin finish. Heavy gauge stainless steel with exposed surfaces in architectural satin finish. 18 gauge stainless steel mounting bracket. Concealed spring permits spindle to telescope for servicing. Chrome-plated plastic spindle. Dispenses (2) rolls of up to 5-1/2in. core toilet tissue. Non-controlled delivery. Surface Mounted .
	5235-000000	BX-TOILET TISSUE DISP- DUAL	Wash.Acces.	N	N	Y	Toilet Tissue Disp, Surface, Dual	Bradley Toilet Tissue Dispenser. 22 gauge stainless steel with exposed surfaces in architectural bright polished finish. Heavy gauge stainless steel with exposed surfaces in architectural bright polished finish. 18 gauge stainless steel mounting bracket. Concealed spring permits spindle to telescope for servicing. Chrome-plated plastic spindle. Dispenses (2) rolls of up to 5-1/2in. core toilet tissue. Non-controlled delivery. Surface Mounted .
	5241-000000	BX-TOILET TISSUE DISP- DUAL	Wash.Acces.	N	N	Y	Toilet Tissue Disp, Surface, Dual	Bradley Toilet Tissue Dispenser. Diecast aluminum mounting bracket. Gray polystyrene spindle with stainless steel spring. Dispenses (2) rolls of up to 5-1/2in. core toilet tissue. Stops on spindle control delivery. Spindle revolves only 1/2 turn for each dispensing operation and returns to original position. Surface Mounted .
	5241-500000	BX-TOILET TISSUE DISP- DUAL	Wash.Acces.	N	N	Y	Toilet Tissue Disp, Surface, Dual	Bradley Toilet Tissue Dispenser. Diecast aluminum mounting bracket. Gray polystyrene spindle with stainless steel spring. Dispenses (2) rolls of up to 5in. core toilet tissue. Non-controlled delivery. Surface Mounted .
	5263-000000	BX-TOILET TISSUE DISP W/SHELF-	Wash.Acces.	Y	Y	Y	Toilet Tissue Disp, Surface, Dual	Bradley Toilet Tissue Dispenser. Diecast aluminum mounting bracket. Gray polystyrene spindle with stainless steel spring. Dispenses (2) rolls of up to 5in. core toilet tissue. Non-controlled delivery. Surface Mounted .
	5402-000000	BX-TOILET TISSUE DISP- SURFACE	Wash.Acces.	Y	Y	Y	Toilet Tissue Disp, Surface, Dual	Bradley Toilet Tissue Dispenser. Diecast aluminum mounting bracket. Gray polystyrene spindle with stainless steel spring. Dispenses (2) rolls of up to 5in. core toilet tissue. Non-controlled delivery. Surface Mounted .
	5412-000000	BX-TOILET TISSUE DISP- RECESS	Wash.Acces.	Y	Y	Y	Toilet Tissue Disp, Surface, Dual	Bradley Toilet Tissue Dispenser. Diecast aluminum mounting bracket. Gray polystyrene spindle with stainless steel spring. Dispenses (2) rolls of up to 5in. core toilet tissue. Non-controlled delivery. Surface Mounted .
	5422-000000	BX-TOILET TISSUE DISP- DUAL	Wash.Acces.	Y	Y	Y	Toilet Tissue Disp, Surface, Dual	Bradley Toilet Tissue Dispenser. Diecast aluminum mounting bracket. Gray polystyrene spindle with stainless steel spring. Dispenses (2) rolls of up to 5in. core toilet tissue. Non-controlled delivery. Surface Mounted .
	5424-000000	BX-SINGLE JUMBO TOILET TISSUE	Wash.Acces.	N	N	Y	Toilet Tissue Disp, Surface, Single	Bradley Toilet Tissue Dispenser. 18 gauge satin finish stainless steel cabinet. 18 gauge stainless steel mounting bracket. Satin finish stainless steel door. Drawn one-piece construction. Tumbler-locked door swings down to replenish tissue roll. Dispenses single jumbo roll of up to 10in. diameter toilet tissue using 1-1/2in., 2-1/8in. or 3in. core using core adapters. Refill indicator viewing slots reveal tissue level. Surface Mounted .
	5425-000000	BX JUMBO ROLL DISPENSER	Wash.Acces.	N	N	Y	Toilet Tissue Disp, Surface, Dual	Bradley Toilet Tissue Dispenser. 18 gauge satin finish stainless steel cabinet. 18 gauge satin finish stainless steel mounting plate. Satin finish stainless steel door. Drawn one-piece construction. Tumbler-locked door swings down to replenish tissue roll. Dispensing mechanism made from chemical and flame-retardant ABS . Dispenses (2) jumbo rolls of 9in. diameter toilet tissue using 2-1/4in. or 3in. core by using core adapters. Refill indicator viewing slots reveal tissue level. Non-controlled delivery. Surface Mounted .
	583-000000	BX-SEAT COVER DISP- SURFACE MT	Wash.Acces.	Y	Y	Y	Seat Cover Disp, Surface	Bradley Seat Cover Dispenser. 22 gauge stainless steel cover with exposed surfaces in architectural satin finish. Welded construction with burr-free edges.Full-length piano hinge and tumbler lock keyed loke other Bradley units. Stainless steel back. Dispenses 500 single-fold or half-fold toilet seat covers. Cabinet bottom hinged for easy filling. Unit has spring clip dispensing mechanism. Surface-Mounted.
	5831-000000	BX-SEAT COVER DISP- SURFACE MT	Wash.Acces.	Y	Y	Y	Seat Cover Disp, Surface	Bradley Seat Cover Dispenser. 22 gauge stainless steel unit with exposed surfaces in architectural satin finish. Welded construction with burr-free edges. Dispenses 250 single-fold or half-fold toilet seat covers. Insert seat covers through bottom of unit. Surface-Mounted.
	5847-000000	BX-SEAT COVER DISP- RECESSED	Wash.Acces.	Y	Y	Y	Seat Cover Disp, Recessed	Bradley Seat Cover Dispenser. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with burr-free edges. 18 gauge stainless steel door. 1/2in. return for maximum rigidity. Concealed full length stainless steel piano hinge and tumbler lock keyed like other Bradley units. Dispenses 500 single-fold or half-fold toilet seat covers. Cabinet top hinged for easy filling . Recess Mounted.
	591-000000	BX-COMBI-UNIT- PARTITION MT-	Wash.Acces.	Y	Y	Y	Combi Seat Cover/TT Disp, Waste	Bradley Seat Cover/Dual Roll Tissue Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel flange. One-piece seamless construction. 1in. wide with 1/4in. return. 18 gauge stainless steel door. Full-length stainless steel piano hinge. Door has two tumbler locks keyed like other Bradley units. 22 gauge stainless steel push flap door. Self-closing with heavy-duty stainless steel piano hinge. Leakproof molded plastic waste receptacle. .88 gallon capacity. Polyethylene spindle, non-removable by user. Partition Mounted serves two compartments. Dispenses 1000 single-fold or half-fold toilet seat covers. Dispenses (4) rolls of up to 5-1/4in. core toilet tissue. Unit services (2) compartments, dispensing one roll to each side while holding a second roll in reserve. Hinged access door permits servicing of supplies from one side.
	5912-000000	BX-COMBI-UNIT- RECESSED-	Wash.Acces.	Y	Y	Y	Combi Seat Cover/TT Disp, Waste	Bradley Seat Cover/Dual Roll Tissue Dispenser/Waste Receptacle Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel flange. One-piece seamless construction. 1in. wide with 1/4in. return. 18 gauge stainless steel door. Full-length stainless steel piano hinge. Door has two tumbler locks keyed like other Bradley units. 22 gauge stainless steel push flap door. Self-closing with heavy-duty stainless steel piano hinge. Leakproof, molded plastic waste receptacle. 1.0 gallon capacity. Polyethylene spindle, non-removable by user. Recess Mounted. Dispenses 1000 single-fold or half-fold toilet seat covers. Dispenses (2) rolls of up to 5-1/4in. core toilet tissue. . Hinged access door permits servicing of supplies from one side.
	5922-000000	BX-COMBI-UNIT- RECESSED- HC-	Wash.Acces.	Y	Y	Y	Combi Seat Cover/TT Disp, Recessed	Bradley Seat Cover/Dual Roll Tissue Dispenser Combination Unit. 22 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with seamless corners and burr-free edges. 22 gauge stainless steel flange. One-piece seamless construction. 1in. wide with 1/4in. return. 18 gauge stainless steel door. Full-length stainless steel piano hinge. Door has two tumbler locks keyed like other Bradley units. Polyethylene spindle, non-removable by user. Recess Mounted. Dispenses 1000 single-fold or half-fold toilet seat covers. Dispenses (2) rolls of up to 5-1/4in. core toilet tissue. . Hinged access door permits servicing of supplies from one side.
	6A00-110000	BX-SOAP DISPENSER- SENSORED	Wash.Acces.	N	N	Y	Automatic Liq. Soap Dispenser 27oz	Diplomat Series Automatic Soap Dispenser. Plastic battery box, holds (3) C-cell alkaline batteries. Battery infrared metering sensor activation. 2 inch - 3 inch sensing range. Heavy gauge stainless steel tank body with exposed surfaces in architectural satin finish, designed with unique dual-curve geometry. ABS plastic wall plate.  Reusable plastic reservoir. Container dispenses 24oz liquid soap. Surface-Mounted.  Compliant to ADA standards, consult codes for installation requirements.
	6315-000000	BX-SENSORED SOAP DISPENSER	Wash.Acces.	N	N	Y	Liquid Soap Dispenser, Deck Mount	Soap Disp, Deck Mt, Sensor Operated Infrared Metering, 5 1/2in. Spout
	6324-000000	BX-LAV MOUNTED SOAP DISPENSER	Wash.Acces.	N	N	Y	Soap Dispenser 16oz 4in. spout	Bradley Soap Dispenser. Stainless steel plunger and spout. Requires less than 5 lbs. of force to activate plunger. Heavy chrome-plated brass escutcheon. Molded ABS plastic shank. Molded clear ABS plastic valve cylinder. Celcon, Buna-N rubber or stainless steel valve components. Translucent polythylene bottle. Bottle dispenses 16oz vegetable or coconut oil liquid soaps, synthetic detergents, and antiseptic solutions in liquid form. 4in. stainless steel fixed spout. Deck-mounted.
	6324-680000	BX-LAV MOUNTED SOAP DISP- 4"	Wash.Acces.	N	N	Y	Soap Dispenser 32oz 4in. spout	Bradley Soap Dispenser. Stainless steel plunger and spout. Requires less than 5 lbs. of force to activate plunger. Heavy chrome-plated brass escutcheon. Molded ABS plastic shank. Molded clear ABS plastic valve cylinder. Celcon, Buna-N rubber or stainless steel valve components. Translucent polythylene bottle. Bottle dispenses 32oz vegetable or coconut oil liquid soaps, synthetic detergents, and antiseptic solutions in liquid form. 4in. stainless steel fixed spout. Deck-Mounted.
	6326-000000	BX-LAV MOUNTED SOAP DISPENSER	Wash.Acces.	N	N	Y	Soap Dispenser 16oz 6in. spout	Bradley Soap Dispenser. Stainless steel plunger and spout. Requires less than 5 lbs. of force to activate plunger. Heavy chrome-plated brass escutcheon. Molded ABS plastic shank. Molded clear ABS plastic valve cylinder. Celcon, Buna-N rubber or stainless steel valve components. Translucent polythylene bottle. Bottle dispenses 16oz vegetable or coconut oil liquid soaps, synthetic detergents, and antiseptic solutions in liquid form. 6in. stainless steel fixed spout.  Deck-Mounted.
	6326-680000	BX-LAV MOUNTED SOAP DISP- 6"	Wash.Acces.	N	N	Y	Soap Dispenser 32oz 6in. spout	Bradley Soap Dispenser. Stainless steel plunger and spout. Requires less than 5 lbs. of force to activate plunger. Heavy chrome-plated brass escutcheon. Molded ABS plastic shank. Molded clear ABS plastic valve cylinder. Celcon, Buna-N rubber or stainless steel valve components. Translucent polythylene bottle. Bottle dispenses 32oz vegetable or coconut oil liquid soaps, synthetic detergents, and antiseptic solutions in liquid form. 6in. stainless steel fixed spout.  deck-Mounted.
	6501-000000	BX-LIQUID SOAP DISP- PUSH-UP	Wash.Acces.	N	N	Y	Liquid Soap Dispenser, 24oz Push Up	Liquid Soap Disp, Surface Mt, Push Up Type Valve, 24 Oz. Plastic Globe Holder
	6563-000000	BX-LIQ SOAP DISP- SURFACE MT-	Wash.Acces.	N	N	Y	Liquid Soap Dispenser, 40oz Push In	Liquid Soap Disp, Surface Mt, Push In Type Valve, 40 Oz. SS Holder
	740-018300	BX-FIXED TILT MIRROR- 18 X 30	Wash.Acces.	Y	Y	Y	Mirror, Angle Frame, Tilt, 18x30	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with corners welded, ground and polished smooth to a satin finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Fixed tilt - 6 degree angle. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 18 inches wide by 30 inches high. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	740-018360	BX-FIXED TILT MIRROR- 18 X 36	Wash.Acces.	Y	Y	Y	Mirror, Angle Frame, Tilt, 18x36	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with corners welded, ground and polished smooth to a satin finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Fixed tilt - 6 degree angle. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 18 inches wide by 36 inches high. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	740-024360	BX-FIXED TILT MIRROR- 24 X 36	Wash.Acces.	Y	Y	Y	Mirror, Angle Frame, Tilt, 24x36	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with corners welded, ground and polished smooth to a satin finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Fixed tilt - 6 degree angle. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 24 inches wide by 36 inches high. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	747-024360	BX FRAMELESS MIRROR W/CLIP	Wash.Acces.	Y	Y	Y	Mirror, Frameless, Tilt, 24x36	Top quality Bradley mirror designed for commercial restroom applications. Frameless. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Provided with secure metal clips and screws for mounting. Mirror is 24 inches wide by 36 inches high. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	748-016240	FRAMELESS SS MIRROR 16 X 24	Wash.Acces.	Y	Y	Y	Mirror, Frameless, 16x24	Top quality Bradley mirror designed for commercial restroom applications.  Frameless.  Mirror surface is 300 series stainless steel polished to a number 8 architectural grade finish.  Highly impact resistant.  Mirror is 16 inches wide by 24 inches high.  ADA compliant.
	748-018240	FRAMELESS SS MIRROR 18 X 24	Wash.Acces.	Y	Y	Y	Mirror, Frameless, 18x24	Top quality Bradley mirror designed for commercial restroom applications.  Frameless.  Mirror surface is 300 series stainless steel polished to a number 8 architectural grade finish.  Highly impact resistant.  Mirror is 18 inches wide by 24 inches high.  ADA compliant.
	748-018360	FRAMELESS SS MIRROR 18 X 36	Wash.Acces.	Y	Y	Y	Mirror, Frameless, 18x36	Top quality Bradley mirror designed for commercial restroom applications.  Frameless.  Mirror surface is 300 series stainless steel polished to a number 8 architectural grade finish.  Highly impact resistant.  Mirror is 18 inches wide by 36 inches high.  ADA compliant.
	755-018000	BX-SHELF- 5 X 18- STAINLESS	Wash.Acces.	Y	Y	Y	Shelf, SS, Surface Mount, 18W x 5D	Bradley Shelf. 18 gauge stainless steel shelf with exposed surfaces in architectural satin finish. End brackets are integral. 18in. Long. 5in. Deep.
	755-024000	SHELF- 5 X 24- STAINLESS	Wash.Acces.	Y	Y	Y	Shelf, SS, Surface Mount, 24W x 5D	Bradley Shelf. 18 gauge stainless steel shelf with exposed surfaces in architectural satin finish. End brackets are integral. 16 gauge stainless steel center brackets. Welded to shelf. 24in. Long. 5in. Deep.
	758-024000	BX-SHELF- 8 X 24- STAINLESS	Wash.Acces.	Y	Y	Y	Shelf, SS, Surface Mount, 24W x 8D	Bradley Shelf. 18 gauge stainless steel shelf with exposed surfaces in architectural satin finish. End brackets are integral. 16 gauge stainless steel center brackets. Welded to shelf. 24in. Long. 8in. Deep.
	780-018300	BX-AF MIRROR- 18 X 30	Wash.Acces.	Y	Y	Y	Mirror, Angle Frame, 18x30	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with corners welded, ground and polished smooth to a satin finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 18in. inches wide by 30in. inches high. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	780-018360	BX-MIRROR- 18 X 36	Wash.Acces.	Y	Y	Y	Mirror, Angle Frame, 18x36	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with corners welded, ground and polished smooth to a satin finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 18in. inches wide by 36in. inches high. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	780-018362	BX-AF MIRROR- 18 X 36	Wash.Acces.	Y	Y	Y	Mirror, Angle Frame, 18x36,Tempered	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with corners welded, ground and polished smooth to a satin finish. Tempered 1/4 inch glass mirror - shatter resistant material. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 18 inches wide by 36 inches high. ADA compliant.
	780-024360	BX-ANGLE FRAME MIRROR- 24 X 36	Wash.Acces.	Y	Y	Y	Mirror, Angle Frame, 24x36	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with corners welded, ground and polished smooth to a satin finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 24 inches wide by 36 inches high. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	780-024362	BX-ANGLE FRAME MIRROR- 24 X 36	Wash.Acces.	Y	Y	Y	Mirror, Angle Frame, 24x36,Tempered	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with corners welded, ground and polished smooth to a satin finish. Tempered 1/4 inch glass mirror - shatter resistant material. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 24 inches wide by 36 inches high. ADA compliant.
	780-024600	BX-ANGLE FRAME MIRROR- 24 X 60	Wash.Acces.	Y	Y	Y	Mirror, Angle Frame, 24x60	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with corners welded, ground and polished smooth to a satin finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 24 inches wide by 60 inches high. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	7805-018360	BX-ANGLE FRAME MIRROR W/SHELF	Wash.Acces.	Y	Y	Y	Mirror, Angle Frame, 18x36, Shelf	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with corners welded, ground and polished smooth to a satin finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 18 inches wide by 36 inches high. Mirror includes a 5 1/2 inch wide integral 18 gauge stainless steel shelf with a architectural satin finish. Flanged front and side, welded to frame. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	7805-024360	ANGLE FRAME MIRROR W/SHELF	Wash.Acces.	Y	Y	Y	Mirror, Angle Frame, 24x36, Shelf	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with corners welded, ground and polished smooth to a satin finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 24 inches wide by 36 inches high. Mirror includes a 5 1/2 inch wide integral 18 gauge stainless steel shelf with a architectural satin finish. Flanged front and side, welded to frame. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	781-018240	BX-CHANNEL FRAME MIR- 18 X 24	Wash.Acces.	Y	Y	Y	Mirror, Channel Frame, 18x24	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with bright annealed finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 18 inches wide by 24 inches high. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	781-018300	BX-CHANNEL FRAME MIR- 18 X 30	Wash.Acces.	Y	Y	Y	Mirror, Channel Frame, 18x30	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with bright annealed finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 18 inches wide by 30 inches high. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	781-018360	BX-CHANNEL FRAME MIR- 18 X 36	Wash.Acces.	Y	Y	Y	Mirror, Channel Frame, 18x36	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with bright annealed finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 18 inches wide by 36 inches high. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	781-024300	BX-CHANNEL FRAME MIR- 24 X 30	Wash.Acces.	Y	Y	Y	Mirror, Channel Frame, 24x30	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with bright annealed finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 24 inches wide by 30 inches high. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	781-024360	BX-CHANNEL FRAME MIR- 24 X 36	Wash.Acces.	Y	Y	Y	Mirror, Channel Frame, 24x36	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with bright annealed finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 24 inches wide by 36 inches high. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	781-024362	BX CHANNEL FRAME MIR- 24 X 36	Wash.Acces.	Y	Y	Y	Mirror, Channel Frame, 24x36,Temp	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with bright annealed finish. Tempered 1/4 inch glass mirror - shatter resistant material. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 24 inches wide by 36 inches high. ADA compliant.
	781-024600	BX-CHANNEL FRAME MIR- 24 X 60	Wash.Acces.	Y	Y	Y	Mirror, Channel Frame, 24x60	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with bright annealed finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 24 inches wide by 60 inches high. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	781-036360	BX-CHANNEL FRAME MIR- 36 X 36	Wash.Acces.	Y	Y	Y	Mirror, Channel Frame, 36x36	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with bright annealed finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 36 inches wide by 36 inches high. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	7815-024360	BX-CHANNEL FRAME MIR W/SHELF	Wash.Acces.	Y	Y	Y	Mirror, Channel Frame, 24x36, Shelf	Top quality Bradley mirror designed for commercial restroom applications. One piece roll formed stainless steel frame with bright annealed finish. First quality 1/4 inch float glass, triple-silver-plated with electro-copper-plated layer and thermosetting infrared cured paint packing with Poly-Glaze protective finish. Includes wall hanger - 18 gauge cold rolled steel, all welded construction. Installer to provide mounting hardware. Mirror is 24 inches wide by 36 inches high. Mirror includes a 5 1/2 inch wide integral 18 gauge stainless steel shelf with a architectural satin finish. Flanged front and side, welded to frame. Mirror glass manufactured in accordance with ASTM C 1036. ADA compliant.
	8120-001180	BX-GRAB BAR 1-1/2"OD X 18-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/2 OD x 18	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 18 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8120-001240	BX-GRAB BAR 1-1/2"OD X 24-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/2 OD x 24	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 24 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8120-001300	BX-GRAB BAR 1-1/2"OD X 30-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/2 OD x 30	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 30 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8120-001360	BX-GRAB BAR 1-1/2"OD X 36-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/2 OD x 36	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 36 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8120-001360-10	BX-GRAB BAR MULTI-PACK 10	Wash.Acces.	Y	Y	Y	Grab Bar,Concealed,1-1/2 ODx36 (10)	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 36 inches long. Pack of (10). Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8120-001420	BX-GRAB BAR 1-1/2"OD X 42-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/2 OD x 42	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 42 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8120-001420-10	BX-GRAB BAR MULTI-PACK 10	Wash.Acces.	Y	Y	Y	Grab Bar,Concealed,1-1/2 ODx42 (10)	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 42 inches long. Pack of (10). Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8120-001480	BX-GRAB BAR 1-1/2"OD X 48-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/2 OD x 48	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 48 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8120-059000	BX-GRAB BAR 1-1/2"OD X 40 X 52	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/2 OD 36x52	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Wall clearance is 1-1/2 inches. Corner configuration grab bar, 36 inches on back wall by 52 inches on the side wall. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8122-001180	BX-GRAB BAR 1-1/2"OD X 18-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/2 OD x 18	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Safety grip provides a non-slip surface for users. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 18 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8122-001240	BX-GRAB BAR 1-1/2"OD X 24-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/2 OD x 24	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Safety grip provides a non-slip surface for users. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 24 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8122-001360	BX-GRAB BAR 1-1/2"OD X 36-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/2 OD x 36	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Safety grip provides a non-slip surface for users. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 36 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8122-001420	BX-GRAB BAR 1-1/2"OD X 42-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/2 OD x 42	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Safety grip provides a non-slip surface for users. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 42 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8122-001480	BX-GRAB BAR 1-1/2"OD X 48-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/2 OD x 48	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Safety grip provides a non-slip surface for users. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 48 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8170-001360	BX-GRAB BAR 1-1/2"OD X 36-	Wash.Acces.	Y	Y	Y	Grab Bar, Exposed, 1-1/2 OD x 36	Top quality Bradley grab bar designed for commercial restroom applications. Exposed Flange in architectural satin finish. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 36 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8170-001420	BX-GRAB BAR 1-1/2"OD X 42-	Wash.Acces.	Y	Y	Y	Grab Bar, Exposed, 1-1/2 OD x 42	Top quality Bradley grab bar designed for commercial restroom applications. Exposed Flange in architectural satin finish. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.5 inch outside diameter. Grab Bar is 42 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8320-001120	GRAB BAR 1-1/4"OD X 12-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/4 OD x 12	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.25 inch outside diameter. Grab Bar is 12 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8320-001180	BX-GRAB BAR 1-1/4"OD X 18"	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/4 OD x 18	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.25 inch outside diameter. Grab Bar is 18 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8320-001240	BX-GRAB BAR 1-1/4"OD X 24-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/4 OD x 24	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.25 inch outside diameter. Grab Bar is 24 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8320-001360	BX-GRAB BAR 1-1/4"OD X 36-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/4 OD x 36	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.25 inch outside diameter. Grab Bar is 36 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8320-001420	BX-GRAB BAR 1-1/4"OD X 42-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/4 OD x 42	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.25 inch outside diameter. Grab Bar is 42 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8320-001480	BX-GRAB BAR 1-1/4"OD X 48-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/4 OD x 48	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.25 inch outside diameter. Grab Bar is 48 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8322-001240	BX-GRAB BAR 1-1/4"OD X 24-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/4 OD x 24	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Safety grip provides a non-slip surface for users. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.25 inch outside diameter. Grab Bar is 24 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8322-001360	BX-GRAB BAR 1-1/4"OD X 36-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/4 OD x 36	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Safety grip provides a non-slip surface for users. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.25 inch outside diameter. Grab Bar is 36 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8322-001420	BX-GRAB BAR 1-1/4"OD X 42-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/4 OD x 42	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Safety grip provides a non-slip surface for users. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.25 inch outside diameter. Grab Bar is 42 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8322-055000	BX-GRAB BAR 1-1/4"OD- 24X24	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1-1/4 OD 24x24	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Safety grip provides a non-slip surface for users. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.25 inch outside diameter. Wall clearance is 1-1/2 inches. L-shaped configuration grab bar, 120o, 24 inches by 24 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8370-101000	BX-SWING UP GRAB BAR- 1-1/4"OD	Wash.Acces.	Y	Y	Y	Grab Bar, Swing Up, 1-1/4OD x 29	Top quality Bradley grab bar designed for commercial restroom applications. Grab bar swings up and out of the way when not in use. Grab bar is manually lowered to horizontal support position and raised for departure. Bar is designed to prevent it from accidentally falling into position. Bar operates with less than 5 pounds of force. 14 gauge stainless steel wall plate with exposed surfaces in architectural satin finish. . Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.25 inch outside diameter. Grab Bar is 29 inches long. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8370-102000	BX-SWING UP GRAB BAR- 1-1/4"OD	Wash.Acces.	Y	Y	Y	Grab Bar, Swing Up, 1-1/4OD x 34	Top quality Bradley grab bar designed for commercial restroom applications. Grab bar swings up and out of the way when not in use. Grab bar is manually lowered to horizontal support position and raised for departure. Bar is designed to prevent it from accidentally falling into position. Bar operates with less than 5 pounds of force. 14 gauge stainless steel wall plate with exposed surfaces in architectural satin finish. . Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.25 inch outside diameter. Grab Bar is 34 inches long. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8370-103000	BX-SWING UP G.B.- 1-1/4"OD-	Wash.Acces.	Y	Y	Y	Grab Bar,Swing Up w/TT,1-1/4OD x 29	Top quality Bradley grab bar designed for commercial restroom applications. Grab bar swings up and out of the way when not in use. Grab bar is manually lowered to horizontal support position and raised for departure. Bar is designed to prevent it from accidentally falling into position. Bar operates with less than 5 pounds of force. 14 gauge stainless steel wall plate with exposed surfaces in architectural satin finish. . Architectural satin finish. 18 gauge 304 stainless steel tubing. 18 gauge stainless steel tissue dispenser welded to grab bar. All welds ground and polished to blend. Spindle of ABS plastic with concealed spring. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.25 inch outside diameter. Grab Bar is 29 inches long. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8372-101000	BX-SWING UP GRAB BAR- 1-1/4"OD	Wash.Acces.	Y	Y	Y	Grab Bar, Swing Up, 1-1/4OD x 29	Top quality Bradley grab bar designed for commercial restroom applications. Grab bar swings up and out of the way when not in use. Grab bar is manually lowered to horizontal support position and raised for departure. Bar is designed to prevent it from accidentally falling into position. Bar operates with less than 5 pounds of force. 14 gauge stainless steel wall plate with exposed surfaces in architectural satin finish. Safety grip provides a non-slip surface for users. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.25 inch outside diameter. Grab Bar is 29 inches long. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8372-103000	SWING UP GRAB BAR- 1-1/4"OD-	Wash.Acces.	Y	Y	Y	Grab Bar,Swing Up w/TT,1-1/4OD x 29	Top quality Bradley grab bar designed for commercial restroom applications. Grab bar swings up and out of the way when not in use. Grab bar is manually lowered to horizontal support position and raised for departure. Bar is designed to prevent it from accidentally falling into position. Bar operates with less than 5 pounds of force. 14 gauge stainless steel wall plate with exposed surfaces in architectural satin finish. Safety grip provides a non-slip surface for users. 18 gauge 304 stainless steel tubing. 18 gauge stainless steel tissue dispenser welded to grab bar. All welds ground and polished to blend. Spindle of ABS plastic with concealed spring. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1.25 inch outside diameter. Grab Bar is 29 inches long. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8520-001180	BX-GRAB BAR 1"OD X 18-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1 OD x 18	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1 inch outside diameter. Grab Bar is 18 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	8520-001240	BX-GRAB BAR 1"OD X 24-	Wash.Acces.	Y	Y	Y	Grab Bar, Concealed, 1 OD x 24	Top quality Bradley grab bar designed for commercial restroom applications. Escutcheon made from one-piece drawn construction with exposed surfaces in architectural satin finish. Escutcheon snaps over flange to conceal mounting screws. Architectural satin finish. 18 gauge 304 stainless steel tubing. Easy to install with optional anchoring devices also available from Bradley. Grab bar has a 1 inch outside diameter. Grab Bar is 24 inches long. Wall clearance is 1-1/2 inches. When properly mounted, grab bar meets or exceeds the requirements of ANSI A117.1, ADA and ABA Accessibility Guidelines for Buildings and Facilities (ADAAG).
	900-000000	BX-SOAP DISH- SURFACE MOUNT-	Wash.Acces.	Y	Y	Y	Soap Dish, Stainless, Surface Mt	Soap Dish with Drain Holes. Unit is 7 gauge stainless steel with exposed surfaces in architectural satin finish. Formed from single piece of stainless steel. Three drain holes in bottom. Surface Mounted .
	9014-0000US	SOAP DISH W/DRAIN HOLES-	Wash.Acces.	Y	Y	Y	Soap Dish, Satin Stainless, Surface	Soap Dish with Drain Holes. Unit is No. 4 satin finish stainless steel. 2in.W x 2in.H vandal-resistant escutcheons. Projects 4-1/4in.W x 4in. D. Surface Mounted . Sourced from domestic manufacturer.
	9015-0000US	SOAP DISH W/DRAIN HOLES-	Wash.Acces.	Y	Y	Y	Soap Dish, Polished SS, Surface Mt	Soap Dish with Drain Holes. Unit is No. 8 Bright Polished Stainless Steel. Four holes in bottom of tray to permit water drainage. Surface Mounted . Sourced from domestic manufacturer.
	9044-000000	BX-TUMBLER W/TOOTHBRUSH HOLDER	Wash.Acces.	N	N	Y	Tumbler & Toothbrush Holder, SS	Tumbler and Toothbrush Holder. Unit is No. 4 satin finish stainless steel. 2in.W x 2in.H vandal-resistant escutcheons. Projects 4-1/4in.W x 4in. D. Surface Mounted .
	9066-180000	BX-TOWEL BAR- 3/4" DIA X 18"	Wash.Acces.	N	N	Y	Towel Bar, Polished SS, Surface Mt	3/4in. Round Towel Bar. Unit is No. 8 Bright Polished Stainless Steel. 2in.W x 2in.H vandal-resistant escutcheons. Projects 3in.. 18in. Length. Surface Mounted.
	9066-240000	BX-TOWEL BAR- 3/4" DIA X 24"	Wash.Acces.	N	N	Y	Towel Bar, Polished SS, Surface Mt	3/4in. Round Towel Bar. Unit is No. 8 Bright Polished Stainless Steel. 2in.W x 2in.H vandal-resistant escutcheons. Projects 3in.. 24in. Length. Surface Mounted .
	9114-0000US	SINGLE ROBE HOOK	Wash.Acces.	Y	Y	Y	Robe Hook, Single, Satin SS	Single Robe Hook. Unit is No. 4 satin finish stainless steel. 2in.W x 2in.H vandal-resistant escutcheons. Projects 2in.. Surface Mounted . Sourced from domestic manufacturer.
	9115-0000US	SINGLE ROBE HOOK	Wash.Acces.	Y	Y	Y	Robe Hook, Single, Polished SS	Single Robe Hook. Unit is No. 8 Bright Polished Stainless Steel. 2in.W x 2in.H vandal-resistant escutcheons. Projects 2in.. Surface Mounted . Sourced from domestic manufacturer.
	9124-0000US	DOUBLE ROBE HOOK- SATIN SS-	Wash.Acces.	Y	Y	Y	Robe Hook, Double, Satin SS	Double Robe Hook. Unit is No. 4 satin finish stainless steel. 2in.W x 2in.H vandal-resistant escutcheons. Projects 2-1/4in.. Surface Mounted . Sourced from domestic manufacturer.
	9125-0000US	DOUBLE ROBE HOOK- POLISHED SS-	Wash.Acces.	Y	Y	Y	Robe Hook, Double, Stainless Steel	Double Robe Hook. Unit is No. 8 Bright Polished Stainless Steel. 2in.W x 2in.H vandal-resistant escutcheons. Projects 2-1/4in.. Surface Mounted . Sourced from domestic manufacturer.
	9134-0000US	HAT & COAT HOOK- SATIN SS-	Wash.Acces.	Y	Y	Y	Hat & Coat Hook, Satin SS, Surface	Hat and Coat Hook. Unit is No. 4 satin finish stainless steel. 2in.W x 2in.H vandal-resistant escutcheons. Projects 2-5/8in.. Surface Mounted . Sourced from domestic manufacturer.
	9135-0000US	HAT & COAT HOOK- POLISHED SS-	Wash.Acces.	Y	Y	Y	Hat & Coat Hook, Polished SS	Hat and Coat Hook. Unit is No. 8 Bright Polished Stainless Steel. 2in.W x 2in.H vandal-resistant escutcheons. Projects 2-5/8in.. Surface Mounted . Sourced from domestic manufacturer.
	915-000000	BX-HOOK & BUMPER- CHROME PL	Wash.Acces.	N	N	Y	Hook & Bumper, Chrome Plated	Hook and Bumper. Unit is forged or cast brass, nickel-plated with highly polished chrome finish. Projects 3in.. Surface Mounted .
	917-000000	BX CLOTHES HOOK	Wash.Acces.	N	N	Y	Clothes Hook, Single, Satin SS	Clothes Hook. Unit is 12 gauge stainless steel with exposed surfaces in satin finish. All welded construction. 12 gauge plated steel mounting plate in bright chrome finish. Exposed Mounting.
	927-180000	BX-TOWEL BAR- 3/4 SQUARE X 18-	Wash.Acces.	N	N	Y	Towel Bar, Polished Chrome, Surface	3/4in. Square Towel Bar. Unit is die cast, high quality Zamac. Copper, nickel plated with a highly polished chrome finish. Heavy steel, cadmium plated wall plate. Projects 3in.. 18in. Length. Surface Mounted .
	927-240000	BX-TOWEL BAR- 3/4 SQUARE X 24-	Wash.Acces.	N	N	Y	Towel Bar, Polished Chrome, Surface	3/4in. Square Towel Bar. Unit is die cast, high quality Zamac. Copper, nickel plated with a highly polished chrome finish. Heavy steel, cadmium plated wall plate. Projects 3in.. 24in. Length. Surface Mounted .
	9314-000000	BX-TOWEL HOOK- SATIN SS	Wash.Acces.	N	N	Y	Towel Hook, Satin SS, Surface Mt	Towel Hook. Unit is No. 4 satin finish stainless steel. 2in.W x 2in.H vandal-resistant escutcheons. Projects 4-7/16in.. Surface Mounted .
	932-000000	BX-DOUBLE ROBE HOOK- CHROME PL	Wash.Acces.	N	N	Y	Robe Hook, Double, Polished Chrome	Double Robe Hook. Unit is die cast, high quality Zamac. Copper, nickel plated with a highly polished chrome finish. Heavy steel, cadmium plated wall plate. Projects 2-1/8in. W x 1-5/8in. D. Surface Mounted .
	9335-000000	BX-TOWEL RING- POLISHED SS	Wash.Acces.	N	N	Y	Towel Ring, Polished SS, Surface Mt	Towel Ring. Unit is No. 8 Bright Polished Stainless Steel. 2in.W x 2in.H vandal-resistant escutcheons. Projects 2-3/8in.. Surface Mounted .
	9403-000000	BX-SOAP DISH- RECESSED- SATIN	Wash.Acces.	N	N	Y	Soap Dish, Satin SS, Recessed	Soap Dish. Unit is 20 gauge stainless steel with exposed surfaces in architectural satin finish. Drawn one-piece seamless construction. 18 gauge stainless steel drip lip. Recessed wall clamp for mounting.
	953-036000	BX-SHOWER ROD- 1"OD X 36	Wash.Acces.	Y	Y	Y	Shower Rod 36in., 1in.OD	Bradley Shower Rod. Heavy duty Shower Curtain Rod 18 gauge stainless steel tubing, seamless construction. 36in. length. 1in. diameter stainless steel tubing, seamless construction with exposed surfaces in architectural satin finish. Exposed Flange. 22 gauge stainless steel flanges. One-piece drawn construction with exposed surfaces in architectural satin finish. Satin Finish.
	953-060000	BX-SHOWER ROD- 1"OD X 60	Wash.Acces.	Y	Y	Y	Shower Rod 60in., 1in.OD	Bradley Shower Rod. Heavy duty Shower Curtain Rod 18 gauge stainless steel tubing, seamless construction. 60in. length. 1in. diameter stainless steel tubing, seamless construction with exposed surfaces in architectural satin finish. Exposed Flange. 22 gauge stainless steel flanges. One-piece drawn construction with exposed surfaces in architectural satin finish. Satin Finish.
	9530-600000	BX-CURVED SHOWER ROD 60"	Wash.Acces.	Y	Y	Y	Shower Curtain Rod Curved, 1 OD	Bradley curved shower rod.  Heavy duty shower curtain rod 20 gauge stainless steel tubing, seamless construction.  60 inch length.  1 inch diameter stainless steel tubing, seamless construction with exposed surfaces in architectural satin finish.  Exposed flange.  Satin finish.  Swivel brackets made from chrome plated die cast construction with exposed surfaces in architectural satin finish.  Maximum 55 degree swivel rotation.  Sourced from US Manufacturers.
	9530-607800	BX-CURVED SHOWER ROD 60"BRIGHT	Wash.Acces.	Y	Y	Y	Shower Curtain Rod Curved, 1 OD	Bradley curved shower rod.  Heavy duty shower curtain rod 20 gauge stainless steel tubing, seamless construction.  60 inches length.  1 inch diameter stainless steel tubing, seamless construction with exposed surfaces in architectural satin finish.  Exposed flange.  Bright polished finish.  Swivel brackets made from chrome plated die cast construction with exposed surfaces in architectural satin finish.  Maximum 55 degree swivel rotation.  Sourced from US manufacturers.
	9531-036000	BX-SHOWER ROD- 1-1/4"OD X 36	Wash.Acces.	Y	Y	Y	Shower Rod 36in., 1.25in.OD	Bradley Shower Rod. Heavy duty Shower Curtain Rod 18 gauge stainless steel tubing, seamless construction. 36in. length. 1.25in. diameter stainless steel tubing, seamless construction with exposed surfaces in architectural satin finish. Exposed Flange. 22 gauge stainless steel flanges. One-piece drawn construction with exposed surfaces in architectural satin finish. Satin Finish.
	9531-042000	BX-SHOWER ROD- 1-1/4"OD X 42	Wash.Acces.	Y	Y	Y	Shower Rod 42in., 1.25in.OD	Bradley Shower Rod. Heavy duty Shower Curtain Rod 18 gauge stainless steel tubing, seamless construction. 42in. length. 1.25in. diameter stainless steel tubing, seamless construction with exposed surfaces in architectural satin finish. Exposed Flange. 22 gauge stainless steel flanges. One-piece drawn construction with exposed surfaces in architectural satin finish. Satin Finish.
	9531-048000	BX-SHOWER ROD- 1-1/4"OD X 48	Wash.Acces.	Y	Y	Y	Shower Rod 48in., 1.25in.OD	Bradley Shower Rod. Heavy duty Shower Curtain Rod 18 gauge stainless steel tubing, seamless construction. 48in. length. 1.25in. diameter stainless steel tubing, seamless construction with exposed surfaces in architectural satin finish. Exposed Flange. 22 gauge stainless steel flanges. One-piece drawn construction with exposed surfaces in architectural satin finish. Satin Finish.
	9531-060000	BX-SHOWER ROD- 1-1/4"OD X 60	Wash.Acces.	Y	Y	Y	Shower Rod 60in., 1.25in.OD	Bradley Shower Rod. Heavy duty Shower Curtain Rod 18 gauge stainless steel tubing, seamless construction. 60in. length. 1.25in. diameter stainless steel tubing, seamless construction with exposed surfaces in architectural satin finish. Exposed Flange. 22 gauge stainless steel flanges. One-piece drawn construction with exposed surfaces in architectural satin finish. Satin Finish.
	9533-367200	BX-SHOWER CURTAIN 36X72- VINYL	Wash.Acces.	Y	Y	Y	Shower Curtain, Vinyl, White, 36x72	Bradley Shower Curtain. Shower curtain is 6 gauge antimicrobial vinyl material with hemmed top edges and aluminum grommets on 6in. centers. White. 36in. Wide x 72in. High.
	9533-427200	BX-SHOWER CURTAIN- 42X72-VINYL	Wash.Acces.	Y	Y	Y	Shower Curtain, Vinyl, White, 42x72	Bradley Shower Curtain. Shower curtain is 6 gauge antimicrobial vinyl material with hemmed top edges and aluminum grommets on 6in. centers. White. 42in. Wide x 72in. High.
	9533-727200	BX-SHOWER CURTAIN 72X72- VINYL	Wash.Acces.	Y	Y	Y	Shower Curtain, Vinyl, White, 72x72	Bradley Shower Curtain. Shower curtain is 6 gauge antimicrobial vinyl material with hemmed top edges and aluminum grommets on 6in. centers. White. 72in. Wide x 72in. High.
	9536-0000US	SHOWER CURTAIN HOOK	Wash.Acces.	Y	Y	Y	Shower Curtain Hook, SS Spring	Bradley Shower Curatin Hook. Shower curtain hook with stainless steel spring wire with snap fastener. Can be used with 1in. and 1-1/4in. diameter shower curtain rods.
	9537-427200	BX-SHOWER CURTAIN- 42 X 72	Wash.Acces.	Y	Y	Y	Shower Curtain, Vinyl, White, 42x72	Bradley Shower Curtain. Shower curtain is 10-oz. nylon-reinforced antimicrobial vinyl fabric, furnished with aluminum grommets on 6in. centers. .014in. thick and all sides are hemmed. Flameproof, stain resistant, self-deoderizing. White. 42in. Wide x 72in. High.
	9537-487200	BX-SHOWER CURTAIN- 48 X 72	Wash.Acces.	Y	Y	Y	Shower Curtain, Vinyl, White, 48x72	Bradley Shower Curtain. Shower curtain is 10-oz. nylon-reinforced antimicrobial vinyl fabric, furnished with aluminum grommets on 6in. centers. .014in. thick and all sides are hemmed. Flameproof, stain resistant, self-deoderizing. White. 48in. Wide x 72in. High.
	9537-727200	BX-SHOWER CURTAIN- 72 X 72	Wash.Acces.	Y	Y	Y	Shower Curtain, Vinyl, White, 72x72	Bradley Shower Curtain. Shower curtain is 10-oz. nylon-reinforced antimicrobial vinyl fabric, furnished with aluminum grommets on 6in. centers. .014in. thick and all sides are hemmed. Flameproof, stain resistant, self-deoderizing. White. 72in. Wide x 72in. High.
	9538-036000	BX-SHOWER ROD 1"OD X 36-	Wash.Acces.	Y	Y	Y	Shower Rod 36in., 1in.OD	Bradley Shower Rod. Heavy duty Shower Curtain Rod 18 gauge stainless steel tubing, seamless construction. 36in. length. 1in. diameter stainless steel tubing, seamless construction with exposed surfaces in architectural satin finish. Concealed Flange. 3-1/8in. glass polypropylene flanges. Shower rod support sleeves formed with flange as one piece. 22 gauge stainless steel escutcheons. One-piece drawn construction with exposed surfaces in architectural satin finish. Snap over flanges to conceal mounting screws. Satin Finish.
	9538-060000	BX-SHOWER ROD 1"OD X 60-	Wash.Acces.	Y	Y	Y	Shower Rod 60in., 1in.OD	Bradley Shower Rod. Heavy duty Shower Curtain Rod 18 gauge stainless steel tubing, seamless construction. 60in. length. 1in. diameter stainless steel tubing, seamless construction with exposed surfaces in architectural satin finish. Concealed Flange. 3-1/8in. glass polypropylene flanges. Shower rod support sleeves formed with flange as one piece. 22 gauge stainless steel escutcheons. One-piece drawn construction with exposed surfaces in architectural satin finish. Snap over flanges to conceal mounting screws. Satin Finish.
	9539-036000	BX-SHOWER ROD 1-1/4"OD X 36-	Wash.Acces.	Y	Y	Y	Shower Rod 36in., 1.25in.OD	Bradley Shower Rod. Heavy duty Shower Curtain Rod 18 gauge stainless steel tubing, seamless construction. 36in. length. 1.25in. diameter stainless steel tubing, seamless construction with exposed surfaces in architectural satin finish. Concealed Flange. 3-1/8in. glass polypropylene flanges. Shower rod support sleeves formed with flange as one piece. 22 gauge stainless steel escutcheons. One-piece drawn construction with exposed surfaces in architectural satin finish. Snap over flanges to conceal mounting screws. Satin Finish.
	9539-060000	BX-SHOWER ROD 1-1/4"OD X 60-	Wash.Acces.	Y	Y	Y	Shower Rod 60in., 1.25in.OD	Bradley Shower Rod. Heavy duty Shower Curtain Rod 18 gauge stainless steel tubing, seamless construction. 60in. length. 1.25in. diameter stainless steel tubing, seamless construction with exposed surfaces in architectural satin finish. Concealed Flange. 3-1/8in. glass polypropylene flanges. Shower rod support sleeves formed with flange as one piece. 22 gauge stainless steel escutcheons. One-piece drawn construction with exposed surfaces in architectural satin finish. Snap over flanges to conceal mounting screws. Satin Finish.
	9557-000000	BX-SHOWER SEAT- FOLDING-	Wash.Acces.	Y	Y	Y	Shower Seat Plastic Folding	Bradley Shower Seat. Folding shower seat fabricated of rotational-molded polyethylene. Contains antibmicrobial agent molded into seat to inhibit the growth of bacteria that cause product degradation. 18 gauge 1in. diameter stainless steel tubing, welded. 16 gauge stainless steel wall bracket with stainless steel piano hinges. 16 gauge stainless steel retaining bracket. Positive bullet-type catch holds seat securely in up or down position. Designed to support up to 250lbs static load.
	9558-000305	BX-SHOWER SEAT- FOLDS- WHITE	Wash.Acces.	Y	Y	Y	Shower Seat Laminate Folding White	Bradley Shower Seat. 5/16in. thick solid phenolic core seat composed of compressed cellulose fibers impregnanted with resins. Surface laminate is fused to the core. All exposed edges are machined smooth to a uniform dark finish. White Phenolic. 18 gauge 1in. diameter stainless steel tubing, welded. 16 gauge stainless steel wall bracket with stainless steel piano hinges. 16 gauge stainless steel retaining bracket. Positive bullet-type catch holds seat securely in up or down position. Designed to support up to 250lbs static load.
	956-000000	BX-SHWER SEAT-LH-ANTIMICROBIAL	Wash.Acces.	Y	Y	Y	Shower Seat Plastic Folding LH	Bradley Shower Seat. Folding shower seat fabricated of rotational-molded polyethylene. Contains antibmicrobial agent molded into seat to inhibit the growth of bacteria that cause product degradation. Bone colored polyethylene. 18 gauge 1in. diameter stainless steel tubing, welded. 16 gauge stainless steel wall bracket with stainless steel piano hinges. 16 gauge stainless steel retaining bracket. Positive bullet-type catch holds seat securely in up or down position. Left hand configuration. Designed to support up to 250lbs static load.
	9561-000000	BX-SHWER SEAT-RH-ANTIMICROBIAL	Wash.Acces.	Y	Y	Y	Shower Seat Plastic Folding RH	Bradley Shower Seat. Folding shower seat fabricated of rotational-molded polyethylene. Contains antibmicrobial agent molded into seat to inhibit the growth of bacteria that cause product degradation. Bone colored polyethylene. 18 gauge 1in. diameter stainless steel tubing, welded. 16 gauge stainless steel wall bracket with stainless steel piano hinges. 16 gauge stainless steel retaining bracket. Positive bullet-type catch holds seat securely in up or down position. Right hand configuration. Designed to support up to 250lbs static load.
	9562-000000	BX-SHWR SEAT-WHITE PHENOLIC-	Wash.Acces.	Y	Y	Y	Shower Seat Phenolic Folding  White	Bradley Shower Seat. 1/2in. solid phenolic folding shower seat made of ╜in. thick phenolic core with white laminate bonded onto Phenolic for color. All exposed edges are machined smooth to a uniform dark finish. 1-1/2in. HDPE support bar and 18 gauge 1in. diameter stainless steel tubing. 7 gauge satin finish stainless steel mounting flanges with three mounting holes provided in each flange for installation. 16 gauge satin finish stainless steel lower support bracket. Designed to support up to 400lbs static load.
	9569-000000	BX-REVERSIBLE SHWR SEAT-	Wash.Acces.	Y	Y	Y	Shower Seat Reversible Phenolic	Bradley Shower Seat. 1/2in. solid phenolic folding shower seat made of ╜in. thick phenolic core with white laminate bonded onto Phenolic for color. All exposed edges are machined smooth to a uniform dark finish. 1-1/2in. HDPE support bar and 18 gauge 1in. diameter stainless steel tubing. 7 gauge satin finish stainless steel mounting flanges with three mounting holes provided in each flange for installation. 16 gauge satin finish stainless steel lower support bracket. Reversible in field to be right or left hand configuration. Designed to support up to 400lbs static load.
	961-000000	BX-BABY CHANGING STATION-	Wash.Acces.	Y	Y	Y	Baby Changing Station, Plastic	Bradley Baby Changing Station. Molded, high-density polyethylene with full length, steel hinge pin. Concealed gas shock assists opening and closing, eliminates pinch points. Graphics in English and Spanish permanently molded in. Integrated dual paper liner dispenser and molded-in purse/diaper bag hooks. Safety strap with 100% unbreakable buckle. Gray and White Speckled color. Surface-Mounted. Unit complies with ASTM F2285 Standard that requires commercial diaper changing stations be able to hold a minimum of 100 lbs.
	9611-000000	BX-BABY CHANGING STATION-	Wash.Acces.	Y	Y	Y	Baby Changing Station, Plastic	Bradley Baby Changing Station. Molded, high-density polyethylene with full length, steel hinge pin. Concealed gas shock assists opening and closing, eliminates pinch points. Graphics in English and Spanish permanently molded in. Integrated dual paper liner dispenser and molded-in purse/diaper bag hooks. Safety strap with 100% unbreakable buckle. Solid Light Gray color. Surface-Mounted. Unit complies with ASTM F2285 Standard that requires commercial diaper changing stations be able to hold a minimum of 100 lbs.
	9612-000000	BX-BABY CHANGING STATION	Wash.Acces.	Y	Y	Y	Baby Changing Station, Plastic	Bradley Baby Changing Station. Molded, high-density polyethylene with full length, steel hinge pin. Concealed gas shock assists opening and closing, eliminates pinch points. Graphics in English and Spanish permanently molded in. Integrated dual paper liner dispenser and molded-in purse/diaper bag hooks. Safety strap with 100% unbreakable buckle. Ivory color. Surface-Mounted. Unit complies with ASTM F2285 Standard that requires commercial diaper changing stations be able to hold a minimum of 100 lbs.
	962-000000	BX-BABY CHANGING STATION-	Wash.Acces.	Y	Y	Y	Baby Changing Station, Stainless	Bradley Baby Changing Station. Body constructed of polyethylene with brushed 20 gauge stainless steel exterior. Rated to support static load of 250 lbs. Pneumatic gas shock mechanism to ensure smooth, safe open and close motions. Molded plastic dual liner dispenser holds approximately 50 per dispenser. Safety belt with cam-buckle, adjustable with one hand. Recess Mounted. Unit complies with ASTM F2285 Standard that requires commercial diaper changing stations be able to hold a minimum of 100 lbs. Meets relevant sections of the CPSIA to the extent possible.
	962-110000	BX-BABY CHANGING STATION-	Wash.Acces.	Y	Y	Y	Baby Changing Station, Stainless	Bradley Baby Changing Station. Body constructed of polyethylene with brushed 20 gauge stainless steel exterior. Rated to support static load of 250 lbs. Pneumatic gas shock mechanism to ensure smooth, safe open and close motions. Molded plastic dual liner dispenser holds approximately 50 per dispenser. Safety belt with cam-buckle, adjustable with one hand. Surface-Mounted. Unit complies with ASTM F2285 Standard that requires commercial diaper changing stations be able to hold a minimum of 100 lbs. Meets relevant sections of the CPSIA to the extent possible.
	9663-000000	BX-MEDICINE CABINET- RECESSED	Wash.Acces.	Y	Y	Y	Medicine Cabinet, Recessed, Steel	Bradley Medicine Cabinet. Recess Mounted. Seamless cabinet fabricated of one-piece heavy drawn steel with a rust resistant baked-enamel finish. Seamless cabinet fabricated of one-piece heavy drawn steel with a rust resistant baked-enamel finish. Door has full length piano hinge and magnetic catch. Mirror frame is stainless steel. Mirror of 1/8in. float glass, electro-copper plated backing. Reversible mirror to swing either left or right.
	9813-000000	BX-SPECIMEN PASS-THRU CABINET	Wash.Acces.	Y	Y	Y	Specimen Pass-Thru, Stainless Steel	Bradley Specimen Pass-Thru Cabinet. 18 gauge stainless steel cabinet with exposed surfaces in architectural satin finish. Welded construction with burr-free edges. 22 gauge stainless steel flanges. One-piece seamless construction, 1in. wide with 1/4in. return. 20 gauge stainless steel door. Equipped with full-length stainless steel piano hinge and chrome-plated brass pull knob. Doors are self-closing. Interlocking mechanism prevents both doors from being open at the same time. 22 gauge stainless steel spill tray with soldered seams to prevent leakage. Removes for cleaning. Adjusts from 3in. to 5-1/2in. wall thicknesses only.
	9933-000000	BX-UTILITY SHELF- 34" LONG-	Wash.Acces.	Y	Y	Y	Utility Shelf w/Mop & Broom Holder	Utility Shelf with Mop and Broom Holder. 18 gauge stainless steel shelf in architectural satin finish. 18 gauge stainless steel bracket. 16 gauge stainless steel gussets and hooks in architectural satin finish. Spring-activated rubber cams on plated steel retainers. 4 Hooks/3 Holders. Surface Mounted .
	9943-000000	BX-HAT & COAT RACK- 24" LONG-	Wash.Acces.	Y	Y	Y	Hat & Coat Rack, SS, Surface Mount	Hat and Coat Rack. (3) 14 gauge stainless steel hooks, 24in. Length. 22 gauge stainless steel backplate. Backplate is open through the center and does not have end caps. Surface Mounted .
	9953-000000	BX-MOP & BROOM HOLDER- 24"LONG	Wash.Acces.	Y	Y	Y	Mop & Broom Holder, Stainless Steel	Mop and Broom Holder. Spring-activated rubber cams on plated steel retainers. 3 Holders, 24in. Length. 22 gauge stainless steel backplate. Surface Mounted .
	9954-000000	BX-MOP & BROOM HOLDER- 36"LONG	Wash.Acces.	Y	Y	Y	Mop & Broom Holder, Stainless Steel	Mop and Broom Holder. Spring-activated rubber cams on plated steel retainers. 4 Holders, 36in. Length. 22 gauge stainless steel backplate. Surface Mounted .
	9984-000000	BX-ULTILITY SHELF- 36" LONG-	Wash.Acces.	Y	Y	Y	Mop & Broom Holder, Stainless Steel	Utility Shelf with Mop and Broom Holder. 18 gauge stainless steel shelf in architectural satin finish. 16 gauge stainless steel bracket. 14 gauge stainless steel hooks. Spring-activated rubber cams on plated steel retainers. 3 Hooks/4 Holders, 36in. Length. 1/4in. diameter solid stainless steel drying rod with satin finish. Surface Mounted .
	BW13660-ALM	COMP BE FMOB-ONE BTWN WALL	Mills	Y	Y	Y	Baked Enamel 1 Stall BW FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Almound Color. The Configuration Contains One Compartment And A Total Width Of 36in.. The Between-Wall Configuration Has Compartment(s) Located Between Two Walls, Using These Walls As The Ends Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	BW13660-SS	COMP SS FMOB-ONE BTWN WALL	Mills	Y	Y	Y	Stainless Steel 1 Stall BW FMOB	Constructed Of 300 Series Stainless Steel, Stainless Steel Partitions Have A Unique Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. The Configuration Contains One Compartment And A Total Width Of 36in.. The Between-Wall Configuration Has Compartment(s) Located Between Two Walls, Using These Walls As The Ends Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Stainless Steel Partitions Contain A Fifteen (15 ) Year Warranty Against Rust-Out.
	BW13660-WGR	COMP BE FMOB-ONE BTWN WALL	Mills	Y	Y	Y	Baked Enamel 1 Stall BW FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Warm Grey Color. The Configuration Contains One Compartment And A Total Width Of 36in.. The Between-Wall Configuration Has Compartment(s) Located Between Two Walls, Using These Walls As The Ends Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	BW23660-ALM	COMP BE FMOB-TWO BTWN WALL	Mills	Y	Y	Y	Baked Enamel 2 Stalls BW FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Almound Color. The Configuration Contains Two Compartments And A Total Width Of 72in.. The Between-Wall Configuration Has Compartment(s) Located Between Two Walls, Using These Walls As The Ends Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	BW23660-SS	COMP SS FMOB-TWO BTWN WALL	Mills	Y	Y	Y	Stainless Steel 2 Stalls BW FMOB	Constructed Of 300 Series Stainless Steel, Stainless Steel Partitions Have A Unique Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. The Configuration Contains Two Compartments And A Total Width Of 72in.. The Between-Wall Configuration Has Compartment(s) Located Between Two Walls, Using These Walls As The Ends Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Stainless Steel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	BW23660-WGR	COMP BE FMOB-TWO BTWN WALL	Mills	Y	Y	Y	Baked Enamel 2 Stalls BW FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Warm Grey Color. The Configuration Contains Two Compartments And A Total Width Of 72in.. The Between-Wall Configuration Has Compartment(s) Located Between Two Walls, Using These Walls As The Ends Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	BW33660-ALM	COMP BE FMOB-THREE BTWN WALL	Mills	Y	Y	Y	Baked Enamel 3 Stalls BW FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Almound Color. The Configuration Contains Three Compartments And A Total Width Of 108in.. The Between-Wall Configuration Has Compartment(s) Located Between Two Walls, Using These Walls As The Ends Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	BW33660-SS	COMP SS FMOB-THREE BTWN WALL	Mills	Y	Y	Y	Stainless Steel 3 Stalls BW FMOB	Constructed Of 300 Series Stainless Steel, Stainless Steel Partitions Have A Unique Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. The Configuration Contains Three Compartments And A Total Width Of 108in.. The Between-Wall Configuration Has Compartment(s) Located Between Two Walls, Using These Walls As The Ends Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Stainless Steel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	BW33660-WGR	COMP BE FMOB-THREE BTWN WALL	Mills	Y	Y	Y	Baked Enamel 3 Stalls BW FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Warm Grey Color. The Configuration Contains Three Compartments And A Total Width Of 108in.. The Between-Wall Configuration Has Compartment(s) Located Between Two Walls, Using These Walls As The Ends Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	BW43660-ALM	COMP BE FMOB-FOUR BTWN WALL	Mills	Y	Y	Y	Baked Enamel 4 Stalls BW FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Almound Color. The Configuration Contains Four Compartments And A Total Width Of 144in.. The Between-Wall Configuration Has Compartment(s) Located Between Two Walls, Using These Walls As The Ends Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	BW43660-SS	COMP SS FMOB-FOUR BTWN WALL	Mills	Y	Y	Y	Stainless Steel 4 Stalls BW FMOB	Constructed Of 300 Series Stainless Steel, Stainless Steel Partitions Have A Unique Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. The Configuration Contains Four Compartments And A Total Width Of 144in.. The Between-Wall Configuration Has Compartment(s) Located Between Two Walls, Using These Walls As The Ends Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Stainless Steel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	BW43660-WGR	COMP BE FMOB-FOUR BTWN WALL	Mills	Y	Y	Y	Baked Enamel 4 Stalls BW FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Warm Grey Color. The Configuration Contains Four Compartments And A Total Width Of 144in.. The Between-Wall Configuration Has Compartment(s) Located Between Two Walls, Using These Walls As The Ends Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	BW53660-ALM	COMP BE FMOB-FIVE BTWN WALL	Mills	Y	Y	Y	Baked Enamel 5 Stalls BW FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Almound Color. The Configuration Contains Five Compartments And A Total Width Of 180in.. The Between-Wall Configuration Has Compartment(s) Located Between Two Walls, Using These Walls As The Ends Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	BW53660-SS	COMP SS FMOB-FIVE BTWN WALL	Mills	Y	Y	Y	Stainless Steel 5 Stalls BW FMOB	Constructed Of 300 Series Stainless Steel, Stainless Steel Partitions Have A Unique Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. The Configuration Contains Five Compartments And A Total Width Of 180in.. The Between-Wall Configuration Has Compartment(s) Located Between Two Walls, Using These Walls As The Ends Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Stainless Steel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	BW53660-WGR	COMP BE FMOB-FIVE BTWN WALL	Mills	Y	Y	Y	Baked Enamel 5 Stalls BW FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Warm Grey Color. The Configuration Contains Five Compartments And A Total Width Of 180in.. The Between-Wall Configuration Has Compartment(s) Located Between Two Walls, Using These Walls As The Ends Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	B033612-205	BASE 3HX36WX12D-BLACK	Mills	Y	Y	Y	Base Kit, 12in. Deep, 36in. Wide	Locker Base Kit is constructed of 1in. thick HDPE material. Base can be 3in.in. to 8in. tall. Constructed of Black High Density Polyethelene plastic. The Locker configuration is 12in. deep. The locker components are 36in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	B033615-205	BASE 3HX36WX15D-BLACK	Mills	Y	Y	Y	Base Kit, 15in. Deep, 36in. Wide	Locker Base Kit is constructed of 1in. thick HDPE material. Base can be 3in.in. to 8in. tall. Constructed of Black High Density Polyethelene plastic. The Locker configuration is 15in. deep. The locker components are 36in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	B033618-205	BASE 3HX36WX18D-BLACK	Mills	Y	Y	Y	Base Kit, 18in. Deep, 36in. Wide	Locker Base Kit is constructed of 1in. thick HDPE material. Base can be 3in.in. to 8in. tall. Constructed of Black High Density Polyethelene plastic. The Locker configuration is 18in. deep. The locker components are 36in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	B034518-205	BASE 3HX45WX18D-BLACK	Mills	Y	Y	Y	Base Kit, 18in. Deep, 45in. Wide	Locker Base Kit is constructed of 1in. thick HDPE material. Base can be 3in.in. to 8in. tall. Constructed of Black High Density Polyethelene plastic. The Locker configuration is 18in. deep. The locker components are 45in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	DR24-ALM	DOOR 23 5/8X58" W/INSWING HDWR	Mills	Y	Y	Y	Door Baked Enamel, 24in.W I/S	Toilet Partition Door, Baked Enamel, 23 5/8in.W X 58in.H, I/S Hardware, Color: Almond
	DR24-SS	DOOR 23 5/8X58"W/INSWING HDWR	Mills	Y	Y	Y	Door SS, 24W I/S	Toilet Partition Door, Stainless Steel, 23 5/8in.W X 58in.H, I/S Hardware
	DR24-WGR	DOOR 23 5/8X58 W/INSWING HDWR	Mills	Y	Y	Y	Door Baked Enamel, 24in.W I/S	Toilet Partition Door, Baked Enamel, 23 5/8in.W X 58in.H, I/S Hardware, Color: Warm Gray
	DR26-ALM	DOOR 25 5/8X58" W/INSWING HDWR	Mills	Y	Y	Y	Door Baked Enamel, 26in.W I/S	Toilet Partition Door, Baked Enamel, 25 5/8in.W X 58in.H, I/S Hardware, Color: Almond
	DR26-SS	DOOR 25 5/8X58"W/INSWING HDWR	Mills	Y	Y	Y	Door SS, 26in.W I/S Hardware	Toilet Partition Door, Stainless Steel, 25 5/8in.W X 58in.H, I/S Hardware
	DR26-WGR	DOOR 25 5/8X58 W/INSWING HDWR	Mills	Y	Y	Y	Door Baked Enamel, 26in.W I/S	Toilet Partition Door, Baked Enamel, 25 5/8in.W X 58in.H, I/S Hardware, Color: Warm Gray
	DR34-ALM	DOOR 33 5/8X58"W/OUTSWING HDWR	Mills	Y	Y	Y	Door Baked Enamel, 34in.W O/S	Toilet Partition Door, Baked Enamel, 33 5/8in.W X 58in.H, O/S Hardware, Color: Almond
	DR34-SS	DOOR 33 5/8X58"W/OUTSWING HDWR	Mills	Y	Y	Y	Door SS, 34in.W O/S	Toilet Partition Door, Stainless Steel, 33 5/8in.W X 58in.H, O/S Hardware
	DR34-WGR	DOOR 33 5/8X58 W/OUTSWING HDWR	Mills	Y	Y	Y	Door Baked Enamel, 34in.W O/S	Toilet Partition Door, Baked Enamel, 33 5/8in.W X 58in.H, O/S Hardware, Color: Warm Gray
	DR36-ALM	DOOR 35 5/8X58"W/OUTSWING HDWR	Mills	Y	Y	Y	Door Baked Enamel, 36in.W O/S	Toilet Partition Door, Baked Enamel, 35 5/8in.W X 58in.H, O/S Hardware, Color: Almond
	DR36-SS	DOOR 35 5/8X58"W/OUTSWING HDWR	Mills	Y	Y	Y	Door SS, 36in.W O/S	Toilet Partition Door, Stainless Steel, 35 5/8in.W X 58in.H, O/S Hardware
	DR36-WGR	DOOR 35 5/8X58 W/OUTSWING HDWR	Mills	Y	Y	Y	Door Baked Enamel, 36in.W O/S	Toilet Partition Door, Baked Enamel, 35 5/8in.W X 58in.H, O/S Hardware, Color: Warm Gray
	EPFT-S1260-200	END PNL 12X60 SGL FT-GRAY	Mills	Y	Y	Y	Locker End, 12in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1260-202	END PNL 12X60 SGL FT-BEIGE	Mills	Y	Y	Y	Locker End, 12in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1260-203	END PNL 12X60 SGL FT-DEEP BLUE	Mills	Y	Y	Y	Locker End, 12in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1272-200	END PNL 12X72 SGL FT-GRAY	Mills	Y	Y	Y	Locker End, 12in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1272-202	END PNL 12X72 SGL FT-BEIGE	Mills	Y	Y	Y	Locker End, 12in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1272-203	END PNL 12X72 SGL FT-DEEP BLUE	Mills	Y	Y	Y	Locker End, 12in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1560-200	END PNL 15X60 SGL FT-GRAY	Mills	Y	Y	Y	Locker End, 15in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 15in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1560-202	END PNL 15X60 SGL FT-BEIGE	Mills	Y	Y	Y	Locker End, 15in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 15in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1560-203	END PNL 15X60 SGL FT-DEEP BLUE	Mills	Y	Y	Y	Locker End, 15in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 15in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1572-200	END PNL 15X72 SGL FT-GRAY	Mills	Y	Y	Y	Locker End, 15in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 15in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1572-202	END PNL 15X72 SGL FT-BEIGE	Mills	Y	Y	Y	Locker End, 15in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 15in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1572-203	END PNL 15X72 SGL FT-DEEP BLUE	Mills	Y	Y	Y	Locker End, 15in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 15in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1860-200	END PNL 18X60 SGL FT-GRAY	Mills	Y	Y	Y	Locker End, 18in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 18in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1860-202	END PNL 18X60 SGL FT-BEIGE	Mills	Y	Y	Y	Locker End, 18in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 18in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1860-203	END PNL 18X60 SGL FT-DEEP BLUE	Mills	Y	Y	Y	Locker End, 18in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 18in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1872-200	END PNL 18X72 SGL FT-GRAY	Mills	Y	Y	Y	Locker End, 18in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1872-202	END PNL 18X72 SGL FT-BEIGE	Mills	Y	Y	Y	Locker End, 18in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1872-203	END PNL 18X72 SGL FT-DEEP BLUE	Mills	Y	Y	Y	Locker End, 18in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPFT-S1872-247	END PNL 18X72 SGL FT-TOFFEE/PC	Mills	Y	Y	Y	Locker End, 18in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a flat top. Constructed of 100% Post Consumer High Density Polyethelene plastic in color of Toffee. The Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1260-200	END PNL 12X60 SGL ST-GRAY	Mills	Y	Y	Y	Locker End, 12in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1260-202	END PNL 12X60 SGL ST-BEIGE	Mills	Y	Y	Y	Locker End, 12in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1260-203	END PNL 12X60 SGL ST-DEEP BLUE	Mills	Y	Y	Y	Locker End, 12in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1272-200	END PNL 12X72 SGL ST-GRAY	Mills	Y	Y	Y	Locker End, 12in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1272-202	END PNL 12X72 SGL ST-BEIGE	Mills	Y	Y	Y	Locker End, 12in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1272-203	END PNL 12X72 SGL ST-DEEP BLUE	Mills	Y	Y	Y	Locker End, 12in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1560-200	END PNL 15X60 SGL ST-GRAY	Mills	Y	Y	Y	Locker End, 15in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 15in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1560-202	END PNL 15X60 SGL ST-BEIGE	Mills	Y	Y	Y	Locker End, 15in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 15in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1560-203	END PNL 15X60 SGL ST-DEEP BLUE	Mills	Y	Y	Y	Locker End, 15in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 15in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1572-200	END PNL 15X72 SGL ST-GRAY	Mills	Y	Y	Y	Locker End, 15in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 15in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1572-202	END PNL 15X72 SGL ST-BEIGE	Mills	Y	Y	Y	Locker End, 15in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 15in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1572-203	END PNL 15X72 SGL ST-DEEP BLUE	Mills	Y	Y	Y	Locker End, 15in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 15in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1860-200	END PNL 18X60 SGL ST-GRAY	Mills	Y	Y	Y	Locker End, 18in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 18in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1860-202	END PNL 18X60 SGL ST-BEIGE	Mills	Y	Y	Y	Locker End, 18in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 18in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1860-203	END PNL 18X60 SGL ST-DEEP BLUE	Mills	Y	Y	Y	Locker End, 18in. Deep, 60in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 18in. deep. The height of the Locker is 60in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1872-200	END PNL 18X72 SGL ST-GRAY	Mills	Y	Y	Y	Locker End, 18in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1872-202	END PNL 18X72 SGL ST-BEIGE	Mills	Y	Y	Y	Locker End, 18in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1872-203	END PNL 18X72 SGL ST-DEEP BLUE	Mills	Y	Y	Y	Locker End, 18in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	EPST-S1872-247	END PNL 18X72 SGL ST-TOFFEE/PC	Mills	Y	Y	Y	Locker End, 18in. Deep, 72in. High	Locker End Panel is constructed of 3/8in. thick HDPE material. End Panel is designed to finish off the end run of lockers with a slope top. Constructed of 100% Post Consumer High Density Polyethelene plastic in color of Toffee. The Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	ICADA-ALM	COMP BE FMOB-ADA IN-CORNER	Mills	Y	Y	Y	Baked Enamel 1 ADA Stall IC FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Almound Color. The Configuration Contains One ADA Compartment And A Total Width Of 36in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	ICADA-SS	COMP BE FMOB-ADA IN-CORNER	Mills	Y	Y	Y	Stainless Steel 1 ADA Stall IC FMOB	Constructed Of 300 Series Stainless Steel, Stainless Steel Partitions Have A Unique Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. The Configuration Contains One ADA Compartment And A Total Width Of 36in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Stainless Steel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	ICADA-WGR	COMP BE FMOB-ADA IN-CORNER	Mills	Y	Y	Y	Baked Enamel 1 ADA Stall IC FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Warm Grey Color. The Configuration Contains One ADA Compartment And A Total Width Of 36in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	IC13660-ALM	COMP BE FMOB-ONE IN-CORNER	Mills	Y	Y	Y	Baked Enamel 1 Stall IC FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in an Almound Color. The Configuration Contains One Compartment And A Total Width Of 36in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	IC13660-SS	COMP BE FMOB-ONE IN-CORNER	Mills	Y	Y	Y	Stainless Steel 1 Stall IC FMOB	Constructed Of 300 Series Stainless Steel, Stainless Steel Partitions Have A Unique Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. The Configuration Contains One Compartment And A Total Width Of 36in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Stainless Steel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	IC13660-WGR	COMP BE FMOB-ONE IN-CORNER	Mills	Y	Y	Y	Baked Enamel 1 Stall IC FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Warm Grey Color. The Configuration Contains One Compartment And A Total Width Of 36in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	IC23660-ALM	COMP BE FMOB-TWO IN-CORNER	Mills	Y	Y	Y	Baked Enamel 2 Stalls IC FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Almound Color. The Configuration Contains Two Compartments And A Total Width Of 72in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	IC23660-SS	COMP BE FMOB-TWO IN-CORNER	Mills	Y	Y	Y	Stainless Steel 2 Stalls IC FMOB	Constructed Of 300 Series Stainless Steel, Stainless Steel Partitions Have A Unique Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. The Configuration Contains Two Compartments And A Total Width Of 72in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Stainless Steel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	IC23660-WGR	COMP BE FMOB-TWO IN-CORNER	Mills	Y	Y	Y	Baked Enamel 2 Stalls IC FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Warm Grey Color. The Configuration Contains Two Compartments And A Total Width Of 72in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	IC33660-ALM	COMP BE FMOB-THREE IN-CORNER	Mills	Y	Y	Y	Stainless Steel 3 Stalls IC FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Almound Color. The Configuration Contains Three Compartments And A Total Width Of 108in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	IC33660-SS	COMP BE FMOB-THREE IN-CORNER	Mills	Y	Y	Y	Baked Enamel 3 Stalls IC FMOB	Constructed Of 300 Series Stainless Steel, Stainless Steel Partitions Have A Unique Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. The Configuration Contains Three Compartments And A Total Width Of 108in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Stainless Steel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	IC33660-WGR	COMP BE FMOB-THREE IN-CORNER	Mills	Y	Y	Y	Stainless Steel 3 Stalls IC FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Warm Grey Color. The Configuration Contains Three Compartments And A Total Width Of 108in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	IC43660-ALM	COMP BE FMOB-FOUR IN-CORNER	Mills	Y	Y	Y	Baked Enamel 4 Stalls IC FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Almound Color. The Configuration Contains Four Compartments And A Total Width Of 144in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	IC43660-SS	COMP BE FMOB-FOUR IN-CORNER	Mills	Y	Y	Y	Stainless Steel 4 Stalls IC FMOB	Constructed Of 300 Series Stainless Steel, Stainless Steel Partitions Have A Unique Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. The Configuration Contains Four Compartments And A Total Width Of 144in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Stainless Steel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	IC43660-WGR	COMP BE FMOB-FOUR IN-CORNER	Mills	Y	Y	Y	Baked Enamel 4 Stalls IC FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Warm Grey Color. The Configuration Contains Four Compartments And A Total Width Of 144in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	IC53660-ALM	COMP BE FMOB-FIVE IN-CORNER	Mills	Y	Y	Y	Baked Enamel 5 Stalls IC FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Almound Color. The Configuration Contains Five Compartments And A Total Width Of 180in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	IC53660-SS	COMP BE FMOB-FIVE IN-CORNER	Mills	Y	Y	Y	Stainless Steel 5 Stalls IC FMOB	Constructed Of 300 Series Stainless Steel, Stainless Steel Partitions Have A Unique Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. The Configuration Contains Five Compartments And A Total Width Of 180in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Stainless Steel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	IC53660-WGR	COMP BE FMOB-FIVE IN-CORNER	Mills	Y	Y	Y	Baked Enamel 5 Stalls IC FMOB	Constructed Of Galvannealed Steel, Cleaned, Primed And Finished With High-Grade Synthetic Enamel, And Oven Baked To Provide A Mar-Resistant Finish. Patented Permaseal Seamless Design Provides Superior Panel integrity Against Water Penetration To Stop Panels Rusting From The inside. Baked Enamel Partitions Are Finished in A Warm Grey Color. The Configuration Contains Five Compartments And A Total Width Of 180in.. The in-Corner Or Open End Configuration Has Compartments Parrell To The Back Wall And Affixed To One End Wall, Using The End Wall As One End Of The Configuration. Floor Mounted Overhead Brace Partitions Provide A Complete Easy To install Solution For Heavy Traffic, Vandal Prone Areas. Chromed Zamac Wraparound Gravity Hinge. Chromed Zamac Concealed Slide Latch And Keeper. Chromed Zamac Stirrup Brackets. Bradleys Baked Enamel Partitions Contain A Fifteen (15) Year Warranty Against Rust-Out.
	LK1212601HV-200	LKR 12X12X60 1TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 12in.D 60in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 60in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 gauge stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212601HV-202	LKR 12X12X60 1TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 12in.D 60in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 60in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212601HV-203	LKR 12X12X60 1TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 12in.D 60in.H 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 60in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212602HV-200	LKR 12X12X60 2TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 12in.D 60in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212602HV-202	LKR 12X12X60 2TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 12in.D 60in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212602HV-203	LKR 12X12X60 2TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 12in.D 60in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212603HV-200	LKR 12X12X60 3TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 12in.D 60in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 60in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212603HV-202	LKR 12X12X60 3TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 12in.D 60in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 60in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212603HV-203	LKR 12X12X60 3TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 12in.D 60in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 60in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212721HV-200	LKR 12X12X72 1TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 12in.D 72in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 72in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212721HV-202	LKR 12X12X72 1TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 12in.D 72in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 72in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212721HV-203	LKR 12X12X72 1TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 12in.D 72in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 72in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212722HV-200	LKR 12X12X72 2TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 12in.D 72in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212722HV-202	LKR 12X12X72 2TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 12in.D 72in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212722HV-203	LKR 12X12X72 2TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 12in.D 72in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212723HV-200	LKR 12X12X72 3TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 12in.D 72in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 72in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212723HV-202	LKR 12X12X72 3TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 12in.D 72in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 72in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1212723HV-203	LKR 12X12X72 3TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 12in.D 72in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 12in. deep. The height of the Locker is 72in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215601HV-200	LKR 12X15X60 1TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 15in.D 60in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 60in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215601HV-202	LKR 12X15X60 1TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 15in.D 60in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 60in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215601HV-203	LKR 12X15X60 1TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 15in.D 60in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 60in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215602HV-200	LKR 12X15X60 2TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 15in.D 60in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215602HV-202	LKR 12X15X60 2TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 15in.D 60in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215602HV-203	LKR 12X15X60 2TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 15in.D 60in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215603HV-200	LKR 12X15X60 3TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 15in.D 60in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 60in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215603HV-202	LKR 12X15X60 3TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 15in.D 60in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 60in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215603HV-203	LKR 12X15X60 3TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 15in.D 60in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 60in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215721HV-200	LKR 12X15X72 1TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 15in.D 72in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 72in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215721HV-202	LKR 12X15X72 1TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 15in.D 72in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 72in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215721HV-203	LKR 12X15X72 1TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 15in.D 72in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 72in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215722HV-200	LKR 12X15X72 2TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 15in.D 72in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215722HV-202	LKR 12X15X72 2TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 15in.D 72in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215722HV-203	LKR 12X15X72 2TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 15in.D 72in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215723HV-200	LKR 12X15X72 3TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 15in.D 72in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 72in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215723HV-202	LKR 12X15X72 3TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 15in.D 72in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 72in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1215723HV-203	LKR 12X15X72 3TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 15in.D 72in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 15in. deep. The height of the Locker is 72in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218601HV-200	LKR 12X18X60 1TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 18in.D 60in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 60in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218601HV-202	LKR 12X18X60 1TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 18in.D 60in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 60in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218601HV-203	LKR 12X18X60 1TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 18in.D 60in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 60in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218602HV-200	LKR 12X18X60 2TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 18in.D 60in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218602HV-202	LKR 12X18X60 2TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 18in.D 60in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218602HV-203	LKR 12X18X60 2TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 18in.D 60in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218603HV-200	LKR 12X18X60 3TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 18in.D 60in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 60in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218603HV-202	LKR 12X18X60 3TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 18in.D 60in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 60in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218603HV-203	LKR 12X18X60 3TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 18in.D 60in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 60in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218721HV-200	LKR 12X18X72 1TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 18in.D 72in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218721HV-202	LKR 12X18X72 1TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 18in.D 72in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218721HV-203	LKR 12X18X72 1TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 18in.D 72in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218721HV-247	LKR 12X18X72 1T HASP-TOFFEE/PC	Mills	Y	Y	Y	Locker 12in.W 18in.D 72in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of 100% Post Consumer High Density Polyethelene plastic in color of Toffee. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218722HV-200	LKR 12X18X72 2TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 18in.D 72in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218722HV-202	LKR 12X18X72 2TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 18in.D 72in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218722HV-203	LKR 12X18X72 2TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 18in.D 72in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218722HV-247	LKR 12X18X72 2T HASP-TOFFEE/PC	Mills	Y	Y	Y	Locker 12in.W 18in.D 72in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of 100% Post Consumer High Density Polyethelene plastic in color of Toffee. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218723HV-200	LKR 12X18X72 3TIER HASP-GRAY	Mills	Y	Y	Y	Locker 12in.W 18in.D 72in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218723HV-202	LKR 12X18X72 3TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 12in.W 18in.D 72in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218723HV-203	LKR 12X18X72 3TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 12in.W 18in.D 72in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1218723HV-247	LKR 12X18X72 3T HASP-TOFFEE/PC	Mills	Y	Y	Y	Locker 12in.W 18in.D 72in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of 100% Post Consumer High Density Polyethelene plastic in color of Toffee. The Locker configuration is 12in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK151560ZHV-200	ZLOCKER 15X15X60 HASP-GRAY	Mills	Y	Y	Y	Z Locker, 15in.W, 15in.D, 60in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination.  The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 15in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK151560ZHV-202	ZLOCKER 15X15X60 HASP-BEIGE	Mills	Y	Y	Y	Z Locker, 15in.W, 15in.D, 60in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination.  The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 15in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK151560ZHV-203	ZLOCKER 15X15X60 HASP-DP BLUE	Mills	Y	Y	Y	Z Locker, 15in.W, 15in.D, 60in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination.  The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 15in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK151572ZHV-200	ZLOCKER 15X15X72 HASP-GRAY	Mills	Y	Y	Y	Z Locker, 15in.W, 15in.D, 72in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination.  The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 15in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK151572ZHV-202	ZLOCKER 15X15X72 HASP-BEIGE	Mills	Y	Y	Y	Z Locker, 15in.W, 15in.D, 72in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination.  The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 15in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK151572ZHV-203	ZLOCKER 15X15X72 HASP-DP BLUE	Mills	Y	Y	Y	Z Locker, 15in.W, 15in.D, 72in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination.  The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 15in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK151860ZHV-200	ZLOCKER 15X18X60 HASP-GRAY	Mills	Y	Y	Y	Z Locker, 15in.W, 18in.D, 60in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination.  The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK151860ZHV-202	ZLOCKER 15X18X60 HASP-BEIGE	Mills	Y	Y	Y	Z Locker, 15in.W, 18in.D, 60in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination.  The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK151860ZHV-203	ZLOCKER 15X18X60 HASP-DP BLUE	Mills	Y	Y	Y	Z Locker, 15in.W, 18in.D, 60in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination.  The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK151872ZHV-200	ZLOCKER 15X18X72 HASP-GRAY	Mills	Y	Y	Y	Z Locker, 15in.W, 18in.D, 72in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK151872ZHV-202	ZLOCKER 15X18X72 HASP-BEIGE	Mills	Y	Y	Y	Z Locker, 15in.W, 18in.D, 72in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK151872ZHV-203	ZLOCKER 15X18X72 HASP-DP BLUE	Mills	Y	Y	Y	Z Locker, 15in.W, 18in.D, 72in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1518721HV-200	LKR 15X18X72 1TIER HASP-GRAY	Mills	Y	Y	Y	Locker 15in.W 18in.D 72in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1518721HV-202	LKR 15X18X72 1TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 15in.W 18in.D 72in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1518721HV-203	LKR 15X18X72 1TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 15in.W 18in.D 72in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1518721HV-247	LKR 15X18X72 1T HASP-TOFFEE/PC	Mills	Y	Y	Y	Locker 15in.W 18in.D 72in.H, 1-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of 100% Post Consumer High Density Polyethelene plastic in color of Toffee. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has one tier and has a single door per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1518722HV-200	LKR 15X18X72 2TIER HASP-GRAY	Mills	Y	Y	Y	Locker 15in.W 18in.D 72in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1518722HV-202	LKR 15X18X72 2TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 15in.W 18in.D 72in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1518722HV-203	LKR 15X18X72 2TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 15in.W 18in.D 72in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1518722HV-247	LKR 15X18X72 2T HASP-TOFFEE/PC	Mills	Y	Y	Y	Locker 15in.W 18in.D 72in.H, 2-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of 100% Post Consumer High Density Polyethelene plastic in color of Toffee. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1518723HV-200	LKR 15X18X72 3TIER HASP-GRAY	Mills	Y	Y	Y	Locker 15in.W 18in.D 72in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1518723HV-202	LKR 15X18X72 3TIER HASP-BEIGE	Mills	Y	Y	Y	Locker 15in.W 18in.D 72in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1518723HV-203	LKR 15X18X72 3TIER HASP-DP BLU	Mills	Y	Y	Y	Locker 15in.W 18in.D 72in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK1518723HV-247	LKR 15X18X72 3T HASP-TOFFEE/PC	Mills	Y	Y	Y	Locker 15in.W 18in.D 72in.H, 3-Tier	Lenox Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of 100% Post Consumer High Density Polyethelene plastic in color of Toffee. The Locker configuration is 15in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has three tiers and has three doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK181860ZHV-200	ZLOCKER 18X18X60 HASP-GRAY	Mills	Y	Y	Y	Z Locker, 18in.W, 18in.D, 60in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 18in. wide. The Locker configuration is 18in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK181860ZHV-202	ZLOCKER 18X18X60 HASP-BEIGE	Mills	Y	Y	Y	Z Locker, 18in.W, 18in.D, 60in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 18in. wide. The Locker configuration is 18in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK181860ZHV-203	18OCKER 18X18X60 HASP-DP BLUE	Mills	Y	Y	Y	Z Locker, 18in.W, 18in.D, 60in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 18in. wide. The Locker configuration is 18in. deep. The height of the Locker is 60in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK181872ZHV-200	ZLOCKER 18X18X72 HASP-GRAY	Mills	Y	Y	Y	Z Locker, 18in.W, 18in.D, 72in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 18in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK181872ZHV-202	ZLOCKER 18X18X72 HASP-BEIGE	Mills	Y	Y	Y	Z Locker, 18in.W, 18in.D, 72in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 18in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK181872ZHV-203	ZLOCKER 18X18X72 HASP-DP BLUE	Mills	Y	Y	Y	Z Locker, 18in.W, 18in.D, 72in.H	Lenox Z Locker is constructed of 3/8in. and 1/2in. HDPE material. Lenox Z Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 18in. wide. The Locker configuration is 18in. deep. The height of the Locker is 72in.. This locker has two tiers and has two doors per locker base. The standard hasp lock is constructed of 12 guage stainless and accepts standard pad locks with a shank of 9/32in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK241872GHM-200	GEAR LKR 24X18X72 MESH-GRAY	Mills	Y	Y	Y	Gear Locker, 24in. Wide, 18in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Gear Locker configuration is 24in. wide. The Gear Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK241872GHM-202	GEAR LKR 24X18X72 MESH-BEIGE	Mills	Y	Y	Y	Gear Locker, 24in. Wide, 18in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Gear Locker configuration is 24in. wide. The Gear Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK241872GHM-203	GEAR LKR 24X18X72 MESH-DP BLUE	Mills	Y	Y	Y	Gear Locker, 24in. Wide, 18in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Gear Locker configuration is 24in. wide. The Gear Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK242172GHM-200	GEAR LKR 24X21X72 MESH-GRAY	Mills	Y	Y	Y	Gear Locker, 24in. Wide, 21in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Gear Locker configuration is 24in. wide. The Gear Locker configuration is 21in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK242172GHM-202	GEAR LKR 24X21X72 MESH-BEIGE	Mills	Y	Y	Y	Gear Locker, 24in. Wide, 21in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Gear Locker configuration is 24in. wide. The Gear Locker configuration is 21in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK242172GHM-203	GEAR LKR 24X21X72 MESH-DP BLUE	Mills	Y	Y	Y	Gear Locker, 24in. Wide, 21in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Gear Locker configuration is 24in. wide. The Gear Locker configuration is 21in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK242472GHM-200	GEAR LKR 24X24X72 MESH-GRAY	Mills	Y	Y	Y	Gear Locker, 24in. Wide, 24in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Gear Locker configuration is 24in. wide. The Gear Locker configuration is 24in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK242472GHM-202	GEAR LKR 24X24X72 MESH-BEIGE	Mills	Y	Y	Y	Gear Locker, 24in. Wide, 24in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Gear Locker configuration is 24in. wide. The Gear Locker configuration is 24in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK242472GHM-203	GEAR LKR 24X24X72 MESH-DP BLUE	Mills	Y	Y	Y	Gear Locker, 24in. Wide, 24in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Gear Locker configuration is 24in. wide. The Gear Locker configuration is 24in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK301872GHM-200	GEAR LKR 30X18X72 MESH-GRAY	Mills	Y	Y	Y	Gear Locker, 30in. Wide, 18in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Gear Locker configuration is 30in. wide. The Gear Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK301872GHM-202	GEAR LKR 30X18X72 MESH-BEIGE	Mills	Y	Y	Y	Gear Locker, 30in. Wide, 18in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Gear Locker configuration is 30in. wide. The Gear Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK301872GHM-203	GEAR LKR 30X18X72 MESH-DP BLUE	Mills	Y	Y	Y	Gear Locker, 30in. Wide, 18in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Gear Locker configuration is 30in. wide. The Gear Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK302172GHM-200	GEAR LKR 30X21X72 MESH-GRAY	Mills	Y	Y	Y	Gear Locker, 30in. Wide, 21in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Gear Locker configuration is 30in. wide. The Gear Locker configuration is 21in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK302172GHM-202	GEAR LKR 30X21X72 MESH-BEIGE	Mills	Y	Y	Y	Gear Locker, 30in. Wide, 21in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Gear Locker configuration is 30in. wide. The Gear Locker configuration is 21in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK302172GHM-203	GEAR LKR 30X21X72 MESH-DP BLUE	Mills	Y	Y	Y	Gear Locker, 30in. Wide, 21in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Gear Locker configuration is 30in. wide. The Gear Locker configuration is 21in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK302472GHM-200	GEAR LKR 30X24X72 MESH-GRAY	Mills	Y	Y	Y	Gear Locker, 30in. Wide, 24in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Gear Locker configuration is 30in. wide. The Gear Locker configuration is 24in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK302472GHM-202	GEAR LKR 30X24X72 MESH-BEIGE	Mills	Y	Y	Y	Gear Locker, 30in. Wide, 24in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Gear Locker configuration is 30in. wide. The Gear Locker configuration is 24in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK302472GHM-203	GEAR LKR 30X24X72 MESH-DP BLUE	Mills	Y	Y	Y	Gear Locker, 30in. Wide, 24in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Gear Locker configuration is 30in. wide. The Gear Locker configuration is 24in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK361872GHM-200	GEAR LKR 36X18X72 MESH-GRAY	Mills	Y	Y	Y	Gear Locker, 36in. Wide, 18in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Gear Locker configuration is 36in. wide. The Gear Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK361872GHM-202	GEAR LKR 36X18X72 MESH-BEIGE	Mills	Y	Y	Y	Gear Locker, 36in. Wide, 18in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Gear Locker configuration is 36in. wide. The Gear Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK361872GHM-203	GEAR LKR 36X18X72 MESH-DP BLUE	Mills	Y	Y	Y	Gear Locker, 36in. Wide, 18in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Gear Locker configuration is 36in. wide. The Gear Locker configuration is 18in. deep. The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK362172GHM-200	GEAR LKR 36X21X72 MESH-GRAY	Mills	Y	Y	Y	Gear Locker, 36in. Wide, 21in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Gear Locker configuration is 36in. wide. The Gear Locker configuration is 21in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK362172GHM-202	GEAR LKR 36X21X72 MESH-BEIGE	Mills	Y	Y	Y	Gear Locker, 36in. Wide, 21in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Gear Locker configuration is 36in. wide. The Gear Locker configuration is 21in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK362172GHM-203	GEAR LKR 36X21X72 MESH-DP BLUE	Mills	Y	Y	Y	Gear Locker, 36in. Wide, 21in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Gear Locker configuration is 36in. wide. The Gear Locker configuration is 21in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK362472GHM-200	GEAR LKR 36X24X72 MESH-GRAY	Mills	Y	Y	Y	Gear Locker, 36in. Wide, 24in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Gray High Density Polyethelene plastic. The Gear Locker configuration is 36in. wide. The Gear Locker configuration is 24in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK362472GHM-202	GEAR LKR 36X24X72 MESH-BEIGE	Mills	Y	Y	Y	Gear Locker, 36in. Wide, 24in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Beige High Density Polyethelene plastic. The Gear Locker configuration is 36in. wide. The Gear Locker configuration is 24in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	LK362472GHM-203	GEAR LKR 36X24X72 MESH-DP BLUE	Mills	Y	Y	Y	Gear Locker, 36in. Wide, 24in. Deep	Lenox Gear Locker is constructed of 1/2in. HDPE material. Lenox Gear Lockers are designed to resist moisture, rust, and delamination. The durable and vandal resistant construction is fully welded. Constructed of Deep Blue High Density Polyethelene plastic. The Gear Locker configuration is 36in. wide. The Gear Locker configuration is 24in. deep The height of the Locker is 72in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	PED9536-200	PED BENCH 9.5WX36L-GRAY	Mills	Y	Y	Y	Locker Bench 9.5in.W 36in.L18.5in.H	Lenox Pedestal Bench is constructed of 1 1/2in. HDPE material. Lenox Pedestal Bench is designed to resist moisture, rust, and delamination through a durable, vandal resistant construction. Constructed of Gray 30% Pre Consumer High Dens  ity Polyethelene plastic. The Pedestal Bench configuration is 9 1/2in. wide. The Pedestal Bench configuration is 36in. long. The height of the Pedestal Bench is 18 1/2in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	PED9536-202	PED BENCH 9.5WX36L-BEIGE	Mills	Y	Y	Y	Locker Bench 9.5in.W 36in.L18.5in.H	Lenox Pedestal Bench is constructed of 1 1/2in. HDPE material. Lenox Pedestal Bench is designed to resist moisture, rust, and delamination through a durable, vandal resistant construction. Constructed of Beige 30% Pre Consumer High Den  sity Polyethelene plastic. The Pedestal Bench configuration is 9 1/2in. wide. The Pedestal Bench configuration is 36in. long. The height of the Pedestal Bench is 18 1/2in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	PED9536-203	PED BENCH 9.5WX36L-DP BLUE	Mills	Y	Y	Y	Locker Bench 9.5in.W 36in.L18.5in.H	Lenox Pedestal Bench is constructed of 1 1/2in. HDPE material. Lenox Pedestal Bench is designed to resist moisture, rust, and delamination through a durable, vandal resistant construction. Constructed of Deep Blue 30% Pre Consumer High   Density Polyethelene plastic. The Pedestal Bench configuration is 9 1/2in. wide. The Pedestal Bench configuration is 36in. long. The height of the Pedestal Bench is 18 1/2in.in.. Mills Company warranty of 20 years n plastic components against rust, delamination, and breakage under normal use.
	PED9572-200	PED BENCH 9.5WX72L-GRAY	Mills	Y	Y	Y	Locker Bench 9.5in.W 72in.L18.5in.H	Lenox Pedestal Bench is constructed of 1 1/2in. HDPE material. Lenox Pedestal Bench is designed to resist moisture, rust, and delamination through a durable, vandal resistant construction. Constructed of Gray 30% Pre Consumer High Dens  ity Polyethelene plastic. The Pedestal Bench configuration is 9 1/2in. wide. The Pedestal Bench configuration is 72in. long. The height of the Pedestal Bench is 18 1/2in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	PED9572-202	PED BENCH 9.5WX72L-BEIGE	Mills	Y	Y	Y	Locker Bench 9.5in.W 72in.L18.5in.H	Lenox Pedestal Bench is constructed of 1 1/2in. HDPE material. Lenox Pedestal Bench is designed to resist moisture, rust, and delamination through a durable, vandal resistant construction. Constructed of Beige 30% Pre Consumer High Den  sity Polyethelene plastic. The Pedestal Bench configuration is 9 1/2in. wide. The Pedestal Bench configuration is 72in. long. The height of the Pedestal Bench is 18 1/2in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	PED9572-203	PED BENCH 9.5WX72L-DP BLUE	Mills	Y	Y	Y	Locker Bench 9.5in.W 72in.L18.5in.H	Lenox Pedestal Bench is constructed of 1 1/2in. HDPE material. Lenox Pedestal Bench is designed to resist moisture, rust, and delamination through a durable, vandal resistant construction. Constructed of Deep Blue 30% Pre Consumer High   Density Polyethelene plastic. The Pedestal Bench configuration is 9 1/2in. wide. The Pedestal Bench configuration is 72in. long. The height of the Pedestal Bench is 18 1/2in.. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	PIL03-ALM	FMOB PIL 3X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 3in.W	Pilaster w/Shoe, Baked Enamel, 3in.W X 79 13/16in.H, Color: Almond
	PIL03-SS	FMOB PILS 3X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe SS 3in.W	Pilaster w/Shoe, Stainless Steel, 3in.W  X  79 13/16in.H
	PIL03-WGR	FMOB PIL 3X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 3in.W	Pilaster w/Shoe, Baked Enamel, 3in.W  X  79 13/16in.H, Color: Warm Gray
	PIL04-ALM	FMOB PIL 4X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 4in.W	Pilaster w/Shoe, Baked Enamel, 4in.W X 79 13/16in.H, Color: Almond
	PIL04-SS	FMOB PILS 4X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe SS 4in.W	Pilaster w/Shoe, Stainless Steel, 4in.W X 79 13/16in.H
	PIL04-WGR	FMOB PIL 4X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 4in.W	Pilaster w/Shoe, Baked Enamel, 4in.W X 79 13/16in.H, Color: Warm Gray
	PIL05-ALM	FMOB PIL 5X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 5in.W	Pilaster w/Shoe, Baked Enamel, 5in.W X 79 13/16in.H, Color: Almond
	PIL05-SS	FMOB PILS 5X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe SS 5in.W	Pilaster w/Shoe, Stainless Steel, 5in.W X 79 13/16in.H
	PIL05-WGR	FMOB PIL 5X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 5in.W	Pilaster w/Shoe, Baked Enamel, 5in.W X 79 13/16in.H, Color: Warm Gray
	PIL06-ALM	FMOB PIL 6X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 6in.W	Pilaster w/Shoe, Baked Enamel, 6in.W X 79 13/16in.H, Color: Almond
	PIL06-SS	FMOB PILS 6X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe SS 6in.W	Pilaster w/Shoe, Stainless Steel, 6in.W X 79 13/16in.H
	PIL06-WGR	FMOB PIL 6X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 6in.W	Pilaster w/Shoe, Baked Enamel, 6in.W X 79 13/16in.H, Color: Warm Gray
	PIL07-ALM	FMOB PIL 7X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 7in.W	Pilaster w/Shoe, Baked Enamel, 7in.W X 79 13/16in.H, Color: Almond
	PIL07-SS	FMOB PILS 7X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe SS 7in.W	Pilaster w/Shoe, Stainless Steel, 7in.W X 79 13/16in.H
	PIL07-WGR	FMOB PIL 7X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 7in.W	Pilaster w/Shoe, Baked Enamel, 7in.W X 79 13/16in.H, Color: Warm Gray
	PIL10-ALM	FMOB PIL 10X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 10in.W	Pilaster w/Shoe, Baked Enamel, 10in.W X 79 13/16in.H, Color: Almond
	PIL10-SS	FMOB PILS 10X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe SS 10in.W	Pilaster w/Shoe, Stainless Steel, 10in.W X 79 13/16in.H
	PIL10-WGR	FMOB PIL 10X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 10in.W	Pilaster w/Shoe, Baked Enamel, 10in.W X 79 13/16in.H, Color: Warm Gray
	PIL12-ALM	FMOB PIL 12X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 12in.W	Pilaster w/Shoe, Baked Enamel, 12in.W X 79 13/16in.H, Color: Almond
	PIL12-SS	FMOB PILS 12X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe SS 12in.W	Pilaster w/Shoe, Stainless Steel, 12in.W X 79 13/16in.H
	PIL12-WGR	FMOB PIL 12X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 12in.W	Pilaster w/Shoe, Baked Enamel, 12in.W X 79 13/16in.H, Color: Warm Gray
	PIL18-ALM	FMOB PIL 18X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 18in.W	Pilaster w/Shoe, Baked Enamel, 18in.W X 79 13/16in.H, Color: Almond
	PIL18-SS	FMOB PILS 18X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe SS 18in.W	Pilaster w/Shoe, Stainless Steel, 18in.W X 79 13/16in.H
	PIL18-WGR	FMOB PIL 18X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 18in.W	Pilaster w/Shoe, Baked Enamel, 18in.W X 79 13/16in.H, Color: Warm Gray
	PIL24-ALM	FMOB PIL 24X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 24in.W	Pilaster w/Shoe, Baked Enamel, 24in.W X 79 13/16in.H, Color: Almond
	PIL24-SS	FMOB PILS 24X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe SS 24in.W	Pilaster w/Shoe, Stainless Steel, 24in.W X 79 13/16in.H
	PIL24-WGR	FMOB PIL 24X79 13/16 W/SHOE	Mills	Y	Y	Y	Pilaster W/Shoe Baked Enamel 24in.W	Pilaster w/Shoe, Baked Enamel, 24in.W X 79 13/16in.H, Color: Warm Gray
	PNL54-1/4-ALM	PANEL 54 1/4X58" ALMOND	Mills	Y	Y	Y	Panel Baked Enamel 54 1/4W X 58H	Toilet Partition Panel, Baked Enamel, 54 1/4in.W X 58in.H, Color: Almond
	PNL54-1/4-SS	SS PANEL 54 1/4 X 58"	Mills	Y	Y	Y	Panel SS 54 1/4W X 58H	Toilet Partition Panel, Stainless Steel, 54 1/4in.W X 58in.H
	PNL54-1/4-WGR	PANEL 54 1/4X58 WARM GRAY	Mills	Y	Y	Y	Panel Baked Enamel 54 1/4W X 58H	Toilet Partition Panel, Baked Enamel, 54 1/4in.W X 58in.H, Color: Warm Gray
	PNL58-1/2-ALM	PANEL 58 1/2X58" ALMOND	Mills	Y	Y	Y	Panel Baked Enamel 58 1/2W X 58H	Toilet Partition Panel, Baked Enamel, 58 1/2in.W X 58in.H, Color: Almond
	PNL58-1/2-SS	SS PANEL 58 1/2 X 58"	Mills	Y	Y	Y	Panel SS 58 1/2W X 58H	Toilet Partition Panel, Stainless Steel, 58 1/2in.W X 58in.H
	PNL58-1/2-WGR	PANEL 58 1/2X58 WARM GRAY	Mills	Y	Y	Y	Panel Baked Enamel 58 1/2W X 58H	Toilet Partition Panel, Baked Enamel, 58 1/2in.W X 58in.H, Color: Warm Gray
	ST1236-200	SLOPE TOP 12DX36L-GRAY	Mills	Y	Y	Y	Slope Top,12in. Deep,36in. Wide	Locker Slope Top is constructed of 1/2in. thick HDPE material. Slope Top is designed to cover top of lockers and will not allow dust or items to be placed on lockers. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 12in. deep. The locker components are 36in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	ST1236-202	SLOPE TOP 12DX36L-BEIGE	Mills	Y	Y	Y	Slope Top,12in. Deep,36in. Wide	Locker Slope Top is constructed of 1/2in. thick HDPE material. Slope Top is designed to cover top of lockers and will not allow dust or items to be placed on lockers. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 12in. deep. The locker components are 36in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	ST1236-203	SLOPE TOP 12DX36L-DP BLUE	Mills	Y	Y	Y	Slope Top,12in. Deep,36in. Wide	Locker Slope Top is constructed of 1/2in. thick HDPE material. Slope Top is designed to cover top of lockers and will not allow dust or items to be placed on lockers. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 12in. deep. The locker components are 36in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	ST1536-200	SLOPE TOP 15DX36L-GRAY	Mills	Y	Y	Y	Slope Top,15in. Deep,36in. Wide	Locker Slope Top is constructed of 1/2in. thick HDPE material. Slope Top is designed to cover top of lockers and will not allow dust or items to be placed on lockers. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 15in. deep. The locker components are 36in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	ST1536-202	SLOPE TOP 15DX36L-BEIGE	Mills	Y	Y	Y	Slope Top,15in. Deep,36in. Wide	Locker Slope Top is constructed of 1/2in. thick HDPE material. Slope Top is designed to cover top of lockers and will not allow dust or items to be placed on lockers. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 15in. deep. The locker components are 36in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	ST1536-203	SLOPE TOP 15DX36L-DP BLUE	Mills	Y	Y	Y	Slope Top,15in. Deep,36in. Wide	Locker Slope Top is constructed of 1/2in. thick HDPE material. Slope Top is designed to cover top of lockers and will not allow dust or items to be placed on lockers. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 15in. deep. The locker components are 36in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	ST1836-200	SLOPE TOP 18DX36L-GRAY	Mills	Y	Y	Y	Slope Top,18in. Deep,36in. Wide	Locker Slope Top is constructed of 1/2in. thick HDPE material. Slope Top is designed to cover top of lockers and will not allow dust or items to be placed on lockers. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 18in. deep. The locker components are 36in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	ST1836-202	SLOPE TOP 18DX36L-BEIGE	Mills	Y	Y	Y	Slope Top,18in. Deep,36in. Wide	Locker Slope Top is constructed of 1/2in. thick HDPE material. Slope Top is designed to cover top of lockers and will not allow dust or items to be placed on lockers. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 18in. deep. The locker components are 36in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	ST1836-203	SLOPE TOP 18DX36L-DP BLUE	Mills	Y	Y	Y	Slope Top,18in. Deep,36in. Wide	Locker Slope Top is constructed of 1/2in. thick HDPE material. Slope Top is designed to cover top of lockers and will not allow dust or items to be placed on lockers. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 18in. deep. The locker components are 36in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	ST1836-247	SLOPE TOP 18DX36L-TOFFEE/PC	Mills	Y	Y	Y	Slope Top,18in. Deep,36in. Wide	Locker Slope Top is constructed of 1/2in. thick HDPE material. Slope Top is designed to cover top of lockers and will not allow dust or items to be placed on lockers. Constructed of 100% Post Consumer High Density Polyethelene plastic in color of Toffee. The Locker configuration is 18in. deep. The locker components are 36in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	ST1845-200	SLOPE TOP 18DX45L-GRAY	Mills	Y	Y	Y	Slope Top,18in. Deep,45in. Wide	Locker Slope Top is constructed of 1/2in. thick HDPE material. Slope Top is designed to cover top of lockers and will not allow dust or items to be placed on lockers. Constructed of Gray High Density Polyethelene plastic. The Locker configuration is 18in. deep. The locker components are 45in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	ST1845-202	SLOPE TOP 18DX45L-BEIGE	Mills	Y	Y	Y	Slope Top,18in. Deep,45in. Wide	Locker Slope Top is constructed of 1/2in. thick HDPE material. Slope Top is designed to cover top of lockers and will not allow dust or items to be placed on lockers. Constructed of Beige High Density Polyethelene plastic. The Locker configuration is 18in. deep. The locker components are 45in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	ST1845-203	SLOPE TOP 18DX45L-DP BLUE	Mills	Y	Y	Y	Slope Top,18in. Deep,45in. Wide	Locker Slope Top is constructed of 1/2in. thick HDPE material. Slope Top is designed to cover top of lockers and will not allow dust or items to be placed on lockers. Constructed of Deep Blue High Density Polyethelene plastic. The Locker configuration is 18in. deep. The locker components are 45in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	ST1845-247	SLOPE TOP 18DX45L-TOFFEE/PC	Mills	Y	Y	Y	Slope Top,18in. Deep,45in. Wide	Locker Slope Top is constructed of 1/2in. thick HDPE material. Slope Top is designed to cover top of lockers and will not allow dust or items to be placed on lockers. Constructed of 100% Post Consumer High Density Polyethelene plastic in color of Toffee. The Locker configuration is 18in. deep. The locker components are 45in. wide. Mills Company warranty of 20 years on plastic components against rust, delamination, and breakage under normal use.
	WHUS12-ALM	URINAL SCREEN 11X42 W/HDWR	Mills	Y	Y	Y	Urinal Screen Baked Enamel 12in.W	Urinal Screen With Hardware, Baked Enamel, 11in.W X 42in.H, Color: Almond
	WHUS12-SS	URINAL SCREEN 11X42 W/HDWR	Mills	Y	Y	Y	Urinal Screen SS 12in.W	Urinal Screen With Hardware, Stainless Steel, 11in.W X 42in.H
	WHUS12-WGR	URINAL SCREEN 11X42 W/HDWR	Mills	Y	Y	Y	Urinal Screen Baked Enamel 12in.W	Urinal Screen With Hardware, Baked Enamel, 11in.W X 42in.H, Color: Warm Gray
	WHUS18-ALM	URINAL SCREEN 17X42 W/HDWR	Mills	Y	Y	Y	Urinal Screen Baked Enamel 18in.W	Urinal Screen With Hardware, Baked Enamel, 17in.W X 42in.H, Color: Almond
	WHUS18-SS	URINAL SCREEN 17X42 W/HDWR	Mills	Y	Y	Y	Urinal Screen SS 18in.W	Urinal Screen With Hardware, Stainless Steel, 17in.W X 42in.H
	WHUS18-WGR	URINAL SCREEN 17X42 W/HDWR	Mills	Y	Y	Y	Urinal Screen Baked Enamel 18in.W	Urinal Screen With Hardware, Baked Enamel, 17in.W X 42in.H, Color: Warm Gray
	WHUS24-ALM	URINAL SCREEN 23X42 W/HDWR	Mills	Y	Y	Y	Urinal Screen Baked Enamel 24in.W	Urinal Screen With Hardware, Baked Enamel, 23in.W X 42in.H, Color: Almond
	WHUS24-SS	URINAL SCREEN 23X42" W/HDWR	Mills	Y	Y	Y	Urinal Screen SS 24in.W	Urinal Screen With Hardware, Stainless Steel, 23in.W X 42in.H
	WHUS24-WGR	URINAL SCREEN 23X42 W/HDWR	Mills	Y	Y	Y	Urinal Screen Baked Enamel 24in.W	Urinal Screen With Hardware, Baked Enamel, 23in.W X 42in.H, Color: Warm Gray

Per the requirements in the “Buy American Clause” for the American Recovery and Reinvestment Act (ARRA) as interpreted in 2 CFR §§176.70 and 176.140 from the U.S. Office of Management and Budget (“Interim Final Guidance for Federal Financial Assistance”) and the Federal Acquisition Regulations (FAR 25.001, 52.225-21, 52.225-23), product origin is defined as manufactured in the United States regardless of the origin of the components for supplies and construction materials.
Per the requirements in the Federal Acquisition Regulations (FAR) for the Buy American Act, product origin is defined using a two part test to include: manufactured in the United States and a component test for supplies and construction materials (FAR 25.101, 52.225-1, 25.2, 52.225-9).  Bradley products are considered Commercial off the Shelf Goods (COTS) which per the Federal Acquisition Regulations allows a waiver to the component test.
Per the requirements in the Federal Acquisition Regulations (FAR), there are exceptions to the Buy American and American Recovery and Reinvestment Acts that may apply which allows consideration of product from “designated countries” as listed in FAR for supplies and construction materials (FAR 25.4, 52.225-5, 52.225-11). 
Bradley has determined that the following products listed in the requirements of Buy American (or ARRA) under World Trade Organization (WTO GPA), Free Trade Countries (FTC), North American Free Trade Agreement Countries (NAFTA), Least Developed Countries (LDC), and Caribbean Basin Countries (CBC) waivers. 
Please review project specifications carefully as the purchaser shall be responsible to determine if the above waivers apply to this project.
Where to buy

