## Traffic Control Signs

Brady traffic signs provide clear, concise direction to traffic inside and outside your building. Brady traffic signs are designed to meet MUTCD specifications, so they can be used in almost any application. These traffic signs guide vehicle traffic, inform employees about areas under repair and improve safety and productivity throughout your property. Available in a variety of sizes and materials, Brady traffic signs can be used in crosswalks, parking lots and more.



CAUTION SOUND HORN PROCEED SLOWLY

| 124195 | $7^{\prime \prime} \times 10^{\prime \prime}$ | B-302 |
| :---: | :---: | :---: |
| 124198 | $10^{\prime \prime} \times 14^{\prime \prime}$ | B-302 |
| 124194 | $7^{\prime \prime} \times 10^{\prime \prime}$ | B-401 |
| 124197 | $10^{\prime \prime} \times 14^{\prime \prime}$ | B-401 |
| 124193 | $7^{\prime \prime} \times 10^{\prime \prime}$ | B-555 |
| 124196 | $10^{\prime \prime} \times 14^{\prime \prime}$ | B-555 |


| CAUTION |  |  |
| :---: | :---: | :---: |
| SUDDEN STOPS OR TURNS MAY CAUSE LOADS TO SHIFT OR FALL |  |  |
| 129515 | $7{ }^{\prime \prime} \times 10^{\prime \prime}$ | B-302 |
| 129518 | $10^{\prime \prime} \times 14^{\prime \prime}$ | B-302 |
| 129514 | $7{ }^{\prime \prime} \times 10^{\prime \prime}$ | B-401 |
| 129517 | $10^{\prime \prime} \times 14^{\prime \prime}$ | B-40 |
| 129513 | $7{ }^{*} \times 10^{\prime \prime}$ | B-555 |
| 129516 | $10^{\prime \prime} \times 14^{\prime \prime}$ |  |


| CAUTION |  |  |
| :---: | :---: | :---: |
| WATCH OUT FOR TRUCKS |  |  |
| 85427 | $7{ }^{\prime \prime} \times 10^{\prime \prime}$ | B-302 |
| 85428 | $10^{\prime \prime} \times 14^{\prime \prime}$ | B-302 |
| 22719 | $7{ }^{\circ} \times 10^{\text {a }}$ | B-40 |
| 22720 | $10^{\prime \prime} \times 14^{\prime \prime}$ | B-401 |
| 41283 | $7{ }^{7 \times 10^{\prime \prime}}$ | B-555 |
| 41284 | $10^{\prime \prime} \times 14^{\prime \prime}$ | B-55 |

## A New Manual on Uniform Traffic Control Devices (MUTCD) Eff. 2009

## Federal MUTCD Standard:

No person shall install or maintain in any area of private property used by the public any sign, signal, marking or other device intended to regulate, warn or guide traffic unless it conforms to the MUTCD.
All traffic and parking signs must be reflective and meet minimum reflective standards
Minimum reflective standards required, no more non-reflective signs allowed.
Day/night inspection and maintenance of all signs is required
All signs must conform to the standard sizes, shapes and colors called for in MUTCD

All posts used for mounting must be breakaway style and mounted at new minimum mounting heights
All supports require breakaway sockets or posts Minimum mounting height is 5 ' from the bottom of the sign to the top of the ground in rural or low-volume areas
Minimum mounting height is $7^{\prime}$ from the bottom of the sign in urban or heavily traveled areas


CAUTION WIDE RIGHT TURNS


