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[+ BBP®85 General Identification Materials:

(1) B-595 Indoor/Outdoor Grade Vinyl Tape

g For all-purpose facility and safety identification: our best

- industrial vinyl!

8' e Durable, low-shrink vinyl with our most aggressive adhesive

-] and 8-10 year outdoor durability

o e Conforms to irregular, curved, rough and highly textured

- surfaces (painted cinder blocks and wood, textured plastics,

5' cast-iron and paper-jacketed pipes, powder-coated surfaces)

- Service temp: -40°F to 180°F Application temp: 0°F to 180F

2 Average Outdoor Durability: 8-10 year outdoor vinyl label durability.
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BBP85, PMK Fig. 33 13538 B-595 White 4.000 (101.6) 50ft. (15.2m) 1 roll (cont) 13511
BBP85, PMK Fig. 33 13549 B-595 White 6.000 (152.4) 50ft. (15.2m) 1 roll (cont) 13511
BBP85, PMK Fig. 33 13651 B-595 White 7.000 (177.8) 50ft. (15.2m) 1 roll (cont) 13510
BBP85, PMK Fig. 33 13551 B-595 White 8.000 (203.2) 50ft. (15.2m) 1 roll (cont) 13510
BBP85, PMK Fig. 33 13562 B-595 White 10.000 (254.0) 50ft. (15.2m) 1 roll (cont) 13510
BBP85, PMK Fig. 33 13539 B-595 Yellow 4.000 (101.6) 50ft. (15.2m) 1 roll (cont) 13511
BBP85, PMK Fig. 33 13550 B-595 Yellow 6.000 (152.4) 50ft. (15.2m) 1 roll (cont) 13511
BBP85, PMK Fig. 33 13652 B-595 Yellow 7.000 (177.8) 50ft. (15.2m) 1 roll (cont) 13510
BBP8S5, PMK Fig. 33 13552 B-595 Yellow 8.000 (203.2) 50ft. (15.2m) 1 roll (cont) 13510
BBP85, PMK Fig. 33 13563 B-595 Yellow 10.000 (254.0) 50ft. (15.2m) 1 roll (cont) 13510
BBP85, PMK Fig. 33 13540 B-595 4.000 (101.6) 50ﬁ (15.2m) 1 roll (cont) 13513
BBP85, PMK Fig. 33 13601 B-595 6.000 (152.4) Oft. (15.2m) 1 roll (cont) 13513
BBP85, PMK Fig. 33 13654 B-595 7.000 (177.8) 50ﬂ (15.2m) 1 roll (cont) 13512
BBP85, PMK Fig. 33 13553 B-595 8.000 (203.2) 50ft. (15.2m) 1 roll (cont) 13512
BBP85, PMK Fig. 33 13610 B-595 10.000 (254.0) 50ft. (15.2m) 1 roll (cont) 13512
BBP85, PMK Fig. 33 13541 B-595 4.000 (101.6) 50ft. (15.2m) 1 roll (cont) 13513
BBP85, PMK Fig. 33 13602 B-595 6.000 (152.4) 50ft. (15.2m) 1 roll (cont) 13513
BBP85, PMK Fig. 33 13656 B-595 7.000 (177.8) 50ft. (15.2m) 1 roll (cont) 13512
BBP85, PMK Fig. 33 13554 B-595 8.000 (203.2) 50ft. (15.2m) 1 roll (cont) 13512
BBP85, PMK Fig. 33 13611 B-595 10.000 (254.0) 50ft. (15.2m) 1 roll (cont) 13512
BBP85, PMK Fig. 33 13542 B-595 4.000 (101.6) 50ft. (15.2m) 1 roll (cont) 13513
BBP85, PMK Fig. 33 13603 B-595 6.000 (152.4) 50ft. (15.2m) 1 roll (cont) 13513
BBP85, PMK Fig. 33 13655 B-595 7.000 (177.8) 50ft. (15.2m) 1 roll (cont) 13512
BBP85, PMK Fig. 33 13555 B-595 8.000 (203.2) 50ft. (15.2m) 1 roll (cont) 13512
BBP85, PMK Fig. 33 13612 B-595 10.000 (254.0) 50ﬁ (15.2m) 1 roll (cont) 13512
BBP85, PMK Fig. 33 13543 B-595 4.000 (101.6) Oft. (15.2m) 1 roll (cont) 13511
BBP85, PMK Fig. 33 13604 B-595 6.000 (152.4) 50ﬂ (15.2m) 1 roll (cont) 13511
BBP85, PMK Fig. 33 13653 B-595 7.000 (177.8) 50ft. (15.2m) 1 roll (cont) 13510
BBP85, PMK Fig. 33 13556 B-595 8.000 (203.2) 50ft. (15.2m) 1 roll (cont) 13510
BBP85, PMK Fig. 33 13613 B-595 10.000 (254.0) 50ft. (15.2m) 1 roll (cont) 13510
BBP85, PMK Fig. 33 13544 B-595 4.000 (101.6) 50ft. (15.2m) 1 roll (cont) 13513
BBP85, PMK Fig. 33 13605 B-595 6.000 (152.4) 50ft. (15.2m) 1 roll (cont) 13513
BBP85, PMK Fig. 33 13557 B-595 8.000 (203.2) 50ft. (15.2m) 1 roll (cont) 13512
BBP85, PMK Fig. 33 13614 B-595 10.000 (254.0) 50ft. (15.2m) 1 roll (cont) 13512
BBP85, PMK Fig. 33 13545 B-595 4.000 (101.6) 50ft. (15.2m) 1 roll (cont) 13511
BBP85, PMK Fig. 33 13606 B-595 6.000 (152.4) 50ft. (15.2m) 1 roll (cont) 13511
BBP8S5, PMK Fig. 33 13558 B-595 8.000 (203.2) 50ft. (15.2m) 1 roll (cont) 13510
BBP85, PMK Fig. 33 13615 B-595 10.000 (254.0) 50ft. (15.2m) 1 roll (cont) 13510
BBP85, PMK Fig. 33 13546 B-595 4.000 (101.6) 50ft. (15.2m) 1 roll (cont) 13511
BBP85, PMK Fig. 33 13607 B-595 6.000 (152.4) 50ft. (15.2m) 1 roll (cont) 13511
BBP85, PMK Fig. 33 13559 B-595 8.000 (203.2) 50ft. (15.2m) 1 roll (cont) 13510
BBP85, PMK Fig. 33 13616 B-595 10.000 (254.0) 50ft. (15.2m) 1 roll (cont) 13510
BBP85, PMK Fig. 33 13547 B-595 4.000 (101.6) 50ft. (15.2m) 1 roll (cont) 13513
BBP85, PMK Fig. 33 13608 B-595 6.000 (152.4) 50ft. (15.2m) 1 roll (cont) 13513
BBP8S5, PMK Fig. 33 13560 B-595 8.000 (203.2) 50ft. (15.2m) 1 roll (cont) 13512
BBP85, PMK Fig. 33 13617 B-595 10.000 (254.0) 50ft. (15.2m) 1 roll (cont) 13512
BBP85, PMK Fig. 33 13548 B-595 4.000 (101.6) 50ft. (15.2m) 1 roll (cont) 13513
BBP85, PMK Fig. 33 13609 B-595 6.000 (152.4) 50ft. (15.2m) 1 roll (cont) 13513
BBP85, PMK Fig. 33 13561 B-595 8.000 (203.2) 50ft. (15.2m) 1 roll (cont) 13512
BBP85, PMK Fig. 33 13618 B-595 10.000 (254.0) 50ft. (15.2m) 1 roll (cont) 13512
BBP85, PMK Fig. 33 59529 B-595 Clear 4.000 (101.6) 50ft. (15.2m) 1 roll (cont) 13511
BBP85, PMK Fig. 33 59530 B-595 Clear 6.000 (152.4) 50ft. (15.2m) 1 roll (cont) 13511
BBP85, PMK Fig. 33 59531 B-595 Clear 8.000 (203.2) 50ft. (15.2m) 1 roll (cont) 13510
BBP85, PMK Fig. 33 59532 B-595 Clear 10.000 (254.0) 50ft. (15.2m) 1 roll (cont) 13510

U.S. Patent Nos. 5,318,370, 5,823,689; 6,570,602. Additional Patents Pending.
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View all BBP®85 Print Ribbon parts on page 346.



