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Kevlar® gloves

Kevlar® Gloves: 
Kevlar will not burn or melt

Wool-Lined Kevlar
•	Protects up to 700°F
•	100% Kevlar outer shell protects  

against heat
•	Fully lined with wool for increased  

heat protection
•	13" glove protects partial arm
•	Loop-out, clute pattern
•	Sold by the dozen pair
	 305KWL, Size XL

Kevlar Duck Gauntlet
•	Protects up to 700°F
•	100% Kevlar outer shell insulates  

against heat
•	Fully lined with wool for heat  

protection
•	5" flame resistant duck gauntlet cuff
•	Loop-out, clute pattern
•	Sold by the dozen pair
	 625, Size XL

Kevlar Non-Loop, Double-Lined
•	Protects up to 700°F
•	100% Kevlar non-loop outer shell does 

not snag or tear and protects from cuts
•	Double lined with wool for increased 

heat protection
•	5" gauntlet cuff for extra protection
•	Sold by the dozen pair
	 637KWL, Size L

Cotton-Lined Kevlar
•	Protects up to 700°F
•	Heavy weight glove with 100% Kevlar 

outer shell for heat and cut resistance
•	Cotton lining for comfort
•	5½" gauntlet cuff for extra protection
•	Loop-out, clute pattern
•	Sold by the dozen pair
	 636KCL, Size XL

Kevlar/Nomex® Seamless Glove
•	Protects up to 500°F
•	Kevlar/Nomex outer shell provides  

excellent thermal properties, allowing 
wearer to handle hot objects

•	Fully lined with cotton for softness
•	Ambidextrous; knit; continuous cuff
•	Sold by the dozen pieces
	 2610, Size S-L
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HEAT RESISTANT GLOVE CHART

Part Number X Hvy Wgt Hvy Wgt Std Wgt Eco Wgt Safety Cuff Gaunt Cuff Cont. Knit Knit Wrist 5 (+) Seconds Max Temp 

1561 X X 175°F 225°F

1564 X X 175°F 225°F

1661 X X 250°F 300°F

1666 X X 250°F 300°F

1966 X X 300°F 350°F

2610 X  400°F 500°F

2636 X X 400°F 425°F

305KWL  X X 600°F 700°F

320 X X 400°F 460°F

422-11 X X 200°F 250°F

422-5 X X 200°F 250°F

625  X X 600°F 700°F

628FR X X 200°F 250°F

636HR X X 250°F 350°F

636HRL X X 400°F 450°F

636HRLFR X X 400°F 450°F

636KCL  X X 600°F 700°F

637KWL  X 600°F 700°F

642HR X X 275°F 350°F

644HR X X 250°F 350°F

644HRL X X 400°F 450°F

666 X X 250°F 325°F

682 X X 250°F 325°F

761 X X 250°F 325°F

765 X X 250°F 325°F

766 X X 250°F 325°F

776 X X 250°F 325°F

9000 X X 175°F 200°F

9001 X X 175°F 200°F

B-PAD X   450°F 460°F

G-PAD X 450°F 460°F

H-160 X 225°F 325°F

H-183 X 225°F 325°F

M937HRL X X 400°F 450°F

M938HRL X X 400°F 450°F

Y6243  X X  200°F 300°F

Y6244 X  X 200°F 300°F

Y6301 X  X  300°F 400°F

Y6302 X  X 300°F 400°F

Y946 X   X 275°F 350°F


