
Emergency Lights 
Replacement lead-calcium Lighted Exit Sign 

Push-to-test switch 
LED ACIcharge indicator 

6 
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Hard wired wlbattery back-up I 1 

Premium grade sealed and maintenance-free 2.4 NiCd battery 
5 year warranty 

(6 volt 4.5ahr) battery 
Universal 1201277 VAC input 
Two adjustable glare free light 
heads 

I Uses halogen MR16 lamps with 
Optically designed graphics and universal chevron arrows front glass cover 
provide maximum directional information. Housing and 
canopy feature a snap together design for easy installation. 
Precision regulated charger provides I2012771347 volt, 2 watt 
input push-to test switch. Beyond the unit's 5 year warranty, 
the battery is covered for an additional three prorated years. , 

iMERGENCY EXIT EMERGENCY 
EXlT ONLY 

EXIT ONLY 
ALARM WILL 

SOUND 

EXlT ONLY 
NOT FOR 

\ / 

PSG 7 x 10 GL63P PSG 3 x 12 GL19P PS 7 x 10 M34P PS 10 x 14 M85PB PS 10 x 14 M45PB PS 10 x 14 M350PB 
RPG 7 x 10 GL63R RPG 3 x 12 GL19R PS 10 x 14 M34PB RP 10 x 14 M85RB RP 10 x 14 M45RB RP 10 x 14 M350RB 

RP 7 x 10 M34R AL 10 x 14 M350AB 
RP 10 x 14 M34RB 
AL 7 x 10 M34A 

PS 7 x 10 M24P PS 10 x 14 M718PB PSG 7 x 10 GL12P PS 7 x 7 S5P PS 10 x 14 MELPB PS 10 x 14 MERPB 
PS 10 x 14 M24PB RP 10 x 14 M718RB PSG 10 x 14 GLl2PB RP 7 x 7 S5R RP 10 x 14 MELRB RP 10 x 14 MERRB 
RP 7 x 10 M24R AL 10 x 14 M718AB RPG 7 x 10 GLl2R 
RP 10 x 14 M24RB RPG 10 x 14 GLl2RB 
AL 7 x 10 M24A 
AL 10 x 14 M24AB 

PSG 10 x 10 GL16P PSG 10 x 10 GL17P PS 10 x 14 M214PB RP 10 x 8 TVlO PSG 10 x 7 GL34P PS 7 x 7 S7P 
RPG 10 x 10 GL16R RPG 10 x 10 GL17R Double Faced Flanged PSG 14 x 10 GL34PB RP 7 x 7 S7R 

RPG 10 x 7 GL34R 
RPG 14 x 10 GL34RB 

NOT AN 
EXIT 

PSG 7 x 10 GL199P 
PSG 10 x 14 GL199PB 
RPG 7 x 10 GL199R 
RPG 10 x 14 GL199RB 

PSG 7 x 10 GLl5P PS 10 x 14 M71PB 
PSG 10 x 14 GL15PB RP 10 x 14 M71RB 
RPG 7 x 10 GLl5R AL 7 x 10 M71A 
RPG 10 x 14 GL15RB AL 10 x 14 M71AB 

PSG 7 x 10 GLGIP 
RPG 7 x 10 GL61R 
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- 5  1 6 Size 

3" x 12" 
PSG 7 x 10 GL62P 
RPG 7 x 10 GL62R 

Flanged 



Polystyrene .050 (Rigid Plastic) 
.050 thick polystyrene material is ideal for long lasting 
indoor or outdoor use. Signs are standard with radius 
corners and pre-drilled corner mounting holes. 

Polyethylene .060 (Stencils) 
Stencils are constructed from a water-resistant, 
lightweight durable plastic. Custom marking stencils 
can improve plant and warehouse safety, pedestrian 
and traffic flow. Just lay stencil on floor or pavement 
to paint. Simply re-paint or spray if graphics are worn 
or washed-out. These .060 Polyethelene stencils are 
long lasting. 

Pressure Sensitive Vinyl 
.004 material has pressure sensitive backing and 
is flexible, which allows for mounting on smooth, 
curved or irregular surfaces. The material is long- 
lasting for indoor and outdoor labeling. 

Pressure Sensitive Reflective Vinyl 
Reflective vinyl material is flexible, glass beaded 
lens, retroreflective sheeting. This material is highly 
resistant against extreme weather conditions, 
including intense heat and cold. 

Tyvek Tags 
Tyvek is tear-proof and lightweight. Perfect for 
industrial tag applications. 

Unrippable Vinyl 
Industrial strength, chemical-resistant unrippable 
material, ideal for industrial tag applications. 
Available with grommets for assured longevity. 

Refer to these sections 
for the corresponding 
material. 

Signs 
Tags and Labels 
Facility 
Fire 
Construction 
Hazmat 
Highway and Parking 
Lockout Tagaut 
Op Haz 
Bilingual 
Green 

Signs 
Highway and Parking 

Signs 
Tags and Labels 
Facility 
Fire 
Construction 
Hazmat 
H~ghway and Parking 
Lockout Tagout 
Op Haz 
Bilingual 

' ., Green 

Custom 

Tags and Labels 
Lockout Tagout 

6 Tags and Labels 

Haz Mat  
Bilingual 


