
Checkmate
Safety Glasses
Specification Sheet

PRODUCT DESCRIPTION: 
The super-lightweight Checkmate® provides near total eye
orbital seal and features flexible bayonet temples and
universal nosebridge, ensuring compliance and comfort for
a variety of wearers. Non slip temple sleeve is notched at
the end to accommodate a break away cord.

FEATURES: 
2-pc polycarbonate lens provides near total orbital
seal
Flexible bayonet temples
Exclusive Duramass® scratch resistant coating
Rugged polycarbonate lens filters 99.9% of harmful
U.V. rays

TECHNICAL DATA FOR:  CK110 
Lens Design: Single
Temple Type: Bayonet  

Packaging: White Inner Box
Case Pack: 144 PR per CS
Case Dimensions: 21.260 x 12.205 x 14.173 IN
Case Weight: 12.670 LB
Meets or exceeds the following certifications: 
ANSI Z87+
Country of Origin: Taiwan  

Item No: Lens Options: VLT %: Frame Color: Temple Color: Temple
Sleeve:

CK100 Clear, Uncoated 90 N/A Clear N/A

CK110 Clear 90 N/A Clear N/A

CK110AF Clear, Anti-fog 90 N/A Clear N/A

CK112 Gray 15 N/A Smoke N/A

CK114 Amber 80 N/A Amber N/A

CK117 Silver Mirror 12 N/A Smoke N/A

CK118 Rainbow Mirror 9 N/A Smoke N/A

CK119 Indoor / Outdoor 48 N/A Clear N/A
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