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■ FEATURES
■ First affordable alternative to shock-absorbing lanyards

■ Extremely compact and lightweight (1.9 lbs. [.86 kg]) provides 
6-ft. (1.8 m) working capacity lifeline; unit attaches directly to 
the harness back D-ring for greater mobility and versatility

■ Engineered webbing for greater abrasion resistance and 
long service life

■ High-strength, impact-resistant nylon housing for 
maximum durability

■ Built-in swivel prevents lifeline from twisting

■ Rated for up to 400-lbs. (181.4 kg) capacity

■ No annual factory recertifi cation required

Miller TurboLite™ Personal Fall Limiters

NEVER NEED A 
SHOCK-ABSORBING 
LANYARD AGAIN!

■ MILLER TURBOLITE PERSONAL FALL LIMITERS
 ANSI Z359
 MFL-1-Z7/6FT   TurboLite w/steel twist-lock carabiner Locking snap hook 2.5 lbs. (1.1 kg)

 MFL-2-Z7/6FT   TurboLite w/steel twist-lock carabiner Locking rebar hook 3.4 lbs. (1.5 kg)

 MFL-3-Z7/6FT   TurboLite without unit connector Locking snap hook 2.0 lbs. (0.9 kg)

 MFL-4-Z7/6FT   TurboLite without unit connector Locking rebar hook 2.9 lbs. (1.3 kg)

 MFL-5-Z7/6FT   TurboLite without unit connector Locking swivel snap hook 2.1 lbs. (1.0 kg)

 MFL-9-Z7/6FT   TurboLite w/locking snap hook Locking snap hook 2.7 lbs. (1.2 kg)

 MFL-10-Z7/6FT   TurboLite w/locking snap hook Locking rebar hook 3.6 lbs. (1.6 kg)

 ANSI A10.32
 MFL-1/6FT   TurboLite w/steel twist-lock carabiner Locking snap hook 2.4 lbs. (1.1 kg)

 MFL-2/6FT   TurboLite w/steel twist-lock carabiner Locking rebar hook 3.1 lbs. (1.4 kg)

 MFL-3/6FT   TurboLite without unit connector Locking snap hook 1.9 lbs. (.86 kg)

 MFL-4/6FT   TurboLite without unit connector Locking rebar hook 2.6 lbs. (1.2 kg)

 MFL-5/6FT   TurboLite without unit connector Locking swivel snap hook 2.1 lbs. (1.0 kg)

 MFL-6/6FT   TurboLite without unit connector Locking swivel rebar hook 2.7 lbs. (1.2 kg)

 MFL-7/6FT   TurboLite w/D-ring swivel hook Locking snap hook 2.3 lbs. (1.0 kg)

 MFL-8/6FT   TurboLite w/D-ring swivel hook Locking rebar hook 2.0 lbs. (0.9 kg)

 MFL-9/6FT   TurboLite w/locking snap hook Locking snap hook 2.5 lbs. (1.1 kg)

 MFL-10/6FT   TurboLite w/locking snap hook Locking rebar hook 3.2 lbs. (1.5 kg)

 MFL-11/6FT   TurboLite w/aluminum twist-lock carabiner Aluminum locking snap hook 1.9 lbs. (.86 kg)

 MFL-12/6FT   TurboLite w/aluminum twist-lock carabiner Aluminum locking rebar hook 2.6 lbs. (1.2 kg)

Compact and Lightweight – only 1.9 lbs. (.86 kg)

The cost-effective and competitive pricing 
of the new Miller TurboLite Personal Fall 
Limiters will make shock-absorbing lanyards 
obsolete on the job site. Workers will no 
longer need to “switch-out” equipment to 
maintain a safe fall distance.

Meets global standards for international companies.

  Description and Lanyard End
 SKU Unit Connector Connector Weight

ANSI Z359
Locking Snap 
Hook

Locking Snap 
Hook

Locking Swivel
Rebar Hook

ANSI Z359
Locking Rebar 
Hook

Locking Rebar 
Hook

Aluminum
Locking Snap 
Hook

ANSI Z359
Locking Swivel 
Snap Hook

Locking Swivel
Snap Hook

Aluminum
Locking Rebar 
Hook

■ MILLER TURBOLITE LANYARD END CONNECTORS

Always 
Know Your 

Fall Clearance
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800.873.5242
www.millerfallprotection.com
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All Miller brand fall protection products meet applicable OSHA, ANSI and CSA requirements.


