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Glow Walk On Floor Signs 
Made from glow polyester laminated with 

anti-skid laminate 
Custom legends and graphics available 
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Refer to these sections 
for the corresponding 
material. 

Card Stock 
Heavy paper stock, used for temporary applications. 
Available in stock colors red, orange, yellow, green, 
blue, white and manila. Other colors available upon 
request. 

Corrugated Polyethylene 
Made of  lightweight 4 m m  corrugated polyethylene. 
Our floor signs can be printed on either two  sides or 
four sides. These floor signs are water-proof and fold 
easily for  convenient storage. 

Engraved Signage 
Surface material has a low glare matte finish and is 
ideal for name plates and interior signage. Subsurface 
material has a low glare matte finish, UV stability, 
and can have up to  .010" cap thickness. Our Braille 
material has a low glare matte finish and is compliant 
with all ADA raised letter regulations. 

Tags and Labels 

Facility 

Fiberglass .095 Signs 
Facility 

.095 material is rigid, shatter-proof and dent resistant. Fire 

This material wil l  stand up to  severe outdoor weather Construction 
Hazmat 

conditions as well as weak alkalis and acids. Signs Highway and Parking 

are supplied with radius corners and pre-drilled o p  Haz 
Bilingual 

mounting holes. 

Glow Polyester (7520) 
.010 polyester f i lm is coated with an acrylic adhesive. 
This material is non-toxic, non-radioactive and 
glows for more than 6+ hours in total darkness. 
The f i lm meets or  exceeds the following standards: 
ASTM, IMO, ISO/CD, NFPA and OSHA. 

Glow Polyester (7550) 
.010 Polyester f i lm is coated with an acrylic adhesive. 
This material is non-toxic, non-radioactive and 
glows for more than 24+ hours in total darkness. 
This material glows 2 112 times brighter than our 
7520 Glow Polyester. The f i lm meets or exceeds the 
following standards: ASTM, IMO, ISO/CD, NFPA 
and OSHA. 

Glow 


