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    Digital Wall Thermometers

T158 
Digital Wall Thermometer with Remote Sensor
• Wall or desk mountable
• Remote sensor
• °F / °C selectable
• 10’ cable

TRH122M 
Mini Temperature / 
Humidity Dual-Display
Wall Thermometer
• Min / Max memory and 
  switchable °F / °C

TRH158
Digital Temperature / Humidity Wall Thermometer
• Built-in sensor
• F / C selectable .

IO70 
Digital Indoor / Outdoor Wall 
Thermometer
• Large LCD
• Built-in sensor  
• 10’ cable for remote sensor

TRH122M TRH158 T158 IO70 

Temperature 
Range:

14° to 122°F
(-10° to 50°C)

10% to 99% RH

32° to 122°F (0° to 50°C)
25% to 90% RH

(Internal): 
32° to 122°F (0° to 50°C) 

(External): -58° to 158°F 
(-50° to 70°C)

(Internal): 
  32° to 122°F (0° to 50°C)

 
(External): -58° to 158°F 

(-50° to 70°C)

Accuracy: ±2°F (±1°C) ±2°F (±1°C)
+5% RH ±2°F (±1°C) ±2°F

Resolution: 0.1° 0.1° 0.1° 0.1°

Display - LCD 1.5” x 0 .5” (38 mm x 13 mm) 
(dual display)

2.875” x 2.125”
 (73 mm x 54 mm)

2.875” x 2.125”
 (73 mm x 54 mm)

1.625” x 1.375” 
(41 mm x 35 mm)

Power: (1) 1.5V Battery AAA (1) 1.5V Battery AAA (1) 1.5V Battery AAA (1) 1.5V Battery AAA

Weight:      3 oz (85 g) 4.5 oz (127 g) 5.5 oz (156 g) 3 oz (85 g)

Regulatory 
Listings:

-

Warranty: 1 Year 1 Year 1 Year 1 Year

Data Loggers
GL100 
Water-resistant, Mini Data Loggers
2” x 2-5/8” (51 x 67 mm) Data Logger Tag monitors both time and temperature.
Stores up to 2,048 records at specific intervals from 1 minute to 4 hours. 
Surface-mount bracket with adhesive backing and stainless steel bead chain for 
hanging from racks or hooks.
• Temperature Range: -40° to 185°F (-40° to 85°C)    
• Temperature Accuracy: ±2F° from -4° to 158°F
   (±1C° from -20° to 70°C)
• Clock Accuracy: ±2 minutes per month
• PC Requirements: Windows 95 or higher  (minimum of 10MB of hard-drive space)    
  and CD-Rom
• 1 year warranty 
   
Not compatible with Macintosh computers.

GL100
• Two (2) mini data loggers
• Two (2) mounts
• Reader and software


