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DP-6200 Electronic Scale

DP-6200DP-6200DP-6200DP-6200DP-6200
Large, Easy to Read Display
Over/Under Weighing
Indicator Swivels and Tilts

Stainless Steel Platform
Non-skid Feet
300, 150 and 60 lb Capacities
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DP-6200 Electronic Scale
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Dimensions        Indicator / Keypad

Specifications

All weights and dimensions are approximate.  Dimensions are given in inches and (millimeters).

Applications
A rugged, easy to use, digital scale for
general purpose weighing and accurate
check-weighing.  The DP-6200’s adjust-
able indicator and large LCD display
make it easy to read from a distance at
any angle.

Features
Extra Large LCD Display
Large Stainless Steel Platform
Over/Accept/Under Indication
Indicator Tilts and Swivels
Push Button Tare
 Auto Shut-Off

(Enable / Disable Selectable)
Battery Operation
Splash Proof
Auto Zero Setting Mechanism
Initial Zero Setting Mechanism
Semi-Automatic Zero Setting

Mechanism
USDA  Accepted

Options
AC Adaptor
RS-232 Communications

Large Stainless
Steel Platform

Easy to Read
Versatile Indicator

� DP-6200

� Class III   3000 Divisions

� 03-002

� 60 lb Models� 150 lb Models� 300 lb Models
� 60 lb�x�0.02 lb� 150 lb�x�0.05 lb� 300 lb�x�0.1 lb
� 30 kg�x�0.01 kg� 60 kg�x�0.02 kg� 150 kg�x�0.05 kg
�960 oz�x�0.5 oz� 2400 oz�x�1 oz� 4800 oz�x�2 oz
� 30 kg�x�0.01 kg� 60 kg�x�0.02 kg� 150 kg�x�0.05 kg
� 60 lb�x�0.5 oz� 150 lb�x�1 oz� 300 lb�x�2 oz
� 30 kg�x�0.01 kg� 60 kg�x�0.02 kg� 150 kg�x�0.05 kg

� Strain Gauge Load Cell

13.7" x 19.7" (350 mm x 500 mm); Stainless Steel

� LCD: 5 Digits plus indicators
� Character size: 0.9" x 0.5" (23 mm x 12 mm)

� Six alkaline "D" batteries
� AC Adaptor (optional)

� 500 Hours of Continuous Use

� 23oF ~ 95oF (-5o C ~ 35o C)

� 38 lb (17.5 kg)
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