
3211

Drivers
Specification Sheet

PRODUCT DESCRIPTION: 
From wranglin' to buildin', these gloves are tough for the
job! Cowhide is the most commonly used leather due to
availability. Characteristics include a good balance
between abrasion resistance, dexterity, durability and
comfort. The 3211 drivers gloves feature; unlined select
cow grain leather, shirred elastic back, cotton hemmed,
and a keystone thumb pattern.

FEATURES: 
Select Grade Grain Cowhide
Keystone Thumb
Shirred Elastic Back
Color-coded hem to identify size

APPLICATIONS: 
Carpentry, Construction, Driving, Equipment operation,
Farming, Horseback riding, Landscaping, Tractor Trailer
operators, fork lift operations  

TECHNICAL DATA FOR:  3211XXXL 
Material: Leather
Leather Type: Beige, Cow
Grade: Select Grade, Grain
Palm: Leather
Cuff: Leather, Slip-On - Open
Back: Full Back  

Thread Type: Poly / Cotton
Lining: Unlined
Hemmed: Yes
Hem Color: Black
Packaging Inner Pack: Polybag 12
CE Abrasion: 3
CE Cut: 1
CE Tear: 2
CE Puncture: 3
Features: Shirred Elastic Back
Country Of Origin: China

Item No: Size: A: B: C: Case Weight: UOM Weight:

3211L Large 4.09 6.37 n/a 28.977 LB 2.898 LB
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Item No: Size: A: B: C: Case Weight: UOM Weight:
3211M Medium 3.45 5.73 n/a 26.080 LB 2.608 LB

3211S Small 3.33 5.81 n/a 23.935 LB 2.394 LB

3211XL X - Large 3.53 6.46 n/a 35.435 LB 3.544 LB

3211XS X - Small 3.75 6.49 n/a 20.055 LB 2.006 LB

3211XXL XX - Large 3.83 7.01 n/a 36.473 LB 3.647 LB

3211XXXL XXX - Large 3.95 7.03 n/a 36.897 LB 3.690 LB
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