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Bi-Metal Thermometers

Developed for through-wall mounting, all units have a bi-metal coil movement and glass lens with a 0.25” (6.35 mm) diameter 
stainless steel stem. The stainless steel, back flange bezel has three, equally spaced mounting holes 0.150” (3.81 mm) diameter 
on a 2.9” (74 mm) diameter bolt circle.

2225-20 
Pizza Oven Flange Mount 
Thermometer - Dual Scale

2225 Series 2245 Series 2255 Series

Temperature Range:

 2225-02:    0° to 220°F
 2225-03: -40° to 160°F
 2225-05: 200° to 1000°F
 2225-20: 200° to 1000°F 
                (100° to 500°C)

2245-02: 0° to 220°F
2245-03: -40 to 160°C

2255-02: 0° to 220°F
    2255-03: -40° to 160°F

Accuracy:

  2225-02: ±2°F (±1°C)
  2225-03: ±3°F
  2225-05: ±20°F (±10°C)
  2225-20: ±20°F (±10°C)

2245-02: ±2°F
2245-03: ±3°F

2255-02: ±2°F
2255-03: ±3°F

Dial Dimension: 2” (50 mm) 2” (50 mm) 2” (50 mm)

Outer Flange Diameter:

 2225-02: 3.5” (89 mm)
 2225-03: 3.5” (89 mm)
2225-05: 3.3” (84 mm)
2225-20: 3.3” (84 mm)

3.5” (89 mm) 3.5” (89 mm)

Stem Length: 4” (102 mm) 6” (152 mm) 9” (229 mm)

Weight: 2.5 oz (71 g) 3 oz (85 g) 3.8 oz (108 g)

Warranty: 1 year 1 year 1 year

All 1” Pocket-tests are field adjustable and include a red, protective sheath with calibration wrench made 
with anti-microbial plastic*.

1246 Series CT Series 2234 2236-02 2238-06 2238-14 2240-05

Temperature 
Range:

   1246-01:  -40° to 180°F 
1246-01C:   -40° to 80°C
   1246-02:     0° to 220°F 
1246-02C:  -20° to 100°C
  1246-03:   50° to 550°F
 1246-03C:  10° to 285°C

CT180-51: -40° to 180°F
CT220-51:    0° to 220°F

50° to 190°F
(10° to 90°C)

-40° to 180°F
(-40° to 80°C)

0° to 220°F
(-10° to 100°C)

50° to 550°F
(10° to 288°C) 30° to 90°F

Accuracy:

   1246-01:   ±2°F 
1246-01C:   ±1°C
   1246-02:   ±2°F
1246-02C:   ±1°C
  1246-03:   ±5°F
 1246-03C:   ±3°C

±2°F ±2°F (±1°C) ±2°F (±1°C) ±2°F (±1°C) ±5°F  ±5°F 

Dial Diameter: 1” (25 mm) 1” (25 mm) 2.125” (21 mm) 2” (50 mm) 2” (50 mm) 2” (50 mm) 2” (50 mm)

Lens Material: Magnifying
Polycarbonate

Magnifying
Polycarbonate Tempered Glass Tempered Glass Tempered Glass Tempered Glass Tempered Glass

Stem Length: 5” (127 mm) 5” (127 mm) 24” (610 mm) 5” (127 mm)  8” (203 mm)  8” (203 mm) 6” (152 mm)

Weight: 0.5 oz (14 g) 11 oz (312 g) 1.5 oz (43 g) 1.5 oz (43 g) 1.2 oz (35.4 g) 1.5 oz (43 g) 1.5 oz (43 g) 

Regulatory 
Listings:

- - - -

Warranty: 1 year 1 year 1 year 1 year 1 year 1 year 1 year

All 1” Pocket-tests are field adjustable and include a red, protective sheath with calibration wrench made 

2240-05
Soil Thermometer 

2238-06
Stem-Test Thermometer
• Vessel clip included

2234
Compost 
Thermometer

CT180-51
Pocket Test Thermometer

7112-01 7112-02 7112-05 7612-06

Temperature 
Range:

-40° to 60°F
(-40° to 15°C)

-40° to 120°F
(-40 to 50°C)

40° to 240°F
(10° to 115°C)

-40° to 60°F
(-40° to 15°C)

Accuracy: ±2°F (±1°C) at 10° to 40°F 
 (-12° to 4.5°C)

±2°F (±1°C) at 10° and 40°F 
(-12° and 4.5°C)

±5°F (2.5°C) at 110° (-43°C)

±2°F (±1°C) from 
140° to 210°F
(60° to 99°C)

±2°F (±1°C) at 10° to 
40°F (-12° and 4.5°C)

Dial Dimension: 2.5” (64 mm) 2.5” (64 mm) 2.5” (64 mm) 2.5” (64 mm)

Capillary Length 48” (1.2 m) 48” (1.2 m) 48” (1.2 m) 48” (1.2 m)

Flange: Front Front Front Strap Hanger

Connection: Back Back Back Bottom

Mounting: Flush Flush Flush -

Weight: 7 oz (198 g) 7 oz (198 g) 7 oz (198 g) 5.6 oz (159 g)

Regulatory 
Listings:

Warranty: 1 year 1 year 1 year 1 year

1246-02
Pocket Test Thermometer

 *Anti-microbial
The anti-microbial additive 
in the ABS plastic sheath 
inhibits the growth of 
bacteria on the unit. 
It does not protect users 
or others against bacteria. 


