Tuff Wear & Cool Wear series M

Tuff Wear 275

Neese Tuff Wear garments offer a strong nylon with a polyurethane coating that
gives higher abrasion and snag resistance than any material in its weight class. It
is made with polyurethane on the outside with nylon on the inside. The Tuff Wear
275 Series garment res strong double stitched and tape sealed seams for
maximum protectien. ;

e

e

.l | . 275 BT Bib Style Trousers
Polyurethane coating on nylon
+ Flame resistant (ASTM D6413)

275 SJ Jacket with Snaps for Hood 275 AJ Jacket with + Bib front coverage
+ Polyurethane coating on nylon Attached Hood + Adjustable elastic suspenders
Flame resistant (ASTM D6413) Polyurethane coating on nylon + Non-conductive snap closures that fasten

+ Jacket is a minimum of 30" long

Non-conductive snap front closure with storm flap

« Stand-up collar & snaps to allow for detachable
+ Raglan shoulder design for ease of movement

Other Tuff Wear 275 Styles Available:

+ Flame resistant (ASTM D6413) suspenders onto garment

+ Jacket is a minimum of 30" long

hood « Non-conductive snap front closure with storm flap
Attached hood with drawstring closure

Raglan shoulder design for ease of movement

Colors Available: Yellow, Black, & Green

« 275BTF Bib trouser with safety fly
+ 275SC Coat 48” with snap collar for hood

« 275HO Detachable hood with snaps Available size small — 6x

L/

Suggested Garment Applications

+ Sanitation & Food Processing + Sewer & Water Works

« Agriculture & Forestry Services * Janitorial & General Maintenance
Municipalities

Cool Wear 375

Neese Cool Wear 375 garments offers strong nylon with a polyurethane coating that gives superior abrasion
and snag resistance in many working environments. It is also cool, lightweight, durable, and comfortable to wear
in warm weather. Constructed with the nylon on the outside and the polyurethane coating on the inside. The
Cool Wear 375 Series garment features strong double stitched and tape sealed seams for maximum protection

durability and safety.

375 BT Bib Style Trousers
+Nylon exterior on polyurethane ‘
Flame resistant (ASTM D6413)g, ‘
Bib front coverage & .
Adjustable elastic suspenders
Non-conductive snap closures that
fasten suspenders onto garment "

Polyurethane

Colors Available: Yellow, Black, & Navy

0’ Available size small - 6x ‘ | 4 .

Other Cool Wear 375 Styles Available: {
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« 375BTF Bib trouser with safety fly

« 375SC Coat 48” with snap collar for hood
« 375SJ Jacket with Snaps for Hood

+ 375HO Detachable hood with snaps

Suggested Garment Applications
+ Construction
+ Public Services
+ Municipalities
Basic Industrial

375 AJ Jacket with Attached Hood
+Nylon exterior on polyurethane
Flame resistant (ASTM D6413)
+ Jacket is a minimum of 30” long with
adjustments for various sizes
+Non-conductive snap front closure with
storm flap
+ Attached hood with drawstring closure

heeseind.com




