
Mini M-70 Series Industrial Spray Nozzle

Specifications
		Maximum working pressure:  150 psi (10 BAR)

		�Maximum recommended  
operating temperature:  200°F/93°C

		Flow rates:  �2.5-7 gpm at 50-80 psi

		�Long handle design grip for whole  
hand placement

		�Weighs only 1.8 lbs

		�Rev-o-cap Renewable Cartridge  
unit design for greater longevity

		�Replaceable (heavy duty) renewable rubber  
cover available in black and white

		�Stainless steel seat design prevents  
nozzle seat leakage

		�Bronze construction 
Stainless Steel construction (COMING SOON)

		Instant water shut-off when trigger is released

		�Includes ½”, ⅝”, ¾” I.D. hose barb, or  
¾” GHT swivel adapter with locking ring

NOTE: Not suitable for steam service
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Shown Above: White bronze Mini Series Nozzle with ¾” GHT swivel adapter 
Shown Below: Black stainless steel (COMING SOON) Mini Series Nozzle 

with ¾” GHT swivel adapter 

Strahman,  The Industry Leader, adds the Mini M-70 
Series to its family of Nozzles. The Mini-M-70 weighs  
only 1.8 lbs. and provides the same high quality as 
Strahman’s premium heavy-duty M-70 Series nozzle.
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Mini M-70 Series Industrial Spray Nozzle

MINI M-70 NOZZLE PARTS

PART NO. PART PART NO. PART

6 MINI LEVER ARM 20 MINI NOZZLE BLACK COVER

18 MINI NOZZLE CAGE (set of 6) 20 MINI NOZZLE WHITE COVER

22 MINI LEVER ARM BUSHING (set of 6) S MINI NOZZLE CARTRIDGE

24 MINI LEVER ARM SCREW MINI LOCK RING (Not shown)

24 MINI LEVER ARM NUT


