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Coverall with 
Elastic Wrists 

& Ankles
Coverall Coverall with 

Hood & Boots
Coverall 

with Hood Smock Shirt Pants Apron Sleeve

PlusGardTM

Spunbonded 
Polypropylene/

MICRO POROUS PPM film/ 
Spunbonded Polypropylene

18220 18222 18227

PERMAGARDTM

MICRO-POROUS FILM 
OVER SPUNBONDED 

POLYPROPYLENE

18125 18120 18122 18127 18303 18350 18470 18500

PROGARDTM

SPUNBONDED/MELTBLOWN/
SPUNBOND 

POLYPROPYLENE FABRIC(SMS)

19125
19125B 19120 19122

19122B
19127

19127B

POLYGARDTM

SPUNBONDED POLYPROPYLENE

15125
15135
15145

15122
15122B
15132
15142

15127 15349 15500
15500B

PUREGARDTM

POLYETHYLENE FILM 
OVER SPUNBONDED 

POLYPROPYLENE

17125
17147Y

17122
17142Y 17500

TYVEK® TY125 TY120 TY122 TY127 TY303S TY350S TY273B
TY274B TY500S

CPF 3

TK

ThermoPro

F

QC SL

BR

LV

Briefs Shoe Covers Boot Covers Shoulder Length 
Hood Bouffant Beard Cover Lab Coat Lab Coat

with 3 Pockets
Lab Coat 

with 3 Pockets 
& Knit

PlusGardTM

Spunbonded 
Polypropylene/

MICRO POROUS PPM film/  
Spunbonded Polypropylene

PERMAGARDTM

MICRO-POROUS FILM 
OVER SPUNBONDED 

POLYPROPYLENE

18400 18444 18386 18300 18301

PROGARDTM

SPUNBONDED/MELTBLOWN/
SPUNBOND 

POLYPROPYLENE FABRIC(SMS)

19300 19301 19311

POLYGARDTM

SPUNBONDED POLYPROPYLENE
15351

15420
15440

15440W

15819(B/W)
15821

(W/B/R/G/Y)
15824

(W/B/R/G/Y)

15803
15803B
15803R

15300 15301

PUREGARDTM

POLYETHYLENE FILM 
OVER SPUNBONDED 

POLYPROPYLENE

17301

TYVEK® FC440S FC444S TY657S TY667S TY210S TY212S
TY213S

CPF 3

TK

ThermoPro

F

QC SL

BR

LV
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Coverall

19120
• Serged seams
• Collar
• Elastic waist
• Zipper front closure with storm-fly

Available Sizes: M ~ 4XL
Packaged: 25 pieces / case

Coverall with Elastic Wrists & Ankles

19125
• Serged seams
• Collar
• Elastic wrists
• Elastic ankles
• Elastic waist
• Zipper front closure with storm-fly

Available Sizes: M ~ 6XL
Packaged: 25 pieces / case

Blue Coverall with Elastic Wrists & Ankles

19125B
• Serged seams
• Collar
• Elastic wrists
• Elastic ankles
• Elastic waist
• Zipper front closure with storm-fly

Available Sizes: M ~ 6XL
Packaged: 25 pieces / case

ProGard™ is a strong, durable 

material that provides non-

hazardous particulate protection 

while offering excellent 

breathability

Material Properties:

SpunBonded 
Polypropylene

MeltBlown 
Polypropylene

SpunBonded 
Polypropylene

1st layer: SpunBonded PP
	 abrasion & tear resistant

2nd layer: MeltBlown PP 
	 water-proof barrier protection against 
	 non-hazardous particulates

3rd layer: SpunBonded PP 
	 comfortable, hypo-allergenic fabric for 
	 ease of wear

• Quick moisture transmission to keep the user dry 

and cool 

• ProGard™ is anti-static and low in lint

SpunBonded 
Polypropylene

SpunBonded 
Polypropylene

MeltBlown
Polypropylene

100

SpunBonded/MeltBlown/
SpunBonded Polypropylene (SMS)
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0223 36 1404R/R 124 15824W 103/122 1717OR 67 1758BM 70 17DIS6 75 2310 27 2870BSL 23
0225 45 1404R/W 124 15824W/10 103/122 1717SM 67 1758C 70 17DIS72 75 2313 27 2871I 23
0225 36 1404R/Y 124 15824Y 103/122 1717T 67 1758G 70 17LED 75 2320 27 2870SL 23
0233 47 1406P/B 124 1706C 63 1724A 62 1758OR 70 17WIPE1 75 2323 27 2871SL 23
0235 45 1406P/HG 124 1706C/AF 63 1724BM 62 1758SM 70 17WIPE2 75 2331 27 2874SL 23
0235A 45 1406P/HO 124 1706G 63 1724C 62 1758TM 70 18120 98 2331JL 27 2876 22
0236 47 1406P/R 124 1706G/AF 63 1724G 62 1764P 63 18122 98 2333 27 2880 23
0237 47 1406P/W 124 1706SM 63 1724SM 62 1765C10 74 18125 98 2333JL 27 2881 23
0265 45 1406P/Y 124 1706T 63 1724T 62 1765C15 74 18127 98 2334 27 2884 23
0265B 45 1406R/B 124 1710A 72 1726BM 65 1765C20 74 18220 96 2334JL 27 2886 23
0265Y 45 1406R/HG 124 1710A/AF 72 1726C 65 1765C25 74 18222 96 2421 26 2887 23
0815BK 39 1406R/HO 124 1710C 72 1726G 65 1765C30 74 18227 96 2423 26 2900 32
0816 39 1406R/R 124 1710C/AF 72 1726OM 65 1766A 64 18300 99 2424 26 2900W 32
0817 39 1406R/W 124 1710G 72 1726SM 65 1766BM 64 18301 99 2431 26 2904W 32
0856 39 1406R/Y 124 1710G/AF 72 1726T 65 1766C 64 18303 99 2432 26 2905W 32
0912 38 1410BK 125 1710SM 72 1727A 64 1766C/AF 64 18350 99 2433 26 2906W 32
0913 38 1410BL 125 1711C 72 1727BM 64 1766G 64 18386 99 2434 26 2910 32
0914 38 1410HO 125 1711C/AF 72 1727C 64 1766G/AF 64 18440 99 2438 26 2910W 32
0915 38 1410HY 125 1711G 72 1727G 64 1766SM 64 18444 99 2450 26 2916W 32
0915BK 38 1416R/B 125 17122 97 1727GM 64 1766T 64 18470 99 2453 26 2917W 32
0916 38 1416R/HG 125 17125 97 1727R 64 1767A 62 18500 99/123 2454 26 2950 22
0916BK 38 1416R/HO 125 1712C 72 1727SM 64 1767BM 62 1890 122 2520 27 2960 22
0918 39 1416R/R 125 1712G 72 1727TM 64 1767C 62 1890D 122 2521 27 2970 22
0918BK 39 1416R/W 125 17142Y 97 1729C 66 1767C/AF 62 1891 122 2523 27 2980 22
1020 119 1416R/Y 125 17147Y 97 1729C/AF 66 1767G 62 1895C 122 2524 27 2988SL 22
1025 119 1425Y 126 1714C 72 1729G 66 1767G/AF 62 1895N 122 2530 27 300 17
1026 119 14270 126 1714G 72 1729SM 66 1767LB 62 1895NF 122 2570 22 300BK 17
1026CF 119 14271 126 1715A 68 17301 97 1767SM 62 1895NH 122 2600 32 300I 17
1026NB 119 1430R 126 1715BM 68 1730C 72 1767T 62 1895NV 122 2622 27 305 17
1026OD 119 14310 126 1715BM/C 68 1730C/AF 72 1768BM 73 1903 122 2623 27 310 17
1026OR 119 14311 126 1715C 68 1730G 72 1768C 73 1903BK 122 2624 27 3110 45
1120 119 1432Y 126 1715C/AF 68 1730SM 72 1768C/AF 73 1908 123 2631 27 3114 45
1220 118 1437Y 126 1715G 68 1730T 72 1768G 73 1908HG 123 2632 27 3120 45
1220AH 118 1500 121 1715G/AF 68 1731C 72 1768LB 73 1908HO 123 2633 27 3124 45
1220EW 118 1501 121 1715M 68 1731G 72 1768TM 73 1909 123 2634 27 3180 45
1221 118 1510 121 1715N/C 68 1732C 72 1770A 73 19120 100 2638 27 3210 43
1222 118 15122 102 1715N/G 68 1732G 72 1770C 73 19122 101 2650 22 3210K 43
1223 118 15122B 102 1715RT/A 68 1738A 70 1770C/AF 73 19122B 101 2723BL 26 3214 43
1225 119 15125 102 1715RT/BM 68 1738BM 70 1770G 73 19125 100 2731 26 3220 43
1228 119 15127 102 1715RT/BR 68 1738C 70 1772A/AF 63 19125B 100 2733 26 3230 40
1240 118 15132 103 1715RT/C 68 1738G 70 1772BM 63 19127 101 2734 26 3230A 40
1245 119 15135 103 1715RT/C/AF 68 1738GM 70 1772C/AF 63 19127B 101 2738 26 3231 41
1250 118 15142 102 1715RT/G 68 1738R 70 1772G/AF 63 1920 120 2753BL 26 3234 40
1260 118 15145 102 1715RT/G/AF 68 1738SM 70 1772SM 63 1921 120 2800ML 29 3240 40
1260HIVIZ 117 1520 121 1715RT/OR 68 1738TM 70 1772T 63 1922 120 2800W 29 3250A 40
1278 119 15300 103 1715RT/SM 68 1739BM 66 1775C10 74 1923 120 2806W 29 3254A 40
1320 119 15301 103 1715RT/T 68 1739C 66 1775C15 74 19300 101 2810ML 29 3255 44
1328 120 1531 121 1715RTN/A 69 1739G 66 1775C20 74 19301 101 2810W 29 3257 44
1330 119 15349 103 1715RTN/C 69 1739LB 66 1775C25 74 19311 101 2814 22 3258 44
1338B 120 15351 103 1715RTN/C/AF 69 1739T 66 1775C30 74 2000W 30 2814KVP 15/123 3259 59
1338BD 120 15420 103 1715RTN/G 69 1748BM 71 1775G10 74 2008W 30 2814KVT 15/123 3260 40
1338W 120 15440 103 1715RTN/G/AF 69 1748C 71 1775G15 74 2010ML 30 2818 22 3260Q 40
1338WD 120 15440W 103 1715RTN/SM 69 1748G 71 1775G20 74 2010W 30 2818B 123 3260Q/G 40
1348P1 120 1550 121 1715SM 68 1748GM 71 1775G25 74 2011W 31 2818BV 123 3260SP 40
1348P2 120 15500 103/123 1715T 68 1748SM 71 1775G30 74 2012W 31 2818C 123 3260SP/G 40
1348PN 120 15500B 103/123 1716A 71 1748TM 71 1780C 75 2015W 31 2818DM 123 3260SQ 40
1350 117 1551 121 1716BM 71 1749BM 66 1780C/AF 75 2016W 30 2818KVP 15/123 3260SQ/G 40
1370 117 1552 121 1716BR 71 1749C 66 1785A 74 2017W 31 2818KVT 15/123 3261 41
1374 117 15803 103/122 1716C 71 1749G 66 1785C 74 2018W 30 2818TY 58/123 3261SQ 41
1400B 125 15803/5 103/122 1716C/AF 71 1749T 66 1785G 74 2022W 30 2818W 123 3264 40
1400HO 125 15803B 103/122 1716G 71 17500 97/123 1790C 75 2026W 31 2818WV 123 3264Q 40
1400R 125 15803R 103/122 1716G/AF 71 1750A 73 1790C/AF 75 2131 26 2820 23 3264SP 40
1400W 125 15819B 103/122 1716IB 71 1750C 73 17BAG 75 2131OB 26 2824 22 3264SQ 40
1400Y 125 15819W 103/122 1716SM 71 1750G 73 17CORD1 75 2132 26 2824KVP 15/123 3265 44
1404P/B 124 15821B 103/122 1716T 71 1755A 69 17CORD2 75 2133 26 2824KVT 15/123 3267 44
1404P/HG 124 15821G 103/122 1717A 67 1755BM 69 17CORD3 75 2134 26 2830HR 29 3268 44
1404P/HO 124 15821R 103/122 1717BM 67 1755C 69 17CORD4 75 2231 26 2844 22 3269 44
1404P/R 124 15821W 103/122 1717BRM 67 1755C/AF 69 17CORD5 75 2232 26 2845 120 3270 40
1404P/W 124 15821W/10 103/122 1717BZ 67 1755G 69 17CS08 75 2233 26 2846 120 3270Q 41
1404P/Y 124 15821Y 103/122 1717C 67 1755G/AF 69 17CS16 75 2234 26 2846B 120 3270SP 41
1404R/B 124 15824B 103/122 1717C/AF 67 1755SM 69 17CTD 75 2238 26 2846HR 29 3274 40
1404R/HG 124 15824G 103/122 1717G 67 1755T 69 17DIS12 75 2300 27 2848 22 3274Q 40
1404R/HO 124 15824R 103/122 1717G/AF 67 1758A 70 17DIS36 75 2303 27 2860 23 3274SP 40


