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Setting Standards.
Exceeding Expectations.

Setting Standards.
Exceeding Expectations.

Part Number DemaND FLOW DIaL-a-FLOW 70 & 70/SS-* 70-FmV 71-* 70-trIGGer 76-Q70-* 76-Q71-* CV-2 Part Number
VaLVe INLet C-10 or CGA 600 C-10 C-10 C-10 or CGA 600 CGA 600 C-10 or CGA 600 C-10 CGA 600 CGA 600 VaLVe INLet

FItS CyLINDer
17L, 34L, 

34LS, 58L, 74L, 
103L, 116L

34L, 58L, 74L, 
103L, 116L

34L, 58L, 74L, 
103L, 116L 

17L, 34L, 
34LS, 58L, 74L, 

103L, 116L
17L, 34LS

17L, 34L, 
34LS, 58L, 74L, 

103L, 116L

34L, 58L, 74L, 
103L, 116L 17L, 34LS 17L, 34LS FItS CyLINDer

FLOW rate
InStrument 
PumP DrAwS 

neeDeD 
FLow rAte

0.3 – 3 LPm 
SeLeCtAbLe

0.1 – 6 LPm  
FIxeD

FLow 
mAtChInG

0.1 – 6 LPm 
FIxeD

0.1 – 6 LPm  
FIxeD

0.1 – 6 LPm 
FIxeD

0.1 – 6 LPm  
FIxeD n/A FLOW rate

GauGe PSI 1000 PSI 1200 PSI 1200 PSI 1200 PSI 600 PSI 1200 PSI n/A n/A n/A GauGe PSI

materIaL brASS, nICkeL 
PLAteD

brASS, nICkeL 
PLAteD

brASS, nICkeL 
PLAteD or 

StAInLeSS SteeL
brASS brASS, nICkeL 

PLAteD
brASS, nICkeL 

PLAteD

ALumInum 
or brASS, 

nICkeL PLAteD

ALumInum 
or brASS, 

nICkeL PLAteD
brASS materIaL

Part Number 116eS

PreSSure 1000 PSI 

GaS tyPe reACtIve/non-reACtIve

DImeNSIONS 14.3" x 3.5"

Water 
CaPaCIty 1.7 LIterS

materIaL ALumInum ALLoy 

WeIGht 2 lbs. 2 oz.

VaLVe INLet 5/8" – 18 unF 
(C-10)

reGuLatOr
DemAnD-FLow  

DIAL-A-FLow  
70-SerIeS 

70-SS

CONteNtS 116 LIterS
(4 Cu Ft)

eCOSmart™ 
reFILLabLe  
CyLINDer

Refill vs. Landfill

ecosmart is a 

116-liter refillable 

portable cylinder 

that delivers 100% 

more calibration gas 

than the disposable 

58-liter cylinders. 

The ecosmart holds 

pure and mixed gases 

and fits comfortably 

into a standard 

carrying case. 

We use the highest quality cylinders in the industry,  
which meet and exceed all  
criteria of its customers  
and appropriate  
regulatory  
authorities.

Part Number 10L 17L 34LS 34L 58L 74L 103L 116L 221L 552L

PreSSure 160 PSI 240 PSI 500 PSI 500 PSI 500 PSI 500 PSI 1000 PSI 1000 PSI 250 PSI 2200 PSI 

GaS tyPe moSt reACtIve & 
ALL non-reACtIve non-reACtIve non-reACtIve ALL reACtIve 

mIxtureS
ALL reACtIve 

mIxtureS
ALL reACtIve 

mIxtureS non-reACtIve ALL reACtIve 
mIxtureS non-reACtIve non-reACtIve

DImeNSIONS 9.4" x 2.9" 10.75" x 2.9" 10.75" x 2.9" 10.64" x 3.125" 14.25" x 3.5" 14.25" x 4.25" 13.6" x 3.3" 14.25" x 3.53" 16.25" x 9" 20.75" x 4.5"
Water 

CaPaCIty 0.97 LIterS 1.0 LIterS 0.9 LIterS 0.9 LIterS 1.72 LIterS 2.2 LIterS 1.52 LIterS 1.72 LIterS 12 LIterS 3.69 LIterS

materIaL ALumInum  
ALLoy SteeL SteeL ALumInum 

ALLoy 
ALumInum 

ALLoy 
ALumInum 

ALLoy  SteeL ALumInum  
ALLoy SteeL SteeL

WeIGht 5 oz. 1 lb. 1 lb. 8 oz. 1 lb. 14.9 oz. 1 lb. 12 oz. 2 lbs. 5 oz. 3 lbs. 2 lbs. 2 oz. 6.3 lbs. 11 lbs.

VaLVe INLet n/A CGA 600 CGA 600 5/8" – 18 unF 
(C-10)

5/8" – 18 unF 
(C-10)

5/8" – 18 unF  
(C-10)

5/8" – 18 unF 
(C-10)

5/8" – 18 unF 
(C-10) CGA 165 Gas Specific 

reGuLatOr trIGGer 
AeroSoL

DemAnD FLow 
71-SerIeS 

72-mFv/17 
Cv-2

DemAnD FLow 
71-SerIeS 

72-mFv/17 
Cv-2

DemAnD FLow 
70-SerIeS 

DIAL-A-FLow 
70-Fmv 

70-SS-SerIeS

DemAnD FLow 
DIAL-A-FLow 

70-SerIeS 
70-Fmv 

70-SS-SerIeS

DemAnD FLow 
DIAL-A-FLow 

70-SerIeS 
70-Fmv 

70-SS-SerIeS

DemAnD FLow 
DIAL-A-FLow 

70-SerIeS 
70-Fmv

DemAnD FLow 
DIAL-A-FLow 

70-SerIeS 
70-Fmv

70-SerIeS  
w/ADAPter n/A

CONteNtS 10 LIterS
(0.35 Cu Ft)

17 LIterS
(0.6 Cu Ft)

34 LIterS
(1.2 Cu Ft) 

34 LIterS
(1.2 Cu Ft) 

58 LIterS
(2.0 Cu Ft)

74 LIterS
(2.6 Cu Ft)

103 LIterS
(3.6 Cu Ft)

116 LIterS
(4 Cu Ft)

221 LIterS
(8.0 Cu Ft)

552 LIterS
(19.4 Cu Ft)

For ordering 
information see page 7

For ordering 
information see page 7
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*Suffix delineates the desired flow rate
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Exceeding Expectations.

Part Number DemaND FLOW DIaL-a-FLOW 70 & 70/SS-* 70-FmV 71-* 70-trIGGer 76-Q70-* 76-Q71-* CV-2 Part Number
VaLVe INLet C-10 or CGA 600 C-10 C-10 C-10 or CGA 600 CGA 600 C-10 or CGA 600 C-10 CGA 600 CGA 600 VaLVe INLet

FItS CyLINDer
17L, 34L, 

34LS, 58L, 74L, 
103L, 116L

34L, 58L, 74L, 
103L, 116L

34L, 58L, 74L, 
103L, 116L 

17L, 34L, 
34LS, 58L, 74L, 

103L, 116L
17L, 34LS

17L, 34L, 
34LS, 58L, 74L, 

103L, 116L

34L, 58L, 74L, 
103L, 116L 17L, 34LS 17L, 34LS FItS CyLINDer

FLOW rate
InStrument 
PumP DrAwS 

neeDeD 
FLow rAte

0.3 – 3 LPm 
SeLeCtAbLe

0.1 – 6 LPm  
FIxeD

FLow 
mAtChInG

0.1 – 6 LPm 
FIxeD

0.1 – 6 LPm  
FIxeD

0.1 – 6 LPm 
FIxeD

0.1 – 6 LPm  
FIxeD n/A FLOW rate

GauGe PSI 1000 PSI 1200 PSI 1200 PSI 1200 PSI 600 PSI 1200 PSI n/A n/A n/A GauGe PSI

materIaL brASS, nICkeL 
PLAteD

brASS, nICkeL 
PLAteD

brASS, nICkeL 
PLAteD or 

StAInLeSS SteeL
brASS brASS, nICkeL 

PLAteD
brASS, nICkeL 

PLAteD

ALumInum 
or brASS, 

nICkeL PLAteD

ALumInum 
or brASS, 

nICkeL PLAteD
brASS materIaL

Part Number 116eS

PreSSure 1000 PSI 

GaS tyPe reACtIve/non-reACtIve

DImeNSIONS 14.3" x 3.5"

Water 
CaPaCIty 1.7 LIterS

materIaL ALumInum ALLoy 

WeIGht 2 lbs. 2 oz.

VaLVe INLet 5/8" – 18 unF 
(C-10)

reGuLatOr
DemAnD-FLow  

DIAL-A-FLow  
70-SerIeS 

70-SS

CONteNtS 116 LIterS
(4 Cu Ft)

eCOSmart™ 
reFILLabLe  
CyLINDer

Refill vs. Landfill

ecosmart is a 

116-liter refillable 

portable cylinder 

that delivers 100% 

more calibration gas 

than the disposable 

58-liter cylinders. 

The ecosmart holds 

pure and mixed gases 

and fits comfortably 

into a standard 

carrying case. 

We use the highest quality cylinders in the industry,  
which meet and exceed all  
criteria of its customers  
and appropriate  
regulatory  
authorities.

Part Number 10L 17L 34LS 34L 58L 74L 103L 116L 221L 552L

PreSSure 160 PSI 240 PSI 500 PSI 500 PSI 500 PSI 500 PSI 1000 PSI 1000 PSI 250 PSI 2200 PSI 

GaS tyPe moSt reACtIve & 
ALL non-reACtIve non-reACtIve non-reACtIve ALL reACtIve 

mIxtureS
ALL reACtIve 

mIxtureS
ALL reACtIve 

mIxtureS non-reACtIve ALL reACtIve 
mIxtureS non-reACtIve non-reACtIve

DImeNSIONS 9.4" x 2.9" 10.75" x 2.9" 10.75" x 2.9" 10.64" x 3.125" 14.25" x 3.5" 14.25" x 4.25" 13.6" x 3.3" 14.25" x 3.53" 16.25" x 9" 20.75" x 4.5"
Water 

CaPaCIty 0.97 LIterS 1.0 LIterS 0.9 LIterS 0.9 LIterS 1.72 LIterS 2.2 LIterS 1.52 LIterS 1.72 LIterS 12 LIterS 3.69 LIterS

materIaL ALumInum  
ALLoy SteeL SteeL ALumInum 

ALLoy 
ALumInum 

ALLoy 
ALumInum 

ALLoy  SteeL ALumInum  
ALLoy SteeL SteeL

WeIGht 5 oz. 1 lb. 1 lb. 8 oz. 1 lb. 14.9 oz. 1 lb. 12 oz. 2 lbs. 5 oz. 3 lbs. 2 lbs. 2 oz. 6.3 lbs. 11 lbs.

VaLVe INLet n/A CGA 600 CGA 600 5/8" – 18 unF 
(C-10)

5/8" – 18 unF 
(C-10)

5/8" – 18 unF  
(C-10)

5/8" – 18 unF 
(C-10)

5/8" – 18 unF 
(C-10) CGA 165 Gas Specific 

reGuLatOr trIGGer 
AeroSoL

DemAnD FLow 
71-SerIeS 

72-mFv/17 
Cv-2

DemAnD FLow 
71-SerIeS 

72-mFv/17 
Cv-2

DemAnD FLow 
70-SerIeS 

DIAL-A-FLow 
70-Fmv 

70-SS-SerIeS

DemAnD FLow 
DIAL-A-FLow 

70-SerIeS 
70-Fmv 

70-SS-SerIeS

DemAnD FLow 
DIAL-A-FLow 

70-SerIeS 
70-Fmv 

70-SS-SerIeS

DemAnD FLow 
DIAL-A-FLow 

70-SerIeS 
70-Fmv

DemAnD FLow 
DIAL-A-FLow 

70-SerIeS 
70-Fmv

70-SerIeS  
w/ADAPter n/A

CONteNtS 10 LIterS
(0.35 Cu Ft)

17 LIterS
(0.6 Cu Ft)

34 LIterS
(1.2 Cu Ft) 

34 LIterS
(1.2 Cu Ft) 

58 LIterS
(2.0 Cu Ft)

74 LIterS
(2.6 Cu Ft)

103 LIterS
(3.6 Cu Ft)

116 LIterS
(4 Cu Ft)

221 LIterS
(8.0 Cu Ft)

552 LIterS
(19.4 Cu Ft)

For ordering 
information see page 7

For ordering 
information see page 7
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*Suffix delineates the desired flow rate
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Exceeding Expectations.

Gd-hPcc-3

58l -411

cc-17/34 cc-58-al

These Carrying Cases are ideal for safely storing and transporting Gas Cylinders 

and regulators. They are available in a soft canvas bag or a molded hard 

plastic case and are capable of holding 17, 34, 58, 103 and 116 Liter cylinders.

Ecosmart Refillable Cylinder - GASCO is the leader 

in developing and launching refillable cylinder products. 

Call for instructions on this dynamic program!

rEtUrn rEFIll prograM

CarrYIng CaSES

HoW to orDEr gaSES

The part number prefix is 

determined by the cylinder 

size (10L, 17L, 58L, etc.) 

The part number suffix for 

each gas is determined by 

the gas mixture of interest 

and the gas concentration.

58l-411

examPle

+
Select the Cylinder. (pg 4-5)1

Select the Gas. (pg 6)2

Add the Gas Part Number 
to the Cylinder Part Number.

3

CO = 100 PPM
C5H12 = 25% LEL
H2S = 25 PPM
O2 = 19%
Nitrogen Balance

We recommend recycling disposable cylinders. We will do this for  

any customer that wishes to return empty cylinders to us. Call for instructions.
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