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 Wheel Specifications  Caster Specifications                             Part Number 

 Santoprene 72 Delrin 200 1.8 1.3 05-SPD-3-SS 06-SPD-3-SS
 (Polyolefin Core)
 Polyurethane 80 Delrin 250 1.8 1.3 05-PPD-3-SS 06-PPD-3-SS
 (Polyolefin Core)
 Polyolefin (Wt) 81 Plain 270 1.4 1.1 05-PWP-3-SS 06-PWP-3-SS
 Solid Urethane 77 Plain 270 1.4 1.1 05-KTP-3-SS 06-KTP-3-SS

 Santoprene 72 Delrin 200 1.8 1.4 05-SPD-35-SS 06-SPD-35-SS
 (Polyolefin Core)
 Polyurethane 80 Delrin 250 1.8 1.4 05-PPD-35-SS 06-PPD-35-SS
 (Polyolefin Core)
 Polyolefin (Wt) 81 Plain 270 1.6 1.2 05-PWP-35-SS 06-PWP-35-SS

 Santoprene 72 Delrin 200 2.1 1.7 05-SPD-4-SS 06-SPD-4-SS
 (Polyolefin Core)
 Polyurethane 80 Delrin 250 2.1 2.1 05-PPD-4-SS 06-PPD-4-SS
 (Polyolefin Core)
 Polyolefin (Wt) 81 Plain 275 1.9 1.5 05-PWP-4-SS 06-PWP-4-SS
 Solid Urethane 77 Plain 275 2.2 1.8 05-KTP-4-SS 06-KTP-4-SS

 Santoprene 72 Delrin 225 2.9 2.5 05-SPD-5-SS 06-SPD-5-SS
 (Polyolefin Core)
 Polyurethane 80 Delrin 275 2.9 2.5 05-PPD-5-SS 06-PPD-5-SS
 (Polyolefin Core)
 Polyolefin (Wt) 81 Plain 275 2.5 2.1 05-PWP-5-SS 06-PWP-5-SS
 Solid Urethane 77 Plain 300 2.9 2.5 05-KTP-5-SS 06-KTP-5-SS
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SerieS 05/06
MeDiUM DUTY
STainleSS 

Standard Features
• All Stainless Steel Construction

• Load Bearings - Two full  
 independent rows of stainless   
 ball bearings

• Sealed Swivel Assembly

• Non Magnetic

• USDA/FDA Approved

Capacities to 300 lbs.

Optional Features
• Wheel Brake - (Suffix-WB)

AppLiCAtiONS:  
Food service, pharmaceutical 
and medical environments.
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SerieS 1
MeDiUM HeaVY 
DUTY STainleSS
Capacities to 1000 lbs.

 Wheel Specifications  Caster Specifications                             Part Number 

 Santoprene 72 Delrin 400 5.0 4.5 S142D-SP-SS R142D-SP-SS
 (Polyolefin Core)
 Polyurethane 80 Delrin 700 6.0 5.5 S142D-PP-SS R142D-PP-SS
 (Polyolefin Core)
 Polyolefin (Wt) 81 Delrin 450 5.5 5.0 S142D-PW-SS R142D-PW-SS
 Solid Urethane 77 Delrin 700 6.5 6.0 S142D-KT-SS R142D-KT-SS
 
 Santoprene 72 Delrin 450 6.5 6.0 S152D-SP-SS R152D-SP-SS
 (Polyolefin Core)
 Polyurethane 80 Delrin 750 6.5 6.0 S152D-PP-SS R152D-PP-SS
 (Polyolefin Core)
 Polyolefin (Wt) 81 Delrin 600 6.0 5.5 S152D-PW-SS R152D-PW-SS
 Solid Urethane 77 Delrin 900 7.0 6.5 S152D-KT-SS R152D-KT-SS
 
 Santoprene 72 Delrin 550 7.0 6.0 S162D-SP-SS R162D-SP-SS
 (Polyolefin Core)
 Polyurethane 80 Delrin 900 7.0 6.0 S162D-PP-SS R162D-PP-SS
 (Polyolefin Core)
 Polyolefin (Wt) 81 Delrin 650 6.5 5.5 S162D-PW-SS R162D-PW-SS
 Solid Urethane 77 Delrin 900 7.5 6.5 S162D-KT-SS R162D-KT-SS
 
 Santoprene 72 Delrin 700 7.5 6.5 S182D-SP-SS R182D-SP-SS
 (Polyolefin Core)
 Polyurethane 80 Delrin 900 7.5 6.5 S182D-PP-SS R182D-PP-SS
 (Polyolefin Core)
 Polyolefin (Wt) 81 Delrin 700 6.5 5.5 S182D-PW-SS R182D-PW-SS
 Solid Urethane 77 Delrin 1000 8.5 7.5 S182D-KT-SS R182D-KT-SS
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Standard Features
• All Stainless Steel 
Construction

• Sealed Swivel Assembly

• Load Bearing - Two full  
 independent rows of stainless steel  
 ball bearings

• USDA/FDA Approved

• Non Magnetic Optional Features
• Wheel Brakes  (Suffix-WB) 

• Optional top plates Available.

• All Stainless Steel Wheel

• Swivel Lock  (Suffix-SL)

Series PN Pneumatic Casters - Standard and Heavy Duty
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Cut-Away
Med Hvy Dty Stan - Series 1

Side View
Medium Heavy Duty Stainless - Series 1
High Temperature Resistant - Series 1
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Standard top plate

AppLiCAtiONS:  
Food service, pharmaceutical 
and medical environments.
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