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LIGHT SOURCE

BATTERIES

LENGTH

COLORS

APPROVALS

ANSI STANDARDS
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LENGTH
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APPROVALS

ANSI STANDARDS
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LIGHT SOURCE

BATTERIES

LENGTH

COLORS

APPROVALS

ANSI STANDARDS

NEMO™ 1900

Xenon

2 AAA Alkaline (Included)

4.09”  (10.4 cm) 

n n n
N/A

11
1h 30min

45m

571cd 100m

LIGHT 
OUTPUT

RUNTIME BEAM 
DISTANCE

PEAK BEAM 
INTENSITY

WATERPROOF & 
SUBMERSIBLE

NEMO™ 1960 LED

LED

2 AAA Alkaline (Included)

5.48” (13.9cm)

n n n
N/A

24
3h

51m

657cd 100m

LIGHT 
OUTPUT

RUNTIME BEAM 
DISTANCE

PEAK BEAM 
INTENSITY

WATERPROOF & 
SUBMERSIBLE

NEMO™ 2000

Xenon

3 C Alkaline (Not included)

7.79” (19.8cm)

n n n
N/A

53
5h

158m

6234cd 100m

LIGHT 
OUTPUT

RUNTIME BEAM 
DISTANCE

PEAK BEAM 
INTENSITY

WATERPROOF & 
SUBMERSIBLE

NEMO™ 2010 LED

LED

3 C Alkaline (Not included)

8.11” (20.6cm)

n n n
N/A

109
32h

144m

5189cd 100m

LIGHT 
OUTPUT

RUNTIME BEAM 
DISTANCE

PEAK BEAM 
INTENSITY

WATERPROOF & 
SUBMERSIBLE

NEMO™ 4300   
n  RUN TIME: 6 hrs. 

n  LIghT OUTpUT: 175 LUMENS

n  SUBMERSIBLE: 100m

NEMO DIVE
SERIES
SCUBA
Discover new underwater worlds with the help of our  
extensive selection of dive lights. Whether in search of  
a pocket model, such as the lightweight 1960N that fits  
in your BC pocket, or a primary light with long burn time 
such as the NemoTM 4300, there is a member of the  
PelicanTM NemoTM family to suit your diving needs.

NEMO™ 2400

Xenon

4 AA Alkaline (Included)

6.49” (16.5cm)

n n n
N/A

45
3h 45min

125m

3934cd 100m

LIGHT 
OUTPUT

RUNTIME BEAM 
DISTANCE

PEAK BEAM 
INTENSITY

WATERPROOF & 
SUBMERSIBLE

NEMO™ 2410 LED

LED

4 AA Alkaline (Included)

7” (17.8cm)

n n n
N/A

126
7h 30min

161m

6500cd 100m

LIGHT 
OUTPUT

RUNTIME BEAM 
DISTANCE

PEAK BEAM 
INTENSITY

WATERPROOF & 
SUBMERSIBLE

NEMO™ 4300

Xenon

8 C Alkaline (Not included)

7.5” (19cm)

n n n
N/A

175
6h

143m

5222cd 100m

LIGHT 
OUTPUT

RUNTIME BEAM 
DISTANCE

PEAK BEAM 
INTENSITY

WATERPROOF & 
SUBMERSIBLE


