
Polystyrene .050 (Rigid Plastic) 
.050 thick polystyrene material is ideal for long lasting 
indoor or outdoor use. Signs are standard with radius 
corners and pre-drilled corner mounting holes. 

Polyethylene .060 (Stencils) 
Stencils are constructed from a water-resistant, 
lightweight durable plastic. Custom marking stencils 
can improve plant and warehouse safety, pedestrian 
and traffic flow. Just lay stencil on floor or pavement 
to paint. Simply re-paint or spray if graphics are worn 
or washed-out. These .060 Polyethelene stencils are 
long lasting. 

Pressure Sensitive Vinyl 
.004 material has pressure sensitive backing and 
is flexible, which allows for mounting on smooth, 
curved or irregular surfaces. The material is long- 
lasting for indoor and outdoor labeling. 

Pressure Sensitive Reflective Vinyl 
Reflective vinyl material is flexible, glass beaded 
lens, retroreflective sheeting. This material is highly 
resistant against extreme weather conditions, 
including intense heat and cold. 

Tyvek Tags 
Tyvek is tear-proof and lightweight. Perfect for 
industrial tag applications. 

Unrippable Vinyl 
Industrial strength, chemical-resistant unrippable 
material, ideal for industrial tag applications. 
Available with grommets for assured longevity. 

Refer to these sections 
for the corresponding 
material. 
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View in the Bilingual Section, pages 294 to 305. %View in the E-Z Read Section, pages 185 to 188. 


