
HARNESS ACCESSORIES

1150914
TOOL LANYARD, SINGLE
CARABINER WITH CHOKER 
Extends from 42” to 50” and prevents 
tools from falling. Holds up to 15 lb.
(6.8 kg) tool capacity.
Simply choke off to
any harness or belt.
(Tool not included.)

1150915
DOUBLE CARABINER
15 lb. (6.8 kg) capacity

1150916
DOUBLE CARABINER
30 lb. (13.6 kg) capacity

1150917
TWIN-LEG
TRIPLE CARABINER
30 lb. (13.6 kg) capacity

9505712
FLAME RESISTANT SUSPENSION
TRAUMA SAFETY STRAPS
One pair, connects to most harnesses. 

9504066  
11-POCKET CONSTRUCTION POUCH

9504072 
15-POCKET CONSTRUCTION POUCH

1150174
HARNESS HYDRATION SYSTEM
50 oz. capacity, compatible with all 
DBI-SALA® harnesses.

1150037
DORSAL WEB COVER
Helps protect dorsal webbing 
on harness while climbing or 
descending a ladder such as 
in wind turbine towers.

9501264
DBI-SALA® CELL PHONE HOLDER

9504374
Attachment Breakaway 
Lanyard Keeper
Plastic ring with velcro  
used to “park” lanyard  
when not in use. 

9511597
HARNESS AND LANYARD BAG
DBI-SALA® bag 7-1/2" wide x 6-1/2" 
deep x 15-1/2" long, holds a harness 
and lanyard or 50 ft. of 5/8" rope.

1231117
D-RING EXTENSION
D-ring at one end, snap 
hook at other x 18" (46 cm).

9505504 SM, MED 
9505515 LG, XL, XXL
LUMBAR WEAR PADS
Removable lumbar wear pad for 
ExoFit NEX™ wind energy 
harness belt.

9500468
OFF-SHORE LIFEJACKET
Off-shore orange life vest, back opening for harness, safety
whistle, 62 sq. inches of Solas grade reflective tape, foam-
filled head support collar with two vertical adjustable straps, 
hinged back panel for comfort, universal size. Cat. No: 1600 
type 1-US Coast Guard Approved.

TOOL LANYARDS: Tether tools to prevent injury, damage and lost productivity from dropped items.

9502006
FOAM SHOULDER PAD
Sold one each, two required 
per harness.

9501207
DELTA™ COMFORT PAD
Attaches to most harnesses to 
provide wrap-around comfort.

9505494 
PERSONAL RADIO SLEEVE
Carrying holster for personal  
radio or Lad-Saf™ sleeve.

SUSPENSION TRAUMA SAFETY STRAPS
They are deployed when needed, hook together in seconds 
and let a suspended worker stand up in harness, relieving 
downward pressure. The continuous loop design allows for
one- or two-foot suspension. You can quickly attach them 
to most harness brands right in the field. The compact, 
lightweight design stays out of your way.

9501403
SUSPENSION TRAUMA 
SAFETY STRAPS
One pair, connects to most harnesses. 
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