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Setting Standards.
Exceeding Expectations.

Setting Standards.
Exceeding Expectations.

Part Number DEMAND FLOW DIAL-A-FLOW 70 & 70/SS-* 70-FMV 71-* 70-TRIGGER 76-Q70-* 76-Q71-* CV-2 Part Number
Valve Inlet C-10 or CGA 600 C-10 C-10 C-10 or CGA 600 CGA 600 C-10 or CGA 600 C-10 CGA 600 CGA 600 Valve Inlet

Fits Cylinder
17L, 34L, 

34LS, 58L, 74L, 
103L, 116L

34L, 58L, 74L, 
103L, 116L

34L, 58L, 74L, 
103L, 116L 

17L, 34L, 
34LS, 58L, 74L, 

103L, 116L
17L, 34LS

17L, 34L, 
34LS, 58L, 74L, 

103L, 116L

34L, 58L, 74L, 
103L, 116L 17L, 34LS 17L, 34LS Fits Cylinder

Flow Rate
Instrument 
Pump Draws 

Needed 
Flow Rate

0.3 – 3 LPM 
Selectable

0.1 – 6 LPM  
Fixed

Flow 
Matching

0.1 – 6 LPM 
Fixed

0.1 – 6 LPM  
Fixed

0.1 – 6 LPM 
Fixed

0.1 – 6 LPM  
Fixed N/A Flow Rate

Gauge PSI 1000 PSI 1200 PSI 1200 PSI 1200 PSI 600 PSI 1200 PSI N/A N/A N/A Gauge PSI

Material Brass, Nickel 
Plated

Brass, Nickel 
Plated

Brass, Nickel 
Plated or 

Stainless Steel
Brass Brass, Nickel 

Plated
Brass, Nickel 

Plated

Aluminum 
or Brass, 

Nickel Plated

Aluminum 
or Brass, 

Nickel Plated
Brass Material

Part Number 116ES

Pressure 1000 PSI 

Gas Type Reactive/Non-Reactive

Dimensions 14.3" x 3.5"

Water 
Capacity 1.7 Liters

Material Aluminum Alloy 

Weight 2 lbs. 2 oz.

Valve Inlet 5/8" – 18 UNF 
(C-10)

Regulator
DEMAND-FLOW  

DIAL-A-FLOW  
70-SERIES 

70-SS

Contents 116 Liters
(4 Cu Ft)

ecosmart™ 
refillable  
cylinder

Refill vs. Landfill

ecosmart is a 

116-liter refillable 

portable cylinder 

that delivers 100% 

more calibration gas 

than the disposable 

58-liter cylinders. 

The ecosmart holds 

pure and mixed gases 

and fits comfortably 

into a standard 

carrying case. 

We use the highest quality cylinders in the industry,  
which meet and exceed all  
criteria of its customers  
and appropriate  
regulatory  
authorities.

Part Number 10L 17L 34LS 34L 58L 74L 103L 116L 221L 552L

Pressure 160 PSI 240 PSI 500 PSI 500 PSI 500 PSI 500 PSI 1000 PSI 1000 PSI 250 PSI 2200 PSI 

Gas Type Most Reactive & 
All Non-Reactive Non-Reactive Non-Reactive All Reactive 

Mixtures
All Reactive 

Mixtures
All Reactive 

Mixtures Non-Reactive All Reactive 
Mixtures Non-Reactive Non-Reactive

Dimensions 9.4" x 2.9" 10.75" x 2.9" 10.75" x 2.9" 10.64" x 3.125" 14.25" x 3.5" 14.25" x 4.25" 13.6" x 3.3" 14.25" x 3.53" 16.25" x 9" 20.75" x 4.5"
Water 

Capacity 0.97 Liters 1.0 Liters 0.9 Liters 0.9 Liters 1.72 Liters 2.2 Liters 1.52 Liters 1.72 Liters 12 Liters 3.69 Liters

Material Aluminum  
Alloy Steel Steel Aluminum 

Alloy 
Aluminum 

Alloy 
Aluminum 

Alloy  Steel Aluminum  
Alloy Steel Steel

Weight 5 oz. 1 lb. 1 lb. 8 oz. 1 lb. 14.9 oz. 1 lb. 12 oz. 2 lbs. 5 oz. 3 lbs. 2 lbs. 2 oz. 6.3 lbs. 11 lbs.

Valve Inlet N/A CGA 600 CGA 600 5/8" – 18 UNF 
(C-10)

5/8" – 18 UNF 
(C-10)

5/8" – 18 UNF  
(C-10)

5/8" – 18 UNF 
(C-10)

5/8" – 18 UNF 
(C-10) CGA 165 Gas Specific 

Regulator Trigger 
Aerosol

DEMAND FLOW 
71-SERIES 

72-MFV/17 
CV-2

DEMAND FLOW 
71-SERIES 

72-MFV/17 
CV-2

DEMAND FLOW 
70-SERIES 

DIAL-A-FLOW 
70-FMV 

70-SS-SERIES

DEMAND FLOW 
DIAL-A-FLOW 

70-SERIES 
70-FMV 

70-SS-SERIES

DEMAND FLOW 
DIAL-A-FLOW 

70-SERIES 
70-FMV 

70-SS-SERIES

DEMAND FLOW 
DIAL-A-FLOW 

70-SERIES 
70-FMV

DEMAND FLOW 
DIAL-A-FLOW 

70-SERIES 
70-FMV

70-SERIES  
w/Adapter N/A

Contents 10 Liters
(0.35 Cu Ft)

17 Liters
(0.6 Cu Ft)

34 Liters
(1.2 Cu Ft) 

34 Liters
(1.2 Cu Ft) 

58 Liters
(2.0 Cu Ft)

74 Liters
(2.6 Cu Ft)

103 Liters
(3.6 Cu Ft)

116 Liters
(4 Cu Ft)

221 Liters
(8.0 Cu Ft)

552 Liters
(19.4 Cu Ft)

For ordering 
information see page 7

For ordering 
information see page 7
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*Suffix delineates the desired flow rate
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Setting Standards.
Exceeding Expectations.

Part Number DEMAND FLOW DIAL-A-FLOW 70 & 70/SS-* 70-FMV 71-* 70-TRIGGER 76-Q70-* 76-Q71-* CV-2 Part Number
Valve Inlet C-10 or CGA 600 C-10 C-10 C-10 or CGA 600 CGA 600 C-10 or CGA 600 C-10 CGA 600 CGA 600 Valve Inlet

Fits Cylinder
17L, 34L, 

34LS, 58L, 74L, 
103L, 116L

34L, 58L, 74L, 
103L, 116L

34L, 58L, 74L, 
103L, 116L 

17L, 34L, 
34LS, 58L, 74L, 

103L, 116L
17L, 34LS

17L, 34L, 
34LS, 58L, 74L, 

103L, 116L

34L, 58L, 74L, 
103L, 116L 17L, 34LS 17L, 34LS Fits Cylinder

Flow Rate
Instrument 
Pump Draws 

Needed 
Flow Rate

0.3 – 3 LPM 
Selectable

0.1 – 6 LPM  
Fixed

Flow 
Matching

0.1 – 6 LPM 
Fixed

0.1 – 6 LPM  
Fixed

0.1 – 6 LPM 
Fixed

0.1 – 6 LPM  
Fixed N/A Flow Rate

Gauge PSI 1000 PSI 1200 PSI 1200 PSI 1200 PSI 600 PSI 1200 PSI N/A N/A N/A Gauge PSI

Material Brass, Nickel 
Plated

Brass, Nickel 
Plated

Brass, Nickel 
Plated or 

Stainless Steel
Brass Brass, Nickel 

Plated
Brass, Nickel 

Plated

Aluminum 
or Brass, 

Nickel Plated

Aluminum 
or Brass, 

Nickel Plated
Brass Material

Part Number 116ES

Pressure 1000 PSI 

Gas Type Reactive/Non-Reactive

Dimensions 14.3" x 3.5"

Water 
Capacity 1.7 Liters

Material Aluminum Alloy 

Weight 2 lbs. 2 oz.

Valve Inlet 5/8" – 18 UNF 
(C-10)

Regulator
DEMAND-FLOW  

DIAL-A-FLOW  
70-SERIES 

70-SS

Contents 116 Liters
(4 Cu Ft)

ecosmart™ 
refillable  
cylinder

Refill vs. Landfill

ecosmart is a 

116-liter refillable 

portable cylinder 

that delivers 100% 

more calibration gas 

than the disposable 

58-liter cylinders. 

The ecosmart holds 

pure and mixed gases 

and fits comfortably 

into a standard 

carrying case. 

We use the highest quality cylinders in the industry,  
which meet and exceed all  
criteria of its customers  
and appropriate  
regulatory  
authorities.

Part Number 10L 17L 34LS 34L 58L 74L 103L 116L 221L 552L

Pressure 160 PSI 240 PSI 500 PSI 500 PSI 500 PSI 500 PSI 1000 PSI 1000 PSI 250 PSI 2200 PSI 

Gas Type Most Reactive & 
All Non-Reactive Non-Reactive Non-Reactive All Reactive 

Mixtures
All Reactive 

Mixtures
All Reactive 

Mixtures Non-Reactive All Reactive 
Mixtures Non-Reactive Non-Reactive

Dimensions 9.4" x 2.9" 10.75" x 2.9" 10.75" x 2.9" 10.64" x 3.125" 14.25" x 3.5" 14.25" x 4.25" 13.6" x 3.3" 14.25" x 3.53" 16.25" x 9" 20.75" x 4.5"
Water 

Capacity 0.97 Liters 1.0 Liters 0.9 Liters 0.9 Liters 1.72 Liters 2.2 Liters 1.52 Liters 1.72 Liters 12 Liters 3.69 Liters

Material Aluminum  
Alloy Steel Steel Aluminum 

Alloy 
Aluminum 

Alloy 
Aluminum 

Alloy  Steel Aluminum  
Alloy Steel Steel

Weight 5 oz. 1 lb. 1 lb. 8 oz. 1 lb. 14.9 oz. 1 lb. 12 oz. 2 lbs. 5 oz. 3 lbs. 2 lbs. 2 oz. 6.3 lbs. 11 lbs.

Valve Inlet N/A CGA 600 CGA 600 5/8" – 18 UNF 
(C-10)

5/8" – 18 UNF 
(C-10)

5/8" – 18 UNF  
(C-10)

5/8" – 18 UNF 
(C-10)

5/8" – 18 UNF 
(C-10) CGA 165 Gas Specific 

Regulator Trigger 
Aerosol

DEMAND FLOW 
71-SERIES 

72-MFV/17 
CV-2

DEMAND FLOW 
71-SERIES 

72-MFV/17 
CV-2

DEMAND FLOW 
70-SERIES 

DIAL-A-FLOW 
70-FMV 

70-SS-SERIES

DEMAND FLOW 
DIAL-A-FLOW 

70-SERIES 
70-FMV 

70-SS-SERIES

DEMAND FLOW 
DIAL-A-FLOW 

70-SERIES 
70-FMV 

70-SS-SERIES

DEMAND FLOW 
DIAL-A-FLOW 

70-SERIES 
70-FMV

DEMAND FLOW 
DIAL-A-FLOW 

70-SERIES 
70-FMV

70-SERIES  
w/Adapter N/A

Contents 10 Liters
(0.35 Cu Ft)

17 Liters
(0.6 Cu Ft)

34 Liters
(1.2 Cu Ft) 

34 Liters
(1.2 Cu Ft) 

58 Liters
(2.0 Cu Ft)

74 Liters
(2.6 Cu Ft)

103 Liters
(3.6 Cu Ft)

116 Liters
(4 Cu Ft)

221 Liters
(8.0 Cu Ft)

552 Liters
(19.4 Cu Ft)

For ordering 
information see page 7

For ordering 
information see page 7

R
e

g
u

l
a

t
o

r
s

C
y

l
i

n
d

e
r

s

*Suffix delineates the desired flow rate
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