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N-SERIES CARTRIDGES AND FILTERS

Respiratory Protection | 2013 CATALOG

North Combination Gas and Vapor Cartridges    
with P100 Particulate Filters   

SKU Packaging Description 

75SCP100L Pair  Defender™ Multi-Purpose with P100: Approved for 
use against Organic Vapors, Ammonia, Methylamine, 
Formaldehyde and Acid Gases (Chlorine, Hydrogen 
Chloride, Sulfur Dioxide, Hydrogen Sulfide, Chloride 
Dioxide, Hydrogen Fluoride); and 99.97% filter efficiency 
for all particulates

7581P100L  Pair  Organic Vapor with P100: Approved for use against 
Organic Vapors and 99.97% filter efficiency for all 
particulates

7582P100L Pair  Acid Gas with P100: Approved for use against Acid Gases 
(Chlorine, Hydrogen Chloride, Sulfur Dioxide, Hydrogen 
Sulfide (escape), Chloride Dioxide, Hydrogen Fluoride); 
and 99.97% filter efficiency for all particulates

7583P100L Pair  Organic Vapor and Acid Gas with P100: Approved for 
use against Organic Vapors and Acid Gases (Chlorine, 
Hydrogen Chloride, Sulfur Dioxide, Hydrogen Sulfide, 
Chloride Dioxide, Hydrogen Fluoride); and 99.97% filter 
efficiency for all particulates

7584P100  Pair  Ammonia and Methylamine with P100: Approved for 
use against Ammonia and Methylamine; and 99.97% filter 
efficiency for all particulates

75852P100L Pair  Mercury vapor cartridge with ESLI, with P100: Mercury 
Vapor and Chlorine with End-of-Service Life Indicator 
(ESLI) for Mercury Vapor; and 99.97% filter efficiency for  
all particulates

Particulate Filters     

SKU Packaging Description

7580P100  Pair P100 filter: 99.97% efficiency for all particulates 

75FFP100  Pair  Low Profile P100 Filter: For use under welding helmets;  
99.97% efficiency for all particulates

75FFP100NL  Pair  Low profile filter with Odor Relief P100 Filter: For 
use under welding helmets; 99.97% efficiency for all 
particulates, plus relief from odors caused by nuisance 
levels of organic apors, acid gases and ozone

7506N95  10/pack  N95 Prefilter: 95% filter efficiency for non-oil based  
aerosol particulates

7506R95 10/pack  R95 Prefilter: 95% filter efficiency for all particulates. 
Restricted to 8 hours service life if used in atmospheres  
containing oil-based aerosols

7506N99 10/pack  N99 Prefilter: 99% filter efficiency for non-oil based  
aerosol particulates
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