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Bi-Metal Hacksaw Blades

* Combines the flexibility of carbon steel backs with the cutting
performance of a high-speed steel cutting edge

e Cuts most metals including unhardened tool steel and stainless-steel

NUMBER OF BLADE LENGTH POINTS  TEETH BOX CARTON
BLADES IN. MM PERIN.  PERIN. Ty Ty

15-612 10 12 305 19 18 5 50 076174156126
15-613 10 12 305 25 24 5 50 076174156133
15-614 10 12 305 33 32 5 50 076174156140
15-628 1 10 254 25 24 10 100 076174156287
15-630 1 12 305 33 32 10 100 076174156300
15-631 1 12 305 25 2 10 100 076174156317
15-632 1 12 305 19 18 10 100 076174156324

1 10 254 19 18
20-067 Afg;ﬁd 2 10 254 25 2 5 30 076174200676

1 10 254 33 32

1 12 305 19 18
20-069 A:;‘;r;id 2 12 305 25 2 4 24 076174200690

1 12 305 33 32

High-Speed Steel Hacksaw Blades

e Ground tooth design for improved cutting performance versus

traditional hacksaw blades = — —

e Can be used on most metals including unhardened tool steel and
stainless-steel

skug NUMBER OF BLADE LENGTH POINTS TEETH BOX CARTON
IN. MM PER IN. PER IN. aTy aTy
15-802A 1 10 254 33 32 10 100 076174000078
15-804A 1 10 254 25 24 10 100 076174000085
15-808A 1 10 254 19 18 10 100 076174000092
15-822A 1 12 305 33 32 10 100 076174000108
15-824A 1 12 305 25 24 10 100 076174000115
15-828A 1 12 305 19 18 10 100 076174000122
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